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LONGITUDINAL AERODYNAMIC CHARACTERISTICS OF LIGHT, TWIN-ENGINE,
PROPELLER-DRIVEN AIRPLANES

Chester H. Wolowicz and Roxanah B. Yancey
Flight Research Center

SUMMARY

Representative state-of-the-art analytical procedures and design data for pre-
dicting the subsonic longitudinal static and dynamic stability and control characteristics
of light, propeller-driven airplanes are documented. Procedures for predicting drag
characteristics are also included.

The procedures are applied to a twin-engine, propeller-driven airplane in the clean
configuration to determine the lift, pitching-moment, and drag characteristics from
zero lift to stall conditions. Also determined are level-flight trim characteristics,
period and damping of the short-period oscillatory mode, and windup-turn character-
istics. All calculations are documented.

The calculated lift characteristics correlated well with full-scale wind-tunnel data
as a function of angle of attack, elevator settings, and power conditions.

The calculated drag characteristics also correlated well with full-scale wind-
tunnel data as a function of angle of attack, lift coefficient, and power settings in the
linear range at zero thrust conditions. With increasing thrust, the correlation was
good at the lower angles of attack, but tended to deteriorate with increasing angle of
attack. When the increment of induced drag due to power was omitted, good correlation
resulted throughout the power range at the high angles of attack. It was surmised that
the wide, built-in nacelles had a significant nullifying effect on the power-induced drag
of the immersed portion of the wing.

Calculated propeller-off pitching-moment characteristics agreed well with wind-
tunnel data for zero elevator deflection. When different elevator settings were included,
slope correlation was good but larger calculated control effectiveness in pitch was in-
dicated than was reflected by tunnel data. Study of this discrepancy indicated that tail
lift-carryover effects onto the body are nil for the horizontal-tail and body configuration
of the airplane investigated. Correlation of pitch control effectiveness would have been
improved if this carryover effect had been eliminated from the calculations.

The addition of power effects to the calculated pitching-moment characteristics
resulted in an increasing disparity between the calculated and the wind-tunnel-derived
pitching-moment slopes with increasing power. It was deduced that the deterioration
in correlation with increasing power was due to inadequate design data for the power-
induced downwash increment at the tail. When the power-induced downwash was re-
duced by 40 percent, good correlation of slopes for all power conditions resulted. It
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was concluded that the design data used to obtain the downwash due to power did not
properly account for the slipstream-flow interference of wide, built-in nacelles of the
type used on the airplane analyzed.

Using the modified power-induced downwash, the calculated elevator hinge mo-
ments correlated relatively well with wind-tunnel data. Calculated stick-force char-
acteristics for level flight and windup turns agreed reasonably well with flight data.

1.0 INTRODUCTION

As part of a NASA program to enhance general aviation safety and utility, the
NASA Flight Research Center has undertaken the documentation of analytical proce-
dures and design data, oriented to the needs of the industry, for predicting the subsonic
static and dynamic stability and control characteristics of propeller-driven aircraft.

In partial fulfillment of this project, representative state-of-the-art methods have been
compiled and, in some instances, extensions proposed. The results have been applied
to a representative light, low-wing, twin-engine, propeller-driven airplane in the clean
configuration, and the accuracy of the methods has been determined by comparing cal-
culated characteristics with wind-tunnel and flight data.

This report summarizes methods and guidelines which should enable a designer to
obtain improved estimates of the stability and control characteristics for propeller-off
conditions in general and the power effects on twin-engine, propeller-driven designs
in particular.

Axis systems, sign conventions, and definitions of stability and control derivatives
are in accord with standard NASA practice and usage.

2.0 SCOPE OF THE STUDY

As a logical starting point for the study, use was made of the USAF Stability and
Control Datcom handbook (ref. 1). This is a compendium of methods and design data
for predicting the stability and control characteristics of jet and propeller-driven
aircraft from subsonic through hypersonic regions of flight. It deals primarily with
winged configurations with untwisted constant airfoil sections. A considerable portion
of the material is based on NACA and NASA reports. In the present report, Datcom is
listed as the reference when it provides a unique treatment of information from other
sources, The basic source is referenced when Datcom repeats pertinent equations and
design data from another source, During this study, it became necessary to supplement
the Datcom methods and to provide some innovations,

The analysis of longitudinal characteristics in the clean configuration ranged from
zero lift to stall and involved stall conditions of the elevator, Propeller-off and power-
on conditions are considered in all instances. Included are analyses of the lift, pitching-
moment, drag, and hinge-moment-coefficient characteristics as functions of angle of
attack and elevator position. Elevator trim and stick-force characteristics for 1 g
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flight and windup turns are also included, as well as short-period and damping charac-
teristics. In the systematic buildup of the predicted longitudinal characteristics,
procedures, design charts, calculations, and correlating figures used to illustrate the
accuracy of the results are presented.

The report is divided into three phases: propeller-off static characteristics;
effect of power on the static characteristics; and dynamic characteristics, both with
the propeller off and with the power on. The propeller-off static characteristic buildup
initially considers tail-off lift and pitching moments in sequence. This is followed by
a consideration of the effects of the horizontal tail on the characteristics, drag buildup
of the complete airplane, and, finally, the derivation of the horizontal-tail hinge-
moment characteristics.

The effects of power on the lift, pitch, drag, and hinge moments are considered in
the second phase, The third phase considers the derivation of the dynamic-stability
derivatives.

Throughout the report, comparisons are made with wind-tunnel and flight data
when appropriate data are available. Notations and symbols are defined in each section
as they are used.

3.0 THE AIRPLANE

The airplane used in the analysis is representative of general-aviation, personal-
owner aircraft. It is a six-place, low~-wing, twin-engine, propeller-driven, all-metal
airplane with an all-movable horizontal stabilizer. Pertinent physical characteristics,
as provided by the manufacturer, are listed in table 3-1. A three-view drawing is
presented in figure 3-1.

The all-movable horizontal tail (referred to herein as a stabilator or elevator) is
equipped with a trailing-edge antiservo tab geared to move in the same direction as the
tail with a gear ratio of 1. 5° tab per degree of stabilator. The servo tab is geared to
increase the elevator control-force gradient,
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TABLE 3-1
MANUFACTURER'S PHYSICAL CHARACTERISTICS OF THE SUBJECT AIRPLANE

wing —
LoCaAtioN o v ¢ & ¢ o v ¢ ¢« ¢ 4 6 o e e e s e e s e s e e s e e e e e Low
Loadmg,lb/sqft ......... 20.2
Airfoil SECHON « + v ¢ v o v e e s e s s v .o ... NACA 642, A215 (modified)
Area, sqft . . . . ¢ oo o0 o e e e e e e e e 178.0
Span, ff . v v v e e e e e e e e e e e e e e e e 35.98
Mean aerodynamic chord, ft e e e s e e e e e e e e o e 5.00
Aspect Tatio v v v v v v v e v e e e s e e e e e e e 7.30
Dihedral, deg . . « & ¢ ¢« ¢ v ¢ v b o e e e e e e e e e e e 5.00
Incidence, deg .« « ¢« v v o o o o 0 4 00 e e 0. e e e e e e 2.00
Aerodynamic twist . . . ¢ . o o v e e e oo e v e e e e e e e e 0
Power —
HOTrSepower/engine . « v « v v v v v o v o v b ht o0 e 160.00
Loading, Ib/hp « « ¢ ¢ v v v v v v v v v v v v o e e e e 11.3
ENZiNe . v v v v v v o v v e v o o v s om0 0 s s e e e 2Lycom1ng10320B
Propellers —
TYPE ¢ ¢ v o v s o 0 v o0 Hartzell HC-E2YL-2A constant speed full feathering
Blades . ¢ ¢ v v v v v v e e e e e e e e e e e e e e . 7663 -4
Diameter, in.  « « v v v v o o e 0 e e e e e e e e e e e e 72,00
Weight and balance —
Maximum gross weight, 1b . . . . . . . . . oo oo oo oo o 3600. 00
Empty gross weight, 1b . . . . . .. . . .. 2160.00
Allowable center of gravity for maximum gross weight,
percent mean aerodynamic chord . . . ... .. e e e e e e 12.5 to 28.6
Allowable center of gravity for empty gross weight,
percent mean aerodynamic chord . . . .. ... .00 3.3 to 21.6
Control-surface deflection, deg —
AFlETON o ¢ ¢ ¢ v o o o o o o o o o o s s 8 o o o s 0 o 0 0 o s . +. 18up, 14 down
Elevator (stabilator). . .. ... .. e e e e e e e e e e e e e 14 up, 4 down
RUAAET « v v v o v e e e o o o o e o o o oo e e e e e e u e 22right, 20left
Flap (full) .. ... e e e e e e e e 27
Adjustable trim systems —
Longitudinal . . . . ¢ v v vt o b e vt e e e e e e e e e e Tab
Directional .. ... . . .. e e e e e e e e e e e e e e e e e Bungee
Lateral ... ... ... .. et e e e s e e e e e e e e mmmm—s
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/A

Figure 3-1. Three-view drrwing of the test airplane. Dimensions in feet.
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3.1 Center-of-Gravity Positions Used in the Analysis

The center of gravity of the airplane, for analytical purposes, was fixed at 10 per-
cent of the wing mean aerodynamic chord and 12 inches below the X-body axis (located
on the zero waterline) to conform with the full-scale wind-tunnel data (ref. 2) used in
the correlation of analytically predicted characteristics. For preliminary design
purposes, a more typical assumption of center-of-gravity position for the start of
analysis would be 25 percent of the wing mean aerodynamic chord.

In correlations with flight data, both the analytically predicted characteristics and

wind-tunnel data were modified to conform with the 12-percent mean aerodynamic chord
center-of-gravity conditions of the flight data.
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3.2 Geometric Parameters of the Wing and Horizontal Tail Used in the Analysis

In analytically predicting the longitudinal characteristics, the wing and horizontal
tail were considered on the basis of total planform and exposed panel planform, de-
pending on the characteristics being determined. Total planform was considered to
extend through the nacelle and the fuselage; exposed panel planform terminated at the
fuselage. Pertinent dimensions for the wing and tail are shown in figures 3.2-1 to
3.2-3.

The wing was considered to have zero leading-edge sweep, although there is
actually some sweepback between the fuselage and the nacelle. As a result of the
assumption of zero leading-edge sweep, the reference total planform area used in de-
termining the characteristics was 172.3 square feet in contrast to the manufacturer's
reference area of 178 square feet, based on a projection of the actual leading edge
through the fuselage. Because wind-tunnel data and flight-determined characteristics
were based on the 178-square-foot area, the predicted characteristics were ultimately
referenced to this area for comparison purposes.

Table 3.2-1 lists the geometric parameters of the wing and horizontal tail pertinent
to the analysis.

3.2.1 Symbols

b2

A aspect ratio, 3

b span, ft or in.

be span of the exposed panels, ft or in.

btab tab span, in.

c mean aerodynamic chord, in.

Ce mean aerodynamic chord of the exposed panel, in.

cy root chord, in.

(Cr)e root chord of the exposed panel, in.

ct tip chord, in.

Ctab tab chord, in.

Iy distance from the aircraft center of gravity to the quarter chord
of the horizontal-tail mean aerodynamic chord, in.

S area, sq ft

Y& lateral distance to the mean aerodynamic chord from the root
chord, in.

(yg)e lateral distance to the mean aerodynamic chord of the exposed

panel from the exposed panel root chord, in.



Ac/2
Ae/a

e

dihedral angle, deg
sweep of the half-chord line, deg
sweep of the quarter-chord line, deg
sweep of the leading edge, deg

Ct

taper ratio, —
Cr
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TABLE 3.2-1

PERTINENT WING AND HORIZONTAL-TAIL GEOMETRIC PARAMETERS
USED IN THE ANALYSIS

Symbol Description Wing Horizontal tail | Vertical tail
Total | Exposed | Total | Exposed Exposed
S Area, sq ft €172.3 | 148.0 32.5| 28.73 14.6
b Span, ft 36.0 32.0 12.5}1 11.25 4.67
A Aspect ratio, l§) 7.5 6.9 .8 4.4 1.49
¢y Tip chord, in. 39.0 39.0 21.4 21.4 24,0
cp Root chord, in. 76.0 71.9 41.5 39.3 51.0
Ct
A Taper ratio, o .513 . 044 . 515 .545 471
r

¢ #Mean aerodynamic chord, in. 59.50 | 57.10 | 32.45 31.2 39.2
N b Lateral position of mean aerodynamic 96.48 86.58 |33.10] 30.10 dos. 6

chord, in.
r Dihedral angle, deg 5 5 0 0 ———-
Ale Leading-edge sweep, deg 0 0 12 12 35
Ac/4 Sweep of c/4 line, deg -2.5 -2.5 8 8 30
Aesa Sweep of c¢/2 line, deg -5 -5 5 5 25

2

age 2 (142422

73 C’( 1+ )
b

y== L(I_Q}.) b
€ 3V 1+r/2

CArea used as basic reference in theoretical determination of characteristics. The final values of calculated

characteristics are based on 178 square feet, the reference area for the wind-tunnel and flight data.

9Erom root chord of exposed vertical-tail panel as given in figure 3.2-3.
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lh = 173.94
wind tunnel)

(1 = 172.75, flight)

Iy

' Ct=21.4 —

Dtab

9.4

o

5

\ _~ Torque tube

Q -

1.5

Figure 3.2-2. Pertinent horizontal-tail dimensions used in the analysis.
All dimensions in inches except as noted.
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N p=35°
be = 56.0

Figure 3.2-3. Pertinent dimensions of exposed vertical-tail panel used in drag
calculations. All dimensions in inches except as noted.
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4.0 PREDICTION OF PROPELLER-OFF AERODYNAMIC CHARACTERISTICS

4.1 Wing and Horizontal-Tail Airfoil Section Characteristics

Some success has been achieved in predicting airfoil section characteristics; how-
ever, where possible, section characteristics should be based on experimental data
(ref. 3, for example) with the maximum lift coefficient corrected to the Reynolds num-
ber being considered. The discussion in this section is presented to show the trends
created by the variation of pertinent section geometric characteristics.

Theoretically, airfoil section lift-curve slopes for nonseparated, incompressible
flow conditions are affected by airfoil thickness ratio, t/c, and to a much lesser
extent by trailing-edge angle, %e (fig. 4.1-1), as shown by the following equation from
reference 1:

c; =6.28 +4. T(t/c) (1 + 0.00375¢,) per radian “.1-1)
o

where %e is in degrees. Practically, boundary layer (which is influenced by surface

roughness, leading-edge sharpness, surface curvature, and pressure gradients) re-
duces the section lift-curve slope significantly. Leading-edge sharpness is normally
expressed as a leading-edge-sharpness parameter, Ay (fig. 4.1-2). Effects of
leading-edge sharpness and surface roughness are illustrated in this section. The
variables ¢, and Ay are used as correlating parameters throughout the discussion

of section characteristics.

Section zero-lift angle of attack cannot be predicted accurately. It is affected only
slightly by Reynolds number and surface roughness (ref. 4); Mach number effects, how-
ever, can be significant in the higher subsonic regions as indicated in reference 5 and
shown in figure 4.1-3 (from ref. 1).

Low -speed section stalling characteristics can be classified into three "pure"
types of stall separation patterns and a fourth " impure" type (ref. 6) as shown in the
adjacent sketch.

Leading-edge stalt Combined stali

{ Thin airfoil stall { Combined (a) Trailing-edge stall is character-

‘ stall ized by a gradual turbulent boundary-
layer separation starting at the section
trailing edge and moving forward with
increasing angle of attack. This type of
stall occurs on wings having a thickness
of 12 percent or greater. The stall is
mild with a gradual rounding of the lift
and moment curves near maximum lift
coefficient.

Trailing-edge stallW

|

Lift coefficient

Angle of attack ——sm=

(b) Leading-edge stall is character-
ized by an abrupt local (small bubble)
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flow separation near the leading edge. For this separation pattern the lift and pitching-
moment curves show little or no change in lift-curve slope prior to maximum lift and
an abrupt, often large, change in lift and pitching moment after maximum lift is attained.

(c) Thin-airfoil stall is characterized by laminar flow separation from the leading
edge, followed by a turbulent reattachment at a point along the chord which moves
progressively downstream with increasing angle of attack. The stall is characterized
by a rounded lift-curve peak, generally preceded by an inflection in the force and
moment variation in the linear range for airfoils with rounded leading edges.

(d) Combined trailing-edge and leading-edge stall is characterized by either a semi-
rounded or relatively sharp lift-curve peak and followed by either an abrupt or
relatively rapid decrease in lift.

The type of leading-edge stall, (b) and (c), and the occurrence of trailing-edge and
combined stall are dependent on leading-edge geometry and on the Reynolds number of
the boundary layer at the point of separation and thus on the free-stream Reynolds
number. This is reflected in figure 4.1-4, from reference 6, where the upper surface
ordinate at the 0.0125 chord was used as a correlating parameter. The type of leading-
edge stall affects the section maximum lift coefficient. This is reflected in figure 4.1-5,
from reference 1, for an uncambered airfoil at a Reynolds number of 9 X 106; the
leading-edge-sharpness parameter, Ay (fig. 4.1-2), is the correlating parameter.

The effect of Reynolds number on the maximum section lift coefficient can be
accounted for by using figure 4.1-6, from reference 1, which uses the leading-edge-
sharpness parameter, Ay, as the correlating parameter. The effects of surface
roughness on maximum section lift coefficient are not so readily accounted for. Fig-
ure 4.1-7, from reference 3, shows the effects of Reynolds number and NACA standard
roughness on an airfoil section. Figures 4.1-8 and 4.1-9, also from reference 3,
show the effects of roughness at the leading edge and at various chordwise locations.

It should be noted that NACA standard roughness is considered to be more severe than
that caused by the usual manufacturing irregularities or deterioration in service.

The aerodynamic center of thin airfoil sections at subsonic conditions is theoret-
ically located at the quarter-chord point. Experimentally, the aerodynamic center is
a function of section thickness ratio and trailing-edge angle, as shown in figure 4.1-10.

For the subject airplane the section airfoil characteristics of the wing and hori-
zontal tail, summarized in table 4.1-1, were determined from table 4.1-2 (from
ref. 1), which is a summary of experimental data (at Nge = 9 X 106) for NACA four-

and five-digit airfoils and NACA six-series airfoils reported in reference 3. The
section characteristics of the wing airfoil (NACA 649A215) were obtained directly from

table 4.1-2; the characteristics of the horizontal-tail airfoil (NACA 0008) were ob-
tained from a linear interpolation of the characteristics listed for the NACA 0006 and
0009 airfoils.

The upper limit of linearity, o*, indicated in table 4.1-2 is the upper angle-of-
attack limit of the linear portion of the lift-curve slope.
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4.1.1 Symbols

base

max

x/c,y/c
Ay

c/4

%e

H-646

aerodynamic center of an airfoil section, fraction or percent of chord

section chord, in. or ft

section drag coefficient
section 1ift coefficient

section maximum lift coefficient

section maximum lift coefficient at reference Reynolds number of
9 X 106 based on section chord, ft

for Reynolds number

correction of cl
max

section lift-curve slope, rad or deg

section pitching-moment coefficient at zero lift

section pitching-moment coefficient about the quarter-chord point
Mach number

Reynolds number, based on the chord in ft

maximum thickness ratio

section coordinate dimensions (fig. 4.1-7)

section leading-edge-sharpness parameter (fig. 4. 1-2), percent
of chord

angle of attack, rad or deg
angle of attack for zero lift
limit of linearity of cy

a

angle of attack at clmax

sweep of the quarter-chord line, deg

section trailing-edge angle (fig. 4.1-1), deg
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TABLE 4.1-2

EXPERIMENTAL LOW-SPEED AIRFOIL SECTION AERODYNAMIC CHARACTE RISTICS!
[ Ref. 1]

(a) 4- and 5-digit airfoils, Ng, = 9 X 105, smooth leading edge

Airfoil | o, deg Cm, €1 4 Per deg a.c. %lmax, deg Clmax o, deg
0006 0 0 0,108 0.250 9.0 0.92 9.0
0009 0 0 . 109 . 250 13.4 1.32 11.4
1408 .8 -.023 . 109 .250 14.0 1.35 10.0
1410 ~1.0 -.020 . 108 .247 14,3 1.50 11.0
1412 -1.1 | -.025 . 108 .252 15.2 1.58 [ 12.0
2412 -2.0 -. 047 . 105 .247 16.8 1.68 9.5
2415 -2.0 -. 049 . 106 .246 16.4 1.63 10.0
2418 -2.3 -. 050 .103 .241 14.0 1.47 10.0
2421 -1.8 | -.040 .103 .241 16.0 1.47 8.0
2424 -1.8 -. 040 . 098 .231 16.0 1.29 8.4
4412 -3.8 -, 093 105 .247 14.0 1.67 7.5
4415 -4.3 -, 093 . 105 .245 15.0 1.64 8.0
4418 -3.8 -.088 .105 .242 14.0 1.53 7.2
4421 -3.8 -. 085 . 103 .238 16.0 1.47 6.0
4424 -3.8 -. 082 . 100 .239 16.0 1.38 4.8
23012 -1.4 -. 014 . 107 .247 18.0 1.79 12.0
23015 -1.0 -.007 .107 .243 18.0 1.72 10.0
23018 -1.2 -.005 .104 .243 16.0 1.60 11.8
23021 -1.2 0 .103 .238 15.0 1.50 10.3
23024 -.8 0 . 097 .231 15.0 1.40 9.7
(b) 6-series airfoils, Ng, =9 X 108, smooth leading edge
Airfoil , de c c er de; a.c. de| ¢ o, de
% et m, 1P & %lmax, & | “Umax » Ce8
63-006 0 0.005 0,112 0.258 10. 0 0.87 7.7
63-009 0 0 .111 .258 11.0 1.15 10,7
63-206 -1.9 -.037 .112 .254 10.5 1.06 6.0
63-209 -1.4 -.032 .110 .262 12.0 1.40 10.8
63-210 -1.2 -.035 113 .261 14.5 1.56 9.6
63,-012 0 0 .116 .265 14.0 1.45 12.8
631-212 -2.0 -.035 .114 .263 14.5 1.63 11.4
631-412 -2.8 -.075 117 .271 15.0 1.77 9.6
639-015 0 0 . 117 .271 14.5 1.47 11.0
632-215 -1.0 -.030 116 .267 15.0 1. 60 8.8
639-415 -2.8 -. 069 .118 .262 15.0 1.68 10.0
639-615 -3.6 -.108 117 .266 15.0 1.67 8.6
635-018 0 0 . 118 .271 15.5 1.54 11.2
633-218 -1.4 -. 033 .118 .271 14.5 1.85 8.0
633-418 -2.7 -. 064 .118 .272 16.0 1.57 7.0
633-618 -3.8 -.097 .118 .267 16.0 1.59 4.2
634-021 0 0 .118 .273 17.0 1.38 9.0
634-221 -1.5 -.035 .118 .269 15.0 1.44 9.2
634-421 -2.8 -. 062 . 120 .275 16.0 1.48 6.7
63,4-420 -2.2 -.059 .109 .265 14.0 1.42 7.6
63,4-420a = .3 -2.4 -. 037 .111 .265 16.0 1.35 6.0
63(420)-422 -3.2 -. 065 .112 .271 14,0 1.36 6.0
63(420)-517 -3.0 -. 084 . 108 . 264 15.0 1.60 8.0
64-006 0 0 . 109 .256 9.0 .8 7.2
64-009 0 0 .110 .262 11.0 1.17 10.0
64-108 0 -.015 . 110 .255 10.0 1.10 10.0
64-110 -1.0 -. 020 .110 .261 13.0 1.40 10.0
64-206 -1.0 -. 040 .110 .253 12.0 1.03 8.0
64-208 -1.2 ~.039 . 113 .257 10.5 1.23 8.8
64-209 -1.5 -.040 . 107 .261 13.0 1.40 8.9
64-210 -1.6 -. 040 .110 .258 14,0 1.45 10.8
641-012 0 0 L1111 .262 14.5 1.45 11.0
64-112 -.8 -. 017 .113 .267 14.0 1.50 12.2
641—212 -1.3 -. 027 . 113 .262 15.0 1.55 11.0
641412 -2.6 -.065 .112 .267 15.0 1.67 8.0

ILift coefficients used in these charts are based on chord.
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TABLE 4.1-2 (Concluded)

Airfoil Oy deg Cmo €1 o Per deg a.c. azclm , deg Clmax o, deg
ax

642—015 0 0 0,112 0,267 15.0 1.48 13.0
649-215 -1.6 -.030 .112 .265 15.0 1.57 10.0
649-415 -2.8 -.070 115 .264 15.0 1.65 8.0
6453-018 0 . 004 111 . 266 17.0 1.50 12.0
643-218 -1.3 -, 027 . 115 .271 16.0 1.53 10.0
643—418 -2.9 -. 065 . 116 .273 14.0 1.57 8.0
643-618 -3.8 -, 095 .116 .273 16.0 1.58 5.6
64,4-021 0 . 005 .110 L2714 14.0 1.30 10.3
644-221 -1.2 -.029 117 .271 13.0 1.32 6.8
644-421 ~2.8 -, 068 <120 L276 13.0 1.42 6.4
65-006 0 0 .105 .258 12.0 92 7.6
65-009 0 0 . 107 .264 11.0 1.08 9.8
65-206 ~1.6 -.031 .105 . 257 12.0 1.03 6.0
65-209 -1.2 -.031 .106 .259 12,0 1.30 10.0
65-210 ~-1.6 -. 034 .108 .262 13.0 1.40 9.6
65410 -2.5 -. 067 J112 .262 14,0 1.52 8.0
(551—012 0 0 .110 .261 14.0 1.36 10.0
651-212 -1.0 -.032 .108 .261 14.0 1.47 9.4
651—212 a=.6 -1.4 ~.033 . 108 .269 14,0 1.50 9.6
651-412 -3.0 -. 070 J111 .265 15.5 1.66 10.5
659-015 0 0 .111 .257 15.0 1.42 11.2
652-215 -1.2 -. 032 112 .269 15.5 1.53 10.0
659-415 2.6 -. 060 111 .268 16.0 1.61 8.7
659-4152a = .5 -2.6 -.051 L111 .264 20.0 1.60 7.0
65(215)-114 =7 -.019 .112 .265 15.0 1.44 10.5
65(216)-415a = .5 -3.0 -. 057 . 106 267 18.0 1.60 6.0
65,3-018 0 0 . 100 262 17.0 1.44 10.0
65418a=.8 -3.0 -.081 L112 .266 20,0 1.58 4.4
65-618 -4.0 -.100 .110 273 20.0 1.60 4.9
653—018 0 0 .100 .267 16.0 1.37 10.0
653—218 -1.2 -.030 .100 .263 18.0 1.48 8.8
653-418 -2.4 -.059 .110 .265 18.0 1.54 4.9
653-418a = .5 -2.8 -.055 .115 .267 18.0 1.50 6.0
655-618 4.0 -.102 .113 .276 18.0 1.64 5.2
653-618 a = .5 -4,2 -.078 104 .265 20.0 1.51 5.3
654-021 0 0 .112 .267 18.5 1.40 7.4
654—221 -1.3 -.029 L1156 .274 20.5 1.46 6.0
654-421 -2.8 -.066 .116 .272 22,0 1.56 5.0
654-421a=.5 -2.8 -.052 .116 272 20.0 1.43 5.6
65(421)-420 -2.4 -.061 .116 276 20.0 1.52 4.7
66-006 0 0 . 100 252 9.0 .80 6.5
66-009 0 V] . 103 .259 10.0 1.05 10.0
66-206 -1.6 -.038 . 108 .257 10.5 1. 00 7.0
66-209 -1.0 -.034 . 107 .257 11.0 1.17 9.0
66-210 -1.3 -.035 .110 .261 11.0 1.27 10.0
661—012 0 0 . 106 .258 14.0 1.25 11.2
661—212 -1.2 ~-.032 . 102 .259 15.0 1.46 11.6
662-015 0 . 005 . 105 .265 15.5 1.35 12,0
662—215 -1.3 -.031 .106 .260 16.0 1.50 11.4
669415 -2.6 -.069 . 106 .260 17.0 1.60 10.0
66(215)-016 0 0 . 105 260 14.0 1.33 10.0
66(215)-216 ~-2.0 -. 044 .114 .262 16.0 1.55 8.8
66(215)-216 a = .6 -1.2 -.030 .100 L2567 16.0 1.46 7.0
66(215)-416 -2.6 -.068 .100 .265 18.0 1.60 4.0
63A010 0 . 005 .105 .254 13.0 1.20 10.0
63A210 -1.5 -.040 . 103 257 14.0 1.43 10.0
64A010 0 0 .110 .253 12.0 1.23 10.0
64A210 -1.5 -.040 .105 .251 3.0 1.44 10.0
64A410 -3.0 -.080 .100 .254 15.0 1.61 10.0
641A212 ~2.0 -.040 .100 .252 14.0 1.54 11.0
640A215 -2.0 -.040 . 095 .252 15.0 1.50 12.0
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Figure 4.1-1. Variation of trailing-edge angle with airfoil thickness ratio (ref. 1).
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Figure 4. 1-2, Variation of leading-edge sharpness parameter with airfoil thickness

ratio (ref. 1).
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Figure 4. 1-3. Mach number correction for zero-lift angle of attack (ref. 1).
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Figure 4.1-4. Low-speed stalling characteristics of airfoil sections correlated with
Reynolds number and upper-surface ordinates of the airfoil sections at the 0.0125-
chord station (ref. 6).
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Figure 4.1-6. Effect of Reynolds number on section maximum lift (ref. 1).
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Figure 4.1-10. Effect of trailing-edge angle on section aerodynamic-center location
(ref. 1). Subsonic speed.
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4,2 Lift Characteristics of the Wing and Horizontal Tail

Lift characteristics of the wing and horizontal tail are considered in terms of total
(which includes the portion covered by the body) and exposed areas of the respective
surfaces (section 3.2). Body in this context includes fuselage and nacelles. The ex-
posed panel concept is used in obtaining the net propeller-off lift and pitching-moment
characteristics of the airplane; the total wing concept is used in determining maximum
lift coefficient, drag, and power effects on the lift and pitching moment, The procedures
of this section are restricted to untwisted wings; lift characteristics of twisted wings
are considered in reference 7. In the following discussion the expression "wing" is
used as a general term and applied to both wings and tail surfaces. The wing and
horizontal-tail lift curves of the subject airplane, as determined by the following pro-
cedures, are shown in figure 4.2-1.

Zero-lift angle of attack for untwisted, constant section airfoil wings is relatively
unaffected by wing planform geometry. It is primarily a function of section geometry
(section 4.1). Therefore, the section zero-lift angle can be assumed to be the value
for the overall wing.

Lift-curve slopes of tapered wings, in the subsonic region up to M = 0.6, can be
determined by the modified lifting-line theory method of reference 8. The method is
simple and does not require the use of the taper ratio as a parameter because the mid-
chord sweep angle, rather than the quarter chord, is used as the sweep angle. The
lift-curve slope is determined as a function of aspect ratio, A, midchord sweep angle,
Ac/2» Mach number, M, and section lift-curve slope, Cly by the following equation

developed in reference 8:

CL
Aoz = 2n per radian “4.2-1)

A2 o 2
= 4
2+ 2 (B° +tan /\c/2)+

€l
where 32 =1-M2 and k= Eg . Figure 4.2-2 is the graphical equivalent of the
equation. T

The upper limit of linearity of the wing lift-curve slope is considered to be equal
to the section airfoil limit of linearity, o* (section 4.1 and fig. 4.2-1).

The maximum lift coefficient and angle of attack for the maximum lift of wings at
subsonic conditions (up to M = 0. 6) may be determined by the empirical method of
reference 1. The reference considered procedures for both high- and low-aspect-
ratio wings; however, because general aviation aircraft are concerned with high-aspect-
ratio wings as defined by

3
A> (cl+ 1) cosA

4.2-2)
le

where C, is given in figure 4.2-3 as a function of taper ratio, only the high-aspect-
ratio data are presented.
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For high-aspect-ratio, untwisted, constant section wings,

Lmax
CLmax = ps CZ +ACL (4.2"3)
Imax max max
Lmax
ozCL = + 0y +AaCL (4.2-4)
max Cq, max
o

where, as functions of leading-edge sweep, Ajo» and leading-edge sharpness ratio,
Ay (fig. 4.1-2),

CL
S max is obtained from figure 4.2-4 for M = 0.2
l

max

Aag is the angle-of-attack correction at C for flow

L
Lmax separation from figure 4.2-5 max

AC is the Mach number correction from figure 4.2-6
Lmax

and where

Cy, is the lift-curve slope obtained from equation (4.2-1) or figure 4.2-2
Qo

cZ is the section airfoil maximum lift coefficient obtained from section 4.1
max

o, is the zero-lift angle obtained from section 4.1

It should be noted that, on the basis of equation (4.2-3) and figures 4.2-4 and 4.2-6,

C is not a function of wing area or aspect ratio.
Lmax

Pertinent aspects of the calculation for the lift characteristics of the wing and
horizontal tail of the subject airplane at wind-tunnel Mach conditions are summarized
in table 4.2-1. The results were applied to the lift curves shown in figure 4.2-1.

The fairings of the curves in figure 4.2-1 from the upper limits of linearity, o*, to

the stall angle of attack, o » were based on the stall characteristics of section
max

airfoils (section 4.1). Regardless of where the separation first appears on three-

dimensional wings (inboard or tips), it is the type of separation on the section airfoil

that determines the lift-curve shape near maximum lift. In figure 4.2-1, it is evident

that rounding of the lift curves occurs near CLmax'
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The shape of the lift curve beyond stall is not so easily approximated. Although
reference 1 provided a technique for estimating the shape of the lift curve beyond stall,
the technique could not be applied satisfactorily to the subject airplane. Thus, for the
wing, the lift curve was terminated at maximum lift. However, because a study of
the pitch characteristics of the subject airplane involved stalled regions of the tail,
the shape of the horizontal-tail lift curve in the stalled region was estimated on the
basis of a study of the stall characteristics of various tails in reference 9.

4.2.1 Symbols

A aspect ratio
Cy constant (from fig, 4.2-3) used in equation (4. 2-2) defining high
aspect ratio
Cy, lift coefficient of a finite surface at the subsonic Mach number
considered
Cy, maximum lift coefficient of a finite surface at the Mach number
max considered, obtained from equation (4, 2-3)
C
L
max
T maximum-lift-coefficient factor at M = 0.2, obtained from fig-
¢ ure 4. 2-4
max
CL Mach number correction of the incompressible maximum lift coef-
max ficient, obtained from figure 4, 2-6
Cy, lift-curve slope of a finite surface at the Mach number considered,
@ obtained from equation (4. 2-1) or figure 4.2-2, per rad
c; maximum section lift coefficient at incompressible (M < 0, 2) con-
max ditions, obtained from section 4. 1
< section lift-curve slope at incompressible (M < 0.2) conditions,
o obtained from section 4. 1, per rad
c
oo
T 27
M Mach number
S planform surface area, sq ft
Ay leading-edge-sharpness parameter as defined in section 4. 1, 1
@ angle of attack, rad or deg
ap angle of attack of surface for zero lift, deg
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Ale
Ae/2

A

Subscripts:

30

limit of linearity of the lift curve of a surface, deg

angle of attack of a surface at its Cy, , obtained from equation
(4.2-4) max

angle-of-attack correction at Cy, for flow separation, obtained
from figure 4.2-5, deg max

sweep of the surface leading edge, deg

sweep of the surface midchord line, deg

taper ratio of surface

exposed panel

horizontal tail

wing
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Figure 4.2-4. Subsonic maximum lift of high-aspect ratio, untwisted,
constant airfoil section wings (ref. 1). M 0. 2.
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Figure 4.2-5. Angle-of-attack increment for subsonic maximum lift of

high-aspect-ratio, untwisted, constant airfoil section wings (ref. 1).
M ~0.2 to 0.6.
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4.3 Lift Due to Fuselage and Nacelles

Techniques for predicting the lift contribution of bodies assume that the normal
forces acting on bodies of revolution at angles of attack consist of a linear combination
of potential flow and viscous crossflow contributions. As indicated by reference 10,
the normal forces acting on the forward or expanding portions of the bodies agree well
with those predicted by potential theory, whereas poor agreement occurs for the aft or
contracting portions where viscosity effects become more important. By assuming
potential flow over only a forward portion of the body and viscous flow for the re-
mainder of the body, reference 10 arrived at equations for lift, pitching moment, and
drag of bodies which showed good correlation with experimental data for a number of
bodies of revolution up to 16° to 18° angle of attack. The method of reference 10 is
empirical only to the extent of the definition of the arbitrary longitudinal boundary
between potential and viscous flow.

On the basis of reference 10, the lift coefficient of a body of revolution, based on the
two-thirds power of the body volume, Vg is obtained from the expression

Potential flow Viscous flow
£ N 4 TN
X 2w 2 l
9B glkz ~ kp) "0, i Bogr B
“Lp _m T 57.3)2 (V)2 e @370
-3(Vp 0 (57.3)%(Vp) .
where
(k2 - kl) is the apparent mass factor, and 5 is the drag proportionality factor,
obtained from figures 4.3-1 and 4.3-2, respectively, as a function of body fineness
ratio, _znﬂ
B

¢q is the steady-state crossflow drag coefficient for circular cylinders, a
c
function of crossflow Mach number, M., obtained from figure 4.3-3

ag ” is the angle of attack of the equivalent body relative to its zero-lift line,
e

degrees

X, is the limit of integration in feet (the arbitrary boundary between the two flows)
X
determined from figure 4.3-4 as a function of T where Xq is the point at which the
B as
o
rate of change of the cross-section area, So» With x, el is a negative maximum

To simplify the application of equation (4.3-1), reference 1 considered the fimit
X

o 1 . .
of integration, X, to be determi.- 1 by . but - -ith «- assumed 10 be the point at
"B
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ds
0
which iy is 2 minimum, that is, Xy is the point of maximum cross section. As a

result of this simplifying assumption which results in slightly optimistic contributions
of bodies,

2u 2 l
N 2B ggplka — K1) Sopay Befr B dx 4.3-2
CLp ™ 2/3 * 2o 273 | ", (2.3-2)
57.3 (Vp) (67.3)“ (VR) x
0

which is the equation used in this report.

Because the equation for lift of bodies is based on bodies of revolution, it is nec-
essary to replace the actual body of the airplane by an approximate equivalent body of
revolution to serve as a mathematical model for analysis. This requires study of the
profile as well as the plan-view outline of the body to arrive at the shape, based on
judgment, which will provide the same lift characteristics. For the subject airplane,
figure 4.3-5(a) shows the estimated equivalent circular fuselage in relation to the
actual fuselage. It should be noted that the equivalent fuselage has a zero-lift angle 3°
below the reference X-body axis. The nacelle, shown in figure 4.3-5(b), does not
lend itself to such a simple estimate of equivalence because of its wide rectangular
shape and irregular profile. As an approximation for equivalence, the cross-
sectional area of an equivalent circular nacelle at any one point, X, was assumed to
be equal to the actual cross-sectional area. The axis of the equivalent nacelle was
assumed to be parallel to the X-body axis (reference axis of the airplane).

Table 4. 3-1 lists the pertinent aspects of the calculations for the lift contributions
of the fuselage and nacelles of the subject airplane as summarized by the following in
terms of wing area (Sy, = 172.3):

Fuselage Nacelles

/ /] -
Potentjal Crossflow Patential Crossflow
ﬁ f N

! N

\ \ T
2
Cr;+Cp, = [0. 00218 (ag - 3) + 0.0000309(ap - 3)2]+[0.00160aB +0. 0000100, ] 4.3-3)

where

ap is the angle of attack of the airplane, relative to the body X-axis, deg

1.3.1 Symbols

CLB lift coefficient of the body (where body is a general term) referred
to two-thirds power of the body volume or to the wing area as
noted

CLf, CLn lift coefficient of the body, CLB, applied specifically to the fuse-
lage and nacelle, respectively

d, steady-state crossflow drag coefficient, a function of crossflow

Mach number, Mg, obtained from figure 4.3-3

38 H-646



max
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maximum diameter of an equivalent circular body, in.
reduced mass factor from potential flow theory as listed in figure 4.3-1
body length, ft or in. as noted

body length, lp, applied specifically to the fuselage and nacelle,
respectively

Mach number
M sin OB,

radius of an equivalent circular body at the body cross section being
considered, in. or ft

cross-section area of an equivalent circular body, sq ft
maximum cross-section area of an equivalent circular body, sq ft
reference wing area, sq ft

volume of an equivalent circular body, cu ft

body volume, Vp, applied specifically to the fuselage and nacelle,
respectively

distance from the nose of the body to the point where potential flow
ceases, in. or ft

distance from the nose of the body to the point of maximum negative rate
of change of body cross-sectional area with body length, in. or ft

increment length of the body, in. or ft

angle of attack of the actual body, synonymous to airplane angle of
attack, «, using X-body axis as reference, deg

effective angle of attack of an equivalent circular body,
deg

ap + Uops

, applied specifically to the fuselage and

effective angle of attack, «
Bef

nacelle, respectively

zero-lift angle of an equivalent circular body relative to the reference
X-body axis of the airplane, deg

zero-lift angle, «_. , applied specifically to the fuselage

B

drag proportionality factor from figure 4.3-2
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Figure 4.3-3. Steady-state crossflow drag coefficient for circular cylinders (two

dimensional).
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Figure 4.3-4. Extent of applicability of potential theory as a function of the maximum
negative rate of change of body cross-sectional area with body length (ref. 10).
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Figure 4.3-5. Concluded.



4.4 Lift Due to Combined Wing-Fuselage-Nacelle

The addition of a body to a wing results in mutual interference effects. Lift of the
wing-body combination is influenced by the body upwash effect on wing lift and the lift
carryover of wing panel loading onto the body. Net wing upwash and downwash effects
on the body influence body pitching moments primarily. Symmetrical body vortices
which result from flow separation just behind or above the area of minimum pressure
along the side of the body near the nose are normally negligible for most airplane
types of wing-body combinations.

The lift of the wing-fuselage-nacelle combination accounting for the mutual inter-
ference effects of wing and fuselage may be estimated from

Swe
CLan = CLf+ CLn + [Kw(f) + Kf(w)] (C LOZ>Weawabs Se 4.4-1)

where
CLf is the fuselage lift from equation (4.3-3)
CLn is the nacelle lift from equation .3-3)

Kw(f) is the ratio of the lift on the wing in the presence of the body to the lift on

an isolated wing, obtained from figure 4.4-1 and reference 11

Kf(w) is the ratio of wing lift carryover onto the body to wing lift alone, obtained

from figure 4.4-1

(CL )N is the lift-curve slope of the exposed wing panels, obtained from table
a'We

4.2-1

Olwabs is the absolute angle of attack of the wing, equal to o+ iy, - %w

Because of the lack of suitable data, the interference effects of the nacelles are
not accounted for.
The use of the interference factors, Kw(f) and Kf(w)’ from reference 11 is re-

stricted to wings which do not have sweptback trailing edges or sweptforward leading
edges. The factors were obtained for wings mounted as midwings on bodies of revolu-
tion but have been used for other configurations.

For the subject airplane, the lift of the wing in the presence of the body and the
carryover of the wing lift onto the body is calculated in table 4.4-1(a) to be equal to

= 0. = . 4.4-2
CLW(f)+f(W) 0.079(a + 4)(referenced to Sy, = 172.3 sq ft) ( )
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The net lift of the wing, fuselage, and nacelle combination in the linear lift range
is obtained by summarizing the fuselage and nacelle contributions as obtained from
table 4.3-1 and the lift of the wing in the presence of the body as obtained from
table 4.4-1(a). Thus

- C C
Lon Lt ¥ Ly L )+t w)
=[0.00218(cr - 3) + 0.0000309( - 3)2] + [0. 00160c + 0.00001002] + 0. 079(cx + 4)
@.4-3)

The addition of a body to the wing in most airplane configurations tends to de-
crease the maximum lift coefficient and corresponding angle of attack, although an in-
crease in the geometric stall angle is possible in some circumstances. The wing
planform is a primary consideration. In the absence of theoretical methods, refer-
ence 1 devised empirical relations for predicting maximum lift coefficient, (CLmax> ¢

w
and corresponding stall angle, oc ) , for wing-body combinations up to
( Lmax/wt
M =0.6. The method uses an empirical taper ratio correction factor, Co (fig. 4.4-2),

in determining, in the following equations, the empirical correction factors,
o
(CLmax>wf ( CLmax>wf

C and e from figure 4.4-3 as functions of (o + 1)A tan Ate
Z Lmax5W ( CLmax)w

and the ratio of the fuselage diameter to the wing span, % :
(CLmax)wf
(chax)wf: (CLm—axyw— (CLmaX)W 4.4-4)
and
_ (achaX)wf 4 a5
(aCLmax)wf i (aCLmax)w (a CLmax)w 4o
where

(CL ) and (QC ) (the absolute stall angle from zero lift) are for
max/ Lmax/,,
total wing alone from section 4.2
Pertinent aspects of the calculations for (C and (o for the sub-
P ( Lmax) £ ( CLmax>Wf
ject airplane are listed in table 4.4-1(b).

The net lift of the wing-fuselage-nacelle combination for the subject airplane in
terms of a reference wing area of 172.3 square feet (reference area of analysis) and
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178.0 square feet (reference area of wind-tunnel data) is summarized in table 4.4-2.
The results for a wing area of 178, 0 square feet are plotted and compared with wind-
tunnel data in figure 4.4-4. The fairing from the limit of linearity to the maximum lift
coefficient was performed in the same manner as for the wing alone (section 4.2).

In summary, the lift contributions attributed to the fuselage and nacelle crossflow
effects are insignificant. The contributions due to the potential -flow effects on the
fuselage and nacelles are negligible for preliminary estimates but are large enough to
be significant for refined estimates. Although these fuselage contributions may be
negligible or small for lift considerations, they are not necessarily negligible with
regard to pitching-moment considerations, as discussed in section 4. 8.

4.4.1 Symbols

A

b

48

wing aspect ratio
wing span, ft
lift coefficient of the fuselage based on the wing area

maximum lift coefficient of the wing alone, obtained from table
4,2-1

maximum lift coefficient of the wing-fuselage combination, obtain-
ed from figure 4.4-3

lift coefficient of the nacelles based on wing area

lift coefficient of the wing including mutual wing-fuselage inter-
ference effects

lift coefficient of the wing-fuselage-nacelle assembly

lift-curve slope of the exposed wing panels, obtained from table
4.2-1, per deg

taper ratio correction factor from figure 4, 4-2
fuselage width at the wing, ft

wing incidence, angle between the wing chord and reference
X-body axis, deg

ratio of wing lift carryover on the fuselage to the wing alone, ob-
tained from figure 4. 4-1

ratio of the lift on the wing in the presence of the fuselage to the
wing alone, obtained from figure 4.4-1

Mach number

H-646
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reference wing area, sq ft
area of the exposed wing panels, sq ft
angle of attack relative to the reference X-body axis, deg

stall angle of attack of the wing alone relative to the zero-lift line
of the wing, deg

stall angle of attack of the wing-fuselage combination relative to
the zero-lift line of wing, deg

wing zero-lift angle of attack relative to the wing chord, deg

wing angle of attack relative to the wing zero-lift line,
a - OlOW + iW’ deg

sweep of the wing leading edge, deg

wing taper ratio
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TABLE 4.4-1
WING LIFT OF AIRPLANE INCLUDING MUTUAL WING-FUSELAGE INTERFERENCE

(@) In linear range

S

\’Ve
) - K., . —
CLW(D+f(W) [ w(f) * Kf(“’)](CLa>w Wabs Sy
e
Symbol Description Reference Magnitude
d Fuselage width at wing, ft Figure 3.2-1 | 4.0
b Wing span, ft Figure 3,2-1 36.0
W Reference wing area, sq ft Table 3.2-1 172.3
Sw Area of exposed wing panels, sq ft Table 3.2-1 148.0
We gp
%, Zero-lift angle of attack relative to wing chord,| Table 4.2-1 -2.0
w deg
iy, Wing incidence relative to X-body axis, deg Table 3-1 2.0
%o Wing angle of attack relative to zero lift, | --—-------- o+ 4
abs @- Gy, + 1y, deg
C Lift-curve slope of exposed wing panels per deg| Table 4.2-1 .0747
Ly
A
e
% Fuselage-width to wing-span ratio | =—-=r-r---= 0.111
K\v(f) Ratio of lift on wing in presence of fuselage Figure 4.4-1 | 1.09
to wing alone
Kf(w) Ratio of wing lift carryover on fuselage to Figure 4.4-1 | .14
wing alone
Summary: CLw(f)+f(\\') = 0.079(a+4)
(b) Maximum lift of wing with mutual wing-body interference
8 g
fol
(CLmaX)wf ( CLmaX)wf
(C Lmax) NCrLmax) (CLmaX)w; (aCLmax> ) ac D <aCL )
wf max ), wi Lmax w max/.,
Symbol Description Reference Magnitude
A Wing taper ratio Table 3.2-1 |0.513
) Taper ratio correction factor Figure 4.4-21.103
Ale Leading-edge sweep of wing, deg Table 3.2-1 |0
A Wing aspect ratio Table 3.2-1 [ 7.5
(¢g + DAtan N | om0 | T 0
% ——————————————————————————— J111
-<CLmax> wi
G ~ Ratio of Cyp, of wing -fuselage to wing alone Figure 4.4-3]1.0
( Lmax) max
w
= (0
( CLmaX) f
—la———— Ratio of stall angle of wing-fuselage to wing alone | Figure 4.4-3 | 1. 025
L( CLmax>w
(CLma‘() Maximum lift coefficient of wing alone Table 4.2-1 ]1.23
w
((y Stall angle of wing alone relative to zero lift, deg | Table 4.2-1 |15.5 +2 - 17.5
Lmax>w
Summary: (Cp, = 1.23; ¢ =17.8
( max)wf < Lmax wf
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0 .2 A4 .6 .8 1.0
d

b
Figure 4.4-1. Lift ratios KW ©) and Kf W) based on slender-body theory with the

wing at fixed incidence relative to the fuselage (ref. 11). Applicable at all speeds.
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Figure 4.4-2. Taper ratio correction factors (ref. 1).
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( Lmax)Wf 23/
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.6
4
0 2 6 8

Figure 4.4-3. Wing-body maximum lift and angle of attack for maximum lift below
M= 0.6 (ref. 1).
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1.2 4

/T Ustal) 138
1.0

a*
(table 4.2-1)

[=)}

Cwan .

Calculated
o] Wwind tunnel

-4 0 4 8 12 16 20
a, deg

Figure 4.4-4. Comparison of predicted wing-fuselage-nacelle lift curve with
wind-tunnel data. SW =178 sq ft.
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4.5 Cmo and Aerodynamic Center of the Wing and Horizontal Tail

Subsonic zero-lift pitching-moment coefficients for untwisted, constant section air-
foil lifting surfaces can be determined approximately from the following empirical
equation from reference 1:

A cos A
_ c/4 142
Cmo—cm0 A+2cosAc/4 > cos Ac/4 4.5-1)
where c is the section zero-lift pitching-moment coefficient (section 4. 1).

mg

The aerodynamic center, the point about which the lifting surface pitching-moment
coefficient is invariant with lift, may be determined relative to a desired reference
center on and as a ratio of the lifting surface mean aerodynamic chord by using fig-
ure 4.5-1 (from ref. 1) and the equation

de X X C
S . R T o 4.5-2)
dcCy, Cp ¢r/ G
where
dCy,
-doo is the static margin, the distance from the reference center on the mean
L

aerodynamic chord of the lifting surface to the aerodynamic center of the surface as a
ratio of the mean aerodynamic chord

X
C—n is the distance from the lifting surface apex to the desired reference center
T

in terms of root chord of the surface, positive rearward

% is the distance from the apex of the lifting surface to the aerodynamic center
T

of the surface in terms of its ro%)t cl/{ord, positive aft, obtained from figure 4.5-1 as a
an le

B

function of A, A tan Me» and

c
—L is the ratio of the root chord to the mean aerodynamic chord of the surface
c

Xac
Care is required in using figure 4.5-1 to determine < In this study the best re-

tanA,
le
sults were obtained by crossplotting, at the desired FEE to obtain a family of
X

) ac
A tan Ale curves as functions of < versus A, and crossplotting again to obtain a
T

curve for the desired A as a function of _c-g versus A tan Ales
T
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Table 4.5-1 summarizes the calculations made to determine the Cpy of the wing

and horizontal tail of the subject airplane and the location of the aerodynamic centers
of the surfaces relative to the leading edges of the mean aerodynamic chords of the
surfaces.

4.5.1 Symbols - The following symbols are related to the particular lifting surface under
consideration, that is, the wing or the horizontal tail.

A aspect ratio

ac aerodynamic center relative to the leading edge of the mean aero-
dynamic chord as a ratio of the mean aerodynamic chord

Ci, 1ift coefficient of the surface

Cnm pitching-moment coefficient about the reference center on the mean
aerodynamic chord of the surface

Cmo zero-lift pitching-moment coefficient of the surface

< mean aerodynamic chord, in.

Cm, section zero-lift pitching-moment coefficient

Cp root chord of the surface, in.

M Mach number

Xac distance from the lifting-surface apex to the aerodynamic center of
the surface, obtained from figure 4. 5-1 as a ratio of the root
chord, in.

Xn distance from the lifting surface apex to the desired reference
center, in.

Vg lateral distance from the root chord of the surface to its mean
aerodynamic chord, in.

1/2

8 (- m2)Y

Ae/d sweep of the quarter-chord line, deg

Ale sweep of the leading edge, deg

A taper ratio
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Figure 4.5~-1.
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Wing aerodynamic-center position for subsonic conditions (ref. 1).
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Figure 4.5-1. Concluded.
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4.6 Wing-Fuselage Pitching Moment at Zero Lift

The addition of a fuselage to a wing results in a fuselage contribution to the pitching
moment at zero lift. This contribution, (Cmo)f’ may be estimated from figure 4. 6-1

(from ref. 12) which is based on streamline bodies of circular or near circular cross
section for midwing conditions, For high- or low-wing configurations a positive or
negative increment, (ACmo)f, of 0. 004 is added, respectively, to the value obtained
from the figure. In the absence of suitable data, the effects of the nacelles on Cmo

are considered to be zero.
The wing-fuselage pitching moment at zero lift for the subject airplane is deter-

mined in table 4, 6-1. The summary results, on the basis of a reference wing area of
172, 3 square feet, show the fuselage effect to be significant:

(Cmohuta = (emo) + o)+ (Bme),

= -0.0240 - 0,0183 - 0. 004 (4. 6-1)
= -0, 0463
4.6.1 Symbols
Cmo zero-lift pitching-moment coefficient
<Cmo)c fuselage contribution to the zero-lift pitching-moment coeffi-
t cient for the midwing configuration from figure 4. 6-1
(Cmo) zero-lift pitching-moment coefficient of the wing from table
w 4,5-1
(Cm0> R net zero-lift pitching-moment coefficient for the wing-fuselage-
win nacelles assembly
c wing mean aerodynamic chord, ft
iw incidence of the wing chord line relative to the X-body axis, deg
(iw)o incidence of the zero-lift line of the wing relative to the refer-
ence X-body axis, -y, + iy, rad
Le fuselage length, ft
Zf distance from the nose of the fuselage to the quarter chord of
the wing, ft
S¢ planform area of the fuselage, sq ft
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planform area of the fuselage forward of the quarter chord of
the wing mean aerodynamic chord, sq ft

reference wing area, sq ft
width of the fuselage at the wing, ft

zero-lift angle of attack of the wing relative to the wing chord
line, deg

correction to (Cmo> for the non-midwing configuration equal
f

to 0.004 and -0. 004 for high- and low-wing configurations,
respectively
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TABLE 4.6-1

WING-FUSELAGE PITCHING MOMENTS OF AIRPLANE AT ZERO LIFT

(€)= () (o) (25m)

(a) Wing contribution

Symbol Description Reference Magnitude

(cmo> Cm, of wing Table 4.5-1 -0,0240
w
(b) Effect of fuselage on Cyy
( (Cmo) 8w | (iw )5 ¢
Cmy), +(ACms ), =[ 7 r(ac )
o/f P (W)t | s,e ( m")f

Symbol Description Reference Magnitude
w Width of fuselage at the wing, ft Figure 3.2-1 4.0
lf Fuselage length, ft Figure 4.3-5 24,2
Z_f Distance from nose of fuselage to c¢/4 of wing, ft Figure 3.2-1 9.01
Sw Reference wing area, sq ft Table 3.2-1 172.3
S¢ Planform area of fuselage, sq ft From drawings | ~ 65.8
§f Planform area of fuselage forward of ¢/4 of wing, sq ft | From drawings | =26.3
c Wing mean aerodynamic chord, ft Table 3.2-1 4.96
(iw) Incidence of zero-lift line of wing = -a, + iy rad Table 4.4-1 4/57.3 =, 0698

fo} w

.
5 Parameter used in figure 4.6-1 | smem—mmamome 0.239
of_

l
S%—flf— Parameter used in figure 4.6-1 f-mmmmememeen . 149

f 5
Cm ) I
O i
[( és“ ---------------------------- | Figure 4.6-1 - 141
(‘w)o flf
(Acm > Correction for low-wing configuration of airplane Section 4.6 -0. 004
0
{
Summary: (C + (AC = -0.0183 - 0.004 = -0.0223
i (Cmo)g *(ACmo)
{c) Summary
(Cmo) =-0.0240 - 0.0183 - 0.004 = ~0.0463 on basis of S, = 172.3 sq ft
wi
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Figure 4.6-1. Effect of a fuselage on Cmo. Midwing configuration (ref. 12).
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4,7 Fuselage and Nacelle Pitching Moments

The slope of the pitching-moment curve of the fuselage and nacelles at subsonic
Mach numbers may be determined from the following equation, from reference 10,
based on potential -flow lift effects on the forebody and on viscous-flow lift effects on
the afterbody, which were discussed in section 4.3:

Potential flow Viscous crossflow
4 N 7 N
,:Z(kz - k) f(‘) incgoe (B Vg
C =l mm (xXm - x)dSx + —-——-——f Xy - X)dx|g—= @.7-1)
0

where

(Cmoz) is based on the reference wing area about a chosen moment center x
B
distance from the nose of the body, per deg

m

S, is the cross-section area of the body at distance x from the body nose, sq ft

Xy, 1s the distance from the nose of the body to the chosen moment center, it
Vg is the total volume of the body, cu ft
o is angle of attack, deg

The remaining symbols are defined below and also in table 4.7-1, which summarizes
the calculation of the slope of the pitching-moment curve of the fuselage and nacelles of
the subject airplane about the leading edge of the total wing mean aerodynamic chord.
Table 4.7-2 shows the tabular integration procedure used to obtain the values of the

integrals for the fuselage. The same procedure was used for the nacelles when x,,

was taken to be 53 inches from the nose of the nacelles (propellers off).
The slope of the pitching-moment curve of the fuselage and nacelles of the subject

airplane about the leading edge of the total wing mean aerodynamic chord, as sum-
marized in table 4.7-1, is accounted for by

(Cmoz)fn =0,00375 - 0.000128« @.7-2)
4.7.1 Symbols

(Cm ) variation of the body pitching-moment coefficient (based on refer-
\ [0 B . .
ence wing area) with angle of attack

(Cma> , (Cma) variation of the body pitching-moment coefficient with angle of
f n attack, <Cmoz> , applied specifically to the fuselage and nacelles,
B

respectively
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(Cma)fn - (Cmoz)f + (Cmoz>

C

(¢} dC

kg -k

lp
Zf,ln

H-646

n

wing mean aerodynamic chord, ft
steady-state crossflow drag coefficient, obtained from table 4.3-1

reduced mass factor, from potential-flow theory, obtained from
table 4.3-1

body length, ft or in.

body length, lp, applied specifically to the fuselage and nacelles,
respectively

effective body radius of Ax segment of the afterbody length, ft or in.
reference wing area, sq ft

cross-section area of an equivalent circular body at the foregoing
station being considered, sq ft

volume of an equivalent circular body, cu ft

body volume, Vg, applied specifically to the fuselage and nacelle,
respectively

width (diameter) of an equivalent circular body at the foregoing
station being considered, in.

distance from the nose of the body to the centroid of ASy for the

forebody, and to the centroid of Ax for the afterbody, ft or in.
distance from the nose of the body to the chosen moment center
(leading edge of the mean aerodynamic chord in this instance),
ft or in.
distance from the nose of the body to the point (demarcation of fore-
body and afterbody in this instance) where the potential flow
ceases, ft or in.

angle of attack, deg

change in the cross-section area of the body across the Ax seg-
ment of the body length being considered, sq ft

incremental length of the body, ft or in.

drag proportionality factor from table 4.3-1
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TABLE 4.7-2

TABULAR INTEGRATION OF FUSELAGE PITCHING-MOMENT PARAMETERS

X0 X0=167
93.2 ~ x
@) é / (Xpy - X)dSy = Z (—1—21Asx
0 0
Distance from nose _ wo
to area Sy, X, in. | w, in. Sx = 4(144)° | ASg, sq ft | (93.2 - x), in. (93.2 - x)AS,
in. sq ft
0 0 0
6 1.39 87.2 121
9 16 1.396
19 2.59 74, 2 192
25 27 3.98
37 3.50 56.2 197
44 37 7.47
55 2,15 38.2 82.1
63.5 42 9.62
72 1.42 21.2 30.1
80 45 11.04
87 1.26 6.2 7.8
94.5 47.5 12.3
106.5 0.8 -13.3 -10. 6—
119 49.0 13.1
123 -0.3 -29.8 8.9
127.5 48.5 12.8
139 -0.2 -45.8 9.16
150 48 12.6
157 -2.0 -63.8 127, 6—
167 44 10.6
X0
765.5 = 765.5
1z /;) (X, — X)dSy = 4z = 63.8 cu ft Z
L lg lf = 287
_ _ r(93.2 - x)Ax
®) Tgg [ T6m - Wdx= Z 1728
Xq x0=167
Distance if;"om nose, Ax, in. | r, in. | X, in. (93.2 - x), in. r(93c.uZin.x)Ax,
167
20 21 177 -83.8 -35,200-
187
20 18 197 -103.8 —f—— -37,400 —
207
20 15 217 -123.8 —4—— -37,140 —
227
20 12 237 -143.8 -34,510
247
20 9 257 -163.8 —1— -29,480—
267
20 8 277 -183, 8 ———4— -29,400 —
287
l = -203,130
—l—ffr(x _X)dX::2_()3,_ISQ:_H7 6 cu ft E
1728 m 1728 T
Xo
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4.8 Wing-Fuselage-Nacelle Pitching Moments

The wing-fuselage-nacelle pitching-moment characteristics are considered in
terms of pitching-moment slopes, aerodynamic center, and pitching-moment
coefficient., A first-order approximation of the variation of the pitching-moment
coefficient beyond the limit of linearity of the lift-curve slope up to the stall is also
considered.

4.8.1 Contributing Factors to Wing-Fuselage-Nacelle Pitching Moments

Zero-lift pitching moments: The zero-lift pitching moments of the wing, fuselage,
nacelles, and wing-fuselage interference were accounted for in section 4.6. For the
subject airplane, from table 4.6-1(c),

(cmo)wfn = -0.0463 4.6-1)

Fuselage and nacelle pitching moments: The fuselage and nacelle pitching mo-
ments due to potential- and viscous-flow lift effects were accounted for in section 4.7.
For the subject airplane, with the moment center about the leading edge of the total
wing mean aerodynamic chord, the results of table 4.7-1 indicate that

(cma)fn = 0.00375 - 0.000128¢ 4.7-2)

Wing pitching moments: The wing pitching moments due to effective wing lift,
which includes the effects of body upwash on the wing and wing lift carryover onto the
fuselage, can be accounted for (on the basis of relations in ref. 11) by equation (4.8.1-
1) for a moment center about the leading edge of the root chord of the exposed wing
panels. For the subject airplane, because of the zero sweep of the leading edge, this
is synonymous to the moment center about the leading edge of the reference mean
aerodynamic chord of the wing.

. i _[<i%ﬁ> o+ (2) x, ]<_><iw_><c )
(ma>W(f) +(w) “Te w(f) B "\ere f(w) ) C/ \Sw Lo

We

4.8.1-1)
where

(Cm ) is in terms of total wing area and mean aerodynamic chord about
Yw (f)+f(w)
the leading edge of the total wing mean aerodynamic chord

X
( ac) is the aerodynamic center of the wing in the presence of the fuselage
w (f)

c
Te

as a fraction of and about the leading edge of the root chord of the exposed wing panels,

68 H-646



obtained from figure 4.5-1

and

X

ac

(—> is the contribution to the aerodynamic center due to the lift carryover

by
©/f(w)

of the wing on the fuselage

For AyV1 - M2 >4 and body-width-to-wing-span ratios, k = -g , less than 0, 5,

which is normal for general aviation airplanes, the contribution to the aerodynamic
center due to lift carryover of the wing onto the body is

-k b b
Yac 1 b-d k ng‘Zk in lk +%\/1-2k)—§(1—k)+7k
cr, :4'+2Cretan/\c/4 —1—k+bk1-k O — b1—k)2 . “4.8.1-2)
o 2 {5 +gV!- t5 TR -3 1-Kk

V1 -2k
The wing pitching-moment slope for the subject airplane about the leading edge of the
mean aerodynamic chord due to the effective wing lift in the presence of the body is

summarized in table 4.8.1-1(a) in terms of the reference wing area of 172.3 square
feet, or

C =-0.0195 d 4.8.1-3
< mo‘>w(f)+f(w) per deg { )

Wing pitching moment due to wing drag: The wing pitching moment due to wing
drag can be accounted for by the following relationship:

<dcm> Zw <dCD>
dCyp, T T G \dCcy
Lwp — “w VL

w

~ 2 W
- CLw [weAw] (':W

w
4.8.1-4)

where
Z, is the vertical distance from the X-axis tothe ¢/4 of the wing, positive down
(‘:W is the wing mean aerodynamic chord, feet

A, is the wing aspect ratio

w
e is the wing efficiency factor for induced drag

Ci,. 1is the wing lift coefficient
W
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After converting and expressing CLW in terms of CLW fn’

(CLoz)w ] 2(CL01)W

(Cma)w(D) = “Cwan (CLoz>anJ meAy,

N
=

4.8.1-5)

ol
£

Wing pitching-moment slope due to drag for the subject airplane is summarized in
table 4.8.1-1(b) in terms of wing area equal to 172.3 square feet, or

C = 0,000 4.8.1-6
( ma)w(D) 197 L, Per deg ( )

Fuselage and nacelle '"free moments': The fuselage and nacelle '"free moments"
due to induced flow from the wing can be estimated by the technique developed by
Multhopp in reference 13. Multhopp indicates that, in considering wing lift carryover
onto the body, there remains an essentially free moment (or couple) of the body due
to wing upwash ahead of the wing and downwash behind the wing. This wing interference
contribution was accounted for by the following equation, which indicates the free
moment to be a function of angle of attack:

l
fwzgédx
1 0

B do
(Cmo‘)B(e) Cs6.58,8, 172
(4.8.1-7)
1 Lwp? Ax dg
- 36.58,,8,, -0 1728 da

where

wp is the mean width of the body planform segment, Ax

%g is the variation of local flow with « (considered to be zero in the body plan-

form area overlapped by the wing)

Curves of g—g are shown in figure 4.8.1-1 as a function of Ax segment position
X

ahead of the wing leading edge, <> where ¢y, is the root chord of the wing for the
w

fuselage, and the chord at the centerline of the nacelle for the nacelle. For Ax

segments immediately ahead of the wing leading edge, dp rises so abruptly that in-

do
tegrated values, g—g , are given based on the length of the segment adjacent to the
wing leading edge. For segments aft of the trailing edge of the wing, dp is assumed

do
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to vary linearly and is obtained from

/7
X1 de
S <1 ——W> @.8.1-8)

where

Bew 8€h
— is considered to be similar to |——| , from table 4.9, 1-2, column 24
o oa/ M

lh is the distance from the wing trailing edge to the last Ax segment

x{ is the distance from the wing trailing edge to the Ax segment

Fuselage and nacelle ''free moments" for the subject airplane are summarized in
table 4.8.1-2 in terms of a wing area of 172.3 square feet, or

o) me ~ i T o
= 0. 00558 + 0,0053 “4.8.1-9)
= 0.0109 per deg
4.8.2 Static Margin of Wing-Fuselage-Nacelles

The pitching-moment characteristics in terms of the static margin, the distance
from the center of gravity to the aerodynamic center, are obtained from the expression

_(dcm> g Q™)

—) =- - 4.8.2-1)

where
X
:c_g is the distance to the center of gravity from the leading edge of the total wing
c
w
mean aerodynamic chord as a ratio of the mean aerodynamic chord
(Zcma> is the pitching-moment slope about the leading edge of the mean aero-
le
dynamic chord

For the wing-fuselage-nacelle configuration of this analysis,

_<d0m> e [Cma)gy * (Oma) gt * (Cmow * (Oma) Hom)e
dcC

L

[¢]

g c <CL0‘>fn " (CLO‘)w(f)+f(W)
@.8.2-2)

The static margin of the subject airplane, relative to the center of gravity at 0. 10c
(which corresponds to the reference center of the wind-tunnel data), is thus estimated
to be
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(0.00375 - 0.000128c) - 0.0195 + 0.000197 CL, ¢y, + 0. 0109
_(9Cm =-0.10 -

dacy, _ 0.0831
. IOcW

4.8.2-3)
The preceding Cma quantities in the numerator were obtained from section 4.8. 1.
The net CLa quantity in the denominator was obtained from equation (4.4-3), with

the higher order o terms considered to be negligible.

To express the static margin as a function of Cwan only, replace « in the
above equation by
CLyn CLytn

e — N ———————— - O —
a—(CLa) + = 5oa31 = 37 @.8.2-4)

win

where -3.7° is the zero-lift angle of attack from figure 4.4-4.

Thus, on the basis of a 172. 3-square-foot reference wing area, the static margin
of the subject airplane in the linear range of the lift-curve slope is

(de

—a = -0.0456 + 0.0162C 4.8.2-5
dCy, * Lyfn ( )

- 10c,
4.8.3 Pitching-momen! coefficient of wing-fuselage-nacelles

Linear lift range: The pitching-moment coefficient in the linear range of the lift-
curve slope is determined from

[( de>
Cm = - ~ I~ dCL + Cm (4:. 8. 3—1)
( wfn). 108, dCy, 103, win ( °>wfn
dC,
For the subject airplane, with - ace obtained from equation @.8.2-5) and
L7 106,
(Cm()) from table 4.6-1(c) or equation (4.6-1), the pitching-moment coefficient

win

about 0.10C, on the basis of the reference wing area of 172,3 square feet, is deter-
mined to be

2
<mefn>. Log.  0-0456 CLyp - 0.0081CL ) - 0.0463 4.8.3-2)

Cw

The calculation of (C for the linear lift range is summarized in table

Myfn ) 108Gy,

4.8.3-1, which also includes the results for the nonlinear range to be discussed.
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Nonlinear lift range: No methods appeared to be available for determining the
pitching-moment coefficient in the lift region between the upper limit of linearity of
the lift-curve slope and stall. The apparent need to account for the pitching-moment
characteristics in this region resulted in an empirical approach to the problem to
provide a first approximation of the variation of Cy, with Cp, for the wing-fuselage-

nacelle configuration.

The empirical approach takes into consideration equations (4.8.2-2) and (4.8.2-3).
The equations were simplified by eliminating the pitching-moment contributions of the
wing-induced drag effects. Because the stall characteristics of the wing-fuselage-
nacelle configuration are generally governed by the stall characteristics of the wing,
it was assumed that the potential flow and crossflow contributions of the fuselage and
nacelles were unaffected. It was also assumed that the free moment contributions of
the fuselage and nacelles were not significantly affected through most of the nonlinear
range of the lift-curve slope approaching stall. This assumption is based on the fact
that most of the free moment contributions are from the upwash of the wing.

As a result of the preceding assumptions and the fact that the stall characteristics
of the wing-fuselage-nacelle characteristics are generally governed by wing stall
characteristics, the format of equation (4.8.2-2) was modified to that of equation
(4.8.3-3). The equation is restricted to the region extending from the upper limit of
linearity of the lift-curve slope to stall.

dCpy N (Cma)gy *+ (Cma)ws + (Cma) ey in(e)
____dC ~ 0,10 + C - AC (4.8.3—3)
L/S | qon ( La) ( La)
. 10T, win Wy
For the subject airplane, with data substituted from equation @.8.2-3),
dCp, (0.00375 - 0.0001284g) + (Cma) w. T 0.0109
— =0.10 + S 4.8.3-4)
dCy, 0.0831 - (ACLoz)
S, 10¢, W

S
Cm oz) is the average value of total wing Cmoz in the nonlinear range to stall
Ws
(ACL ) is a correction to reduce (CL ) to an average slope in the non-
« Wg @/ win

linear range
Because the aerodynamic center of the wing is normally at 0. 25(':W in the linear
range of the lift curve and moves aft with increasing « in the nonlinear range to

0.50c at stall, an average value of the aerodynamic center in the nonlinear range,
(ac)wy> 1s assumed to be 0.375C.
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An average value of (CLoz> of the total wing in the nonlinear range approaching
w

stall, used to obtain (ACLa) , is considered to be the average of the sum of (CLa)w
Wg

in the linear range and the slope of the line connecting the upper limit of linearity of
the CLW versus o curve and the CLmax point. This average slope, referred to as

(CL ) , may be determined from
%y

(CLmaX)w - (CLa)y (0" - @)

(CLa)WS =% <CLOZ)W + ac - a*
Lmax

4.8.3-5)
= 0,063
for the subject airplane using the total wing lift characteristics in table 4.2-1.

The difference in linear and nonlinear lift-curve slopes is determined from

il

(CLoz)w - (CLoz)WS

0.0759 - 0.063 4.8.3-6)

(ACLO‘)WS

= 0.0129 per deg for the subject airplane

An average value of Cma) of the total wing in the nonlinear range is determined
from w

(Cmoz>ws = ~@c)wg (CLa)ws

= -0.375 (0.063) 4.8.3-T)

-0. 0236 per deg for the subject airplane

The average value of « in the nonlinear range was determined from figure 4.4-4
to be

=5 (10 + 13.8) 4.8.3-8)

~12°

Substituting the determined values of (Cma) , (ACLa) » and &s for the subject
Wg Wg
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airplane into equation (4.8.3-4) results in the pitching-moment slope

= -0.0496
S _
. ].OCW

4.8.3-9)

dCp,
ac,

This slope is drawn, as in figure 4.8.3-1, from the point on the pitching-moment

curve representing the upper limit of linearity, C{an, to (CLmax>

reasonably flat curve is drawn from, and tangent to, the C*L

Finally, a

point to (CLmax)

n win

Summary: The pitching-moment characteristics of the subject airplane, including
the nonlinear region, are summarized in table 4.8.3-1. The results, referenced to a
wing area of 178 square feet, are compared with full-scale wind-tunnel data in fig-
ure 4.8.3-2. The lift coefficients for the mefn versus Cwan plot were obtained

from figure 4.4-4.

The agreement between predicted and wind-tunnel-measured

pitching-moment data is good. All contributions were pertinent.

4.8.4 Symbols
Aw

(ac)Ws

CLwin

*
C Lwifn

(C Lmax)W
(CLmax)

(C L 0‘>fn

<CLO‘>w(f>+f<w>

win

H-646

wing aspect ratio

average value of the aerodynamic center of the wing in the non-
linear range of the wing lift-curve slope to stall expressed as
a fraction of the wing mean aerodynamic chord

wing span, in,

lift coefficient

maximum lift coefficient

lift coefficient of the wing alone

lift coefficient of the wing-fuselage-nacelle configuration

magnitude of the lift coefficient, CLan, at the upper limit of

linearity of the lift-curve slope, <CL >
win

lift coefficient of the wing at stall

lift coefficient of the wing-fuselage-nacelle configuration at stall

lift-curve slope of the fuselage and nacelles, per deg

variation of the lift of the wing in the presence of the fuselage, in-
cluding the wing lift carryover onto the fuselage, with angle of
attack, per deg
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(CLa),,
(CLa)y,

(CLa’>wfn’ECLa

(CLa)y,

(ac LO‘)WS

Cm

(C Mo/ wfn

<Cman). 103y,

<Cm0‘)B<e)
(Cma)f(e)’ (Cma)n(e)

<Cma)f(e)+n(€) = (Crna

Cmg)

fn

(CmOZ)W(D)

(Cma> w(f)+f(w)

(Cone),

76

lift-curve slope of the isolated wing, per deg

lift-curve slope of the exposed wing panels, per deg

lift-curve slope of the wing-fuselage-nacelle configuration, per
deg

average lift-curve slope of (C La> in the nonlinear range

. win
approaching stall, per deg

win
nonlinear range approaching stall, per deg

correction to reduce (CLoz) to an average slope in the

pitching-moment coefficient

zero-lift pitching-moment coefficient of the wing-fuselage-
nacelle configuration

pitching-moment coefficient of the wing-fuselage-nacelle con-
figuration relative to the 10-percent mean-aerodynamic-
chord point

slope of the "free moment" coefficient of the body, per deg

"free moment"” slope, (Cmoz>B( )’ applied specifically to the
€

fuselage and nacelle, respectively

(Cma)

n(e)

)

+
f(e)

slope of the pitching-moment coefficient of the fuselage and
nacelles about the leading edge of the wing mean aerodynamic
chord as obtained from section 4. 7 (does not include "free
moments"), per deg

slope of the pitching-moment coefficient due to the wing drag,
per deg

slope of the pitching-moment coefficient about the leading edge
of the wing mean aerodynamic chord due to the effective wing
lift, including the effects of the fuselage upwash on the wing
and wing lift carryover onto the fuselage, per deg

average slope of the wing pitching-moment coefficient about the
leading edge of the wing mean aerodynamic chord in the non-
linear lift range to stall, per deg
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summation of the contributions of the wing, fuselage, nacelles,
and interacting effects to the slope of the pitching moment
about the leading edge of the wing mean aerodynamic chord,
per deg

rate of change of the wing drag with wing lift

static margin relative to the center of gravity as a fraction
of the wing mean aerodynamic chord

static margin relative to the center of gravity as a fraction of
the wing mean aerodynamic chord with the center of gravity
at 0. 10Cy,

average static margin in the nonlinear region to stall relative
to the center of gravity at 0. 10¢y,

rate of change of the pitching-moment coefficient, due to wing
drag, with the wing lift coefficient

chord of the wing at the centerline of the nacelle, in.

root chord of the wing at the centerline of the fuselage, in,
root chord of the exposed wing panel, in.

wing chord, in,

wing mean aerodynamic chord, in, or ft

width of the fuselage at the wing, in,

wing efficiency factor for induced drag (assumed equal to 1, 0)

ratio of the wing lift carryover onto the fuselage to the wing alone,
obtained from table 4, 4-1(a)

ratio of the wing lift in the presence of the fuselage to the wing
alone, obtained from table 4, 4-1(a)

upper limit of integration in equation (4, 8, 1-7); the distance
from the leading edge of the wing at the body to the nose of
the body, in,
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Wf, Wn

distance from the wing trailing edge to the centroid of the last
aft Ax segment of the fuselage length (table 4. 8. 1-2), in.

Mach number

reference wing area, sq ft

area of the exposed wing panels, sq ft

mean width of the body planform segment, Ax, in.

mean width, wpg, specifically applied to the fuselage and nacelle,

respectively

distance from the wing leading edge to the centroid of the for-
ward Ax segment of the body planform area, in.

length of the Ax segment of the body planform area adjacent
to and forward of the wing leading edge, in.

distance from the wing trailing edge to the centroid of the aft
Ax segment of the body planform area, in.

length of the segment of the body planform area, in.

contribution to the aerodynamic center due to the lift carryover
of the wing onto the fuselage, as a fraction of the root chord
of the exposed wing panels

aerodynamic center of the wing with the wing in the presence of
the fuselage, as a fraction of and about the leading edge of the
root chord of the expoged wing panels

distance to the center of gravity from the leading edge of and
as a ratio of the wing mean aerodynamic chord

vertical distance from the center of gravity to the quarter-
chord point of the wing mean aerodynamic chord, in,

angle of attack, deg

angle of attack at the upper limit of linearity of the lift-curve
slope, deg

angle of attack for zero lift, deg
angle of attack at maximum lift, deg

average value of angle of attack from a* to ag
max
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variation of upwash and downwash with angle of attack at the
Ax segment of the body forward of the wing leading edge
and aft of the wing trailing edge, respectively

variation of upwash with angle of attack of the Ax segment
of the body forward of and adjacent to the wing leading edge

average downwash gradient at and across the horizontal tail
with compressibility accounted for

rate of change of downwash, behind the wing, with angle of
attack

sweep of the quarter-chord line of wing, deg
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TABLE 4.8.1-1
WING PITCHING MOMENTS OF THE AIRPLANE

(a) Due to wing lift including mutual wing-fuselage interaction

() ) ke () ore) (Swe
My w(E)+f(w) Cre i w{(f) Cre ) f(w) EW Sw

) (era,

Symbol Description Reference Magnitude
Ew Total wing mean aerodynamic chord, in. Table 3.2-1 59.5
Cr, Root chord of exposed wing panels, in. Table 3.2-1 71.9
Sw Reference wing area, sq ft Table 3,2-1 172.3
Swe Exposed panel wing area, sq ft Table 3.2-1 148, 0

C Lift-curve slope of exposed wing panels per de Table 4.2-1 0747

Loy g
e
Kw(f) Ratio of lift of wing in presence of fuselage to wing alone Table 4.4-1(a) 1.09
Kf(w) Ratio of wing lift carryover onto fuselage to wing alone Table 4.4-1(a) 14
X
(aﬁ> Acrodynamic center of wing with wing in presence of fuselage, as| Table 4. 5-1(h) . 198
r " .
e/w ) fraction of and about leading edge of Cre
d Fuselage width at wing, in. Figure 3.2-1 48.0
b Wing span, in. Figure 3.2-1 432.0
k % ----------- . 0555
Ac/4 Sweep of wing quarter-chord line, deg Table 3.2-1 -2.5
X,
(69-9-> Contribution to the aerodynamic center due to lift carryover of Equation -25
Te f(w) wing onto fuselage, as fraction of Cre (4.8.2-1)
Summary: (Cma) = -0.0195 per deg
w()+E(w)
(b) Due to wing drag
C ) 2 z,,
(Cma). = -(cr) Crody |2 (Craju] 2
My win | (C meA c
wo) S|
Symbol Description Reference Magnitude
Ay Aspect ratio of total wing Table 3.2-1 7.5
Ew Mean aerodynamic chord of total wing, in. Table 3.2-1 59.5
Zoy Vertical distance from wind-tunnel center of gravity to Cy/4, From draw- 2-2.0
positive down, in. ings
(CLQ,) Total wing lift-curve slope, based on Sy, = 172.3 square feet per| Table 4.2-1 0759
w
deg
(CLa Tail-off lift-curve slope, based on Sy, = 172.3 square feet per From columns . 0831
win deg 1 and 8 of
table 4.4-2
e Wing efficiency factor | . 1.0 (as-
sumed)
Summary: (Cmo‘)w(D) = 0.000197 Clyf, Perdeg
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TABLE 4.8.1-2 (Concluded)

(b) Fuselage

2
wf “Ax
(Cma)y, = L 1728 %%
f(e) 36'5sWCW
2 a8 _ 2
Segment | Ax, in w w2 v Ax X., in il X—l gé da ks ox dp
g » in. f foames | Pe e g @ X1 99171728 da
(fig. 4.8.1-1) | I 5
1 9.0 8.0 64| 0.33 88.7 1.17 | ~=-- 1.15 -——— 0.38
2 16.0 21.25 450 | 4.17 76.2 1.00 | -—-- 1.20 -—— 5.00
3 18.5 32.0]1020]10.90 { 58.9 .78 | -——- 1.23 -——- 13.40
4 18.5 39.25 | 1540 | 16.50 40.4 0.53 | ~--- 1.32 ———— 21.78
5=n 31.2 44.5 ] 1980} 35.80 15.6 21 ) -——- 3.50 -—— 125.3
6=n+1 5.1 44,0 | 1936 5.7 2.8 ----10.02 — 0.01 0.06
7 27.5 38.25 | 14631 23.3 18.0 ---=-10.15 -——— 0.08 1.86
8 41.0 27.75 770 | 18.3 52.0 ——— .45 —-—— .23 4,21
9 35.4 16.0 | 256| 5.24 | 88.0 ----10.76 - 0.40 2,10
10=m 17.0 5.0 25 .25 |116.0 ---- 1 1.00 ——— .52 .13
szAx
X TE E% = 174,22
Summary: (Cm ) = 0.00558 per deg based on Sy, = 172.3 sq ft
Yt ()
(c) Nacelles
2
e WnAX
1 nAX g
C = (2 nacelles) — E
( ma)n(e) 36. 58y Cy 1728 da
Segment | Ax, in w. wp2 w—nzA_x X,, in i %céy an;‘xgé
y . n n ’ .
1728 | ™1 n | dig. 4.8.1.1)| 1728 da
1 7 16.0 | 256 1.04 | 48.0 0.75 1.25 1.29
2 3 32.5 | 1055 1.83 44.0 0.69 1.27 2.32
3 10 35.0 | 1225 7.09 38.0 .59 1.32 9.36
4 10 35.5 | 1260 7.29 28.0 0.44 1.38 10. 06
5=n 23 35.0 ] 1225 | 16.30 11.5 .18 3.65 59. 50
2
w, “Ax
Y= %% - 82.53
Summary: (Crn ) = 0.0053 per deg based on
Y’ n(e)
Sw = 172.3 sq ft
(d) Summary
C = (C + (C =0.0109 per de,
( moz)f(€)+n(e) ( mo‘)f(e) ( mo‘)n(e) &
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\ For (CLG>W other than 0. 08,

d and dB are each
da da

- X1 dp direct ratios of (C
B B o |~ — versus ag ( La>w
da da

(CLa>w =0.08 ’ \

AN

B gl versus 8
1 _ /_ c | dar
0 4 8 1.2 1.6 2.0 2.4 2.8
Xl X].
Cw' Cw

Figure 4. 8.1-1. Variation of the wing upwash derivative with position along the body
from the leading edge of the wing, For use in determining "free moments*" of the
body (ref. 13).
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Analytical
0] Wind tunnel
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a, deg
.2 S
AUy O O

_.2

0 2 A .6 .8 1.0 1.2
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Figure 4. 8. 3-2, Comparison of calculated tail-off pitching-moment characteristics
with wind-tunnel data, Sy = 178 sq ft,
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4.9 Downwash and Dynamic Pressure at the Horizontal Tail

The methods presented for predicting the subsonic downwash and dynamic pres-
sure in the region of the tail plane for preliminary design purposes were developed for
the linear lift region for swept- and unswept-wing airplanes. Their use in the nonlinear
region below stall, however, provides reasonable approximations. The total downwash
picture is complex, as the following discussion illustrates.

A limitation of the method for downwash determination is its neglect of the inter-
ference from fuselage and nacelles. Also neglected is the small effect of the tail itself
on the flow ahead of it. For conventional configurations of general aviation aircraft,
and propeller-off conditions at least, the interference effects do not appear to be signif-
icant.

4.9.1 Downwash

The downwash behind a wing at subsonic flow conditions is the result of the wing's
vortex system. A vortex sheet, shed by the lifting wing as in figure 4.9.1-1, is de-
flected downwind by the bound (lifting) and trailing (tip) vortices. The curvature of the
vortex sheet is relatively small in the plane of symmetry for straight wings with
reasonably large aspect ratios. Wings with large trailing-edge sweepback produce a
vortex sheet that is bowed upward in the plane of symmetry.

The vortex sheet does not extend unaltered indefinitely downstream but, as it is
displaced vertically, distends rapidly and rolls up like a volute about the tip-vortex
cores. The tip vortexes have a relatively small vertical displacement from free-
stream direction as they tend to move inboard. When all the vorticity is transferred
from the sheet to the tip vortexes, the vortex system is considered to be rolled up.

Rational tail-plane design depends on a knowledge of the velocity and direction of
the airflow in the region behind the wing. The shape of the vortex sheet significantly
influences the downwash experienced by the tail in the flow field of the wing. For a
complete rollup the spanwise downwash distribution is dependent upon the spanwise
lift distribution of the wing. When the rollup is complete, however, the downwash
angles for all wings of equal lift and equal effective span at the tail are identical. Since
the tip vortexes are somewhat above the vortex sheet, the downwash above the sheet is
somewhat greater than the downwash below the sheet.

The tip vortexes originate at the wing tips at angles of attack for which the flow is
unseparated. Certain thin, highly swept wings have a significantly different flow
pattern in the higher angle-of-attack range. These wings are characterized by a
leading -edge separation vortex that lies above the surface of the wing. From its in-
ception near the plane of symmetry, it moves outboard in the approximate direction of
the wing leading edge and is finally shed in a streamwise direction near the wing tip.

For wings stalled at the tip— a characteristic of highly tapered, untwisted,
straight wings and highly swept wings— the downwash in the region of the tail will be
greater for a stalled wing than for an unstalled wing for a given lift coefficient. Wings
with low taper ratio, or with washout, stall first at the center, and the wake does not
leave the wing at the trailing edge but at a point % sin o above the trailing edge. In
general, when the wing stalls at the center, the center of the wake moves upward and

H-646 87



the vortexes rolling off the edge of the stalled portion reduce the downwash.

Several methods are available for predicting downwash at subsonic conditions.
Reference 14 considers wings with zero sweep of the quarter-chord line and presents
design charts for various taper ratios and aspect ratios for incompressible flow condi-
tions. The design charts are for flapped as well as unflapped configurations and in-
clude load distribution, downwash displacement, and downwash angles. Reference 15
considers unflapped swept wings and compressible flow conditions. Reference 16 uses
graphical procedures and considers unflapped wings of various sweeps at compressible
flow conditions. Because of its relative simplicity and versatility, the method of
reference 16 (also considered in ref. 1) is presented and applied to the subject airplane.

The method of reference 16 is for configurations in which the tail span is less than
two-thirds of the wing span. The basic approach of the method is to:

(1) Determine the downwash in the plane of symmetry at the height of the tip
vortexes at the longitudinal station of the horizontal tail mean aerodynamic chord
quarter chord.

(2) Correct this value for tail height above the vortexes.

(3) Evaluate the effect of tail span by relating the average downwash at the tail to
the downwash determined from step 2.

Details of the development of the method are included in reference 16. It should be
noted, however, that the method assumes the vortexes to be essentially rolled up at
the longitudinal -tail station. Thus it is fortunate that the vortexes roll up in a shorter
distance as the angle of attack increases, because downwash effects become in-
creasingly important at the higher angles of attack.

The procedural steps in applying the method are as follows (pertinent dimensions
defined in fig. 4.9.1-1):
Awg Dwe st
N and effective span ratio, 5
w W

determined from figure 4.9.1-2 as functions of wing angle-of-attack ratio,
Oy = %
CYCL

(1) The effective aspect ratio, , are

,» taper ratio, A_ , and sweep of the quarter chord, ( Ac/4)w-

w

max
O€y e

oo

(2) The low-speed downwash gradient, < , in the plane of
Vlow speed
symmetry at the height of the vortex core is obtained from figure 4.9.1-3 as a function

l
of tail length T2

. effective aspect ratio, AWeff’ quarter-chord sweep, (/\C/4)w,

and downwash gradient at infinity obtained from

%0 2(57.3)
oa TAy, (CLoz)W (#.9.1-1)
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where (CLoz> is in degrees. At the wing trailing edge, —g—z =1.
w

(3) The vertical position, a, of the horizontal-tail quarter-chord point relative to
the vortex core depends upon the type of wing separation as determined from fig-
ure 4.9.1-4 as a function of leading-edge-sharpness parameter, Ay (from section 4.1),
and quarter-chord sweep, (Ac /4) o For trailing-edge separation,

o g, 0.41CL, bweff
A= Zh ~ Ceff\57.3 ~ Ay | 2

tan T @.9.1-2)

where ¢ is the distance in the wing-chord plane from the vortex tip of the quarter
chord of bweff

the dihedral angle of the wing. For leading-edge separation,

fo 0.41Cq,
a=zy-(lg+ l3><57. 37 Ay g

to the quarter chord of the tail mean aerodynamic chord, and T is

4.9.1-3)

where lg is the distance from the leading edge of the wing mean aerodynamic chord to

the trailing edge of the wing root chord, and Iy is as defined in figure 4.9.1-1.

4) The span, by,p, of the vortexes at the longitudinal location of the quarter

chord of the tail mean aerodynamic chord is determined from the following equation
originally obtained from reference 16 but also included in reference 1:

1/2
b =h b b 2eft /
vor = “Weff ( Weff ~ ru) _bwlru “4.9.1-4)

where by,, the span of the completely rolled up vortexes, is obtained from

by = [0-78 + 0.10(Ay, - 0.4) +0.003( Ac/4),,] bw g 4.9.1-5)
and
0.56A
= 2908w _
lu C1 4.9.1-6)

(5) The average downwash gradient acting on the tail is obtained from

8Eh
3€h ———aa aEVC
P = 9c Y 4.9.1-7)
low speed ve low speed
ow

low speed
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where the [ b] quantity is obtained from figure 4.9.1-5 (ref. 17) as a function of
h

2a and
bvor bVOI‘

(6) Because the preceding result is for low-speed conditions, an adjustment to
higher subsonic Mach numbers is made, on the basis of reference 1, by

¢y, 9¢h (CLQ) W
). =\sa s 4.9.1-8)
*/ M % /low speed ( La>

Wlow speed

Figure 4.9.1-6, from reference 16, compares the calculated and experimentally
determined downwash variation with « for several airplanes and provides a qualitative
index for the accuracy of the prediction procedure for propeller-off conditions.

Figure 4.9.1-7 shows the calculated downwash characteristics for the subject air-
plane. No test data were available for comparison. However, on the basis of the cor-
relation of calculated and experimentally determined propeller-off pitching-moment
characteristics presented in section 4. 11, the calculated downwash characteristics ap-
pear to be accurate. Tables 4.9.1-1 and 4.9.1-2 list the pertinent parameters and
summary calculations, respectively, for the subject airplane.

4.9.2 Dynamic-Pressure Ratio

A horizontal tail operating in the wake of a wing experiences a loss in effectiveness
due to the decrease in dynamic pressure in the wake. This decrease is caused by the
loss in flow energy in the form of friction and separation drag of the wing; the greater
the drag, the greater the pressure loss.

The wake, usually thin and intense near the trailing edge, spreads and decays with
increasing downstream distance from the trailing edge in a manner such that the inte-
grated momentum across the wake is constant and not a function of longitudinal distance.
The centerline of the wake coincides with the centerline of the trailing vortex sheet.

The wake occurs in all speed regions.

A basic method for predicting the dynamic pressure at the horizontal tail in the
linear lift range up to a Mach number of approximately 0.65 is given in reference 14.
This method, which was applied to the subject airplane, neglects fuselage interference
effects and was developed on the basis of wings with zero sweep of the quarter chord.
Reference 18 extends the application of the method to nonlinear conditions approaching
stall. A modification of the basic method, to account for fuselage interference and wing
sweep, is presented in reference 19. The procedures of the basic method are con-
sidered at this time.

On the basis of reference 14, the half-width of the wake, Azygke, at distance X

from the wing-root trailing edge to the horizontal-tail mean-aerodynamic-chord
quarter chord (fig. 4.9.2-1) is given by

AZyake
—— :0.68\[0Df(_—x— +0.15> 4.9.2-1)
Cw Cw
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where, in accordance with references 14 and 1, Cpy, is the wing zero-lift drag

coefficient. Curves of this equation are shown in figure 4. 9.2-2 for different values
of CD .
f

The maximum loss of dynamic pressure in the wake at the tail which occurs at
the wake centerline is obtained from

<—é—a‘ = < 4.9.2-2)
qoo o - + 0.3
Cw

or its graphical representation, figure 4.9.2-3.

The dynamic-pressure loss at any point in the wake normal to and from the wake
centerline is obtained from

14
(_A‘L> =<§—q> cos? (g ETke) 4.9.2-3)
W
174
VA

or its graphical representation, figure 4.9.2-4. When is greater than 1,

. . AZwake
the dynamic-pressure loss is zero.

The vertical distance, zﬁ, is given by the equation
2 = xtan (Y + €p - O4) (4.9.2-4)

where €, 1s the downwash in the plane of symmetry and is given by

1.62Cr,,, 92.83CL,,

€, = 57.3 AL Ay in degrees 4.9.2-5)
and where vy is defined in figure 4.9.2-1.
The dynamic pressure is then determined to be
e S _<4:\ﬂ_> 4.9.2-6)
qx’ q
®"h

Although the preceding relations were developed from results obtained at lifts
below the stall, reference 18 indicates that they apply with reasonable accuracy above
the stall if the profile drag coefficient of the stalled wing is known.
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The accuracy of the procedure, developed on the basis of unswept wings, may be
estimated from table 4.9.2-1 (from ref. 1) which includes swept as well as unswept
configurations. The table compares calculated dynamic-pressure ratios with the low-
speed model test data of references 20 and 21.

The foregoing procedures for determining the dynamic-pressure ratios at the
horizontal tail were applied to the subject airplane. Basic pertinent parameters and
a summary of the calculations are listed in table 4.9.2-2. The results indicated that
the horizontal tail is outside the wake and thus the dynamic-pressure loss is zero in
the linear and incipient stall region. At full stall, in the absence of an applicable
profile-drag coefficient, the dynamic-pressure ratio was assumed to be equal to 1.00,
although a more realistic value would probably have been closer to 0.80. The results
are included in figure 4.9.1-7,

Although not used, a modification of the preceding method which considers wing
sweep and combined wing-body profile drag was given in reference 19. The procedure
is in the form of a nomograph (fig. 4.9.2-5). The accuracy of the method may be
estimated from figure 4.9.2-6 (from ref. 19) which uses data from references 21 to
26.

4.9.3 Symbols
Ay wing aspect ratio
Awerts effective aspect ratio of the wing (from fig. 4.9.1-2)

a vertical position of the horizontal-tail quarter-chord
point relative to the vortex core (fig. 4.9.1-1), in.

bp horizontal-tail span, ft
byy span of the completely rolled up tip vortexes, ft
byor span of the tip vortexes at the longitudinal location of the

quarter chord of the horizontal-tail mean aerodynamic
chord (fig. 4.9.1-1), ft

wing span, ft

w
Pwe ff effective span of the wing (from fig. 4.9.1-2), ft

CDf,(TD ¢ wing and wing-body zero-lift drag coefficient, respectively
CLy wing 1ift coefficient

<CLoz>w wing lift-curve slope, per deg

(CL )w , (CL a)w wing lift-curve slope with compressibility unaccounted
low speed M and accounted for, respectively

c chord, ft
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w

Ay

H-646

mean aerodynamic chord, ft

mean aerodynamic chord of the wing, ft

incidence of the wing relative to the X-body axis, deg

distance, in the wing root-chord plane, from the tip
vortex at the quarter chord of the bWe £ to the
quarter chord of the horizontal-tail mean aerodynamic

chord (fig. 9.4.1-1), ft

distance required for the complete rollup of the wing-
tip vortices, ft

tail length in the wing root-chord plane from the root-chord
trailing edge to the quarter chord of the horizontal-tail
mean aerodynamic chord (fig. 4.9.1-1), ft

distance from the leading edge of the wing mean aero-
dynamic chord to the trailing edge of the wing root
chord, ft

Mach number

free-stream dynamic pressure, lb/sq ft

ratio of the horizontal-tail to free-stream dynamic pressure

dynamic-pressure loss at the horizontal tail as a ratio of
q

o]

dynamic-pressure loss at the wake centerline as a ratio of
q

o0

wing area, sq ft

airspeed, ft/sec

distance, parallel to the centerline of the wake, from
the trailing edge of the wing root chord to the quarter
chord of the horizontal-tail mean aerodynamic chord
(fig. 4.9.2-1), ft

leading-edge-sharpness parameter

vertical distance from the root-chord plane of the wing

to the quarter-chord point of the horizontal-tail mean
aerodynamic chord (fig. 4.9.1-1), ft
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vertical distance from the centerline of the wake to the
quarter chord of the horizontal-tail mean aerodynamic
chord (fig. 4.9.2-1)

half-width of the wake at a distance x from trailing edge
of the wing root chord (fig. 4.9.2-1), ft

angle of attack, deg
angle of attack relative to the X-body axis, deg

angle of attack of the wing, relative to the chord, at
CLmax

wing zero-lift angle relative to the wing chord, deg

wing angle of attack relative to the wing chord, ap + iy,
deg

absolute angle of attack of the wing, oy, - o,

angle between the wing chord plane and the line connecting
the trailing edge of the wing root chord and the quarter
chord of the horizontal-tail mean aerodynamic chord
(fig. 4.9.2-1), deg

downwash, deg

downwash in the plane of symmetry at the vortex sheet
(fig. 4.9.2-1), deg

average downwash across the horizontal tail, deg

rate of change of downwash, in the plane of symmetry at
the height of the vortex core, with the absolute angle
of attack

downwash gradient at infinity

average downwash gradient at and across the horizontal
tail with compressibility unaccounted and accounted

for, respectively

wing taper ratio

sweep of the wing leading edge, deg

sweep of the wing quarter-chord line, deg
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wing dihedral angle, deg
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TABLE 4.9.1-1

PERTINENT PARAMETERS FOR COMPUTING AVERAGE DOWNWASH AT
HORIZONTAL TAIL OF SUBJECT AIRPLANE

Symbol Description Reference Magnitude
O Wing zero-lift angle relative to chord, deg Table 4.2-1 -2
L Wing angle of attack at maximum lift coefficient, relative to Table 4.2-1 15.4
max chord, deg
(Ag/4) Wing sweep along c¢/4 line, deg Table 3.2-1 -2.5
w
Ay Wing leading-edge-sharpness parameter, chord lengths Table 4.1-1 . 0316¢
Aw Wing taper ratio Table 3.2-1 . 513
Ay Wing aspect ratio Table 3.2-1 7.5
by, Wing span, ft Table 3.2-1 36.0
I Wing dihedral, deg Table 3.2-1 5.0
z}: Perpendicular distance from wing-chord plane to c¢c/4 of Scaled from draw- | 2.5
horizontal tail, ft ings
Iy Tail length in wing root-chord plane from wing-root trailing Figure 3.2-1 8.68
edge to C/4 of horizontal tail, ft and 3.2-2
l3 Distance from leading-edge wing mean aerodynamic chord to | Figure 3.2-1 6.33
h trailing edge of wing root chord, ft; used only if flow
separation is at leading edge (fig. 4.9.1-4)
A
Weff Ratio of effective to geometric aspect ratio Figure 4.9.1-2 1.00
w
Dwe
B Ratio of effective to geometric wing span Figure 4.9.1-2 1.00
w
loff Tail length in root-chord plane from vortex tip of c/4 of Scaled from draw- 14.18
bWeff to ¢/4 of horizontal tail, ft; function of bWeff ings
<CL01> Lift-curve slope of wing, deg Table 4.2-1 0.0759
w
%f Downwash gradient at infinity = 114.6 C E tion (4.9.1-1) 369
5a W, g = A ( LCl/)W qua .9 .
e (P 482
by, :
0€y e
5 Downwash gradient in plane of symmetry at height of Figure 4.9.1-3 .472
@ /low speed vortex core
by Span of completely rolled up wing-tip vortexes, Equation (4.9, 1-5) 0.7836 bWeff
[0.78 + 0. 10(A,, ~ 0.4) + 0.003(Ac/4) | begrs ft
lru Distance required for complete rollup of”wing—tip vortexes Equation (4.9.1-6) 4.20/CLw
in chord plane, Q’—Céﬁé‘L, semispans
by or Span of vortexes at longitudinal loca.tionzzg Elil/éaf Equation (4.9.1-4) Variable
horizontal tail, by, £ - <bweff - bru)(Tff> =36
_ [36 - b ](0 78§)1/2 £t balru
rul\ 7., i
a Vertical distance from hosiion&al—tail T)oot chord to vortex Equation 4.9.1-2) Variable
’_q S A1CL, Weff T if
core, zy - - — ) - an
» hy eff( )
57.3 TAWeots 2
separation is at trailing edge, ft
Bzh
gg Ratio of average downwash acting on horizontal tail to Figure 4.9.1-5 Variable
ve
downwash at vortex-core height, f(tz)—a—— y —)
8 how speed vor' DPvor

Downwash gradient at horizontal tail at Mach number,

( 35}:) [((iljff) WM

00 10w speed (CLa)W

]low speed

Equation (4.9.1-8)

n
— at
A /low speed

wind-tunnel Mach
number
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TABLE 4,9.2-1

COMPARISON OF CALCULATED AND TEST-DETERMINED DYNAMIC-PRESSURE RATIOS AT
THE HORIZONTAL TAIL (FROM RET, 1)

[ Calculations based on the procedures of reference 14]

X zlll, Qs Ay dh
Source Ay (Aze) > deg | Ay T T - - Percent error
w w w | deg |\A/calculated| \dotest
0 0. 88 0.90 -2.2
Reference 20 3 0 1.0 2 0 i .89 99 3.3
2 0. 92 0,94 -2.1
s _— —— —— - — 3 .95 .95 0
Figure 27 4 .98 .96 2.1
6 1.0 . 96 4.2
0 0.88 0.87 1.1
1 .89 . 89 0
. 2 .93 . 92 1.1
Figure 12 6 0 1.0 2 0 3 “97 " o3 4.3
4 .99 .95 4.2
6 1.0 .97 3.1
6 1.0 0.97 3.1
Figure 12 6 0 1.0 2 10.28 8 .98 . 96 2.1
10 .91 . 93 -2.2
0 0,88 0. 96 -8.3
1 . 89 . 96 -7.3
. 2 .92 .95 -3.2
Figure 30 4.5 30 1.0 2 0 3 95 95 0
4 .98 .4 4.3
6 1.0 .98 2.0
0 0.88 0.95 -7.4
1 .89 .4 -5.3
. 2 .92 .94 2.1
Figure 15 5.2 30 1.0 2 0 3 " 96 o4 2.1
4 .99 . A 5.3
6 1.0 . 96 4,2
6 1.0 1,01 -1.0
. 8 . 996 1.02 -2.4
A =4
Figure 15 5.2 30 1.0 2 10.28 10 94 1. 02 7.8
12 . 88 1.01 -13.0
0 0,89 0.95 -6.3
1 . 895 .95 -5.8
2 .91 .95 -4.2
Figure 36 1.5 60 1.0 2 0 3 .93 .4 -1.1
4 .96 .94 2.1
6 .99 .97 4.1
8 1.0 1.0 0
0 0.92 0.92 0
1 93 .93 0
Figure 24 3 60 1.0 3 0 2 96 .95 1.1
3 99 .97 2.1
4 1.0 .99 1.0
0 0.85 e
1 .86 e
Reference 21 | 3.5 47,5 |o.5 |23 | o] 2 -89 R s
3 .93 0.86 8.1
4 .96 . 88 9.1
6 1.0 .92 8.7
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TABLE 4.9.2-2

DYNAMIC-PRESSURE RATIO AT THE HORIZONTAL TAIL OF THE SUBJECT AIRPLANE

(a) Pertinent parameters

Symbol Description Reference Magnitude

o, Wing angle of attack relative to chord line = ay, + iy, deg Table 3-1 ay, + 2
Y Angle between wing chord plane and line connecting trailing | ---------- 15
_ edge of wing root chord and ¢/4 of horizontal tail, deg
Cy Wing mean aerodynamic chord, ft Table 3.2-1 4.96
Ay Wing aspect ratio Table 3.2-1 7.5
X Distance from trailing edge of wing root chord to ¢/4 of | ----eccac ~ 8,68

horizontal tail measured along centerline of wake, ft
CDf Wing zero-lift drag coefficient of total wing per proce- Section 4. 12 . 0097

dure of table 4.12-1
€p Downwash in plane of symmetry at vortex sheet = Equation (4.9.2-5) | 3.94 CLW

1.62CLy,
57.3 A
w -

z}’l’ Vertical distance from vortex sheet to c¢/4 of horizontal Equation (4.9.2-4) | 8.68 tan [15 ~ (o4 - ()]

tail = xtan(y - ay + €), f
Az,.1e | Half-width of wake = 0.68& \ICDf(x/EW + 0.15), ft Equation (4.9.2-1) | . 458

o (fig. 4.9.2-2)
2.42 (CDf)’/'
Dynamic-pressure loss at wake centerline = Equation (4.9.2-2) } .116

x7éw +0.3

Dynamic-pressure loss at horizontal tail =

(AQ\ oe2(r_Zh
q. A 2 Azyake

(fig. 4.9.2-3)

Equation (4.9.2-3)

2(x _“h
.116 cos (E m)

”

q ~
ah Dynamic-pressure ratio at horizontal tail = 1 —<é—q>" Equation (4.9.2-6) | Variable
» a,
(b) Summary calculations
[©) @ ® @) 6] ©® 1 ® O] [©) ) @) 2
Figure 4.2-1, z = q,
. by = . h Aq h
@y, relative w , Sy = 172.3 ft2, €p = Y - Gyt €p an® Z}/{: R yare 90 (8), cos? ® (‘T f
to X-axis, [ "< CLy 343, | 15-@+@, 8.68 (§) deg “’h
deg deg deg deg : @ /0.458 =0.116 @ =1- @
-4 -2 0 0 17.0 {0.3057 | 2.65 5.78 ) 4
0 2 .300 1.182 14.18 L2527 | 2.19 4.78 Since Az ” is greater than 1.0,
4 6 -604 2.380 11.38 22013 | 1.75 3.81 the horizontal tail is outside of the
8 10 .910 3.585 8.58 .1509 | 1.31 2.85 wake. Thus
10 12 1.060 4.176 7.18 . 1260 1.09 2.38 —h
12 14 1.190 4,689 5.69 . 0996 0.86 1.88 — =1
13.4 15.4 1.23 4.846 4.45 L0778 .68 1.47 4,
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Figure 4.9.1-2. Effective wing aspect ratio and span for low speeds (from ref. 19).
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Figure 4.9.1-4, Type of flow separation as a function of airfoil and wing sweep
for subsonic speeds (ref. 1).
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Figure 4.9.1-5. Average downwash acting on aft lifting surface for low speeds (ref. 17).
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——— Test
——— Calculated

— Test
— ——Calculated

01

32

24 —

€, deg
16

—— Test
——— Calculated

/ b
/Zh = 0.872
/

Figure 4.9.1-6.

bw
p  =0.50%
’ bw
Zh - 0. 13 ?
Mo =0.40
bl =0.32
Ay  *5.26
o - 1.31’2‘
by
2, - 0.40%
(Ac/g),, = 40°
Ny =033
bh
— = 0.30
by
Aw = 2.31
l, =Ll67
(Acjgy = 56°
)\w =0
bh
— =0.36
by

Comparison of calculated and test downwash angles (ref. 16).
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Gy, deg
| 1 | | 1 | | 1 |
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ay, deg

Figure 4.9.1-7. Calculated downwash and dynamic-pressure ratio at the horizontal
tail of the subject airplane.

of horizontal tail

= Free stream

<
‘/
F ST oY

Wing-root chord /
Wake limits

Centerline of wake and
vortex sheet

\Wing-chord plane

Figure 4.9.2-1. Relative positions of horizontal tail, wing wake, and wing-chord plane.
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width and diAstance from trailing edge loss of dynamic pressure in the wake and
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Cw <Aq > _ f
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Figure 4.9.2-4, Variation of dynamic-pressure loss across the wake (ref. 14).
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Figure 4.9.2-5. Nomograph for determining dynamic pressure at the horizontal tail
by the method of reference 19, which is a modification of the basic method of
reference 14.
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. L0 P— oy Pw t40 (Agjg) = 0°
_dn oF . l; =13y gn, = 0.50
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- 1.0 ] =< M=0.11 AW =2 84bw ‘Ale) = 52.05°
Zh e lp =LY A, =08
- 9 T 2
q Reference 23 == bw Ph
.8 zf =0 14-= by, =0.48
_ 1.0 e —— 7 AW =4.5 bw (ACM)W = 35.00
o N A l =0.8955 X,  =0.50
a f =0. b
o Reference 24 IM 20 2 0. Ogb_zw by . 0.342
L0 o Aw =401 (Aggl, = 42.05°
L e S m=ou g, -1 18%‘” N, 0.8
- . b
oo P Reference 25 2, - b% - 0.25
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qh \ S o _ Ow
9 g <0967 Ay 0.8
Joo Reference 26 M =0.15 P w  bh
: zp =0.21 i— =0.40
A 8 1 16 2 7 bw
Qy, deg

Figure 4.9.2-6. Comparison of calculated dynamic-pressure ratios, using the nomograph
of figure 4.9.2-5, with wind-tunnel data (from ref. 19).
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4.10 Lift of the Complete Airplane (3, = 0°)

The tail-off lift characteristics were previously considered in section 4.4. The
tail contribution to lift is considered in this section in order to obtain the lift of the

complete airplane. The net lift of the complete airplane in the linear range of the lift
curve may be summarized by

CL = CLan + CLh(hf) + <ACL)h(fV) (4. 10-1)

where
(CL)wfn is the tail-off lift coefficient considered in section 4.4 (4.4-1)

CLh (bf) is the lift contribution of the horizontal tail including tail-fuselage

interactions, wing downwash, and dynamic-pressure effects

(ACL)h(fV) is the effect of fuselage vortexes on the lift coefficient of the horizontal

tail

The maximum or stall lift coefficient of the horizontal tail in the presence of the fuse-
lage is determined in a manner synonymous to that used to determine the wing-fuselage
maximum lift considered in section 4.4.

The lift contribution, CLh(hf)’ of the horizontal tail in the presence of the fuselage,

due to angle of attack at the tail, is given by equation (4.10-2) from reference 11.

This equation, as noted in section 4.4, accounts for body-interference effects on the
lifting surface and lift carryover from the lifting surface onto the fuselage. It should
be noted that in the derivation of the equation, reference 11 considered a midwing con-
figuration on a cylindrical body. The horizontal-tail and fuselage configuration of the
subject airplane does not represent this idealized condition. The tail is near the top
surface and at the end of the fuselage; also, there is an air gap between the tail sur-
face and the body. Thus the application of the equation represents an approximation,
and the amount of lift carryover from the tail to the fuselage may be questioned. The
magnitude of this carryover would be of more concern in considering tail contributions
to pitching moments than to lift. On the basis of the principles of reference 11,

: She\/ap
CLh(hf) = (CLa>he [Kh(f) + Kf(h)] O/h<§><i> 4.10-2)
where

(CL ) is the lift-curve slope of the exposed panels of the tail (section 4. 2)
®/h
e

Kh(f) is the ratio of the lift on the horizontal tail due to the local angle of attack,

in the presence of the body to tail alone, obtained from figure 4.4-1
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Kf(h) is the ratio of the tail-lift carryover onto the body to tail alone due to local

angle of attack, obtained from figure 4.4-1
(o), is the angle of attack at the tail, equal to (o - €p)

€, 1is the average downwash acting on the tail (section 4.9.1)

q
-:h— is the dynamic-pressure ratio at the tail (section 4. 9. 2)
q

0

Pertinent parameters and summary calculations for CLh (hf) of the subject air-
plane are listed in table 4.10-1(a).

The effect of body vortexes on the lift of the horizontal tail can be considered
negligible when the tail span is greater than three times the body diameter at the tail.
This ratio is exceeded in general aviation aircraft; therefore, the effect of body
vortexes is neglected.

The maximum lift coefficient of the tail in the presence of the fuselage, CLmaX hh)’

and the corresponding angle of attack, (o , are determined by the methods
Lmax)h (hf)

used in section 4.4 (eqgs. (4.4-3) and (4.4-4)) to obtain the stall characteristics of the

wing in the presence of the fuselage.

Pertinent parameters and summary calculations for (CL and

max)h (hf)

(O‘C ) of the subject airplane are listed in table 4.10-1(b).
Lmax h(hf)

At airplane stalled conditions, the lift contribution of the tail is dependent upon its
position relative to the wing wake. The wake of the stalled wing can be considered, in
accordance with reference 1, to be bounded by the lines emanating from the leading
and trailing edges of the wing parallel to the free-stream direction. For tails outside

the wake _a_ql and Eh can be assumed to be equal to zero.
ow

For tails inside the wake, reference 1 recommends that the lift contribution of the
tail be assumed to be equal to zero at airplane stall. This does not appear to be a
realistic assumption because it implies complete loss of pitch effectiveness of the tail,
which is in contradiction with the statement on downwash in section 4.9.1 at stall:
"For wings stalled at the tip...the downwash in the region of the tail will be greater
for a stalled wing than for an unstalled wing for a given lift coefficient. ... when the
wing stalls at the center, the center of the wake moves upward and the vortexes rolling
off the edge of the stalled portion reduce the downwash."

In the absence of specific quantitative procedures to estimate the downwash at the
tail at stall conditions, when the tail is inside the wake, the downwash as determined

from figure 4.9.1-7 was assumed, as a first approximation, to be fully effective up to
stall,
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The summary calculations for the lift of the subject airplane are presented in
tables 4.10-1 and 4, 10-2. The resulting lift curve is compared with wind-tunnel data
in figure 4.10-1. The shape of the curve from the limit of linearity to the stall was
obtained in the same manner as for wings alone (section 4. 2).

As a matter of interest, a buildup of calculated lift characteristics, from wing
alone to the complete airplane, is shown in figure 4.10-2.

4.10.1 Symbols

Ay horizontal-tail aspect ratio

by horizontal -tail span, ft

Cy, lift coefficient

CLh(hf) lift coefficient of the horizontal tail with tail-fuselage interaction

effects included, referred to the wing area and free-stream
dynamic pressure unless noted otherwise

CLywn tail-off Iift coefficient

(CLmax)h maximum lift coefficient of the isolated horizontal tail referred to
the tail area and a dynamic-pressure ratio of 1

(CLmaX)h(hf) maximum value of Cry ¢
<ACL>h v increment lift coefficient of the horizontal tail due to the effect
(tv) of fuselage vortexes, referred to the wing area and free-stream

dynamic pressure

(CLa)wfn tail-off lift-curve slope, per deg

(ACLa)he lift-curve slope of the exposed panels of the tail, per deg

Cqy taper-ratio correction factor

(df)h fuselage width at the horizontal tail, ft

iy incidence of the horizontal tail, equal to 0

Kh(f) ratio of the lift on the tail in the presence of the fuselage to the
tail alone

Kf(h) ratio of the tail-lift carryover onto the fuselage to the tail alone

ﬁh,dm dynamic pressure at the horizontal tail and in the free stream,
respectively, 1b/sq ft

Sh area of the horizontal tail, sq ft

She area of the exposed horizontal -tail panels, sq ft
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wing area, sq ft
airplane angle of attack relative to the X-body axis, deg

stall angle of the isolated horizontal tail, deg

stall angle of the horizontal tail in the presence of the fuselage,
deg

horizontal-tail angle of attack, o + i - Eh’ deg

horizontal-tail angle of attack at the limit of linearity of the tail
lift-curve slope, deg

elevator deflection, equal to 0 in the present analysis, deg

average downwash across the horizontal tail, deg
downwash gradient at the horizontal tail

sweep of the horizontal-tail leading edge, deg

horizontal -tail taper ratio
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TABLE 4.10-1

LIFT OF HORIZONTAL TAIL IN THE PRESENCE OF THE FUSELAGE (6e = 0°)
(a) Lift of the horizontal tail in the linear range, CLh(hf)
C C K K h
Ln@d = (CLaly, [ h(f) *+ Kem) (ab' €h =

Symbol Description Reference Magnitude
of, Limit of linearity of horizontal tail, relative to tail chord, deg|Table 4.2-1 10.6

dpy Fuselage width at horizontal tail, ft Figure 3.2-2 1.25

by Horizontal-tail span, ft Table 3.2-1 12.5

L R A 10

bh

Kh(f) Ratio of 1ift on tail in presence of fuselage to tail alone Figure 4.4-1 1.075

Kf(h) Ratio of tail-lift carryover on fuselage to tail alone Figure 4.4-1 .13
(CLoz)h Lift-curve slope of exposed horizontal-tail panels, per deg |Table 4.2-1 0.070

e

She Area of exposed horizontal -tail panels, sq ft Table 3.2-1 28.73

Sw Reference wing area, sq ft Table 3.2-1 172.3

q
—_h Dynamic-pressure ratio at the horizontal tail Figure 4.9.1-1 | 1.0 (constant)
qX)

Summary: CLh(hi) = 0.01406(ozb— Eh) on basis of S, =172.3 sq ft up to of, = 10.6°

anax)h(hﬁ
Cmon € SE] e

(b) Maximum lift and stall angle of horizontal tail

(OCLmax?h(hf)

(%Lmax)h
Symbol Description Reference Magnitude
Ale Horizontal-tail leading-edge sweep, deg Table 3.2-1 12.0
h
Ay, Horizontal-tail aspect ratio Table 3.2-1 4.8
My Horizontal-tail taper ratio Table 3.2-1 . 5156
(dy) :
h Ratio of body width to tail span at the tail Table 4. 10-1(a)] .10
by
(CLmax) Horizontal-tail maximum lift coefficient (based on Table 4,2-1 . 935
hl sy =32.5sqft)
<ac ax) Horizontal-tail stall angle, deg Table 4.2-1 14.45
Ly, b
cy Taper-ratio correction factor Figure 4.4-2 1.06
(cg + 1) Ap tan (Ale)h ------------ 2.10
(CLmax)
max Jh (h
—C—(—f)— Figure 4.4-3 .99
( Lmax)h
ac
< Lmax>h
—%—(ht) Figure 4.4-3 1.00
< Lmax)h
Summary: (CLmaX)h(hf) = 0.926 based on Sy = 32.5 sq ft
C = 0.175 based on = 172.3 sq ft
CLmax)nmo Sw d
= 14.45°
Lmax h(hﬂ
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Figure 4.10-1. Comparison of predicted airplane lift curve with wind-tunnel
data. 85 = 0°; Sy, = 178 sq ft.
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Figure 4.10-2. Predicted buildup of the lift characteristics of the airplane. &, = 0°;
Sw = 178 sq ft. c
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4.11 Pitching Moments of the Complete Airplane (6, = 0°)

The pitching moments of the complete airplane (6, = 0°) are determined by

synthesizing previously determined information in the following equation:

c_=C

m = Cmy g + Cmp oy @.11-1)

where
mefn is the tail-off pitching-moment coefficient considered in section 4.8

Cmp, (hf) is the contribution of the horizontal tail (including tail-fuselage inter-

ference effects) to the pitching-moment coefficient of the airplane
The pitching moments due to the horizontal tail are determined from
C _ (g I C 4.11-2
MhmD) T\G, g/ Lh() @.11-2)

where, parallel to the X-body axis,

X,
_cg is the airplane center-of-gravity location from the wing leading edge
c
w
Xh .
— is the distance to the Z— of the horizontal tail from the wing leading edge
c
w

CLh(hf) is the lift of the tail in the presence of the fuselage, considered in section 4.10

Summary calculations for the pitching moments of the subject airplane relative to
the center of gravity of the wind-tunnel data (0. 10Cy) are presented in table 4.11-1.

The resulting pitching-moment characteristics are compared with wind-tunnel data in
figure 4.11-1. Although the correlation appears to be good, it should be noted that the
slope of the calculated C,, versus oy, curve is slightly more negative than in the

corresponding wind-tunnel data. Considering that the calculated tail-off Cp, versus a,

curve (fig. 4.8.3-2) had slightly more positive slope than the wind-tunnel data, it is
evident that the calculated pitch effectiveness of the tail is greater than reflected by
the wind-tunnel data.

For the geometric fuselage-tail configuration of the subject airplane it appearss
that the lift carryover from the tail to the fuselage may be insignificant not only be-
cause of its location on the fuselage (see section 4. 10) but also because of the gap
between the horizontal tail and the fuselage. This implies that the Kf(h) factor in the

tail-lift equation (eq. (4.10-2)) should have been assumed to be equal to zero. It is
suggested that Kf(h) be considered negligible for tail-fuselage configurations similar
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to that of the subject aircraft.

Another contributing factor to the discrepancy between calculated and wind-tunnel
pitching moments is the neglect of the thickness of the boundary layer of the fuselage
at the tail. This neglect affects the effective fuselage diameter used in obtaining the
factor Kh(i) from figure 4.4-1 for use in tail-lift equation (4.10-2).

The buildup of the calculated pitching-moment characteristics is shown in fig-
ure 4.11-2.

4.11.1 Symbols
Cy, lift coefficient
1ift coefficient of the horizontal tail with tail-fuselage interaction

C
L
h(hf) effects included, referred to the wing area and free-stream
dynamic pressure

CLmax maximum lift coefficient

(CLoz)an tail-off lift-curve slope

Cm pitching-moment coefficient

th hi) horizontal -tail contribution to the pitching-moment coefficient

( based on Cr;
h (hf)
1-off pitching- ffici
My tail-off pitching-moment coefficient

c mean aerodynamic chord, ft

Cyy wing mean aerodynamic chord, ft

Kf(h) ratio of the tail-lift carryover onto the fuselage to the tail alone

Kh(f) ratio of the lift on the tail in the presence of the fuselage to the
tail alone

Sw wing area, sq ft

Xcg’xh distance, parallel to the X-body axis, from the airplane center
of gravity and quarter chord of the horizontal-tail mean
aerodynamic chord, respectively, to the leading edge of the
wing mean aerodynamic chord, ft

oy airplane angle of attack relative to the X-body axis, deg

stall angle of attack, de
aCLmax g ? g
Ge elevator deflection, equal to zero in the present analysis, deg
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TABLE 4.11-1
PITCHING MOMENTS OF THE COMPLETE AIRPLANE (5e = 0°)

(a) Contribution of the horizontal tail, th (hf)

Xeg *h
C ={— - — ]} C
mp, hfy tw  Ow Lh(nf)
Symbol Description Reference Magnitude
X
Tcg Airplane center-of-gravity location from wing leading edge/wing | Wind-tunnel test conditions | 0.10
Cw mean aerodynamic chord
Xp Distance to ¢/4 of the horizontal tail from wing leading edge, ft| Figures 3.2-1 and 3.2-2 15.0
Cw Wing mean aerodynamic chord, ft Table 3.2-1 4.96
Xh
- {--—-—— e ] mmmmmmmmmmemmmme 3.024
Cw
C Lift coefficient of horizontal tail on basis of S, = 172.3 sq ft Figure 4.10-1 Variable
Lhhi) W
Summary: th(hf) = -2.924 CLh(hi) on basis of S, = 172.3 sq ft

(b) Summary

Cm = mefn + th(ht)

@ @ ® @ | ® @
Airplane Cj, : _
o dog on basis of On basis of S, = 172.3 sq ft Cm
b Sw = 178 sq ft, CLh(hf)’ th(hﬂ = Cmy i’ Cm = on basis of
table 4.10-2 | table 4.10-2| -2.924(3) | table 4.8.3-1{ @+ (&) | Sy =178 sqft
-4 -0.074 -0.056 0.1637 -0.0472 0.1165 0.1128
-2 .099 -.042 .1228 -.0399 . 0829 . 0802
0 .274 -.027 . 0789 -, 0330 . 0459 . 0444
2 .447 -.013 . 0380 -. 0264 .0116 .0113
4 . 622 .002 -, 0058 -, 0204 -.0262 -.0254
6 797 .016 -, 0468 -.0148 -.0616 -.0596
8 .972 .031 -. 0906 -. 0096 -.1002 -. 097
210 1.149 .047 -, 1374 -.0049 -.1423 -, 1377
12 1.290 .063 -.1842 -.0045 -.1887 -.1827
b13.8 1.355 077 -.2251 -.0115 -.2366 -.2290

3Limit of linearity of (CLa) (fig. 4.49).
win

bggall angle (table 4.4-2 or fig. 4.44).
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Figure 4.11-1. Comparison of predicted airplane pitching moments with
wind-tunnel data. 8o = 0° S, = 178 sq ft; center of gravity = 0. 10Cy,.
120 H-646



— — —— Wing alone

— —— Wing, fuselage

— --— Wing, fuselage, nacelles
2 — —— Total airplane
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Figure 4.11-2. Predicted buildup of the pitching-moment character_istics
of the airplane. 0o = 0°; Sy, = 178 sq ft; center of gravity = 0. 10cy,.

H-646 121



4.12 Drag of the Complete Airplane
The contributions to the drag of the complete airplane are as follows:
(1) Zero-lift drag of the wing, horizontal tail, and vertical tail
(2) Zero-lift drag of the fuselage and nacelles

(3) Zero-lift interference drag of the wing-fuselage, tail-fuselage, and wing-
nacelles

(4) Drag of the wing and horizontal tail at angle of attack
(5) Drag of the fuselage and nacelles at angle of attack
(6) Wing-fuselage interference drag at angle of attack
(7) Cooling drag due to nacelle inlets and cooling flaps

Each of these contributing factors is considered at this time and applied to the subject
airplane.

4.12.1 Zero-Lift Drag of Wing, Horizontal Tail, and Vertical Tail

The zero-lift or profile drag is composed of a skin-friction drag and a pressure
drag caused by the boundary layer, which prevents full pressure recovery at the
trailing edge. For subsonic conditions the pressure drag is usually small.

The magnitude of the skin-friction drag, caused by shearing stresses within the
boundary layer, depends upon the roughness of the surface and upon whether the flow
in the boundary layer is laminar or turbulent. According to reference 1, transition
from laminar to turbulent flow on a straight wing can be assumed to occur at a
Reynolds number of approximately 1 million, based on the distance from the leading
edge. Transition occurs at a lower Reynolds number on a swept wing. Thus, for all
practical purposes, the boundary layer is considered to be turbulent for the subsonic
conditions of general aviation airplanes.

For subsonic conditions (M = 0. 6), the profile drag coefficient of a lifting surface

may be accurately determined by using the following empirical equation (ref. 27) based
on the lifting surface area under consideration:

4

<CDO) - 2¢; [1 + éi) 4 120@ } @.12.1-1)
s \ /.

/ Z Pressure drag term

Skin friction terms

C¢ is the skin-friction coefficient of a flat plate, obtained from figure 4.12.1-1 as

where

a function of Reynolds number, NRe, and the parameter %
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{ is the reference length in inches, the mean aerodynamic chord of the lifting
surface

k is the surface-roughness height, estimated from table 4.12.1-1 on the basis of
surface finish, inches

ic is the thickness ratio of the wing

It should be noted that only the exposed panels of the lifting surfaces are considered in
arriving at the zero-lift drag of the surfaces to avoid overlap with the fuselage surface
areas.

On the basis of equation (4.12.1-1) and the summary calculations of table 4.12.1-2,
the contributions of the exposed panels of the wing, horizontal tail, and vertical tail of
the subject airplane to the zero-lift drag of the airplane were determined, based on a
reference wing area of 172.3 square feet, to be as follows:

We
Wing (CD0> w = (CD0> We——s‘—N— =0.00853
She
Horizontal tail (CDo)h =<cDo>h —<— = 0.00159 4.12.1-2)
e W
Sve
Vertical tail <CD0> = <CDO) <~ = 0.00077
\' Ve W

4.12.2 Zero-Lift Drag of Fuselage and Nacelles

The zero-lift drag of an isolated body may be estimated by using the following
empirical equation from reference 1 based on axisymmetric bodies of revolution. It
can be applied to non-body-of-revolution configurations by treating the actual body as an
equivalent body of revolution having an axially distributed circumferential area similar
to that of the actual body. For subsonic conditions (M £ 0. 6), on the basis of the
frontal area, Sp,

<CDO)B = Cp; + Cpy,

60 <ZB Swet

=C¢{l + +0.0025(—=— } =—+C
f (‘lBj3 dg) S * Pb
. Base drag

ZPressure—drag terms

(4.12.2-1)

Skin-friction term

where

Cp; is the skin-friction and pressure-drag coefficient of the body
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Ct is the skin-friction coefficient of a flat plate, obtained from figure 4.12.1-1 as
a function of Reynolds number, NRes based on actual body length, lg» and the param-

eter —113 where k is obtained from table 4.12.1-1

dpg 1is the diameter of a circle having a perimeter equal to the perimeter of the
maximum frontal area of the body
Sp is the maximum frontal area of an axisymmetric body having a diameter, dg,

mdp
4

equal to

Swet is the wetted surface area of the body, and may be approximated from fig-
ure 4.12.2-1 as a ratio of Sp
From reference 27
dp, 3
Cpy. = 0.029{—
Dp dg

v ¢ @.12.2-2)

where
db is the diameter of the equivalent circular perimeter of the base area

The preceding equations were applied to the estimation of the zero-lift drag of the
fuselage and nacelles of the subject airplane, as isolated bodies. The summary cal-
culations in table 4.12.2-1 show, on the basis of a reference wing area of 172.3 square
feet, the zero-lift drags to be as follows:

Fuselage <cDO‘ ¢ = 0.00780
@4.12.2-3)

Nacelles (CDo) = 0.00374 per nacelle
n

4.12.3 Zero-Lift Interference Drag of Wing-Fuselage, Tail-Fuselage, and Wing-Nacelles

Zero-lift interference drag of wing-fuselage combinations is at a minimum and
tends toward zero at low subsonic speeds when the wing is at the nose or tail of the
fuselage. It is at a maximum when the wing is at approximately midlongitudinal posi-
tion on the body. This is substantiated by limited low-speed wind-tunnel data in
reference 27. When these data were applied to the subject airplane, the wing-fuselage
zero-lift interference drag was approximately 5 percent of the zero-lift fuselage drag.

A more up-to-date and substantial procedure to account for wing-fuselage zero-
lift interference drag for conventional orientation of a wing relative to a fuselage is
provided by the use of the correlation factor, Ry, from figure 4.12.3-1, which is

the ratio of fuselage drag in the presence of the wing to fuselage alone with base drag
omitted. Thus the zero-lift drag of the fuselage in the presence of the wing, relative
to wing area, is obtained from
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(CDo>f(w) = [(CDf>waf + cDb]:—z (4.12.3-1)

where
(CDf>f is the zero-lift drag of the fuselage (section 4.12.2)

Ryt is the ratio of the wing-fuselage to the fuselage-alone zero-lift drag, with
base drag omitted, as a function of Mach number and Reynolds number based on fuse-
lage length in figure 4.12.3-1.

The correlation factor was developed in reference 28 by determining the ratio of
test values of minimum drag coefficient to values predicted on the basis of Ry =1

for several wing-body combinations. The scarcity of quality test data required that
data for all classes of composite planforms be used in the correlation effort. No
distinction was made in planform type.

When the correction factor, Ryy¢, technique was applied to the subject airplane,

the net zero-lift wing-fuselage drag was (table 4.12.3-1(a))
SB

Coy)..,~ (€00),, *[(cor)wt +ops 5

= 0.01688

4.12.3-2)

Zero-lift interference drag of tail-fuselage or tail-tail junctures: The zero-lift
interference of tail-fuselage or tail-tail junctures may be estimated from empirical
relations based on subsonic experimental data. When a tail panel intersects the fuse-
lage, the subsonic interference drag at the junction of the two surfaces may be approxi-
mated by equation (4.12.3-3), which was formulated in reference 27 for the interference
drag at the junction of a lifting surface (or strut) with a plane wall in turbulent flow
conditions. On the basis of a reference wing area, S, the increment of tail drag due

to fuselage interference is approximately
¢ 3 Cp 2
ACp =n 0.8<—> - 0.0005| == (4.12.3-3)
°/t(f) 1 c S

w

where
n, is the number of junctures of the tail surface with the fuselage

Cre is the root chord of the exposed panel
(%) is the thickness ratio of the section at Cr,

When the vertical tails intersect the horizontal tail, the interference drag due to
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each corner of the intersection may be approximated from the following empirical
equation from reference 27, based on the experimental data of intersecting stream-
lined struts:

]Cint
(4.12.3-4)
SW

n 4 2
(500 = 7 [0 09)

int
where
ny is the number of corners (a cruciform intersection would have four corners)
<%>int is the average thickness ratio of the intersecting surfaces at the inter-
section

Cint is the chord at the infersection

For the subject airplane, the horizontal and vertical tails intersect the fuselage in
an area where the fuselage contour is changing. In the absence of pertinent information
on the effects of surface contour, the zero-lift interference drag due to the juncture of
the tail surfaces with the fuselage was conservatively estimated on the basis of
equation (4. 12, 3-3), the equation for the juncture of a lifting surface with a plane wall.
On the basis of the summary calculations in table 4.12.3-1(b), the net zero-lift
vertical-tail -fuselage and horizontal-tail-fuselage interference drags are approximately

(Eb—o)h :(CDo)h + (ACDO)h(f) = 0.00159
(4.12.3-5)
(CDo)V = (CDO)V + (ACDO)V(f) = 0.00077

Zero-lift interference drag of nacelle-wing combinations: The zero-lift interference
drag of nacelle-wing combinations in which a relatively slender nacelle is faired into
the wing was considered in reference 27. The study concluded that the interference
drag of nacelles faired into the wing may be roughly aeccounted for by the increment of
zero-lift wing drag due to the wing area covered by the nacelle. Thus, for one nacelle

where
(CD()) is the zero-lift drag of the exposed wing panels, based on equation (4.12.1-
w
1), in terms of the reference wing area

SW is the reference wing area, square feet
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(Asw)n is the wing area overlapped by one nacelle, square feet

When applied to the subject airplane, the summary calculations of table 4.12.3-1(c)
show the net zero-lift drag of the two nacelles to be, on the basis of the reference wing

area, Sw’

(C_Do)n(w): 2[(CDo)n +(AcDO)n(W)]= 0. 00854 (4.12.3-T)

Summary: The zero-lift drag of the components plus the interference drags be-
tween mating components is

Cp, = (€po) s +(CDo), +(Cpy)  + (CDO)n(W) 4.12.3-8)

For the subject airplane, as summarized in table 4.12.3-1(d),

CDO= 0.02778 4.12.3-9)

based on a reference wing area of 172.3 square feet. When this is converted to the
reference area (178 sq ft) of the wind-tunnel data, CDo = 0.02681.

4.12.4 Drag of Wing and Horizontal Tail at Angle of Attack

The drag due to lift of a wing is made up of the induced drag due to vortex system
downwash and a viscous drag caused primarily by the upper-surface boundary layer
which increases in thickness as the angle of attack increases.

On the basis of simple theory the induced drag of a wing at subsonic conditions is
conventionally represented by

2
CLWV

Cp; = 7he 4.12.4-1)

where e is the Oswald span-efficiency factor which is equal to 1 for elliptic wings and
can be calculated for wings having other shapes. The equation has limited utility. It
provides reasonable values for straight wings below the angle of attack for maximum
% . Above this angle, separation of flow at the trailing edge usually causes the drag
to increase significantly above the theoretical value obtained from the equation. The
equation becomes invalid for swept and low-aspect-ratio wings because the shedding

of the vortex inboard of the wing tips reduces the effective aspect ratio of the wing.

Many attempts have been made to develop empirical methods for predicting the
subsonic span-efficiency factor, e, over the parabolic-induced-drag region. Develop-
ment of empirical relations for predicting viscous drag has been handicapped by lack
of full-scale correlation data. Substantiation of proposed techniques for calculating
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the drag due to lift has been hindered by the need to refer to small-scale wind-tunnel
data.

Several methods were considered for application to general aviation aircraft.
These included the method of reference 29, which was refined in reference 28, and a
method presented in reference 1. A spot check of the results of applying the two
methods to the subject airplane and correlating them with the full -scale wind-tunnel
data of the airplane indicated that the former method predicted wing drag which
appeared to be excessive with increasing angle of attack. Predictions by the latter
method, which is used in this report, appeared to be more reasonable.

The drag of the untwisted wing (and horizontal tail) due to lift can be determined

from Induced Viscous
/ 2 \ 7 \
——CLW 5.6 A
(CDi)W = 7A, (1 +010p) + kg 4.12.4-2)
where

Cp, is the lift coefficient of the lifting surface being considered and referenced to

its own lifting surface area

01 is a theoretically determined correction factor for the taper ratio of the sur-

face being considered, obtained from figure 4.12.4-1 as a function of taper ratio, A

and aspect ratio, Ay

0o is a theoretically determined correction factor for the sweep angle of the sur-
face being considered, obtained from figure 4.12.4-2 as a function of sweep angle,
Ac/4s and aspect ratio, Ay,

kg 1is an empirically determined sweep-angle correction factor for the viscous
drag of the surface being considered, obtained from figure 4.12.4-3 as a function of

sweep angle, Aze> and a parameter, J, defined in equation (4. 12 4-3)

A is an empirical viscous drag increment factor for the surface being considered,

tan a,p
obtained from figure 4.12.4-4 as a function of and the parameter J
tan(a/abs)c
Lmax
and where
Ay A (co + 1) tan Ay
J=0.3(cy +1) 7 cos /\le (c1 + 1)(cg + 1) - 5 4.12,4-3)

with the taper ratio constants cq and Cy obtained from figures 4.2-3 and 4.4-2,
respectively. '

Applied to the subject aircraft, the summary calculations of table 4.12.4-1(a)
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show that the lift-drag contributions of the wing and horizontal tail can be represented
by

<CDi>W =0.0432CL,2 + Ay on the basis of S, =172.3 sq ft
(4.12.4-4)
(CDi>h = 0. 0669CL121 + Ap on the basis of Sy =32.5 sq ft

These equations are applied in tables 4. 12.4-1(b) and 4. 12. 4-1(c) to determine the lift-
drag contributions of the two surfaces as functions of ay, and Sy = 172.3 square feet

to be applied in the drag summation in section 4.12.7.
4.12.5 Drag of Fuselage and Nacelles at Angle of Attack

The drag of a body at angle of attack is related to its lift. By assuming that the
flow is potential over the forebody and is entirely viscous over the afterbody, as was
done for the lift of the body in section 4.3, the following equation for the subsonic drag
of a body due to angle of attack (in effect, due to lift) was arrived at in reference 10:

2 (kg - kS ‘B vp/?

3
2a
C ) - + f reg dx 4.12.5-1)
D nreq
( /B VB2/3 VB2/3 x ¢ Sw
(0]

where

o is the angle of attack of the equivalent body of revolution relative to its zero-
lift line, radians

Sp is the maximum cross-section area of the equivalent circular body, square
feet

Vy is the volume of the equivalent circular body, cubic feet
(k2 - k1) is a reduced mass factor, obtained from figure 4.3-1

n is the ratio of drag coefficients of finite to infinite length cylinders, obtained
from figure 4.3-2

cd, is a crossflow drag coefficient of an infinite length cylinder, obtained from

figure 4.3-3
B is the length of the body, feet

X, 18 the location from the nose of the body where potential flow ceases, obtained

from figure 4.3-4, feet
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/rdx is half of the projected area of the equivalent circular body from x, to the

end, square feet

A comparison of equation (4.12.5-1) with the equation for the lift of a body in section 4.3
indicates that

(Cpy)y, = CLp® 4.12.5-2)

where

Cin is the lift of the body per equation (4.4-2)

B
a is the angle of attack of the body, radians

Because the subsonic drag of a body due to lift is simply a matter of multiplying
its lift by the angle of attack, the drag due to lift of the fuselage and nacelles of the
subject airplane, on the basis of the treatment of these components in section 4.3 for
the 1ift of the components, is obtained from

Fuselage Two nacelles

(@p-3) @
(CDy)¢, = CLs 7.3 +CLy573 (4.12.5-3)

where

Cryg is the sum of columns 3 and 4 in table 4. 4-2
CL, 1is the sum of columns 5 and 6 in table 4.4-2

oy, is the reference angle of attack relative to the body axis

Table 4.12. 5-1 summarizes the calculation of the drag of the fuselage and nacelles of
the subject airplane due to lift. The calculations are based on a reference wing area.

4.12.6 Wing-Fusclage Interference Drag at Angle of Attack

Little appears to be known about wing-fuselage interference drag at angle of attack.
There is undoubtedly some increase in parasitic drag at the juncture of the lifting sur-
face and the body. There is also some modification of the induced drag of the wing due
to the upwash from the body acting on the wing. This upwash modifies the loading
across the span and, for an elliptic wing, could increase the induced drag. For a
rectangular wing, the resulting load across the span is made '"more elliptic' (tending
toward lift distribution of an elliptic wing) and could result in some decrease in
induced drag.

In the absence of applicable representative data, no attempt is made to account for
wing-fuselage interference drag at angle of attack, However, it is believed that the
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omission of this factor would affect the total drag of the subject airplane by less than
5 percent at the angle of attack of incipient stall.

4.12.7 Cooling Drag

The discussion of nacelle drag in the previous section did not take into account the
effect of drag due to the cooling system, which could be a significant factor. An
analytical treatment of cooling drag is beyond the scope of this paper because of the
complexity and uncertainties in its determination. Some general considerations in its
analytical determination may be obtained from reference 27. To account for the cooling
drag in the predicted drag characteristics, which were to be compared with wind-
tunnel data, consideration was given to the fact that the wind-tunnel tests of the subject
airplane were conducted with the inlet and cooling flaps open and that unpublished,
propeller-off, wind-tunnel data were available for the increment of drag due to the
cooling system. These data, shown in figure 4.12.7-1, were used to account for the
cooling drag. It should be noted that this cooling drag has a characteristic reversal
in trends which would be difficult, if not impossible, to predict. The relatively sharp
increase in cooling drag above an angle of attack of approximately 8.5° is particularly
significant in providing improved correlation of predicted drag characteristics with
wind-tunnel data at high angles of attack, as is shown in the next section.

4.12.8 Summary Drag of the Complete Airplane

The net drag of the subject airplane is summarized in table 4.12. 8-1 in the follow-
ing format. The data for the contributing factors, with the exception of the cooling
drag, were obtained from the tables noted above the individual terms. The cooling
drag data were obtained from figure 4. 12. 7-1.

Table

4.12.3-1 4.12.4-1(b) 4.12.4-1(c) 4.12.5-1  4.12.5-1

Cp=Cp, + (CDi)W + <CDi>h + (CDi)f + (cDi)n + (CD)cooling system (4.12.8-1)

The above result is for a reference wing area of 172.3 square feet. To permit a direct
comparison of the calculated drag with wind-tunnel data, the results are converted to
a reference wing area of 178 square feet in the last column of table 4.12. 8-1.

The calculated drag characteristics with the cooling drag increments omitted and
included are compared with wind-tunnel data in figures 4.12.8-1(a), 4.12.8-1(b), and
4.12.8-1(c) as functions of «,, Cyp, and C1,2, respectively. Although the calculated

drag with cooling drag increments omitted correlates well with the wind-tunnel data
through the angle-of-attack range of -4° to 12° in figure 4.12.8-1(a) (and a correspond-
ing Cp, range in fig. 4.12.8-1(b)), the addition of the cooling drag increment resulted

in excellent correlation up to 4° angle of attack. Whereas the Cpy versus oy plot

(fig. 4.12.8-1(a)) shows a slight decrease in correlation over the remainder of the
angle-of-attack range, the Cp versus Ci, plot (fig. 4.12.8-1(b)) shows excellent

correlation at the limit of linearity (at Cp, = 1.15, which corresponds to o = 10°).

It should be noted that the appreciable, and important, increase in cooling drag in-
crement at high angles of attack is difficult to predict analytically.
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The predicted buildup of the drag characteristics shown in figure 4.12.8-2 in-
dicates that all contributing factors considered were important.

4.12.9 Symbols

The following list of symbols constitutes the basic symbols used. In several in-
stances, such as in the equation in table 4.12.1-2, a subscript "i" is applied to
parenthesized quantities, with an identifying notation on the left side of the equation
(such as i =w, h, v), to signify that the equation applies to the surfaces thus identified.
If the wing is being considered, i=w and all parenthesized quantities having an i
subscript apply to the wing; for example, Sig = Swg» the area of the exposed wing

panels,

Ay

Cp

CDb

(CD)cooling system
CDh¢

(Cp);

CDi

(CDi)B

(Co1)p €1y (C01)

c D;) w

<CDi ) fn

wing aspect ratio
drag coefficient

base drag coefficient referred to the maximum frontal
(cross section) area of the body involved

contribution of the cooling system to the airplane drag
coefficient

skin friction and pressure drag coefficient referred to the
maximum frontal area of the body involved

fuselage Cpg

induced drag coefficient referred to the wing area unless
noted otherwise

CDi of the body (fuselage or nacelle)
contribution of the fuselage, horizontal tail, nacelles, and
wing, respectively, to CDi

net contribution of the fuselage and nacelles to CDi

zero-lift drag coefficient referred to the wing area unless
noted otherwise

zero-lift drag coefficient of a body referenced to the frontal
area

Cp, of the isolated fuselage and one isolated nacelle,

respectively, referenced to the wing area

CD, of the fuselage with wing-fuselage interference

accounted for, referenced to the wing area
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(CDO)h’(CDO)w’(CDO)V

cDo of the exposed panels of the horizontal tail, wing,

and vertical tail, respectively, referenced to the wing
area

(CDO)he,(CDO)We, (CDO)Ve CDo of the respective exposed panel surface areas

<CD°> Is

(Cy), {CB5),,-E5),

zero-lift drag coefficient of the exposed panels of a lifting
surface, referenced to the exposed panel area

net contribution of the horizontal tail, nacelles, and
vertical tail, respectively, to the zero-lift drag coef-
ficient with interference effects accounted for, refer-
enced to the wing area

(C_D;)Wf =(Cp,) w © D0>f(w)

(ACDO)h(f)’(ACDO)V(f)

H-646

increment of the zero-lift drag coefficient of the horizontal
and vertical tail, respectively, due to fuselage inter-
ference, referenced to the wing area

increment of the zero-lift drag coefficient of one nacelle
due to wing interference, referenced to the wing area

net zero-lift drag coefficient of the nacelles in the presence
of the wing

generalized expression representing (ACDO r

)h(f) ©

(ACDO , referenced to the wing area

v(f)

increment of the zero-lift drag coefficient of the vertical
tail due to the horizontal-tail interference when the
vertical tail intersects the horizontal tail, referenced to
the wing area

skin-friction coefficient of a flat plate, based on a wet sur-
face area, obtained from figure 4.12.1-1

lift coefficient referred to the wing area unless noted other-
wise

lift coefficient of the body (fuselage or nacelle), referenced
to the wing area

lift coefficient of the fuselage, nacelles, and wing, rospec-
tively, referenced to the wing area
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Cdc

Cint

Jh, JW

lift coefficient of the horizontal tail referred to the tail
area

two-dimensional steady-state crossflow drag coefficient
for circular cylinders, obtained from figure 4. 3-3

chord at the intersection of the vertical and horizontal tails
when the horizontal tail is mounted on the vertical tail or
vice versa, ft

root chord of the exposed portion of the tail surface inter-
secting the fuselage, ft

taper ratio correction factors, used in calculating the
parameter J, as obtained from figures 4.2-3 and 4.4-2,
respectively

diameter of the equivalent circular perimeter of the maxi-
mum frontal area of the body (fuselage or nacelle), ft

diameter of the equivalent circular perimeter of the base
area, ft

Oswald span-efficiency factor used in the induced-drag
equation (¢.12.4-1)

parameter, defined by equation (4.12.4-3), used in ob-
taining the viscous drag increment, A, of a lifting sur-
face

the parameter J applied to the horizontal tail and wing,
respectively

equivalent sand roughness of a surface (table 4.12.1-1),
in.

apparent mass factor, obtained from figure 4, 3-1

sweep-angle correction drag factor for the viscous drag
increment, A

lift-to-drag ratio of the wing

reference length, for lifting surfaces, equal to the mean
aerodynamic chord of the individual surface, for bodies,
equal to the length of the body, in.

reference length of the body (fuselage or nacelle), in.

reference length of the fuselage, in.
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Sh» Sw
She’SWe’SVe

wet

%haps’ “Wabs

(oz bs
abs) CLmax
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Mach number

Reynolds number

number of junctures of the tail surface with the fuselage

number of corners in the juncture of the vertical tail with
the horizontal tail (cruciform intersection would have

four corners)

ratio of the wing-fuselage to fuselage-alone zero-lift drag
with the base drag omitted

radius of the body, ft

maximum frontal area of the body (fuselage or nacelle),
sq ft

horizontal tail and wing area, respectively, sq ft

exposed-panel surface area of the horizontal tail, wing,
and vertical tail, respectively, sq ft

wetted surface area, sq ft

wing area overlapped by one nacelle, sq ft
airfoil section thickness ratio

average thickness ratio of intersecting vertical- and
horizontal-tail surfaces

body volume (fuselage or nacelle), cu ft

distance from the nose of the body to the point of maximum
cross-section area, ft

angle of attack, deg
angle of attack relative to the zero-lift line, deg
airplane angle of attack relative to the X-body axis, deg

angle of attack of the fuselage and nacelle, respectively,
deg

absolute angle of attack of the horizontal tail and wing,
respectively, deg

absolute stall angle of attack, deg
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(ahabS)CLma ’(awabS>C L

1/2

X max

B’= (1 - M2)

Ah’AW

61,0,

136

absolute stall angle of attack of the horizontal tail
and wing, respectively, deg

viscous drag increment

viscous drag increment of the horizontal tail and wing,
respectively

elevator deflection, deg

correction factor for the taper ratio and sweep angle
of the quarter-chord line, respectively, in calcu-
lating the induced-drag coefficient of the wing and
horizontal tail

net downwash at the horizontal tail

ratio of the drag coefficient of finite to infinite length
cylinders

sweep of the quarter-chord line and leading edge,
respectively, deg

taper ratio of the wing
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TABLE 4.12.1-1

SURFACE ROUGHNESS HEIGHT k
[ ref. 1}

Type of surface

k, in.

Aerodynamically smooth
Polished metal or wood
Natural sheet metal

Dip galvanized metal surface
Natural surface of cast iron

Smooth matte paint, carefully applied
Standard camouflage paint, average application
Camouflage paint, mass production spray

0

.02 to .08 X 1073
.16 X 10-3
.25 X 1073
.40 X 1073
1.20 X 10-3
6.0 X 10-3
10.0 x 1073

TABLE 4.12.1-2
ZERO-LIFT DRAG OF WING, HORIZONTAL AND VERTICAL TAILS

sty (), [

C on basis of S, =172.3 sq ft
(“Do) i=w,h,v w
Magnitude
Symbol Description Reference Exposed Exposed Exposed
wing panels |horizontal tail | vertical tail
ki Surface roughness height, in. Table 4,12.1-1 0.25 x 10 -3 smooth matte paint
L Reference length, mean aerodynamic Table 3.2-1 57.1 31.2 39.2
chord of surfaces, in.
l
= | 2.28x10° | 1.25 x 10° | 1.57 x 10°
i
NRe, i Reynolds number at 63.4 mph, sea level | Wind-tunnel test 3.09 x 108 1.69 x 108 2.12 x 108
_ -1%(0.65 x 106) condition
Cy, Skin-friction coefficient of flat plate Figure 4.12.1-1 3.65x1073 | 4.08 x 1073 | 3.9 x 10-3
(%) Thickness ratio of surface Table 4, 1-1 .15 .08 .08
i
2(Cf').[ 1| Zero-lift drag of component on basis of Equation (4.12.1-1)| 0.00993 0.00951 0.00909
t exposed panel area, Sj,
Sie Exposed panel area of component sur- Table 3.2-1 148.0 28.73 14.6
face
C Zero-lift drag of ¢ t on basis of | -------—--—--- = = =
( DO)i o-l1i g of component on basis o o (CDo)w (CDo)h (CDO)V
reference wing area, (CDO)': 2(Ce)l ]—s— . 00853 . 00159 .00077
i i W
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TABLE 4,12.2-1
ZERO-LIFT DRAG OF FUSELAGE AND NACELLES

[On basis of reference wing area, S, = 172.3 sq {t}

3 S
Cps+ C i ©); {1+, +0.0025(L wet)i 029<db> C o
C = + e = 1+ 57, + 0. - + 0. == -
(Do) 1, ( D Db)l Sw ) AT dB)i Sp, dg/ \K De)if S
dp)i !
Magnitude
Symbol Description Reference
Fuselage Nacelle
dg, Diameter of equivalent perimeter of maximum | Airplane drawing | 5.41 3.0
L frontal area, ft
SBi Frontal area of equivalent perimeter body, | --------——------ 23.0 7.07 per
7rdB.2 nacelle
7 L sqft
4 Length of body, ft Figure 4.3-5 24.2 8.82
dp. Diameter of base of equivalent body of | -=-----——-en—- ~0.79 ~1.0
! revolution, ft
)
(dl—> = e 4,47 2.9
d dp
(59) = e .15 .33
B/i B;
(Swet) i
B Ratio of wetted surface area to Sg; Figure 4.12,2-1 | 12.4 8.2
i
(Swet)i Wetted surface area of isolated body, @ | ==—=scwmmee 285 58 per nacelle
(Swet);
—g—— SBi’ sq ft
k; Surface roughness height (smooth matte finish) | Table 4.12.1-1 0.25 x1073 in. | 0.25x1073
L .
EI Ratio in common wnite | 1.16 % 109 1,24 %109
1
(NRe)1 Reynolds number at 63.4 mph (sea level); Wind-tunnel test | 1.57x 107 5.73 % 106
(NRe);= (0.65 X 105)2; condition
(Cr); |Skin friction of flat plate Figure 4.12.1-1 | 2.8X1073 3.3x1073
60 (Swet)‘
(Cog); C;|1 +7735 +0.0025 <d—l) v Equation 0.0584 0.0912 per
B/, By “.12.2-1) nacelle
B/j
(c 0.02 (db> ’ (
b ) -029(52 ) \[Cpy). Equation ~0 ~0
b/i B/; /3 “.12.2-2)
c c c °Bi basis of
+ 1o ,onbhasisof | e — = =
(on), [[(Co0):+(cou)i] 5 (o) (©00),
reference S, = 172.3 sq ft . 00780 . 00374 per
W nacelle
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TABLE 4.12.3-1

ZERO-LIFT DRAG OF THE COMPONENTS

(a) Net zero-lift drag of wing-fuselage combination

(o) (C00)u [0 et em]

Sp

Symbol Description Reference Magnitude
(CDO) Zero-lift drag of isolated exposed wing panels | Table 4.12.1-2 0. 00853
w
Cpyp Base drag of fuselage Table 4.12.2-1 0
(CDf) Zero-lift drag of isolated fuselage with base Table 4.12.2-1 . 05684
f drag omitted
M Mach number Wind-tunnel condition 0,083
Sg Frontal area of fuselage, sq ft Table 4.12.2-1 23.0
I Length of the fuselage, ft Figure 4.3-5 24.2
Sw Reference wing area, sq ft Table 3.2-1 172.3
NRe Reynolds number = 0. 65 X 108 x 173 Wind-tunnel test condition| 1.57 X 107
Ryt Wing-body interference correlation factor Figure 4.12.3-1 1,071
Summary: (CDO) wf ™ 0.01688
(b) Net zero-lift drag of tail surfaces in presence of fusclage
C):C)+C = (o), *+ (ACn,) +(c)+(Ac)
( Do Jpy ( Do Jn Do), Do)y * Do h) D, v D, vif)
Magnitud
Symbol Description Reference agnituce
Horizontal tail | Vertical tail
(CDO) Zero-lift drag of isolated exposed horizontal- | Table 4.12.1-2 0.00159 | -----—--
h tail panels
(CD()> Zero-lift drag of isolated exposed vertical- Table 4.12.1-2 |  --—---- 0.00077
v tail panel
n; Number of junctures of tail with fuselage | -----------—--- 2 1
% Thickness ratio of tail surface at juncture Table 4.1-1 08 08
Cy Root chord of exposed tail surface, ft Table 3.2-1 3.275 1.25
o
Sw Reference wing area, sq ft Table 3.2-1 172.3 172.3
(ACD ) Interference drag of horizontal-tail surface Equation (4.12,3-3) =0 | -------
©/h(f) due to fuselage
(ACD0> Interference drag of vertical-tail surface Equation 4.12.3-3) |  ------- ~ 0
) v(f) due to fuselage
Summary: (Cp, =0,00159 + 0 + 0.00077 + 0 = 0,00236
0/ hy
() Net zero-lift drag of nacelles in presence of wing
(asw)
—— n
=z2{{c c RS
(CD")n [( D(’)nJr< D")w Sw
Symbol Description Reference Magnitude
<CI)0) Zero-lift drag of one isolated nacelle Table 4.12.2-1 | 0.00374 per nacelle
n
<ASW) n Wing area overlapped by one nacelle, sq ft Figure 3.2-1 10.7
Sw Reference wing area, sq ft Table 3.2-1 172.3
Summary: (C = 2[0 00374 + 0,00853 L] = 0,00854
) ¥ ( UO) (W) T ’ 172.3 )

(d) Summary zero-lift drag of the components; on hasis of referencc
Sw = 172.3 sq ft

Cp, = (CDO)Wf + (CDO)hV + (CDO>n(w) = 0.01688 + 0.00236 + 0.00854 = 0, 02778
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TABLE 4.12.4-1 (Concluded)

) Drag of wing due to lif - 0,0432C12 + A,

. - 17.¢ . =0,3134
J,, = 7.86 (from (a)); <QWabs>C 17.4° (from (a)); tan (“Wabs)cL 1
Lmax max
(a) (a)
o
Wabs ) L2 N 2 tan Hahs
= ap+ 4 (“Lw' (,L“, 0.0432 CLW tan OWahs m— A, (Cl)i)w
ay,, deg , y . 2 ; Wabsg . . ’
b, de8 @y + 2, | figure 4.2-1 @ 0.0432 @ = tan @ Clmax | figure 4.12.4-4 @ . @
deg =(®)0.313
-4 0 0 0 0 0 0 0 0
-2 2 L 150 ,0225 [ 000972 L0349 L1114 0 L0010
0 4 0.305 0.0930 | 0,00402 0.0699 0.223 0 0. 0040
2 6 .45 . 2025 . 00875 . 1051 335 L0025 01125
4 8 0.605 0.366 0.0158 0.1405 0.449 0.008 0.0238
6 10 759 .576 . 0249 L1763 562 016 . 0409
8 12 0.910 0.828 0,0358 0.2126 0.678 0.026 0.0618
10 14 1.055 1.113 . 0481 .2493 .796 .0395 L0876
12 16 1. 190 1.416 0.0612 0. 2868 0.915 0.058 0.1192
13.4 17.4 1.23 1.513 . 0654 L3134 1.000 077 . 1424
0n basis of S, =172.3sq ft.
2
(¢) Drag of horizontal tail due to lift = 0. 0669 CLh + Ay
Jpy = 4.50 (f a)); = 14,457 (from (a)); 21
Ih 50 (from (a)); (“habs)c 14.45° (from (a)); tan (U‘habs>cl 0.2577
Lomax ‘max
& ?
tan o
Thyps ) 5 " Thabs (Cni)h,
. The 4 - T Cry» Cry [0.0669Cyp [ty | tan fay Ap, (Cl)i) '
. abs c h on basis of
deg [figure 4.9.1-7| O -@, | figure 4.2-1| - D 2| 0.0669B)| - tan () ‘Lmax | figurc4.12.4-4| =®+@j. " 2
: e Se 7 172.3 sq ft
deg (D /0.2577 .
-4 0 -4 ~0,284 0.0807 | 0.00540 | -0.0699 -0.271 0.001 0. 0064 0.0012
- .96 -2.96 -.210 .0441 . 00295 0517 -.201 . 0002 . 0032 , 00060
0 1.90 -1.90 -0.135 0.0182 [ 0.00122 [ -0,0332 -0.129 ~0 b. 00122 0. 0002
2 2,93 -.93 -, 066 0044 00029 | -.0162 -. 0629 ¥ 0 . 0003 L0001
1 3,87 0.13 0.009 0.0001 ~0 | 0.0023 0. 0089 0 <0 0
6 1.86 1.14 . 081 L0066 . 00044 0199 L0772 %0 . 0004 D001
8 5,77 2.23 0.159 0.0253 | 0.00169 | 0.0389 0.151 0.0001 0.0018% . 0003
10 6.61 3,39 . 241 L0581 . 00389 . 0592 .230 0004 .0043 . 000K
12 7,55 4.45 0.317 0.1005 | 0.00672 | 0.0778 0.302 0.0017 0.0084 0.0016
13.4 -—-- - | - ] e | e | e o b

80n basis of S, =32.5sqft.
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Figure 4.12.2-1. Wetted area of blunt-base ogive bodies (ref. 1).
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Figure 4.12.4-4. Variation with angle of attack of drag increment due to wing
shape (from ref. 1). Aje =65°; Ay Z2.
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Figure 4.12.7-1. Unpublished propeller-off, full-scale wind-tunnel data of
increment of drag of the subject airplane due to inlets and flaps of cooling
system being open. S, =172.3 sq ft.
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(a) CD versus qj,.

Figure 4.12.8-1. Comparison of predicted airplane drag characteristics with
wind-tunnel data. ée = 0°; propellers off; Sy = 178 sq ft.
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Figure 4.12.8-2. Predicted buildup of the drag characteristics of the airplane.
0 = 0°; Sy = 178 sq ft.
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4.13 Effect of Horizontal Tail and Tab Deflection on Lift and Pitching Moments

The contributions of the horizontal tail to the lift and pitching moments were con-
sidered in sections 4.10 and 4.11 on the basis of a fixed tail at zero incidence setting.
In this section the tail is considered as an all-moving surface with a geared tab. In-
asmuch as the results from this section are to be used also in obtaining horizontal -tail
hinge moments, the tail lift is initially obtained referenced to the tail area.

4.13.1 Lift of the Horizontal Tail in the Linear Range

The lift of an all-moving horizontal tail equipped with a tab is attributed to three
superimposed sources: (1) lift due to angle of attack of the tail, with the tail at zero
incidence, (2) lift due to stabilizer deflection, Ge, from zero incidence position, and

(3) lift due to the tab. The tail lift in the presence of the fuselage, including carryover
effects onto the fuselage, is accounted for by the following equation referenced to the
horizontal-tail area, Sj:

6 tab ap

ELh(hD = [(CLa)h(hf) (ab - Eh) +<CL66>6 69 + CLﬁtab<—8'e—> 6e]aT; (4.13.1-1)

tab=0

The three contributing sources for lift of the tail are considered separately.

Lift due to angle of attack of the tail, with the tail at zero incidence: On the basis
of tail area, the lift due to the angle of attack of the tail, oy}, relative to the zero

incidence setting of the tail, is represented by

(4.13.1-2)

s

(CLh(hﬂ> =0 (CLa)h(hf) <"‘b ) gh)
Gtabzo

o]

This contribution, which includes the lift of the tail in the presence of the fuselage and
the lift on the fuselage due to lift carryover of the tail onto the fuselage, is accounted

for in section 4. 10 by equation (4.10-2), referenced to the wing area. When applied to
the subject airplane and referenced to the tail area, Sy, table 4.13.1-1(a) shows that

L, - 0.0746 (- &, ) (4.13.1-3)
(CLnmn) 5,0 (e - &,
_ Gtabzo
for a dynamic-pressure ratio, :}l, equal to 1.0.
q
20

Lift due to stabilizer deflection from zero incidence position: The lift due to
stabilizer deflection, 04, with atab = 0 was obtained in a manner synonymous to that

used to obtain the lift due to angle of attack of the tail from equation (4.10.2). In this
equation the tail (abutting the fuselage) was considered to be fixed (0o = 0°) relative to
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the fuselage, and the lift of the tail due to angle of attack was considered on the basis
of the combined tail-fuselage movement relative to the local flow vector and consequent
interaction of lift effects. In accord with the principles developed in reference 11, this
interaction of lift effects was accounted for by the use of the factors Kh(f) + Kf(h)‘ In
the present instance where the lift due to the deflection, (Se, of the tail surface is
desired, the tail is moving relative to the abutting fuselage which is considered to be
fixed and the interaction effects are accounted for by the factors ky @+ kf(h) on the

basis of reference 11. Thus, when the stabilizer is abutting the fuselage, the lift due
to stabilizer deflection, &4, relative to the fuselage is accounted for by the following

equation, which is subject to the same cautionary remarks as were made for equation
(4.10-2), which accounted for the tail 1ift due to the angle of attack at the tail, refer-
enced to the tail area:

(ACL)Ge B <CLoz)he <kh(f) + kf(h)> Gefsilf(?) (4.13. 1-4)

where

(CLa>h is the lift-curve slope of the exposed tail panels (section (4. 2))

e
She 18 the area of the exposed tail panels

kh(i) is the ratio, due to stabilizer deflection, 6e’ of the lift on the stabilizer in the

presence of the fuselage to stabilizer alone, obtained from figure 4.13.1-1

kf(h) is the ratio, due to stabilizer deflection, of the stabilizer lift carryover onto

the fuselage to stabilizer alone, obtained from figure 4.13.1-1

q
ab- is the dynamic-pressure ratio of the tail (section 4.9.2)

0

Applied to the subject airplane and referenced to the tail area, Sp» table 4.13.1-1(b)
shows that

0.0662 0, (4.13.1-5)

»QIIS‘I

(ACT, =<cL ) 5
)Oe Oe Gtab:O )

E

for a dynamic-pressure ratio, , equal to 1.0.

te]]
8

Lift due to the tab: The lift on the horizontal tail due to tab deflection in the
linear lift range of the tail can be obtained by using the following equation which was
developed in reference 8 to obtain the lift increment of high lift flaps:

CLy (OZ(S)CL
Kp
l CZOZ (OZ@)CZ

ACE, = Ac (4.13.1-6)

H-646 157



When applied to the horizontal tail equipped with a tab, as for the subject airplane, the

q
lift contribution of the tab in terms of lift effectiveness (for —_—}l = 1. 0) is obtained from

0

CLs,.. = s c b
tab tab ( l a)h (O’zj tab) )

<CLa)h(f) <a6tab>CL K 4.13.1-7)

where

(C L“)h B is the lift-curve slope of the horizontal-tail surface alone in the
(

presence of the fuselage and is obtained from the following equation in which the terms
have the same definition as for equation (4.13.1-4):

St
(CLO‘)h(f) = <CLa;he knf) 5 4.13.1-8)
and

(Cl is the section lift-curve slope of the untabbed tail (84,1, = 0), obtained
%Yh

from section 4.1

a
( Otab Cy,
T is the tab-chord factor, obtained from figure 4.13.1-2 as a function of
( 6tab)
€l

aspect ratio, Ap, and (Obtab)c
l 5
The required <O‘6 ) may be obtained from - tab
“tab ¢, (Cl a)h

or from the insert in figure 4.13.1-2, based on theory.

based on experimental data,

When (aé b) varies along the span, as for a constant-chord tab on a tapered
abl ¢

Ctab

surface, an average value of (aﬁ , based on an average , may be used with

tab)c 1

good accuracy in most instances. Otherwise, as in accordance with reference 8, the
effective (o 5 may be found by determining the value of (aﬁ at each
tab tab

c c

l l
of several locations across the tab span and plotting these values against corresponding
values of Kp. The area under the curve divided by the change in Kj, is the effective

value of (ozé ) . The quantity Ky, is the tab-span factor, obtained from fig-
tab o
l
ure 4.13.1-3 as a function of taper ratio, A, and span ratio, z, as defined in the figure.
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The section lift effectiveness of the tab, c , is obtained from the following

létab
equation from reference 1:
c
L
cZ = —l; tab _I Cl KI (4. 13. 1-9)
Oah P (Clé ) Otab/ ,
tab, theory eory

where
B’ is the Prandtl-Glauert correction factor for subcritical Mach numbers, equal
to V1 - M2

(Cl ) is the theoretical lift effectiveness of the tab, obtained from fig-
tab

theory Ct
ure 4.13.1-4 as a function of

and thickness ratio

<c 15 is an empirical correction factor based on experimental data,
tab)

theory Ctab °lo h
obtained from figure 4. 13.1-5 as a function of and

°h la theory

(Cl ) is the section lift curve of the untabbed tail, obtained from section 4.1
o
theory

t
c =1 [6.28 +4.7(%) (1 +0.00375¢ )] @.1-1)
( ZO‘)theory 57.3 (c) te

K’ is an empirical correction for lift effectiveness of the tab at large deflections,
obtained from figure 4.13.1-6 which was derived from extensive unpowered-model
wind-tunnel data

Upon applying the preceding relations to the subject airplane, the lift effectiveness
of the tab, referenced to the horizontal-tail area, S, and a dynamic-pressure ratio

of 1.0, is shown in table 4.13. 1-1(c) to be as follows:

Crg, . = 0.0279 per deg for Otqp = 6°, 0°, -7.5°
tab
CLg b= 0.0273 per deg for 0Oi,y, = -15° (4.13.1-10)

ta

CLGtab = 0.0231 per deg for 0O¢gp = -21°

The tab settings shown correspond to elevator settings of 4°, 0°, -5°, -10°, and -14°
used in this report with the tab-to-elevator gear ratio of 1.5.
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Summary: The net lift of the horizontal tail in the linear range as a function of
Qhs 6e’ and Gtab with the tab geared to the elevator was accounted for by equation

(4.13.1-1). This equation, regrouped slightly and referenced to a dynamic-pressure
ratio of 1.0, becomes

)
CLh o) =(cLa)h(hi) (@b - &) +[<CL56)6 +Crg, ., (7%2)]% @.13.1-11)

tab=0

This equation may be abbreviated to the following format, which is applied to the subject
airplane in the summary calculations of table 4.13. 1-1(d):

ELh(hf) = (CL‘)‘)h(hi) (a - Eh) + cheée (4.13.1-12)

4.13.2 Maximum Lift of the Horizontal Tail

The maximum lift and corresponding angle of attack of the horizontal tail untabbed,
Otab = 0°, was considered in section 4.2. The inclusion of the tab makes the deter-

mination of maximum lift somewhat more approximate than without the tab. The stall
may begin at the tail, tips, or at the tabbed (or flapped) sections, depending on the
amount of sweep, taper ratio, and difference in stall angle between the tabbed and
untabbed sections.

The increment of maximum lift coefficient due to trailing-edge flaps can be deter-
mined to a first order of approximation by using semiempirical equation (4.13.2-1)
developed in reference 1 on the basis of tabulated values of maximum lift coefficients
and stall angles for many planforms with and without flaps (ref. 30). The equation
applies to wings and tail surfaces with plain flaps or tabs. For convenience, the
nomenclature of the following equation has been changed from a wing designation to a
horizontal-tail designation. On the basis of tail area,

A A (Sh) tan .
C ) = (Ac K .13.2-1
( bmax)s o ( lmax>tab S " ( !
where
ACT, is the increment of Cj, due to tab position
max) 6.1 max

S is the tail area in front of and including the tab
0/ an

KA is an empirically derived correction factor to account for the effects of wing

planform, obtained from figure 4.13.2-1 as a function of (AC/4) .

The increment in airfoil maximum-lift coefficient due to the tab, (Ac lmax) , is
tab
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obtained from the following empirically derived equation (from ref. 1):

Ac ) = kyk,kg (Ac ) 4.13.2-2)
( L max tab 2 ! max base

where
Acl is the section maximum lift increment for 25-percent-chord flaps
max/hase

at a reference flap-deflection angle, 60° for plain flaps or tabs, obtained from fig-
ure 4.13.2-2

(¢

k1 is a factor accounting for

k2 is a factor accounting for tab angle other than the reference value, obtained

from figure 4.13.24

other than 0.25, obtained from figure 4.13.2-3

0
tab
k., is a factor accounting for tab motion as a function of 5 a , equal
3 ( tab)

reference

to 1 for plain flaps or tabs

The maximum lift coefficient for any one tab setting may now be determined, on
the basis of tail area, Sp, from the relation

(ELmax)h 0 [(umax)h (hf)] 5 +(ACLmax) . 4.13.2-3)

tab=0
where

[<6Lmax> ] is the maximum lift coefficient of the untabbed tail in the
B@D] 5, =0

tab
presence of the fuselage, obtained from section 4. 10

The summary calculations for the maximum lift coefficient of the tail of the subject
airplane for each of several elevator deflections in which the tab is geared to the

0
elevator in the ratio, ét_ab = 1.5, are presented in table 4.13.2-1(b).
e

4.13.3 Lift Curves of the Horizontal Tail Through Stall

Because the net lift and pitching moments of an airplane for different elevator
positions are dependent upon the tail lift characteristics and could involve the stall
region of the tail, operational tail lift curves for the subject airplane are plotted in
figure 4. 13.3-1 for several elevator positions through the stall region of the tail.

The following procedure was used in constructing the lift-curve plots in fig-

ure 4.13.3-1 for the subject airplane on the basis of the horizontal-tail area (32.5 sq ft
for the subject airplane) and a dynamic-pressure ratio of 1. The resulting curves
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are the graphical representation of equation (4. 13. 1-12) for the linear range and extend
through the stall.

(1) Using the information in table 4.13.1-1(a), draw the slope of the basic lift
curve (0g = Otyp = 0°) up to the limit of linearity.

(2) Spot the stall point for 6, = 0° using [(CLmaX) and

h(hf)] Btqp =0
<ozc ) as listed in table 4. 13.2-1(a). Fair a curve, similar to the
L
max h(hf)

Otap =0
fairing for the isolated tail in figure 4.2-1(b), from the limit of linearity through the
stall point. The shape of the curve in the stall region should now correspond to the
shape in figure 4 .10-1 as well as in figure 4.2-1(b).

(3) On the ordinate at ap = 0°, spot the values of CLS 0o for O = 4°, 0°, -5°,
e

-10°, and -14° using Crj_ obtained from table 4.13.1-1(d). Draw lift curves through
e

these points parallel to the basic lift curve.

4) Using the <C values determined in table 4. 13,2-1(b), for the

Lmax>h(hf)
selected values of §,, draw horizontal lines to denote CLmax'

(5) Make a plot, to be used as an underlay in tracing, of the nonlinear portion
(through and beyond the stall) of the basic lift curve (6 = 0°). Translate this underlay

plot relative to the basic lift curve to the selected elevator settings and their correspond-
ing CLmax and complete the curves for the stall regions,

4.13.4 Lift and Pitching-Moment Curves of the Airplane Including the Effect of Elevator Positions

The lift and pitching-moment characteristics of the complete airplane may now be
determined as a function of oy, - € and 0, from the following relations:

Sh\ q
= h
CL = CLan + CLh(hf) <§v_v> a— (4.13.4-1)
20
_c Xeg " *h /- Sh 9
Cm = Cmyp, + o (cLh(hf)> S (4.13.4-2)

where

CLWf and mefn are the tail -off coefficients, obtained from section 4. 8.3
h

X - Xh

_gg___ is the distance from the center of gravity to the quarter-chord mean
C

w

aerodynamic chord of the horizontal tail in chord lengths of the wing mean aerodynamic

chord
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The lift and pitching-moment characteristics of the subject airplane are calculated
in table 4.13.4-1 as a function of @} and 0o with the tab geared to the elevator in

the ratio of 1.5. At stall conditions, the horizontal tail is at and in the lower edge of
the wake, and its effectiveness at stall was considered as suggested in section 4. 10 for
propeller-off and zero-thrust propeller-on conditions. The results, referenced to a
wing area of 178 square feet, are compared with full-scale wind-tunnel data in fig-

ure 4.13.4-1. In the absence of appropriate propeller-off wind-tunnel data, propeller-
on data for Té = 0 were used with calculated normal-force propeller effects subtracted.

Such use of Té = 0 data is not normally recommended for comparison with propeller-

off predictions. It was used in the present instance only after a preliminary comparison
of pitching-moment slopes at 8¢ = 0° showed correlation and implied zero thrust power
effects at the tail.

The calculated lift characteristics (fig. 4.13.4-1(a)) show generally good cor-
relation with wind-tunnel data. The divergence between the calculated and wind-tunnel
lift at oy, above 6° for 0g = 4°, which is also reflected in the pitching-moment

characteristics (fig. 4.13.4-1(b)), is attributed to flow separation on the horizontal tail.
The design data used took into account flow separation as a function of tab deflection
only (fig. 4.13.1-4). There is a need for design data which account for flow separation
as a function of both angle of attack and tab deflection.

At low angles of attack, the horizontal tail is in the stall region when 6, = -10°

and -14°. Both the calculated and wind-tunnel-determined lift characteristics reflect
the tail stall. It should be noted that the subject airplane does not operate in regions
involving large negative elevator deflections at low angles of attack and thus is not
normally subject to tail stall.

The calculated pitching-moment characteristics (fig. 4.13.4-1(b)) show good slope
correlation with wind-tunnel data up to an angle of attack of approximately 8°. Above
this angle the calculated and wind-tunnel data diverge for all indicated elevator de-
flections except Ge = 0°, The increasing divergence with increasing elevator deflection

indicates progressive flow separation. As mentioned, design data are needed which
account for flow separation as a function of both angle of attack and tab deflection. It
is evident that the use of design data which take into account flow separation as a
function of tab deflection only (fig. 4.13.1-4) is not sufficient.

Calculated pitch-control effectiveness, Cmge, as obtained from figure 4.13.4-1(b)

is approximately 20 percent higher than indicated by the wind-tunnel data. In an effort
to locate the sources of the discrepancy, wind-tunnel control-effectiveness data
(ref. 2) for étab = 0° and geared conditions were used. These data were available

only for a total Té power condition of 0.2; however, because only incremental ée

effects were desired at constant angle of attack, the data were satisfactory for the
purpose. The following schedule shows the representative data, from reference 2,
used in the study.
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Figure (in @bs | Oe: Otabs AC,, Cmg Cm(3
ref, 2) deg | deg deg e e
6(b) 5 -5 | Geared | 0.29 | -0.058 | --—---
9 5 | -5 |o A [E— -0. 034
From this schedule
Cms -C
mﬁe mﬁe -0.024
Cm@ = 5 =45 - -0.016
tab tab) .
6e

The calculated dynamic-pressure ratio for Té = 0.2 (section 5,1.2) was used to

reduce Cmﬁe’ Cm@t b’ and Cmge to a dynamic-pressure ratio of 1, 00, which was
al

the ratio used for calculated propeller-off conditions. The wind-tunnel data, thus
reduced, are compared in the following table with calculated values excluding and in-
cluding lift carryover onto the body. The values are referenced to a wing area of
178 square feet and a dynamic-pressure ratio of 1.00.

Cmﬁe Cmétab Cmge
From wind-tunnel data -0.0298 -0.0141 -0.0510
Calculated, based on kh(f) only -.0318 -.0145 -. 0543
(carryover factor neglected)
As calculated for this report -.0355 (carry- -. 0145 (carry- -.0580
over included) over not included)

A comparison of the wind-tunnel data with the calculated values of Cmg,.» Cmét b
e a
and Cmg , which excluded the carryover effects, showed the calculated values to be
e

approximately 6 percent higher than wind-tunnel data in each instance. This indicates
that the factor ky (f) is about 6 percent too high for the tail-body configuration of the

subject airplane. A comparison of the wind-tunnel value of Cmé with the calculated
e

value, including the carryover effect, showed the calculated value to be approximately
18 percent higher. The calculated value of Cm5 = ~0, 0580 used in this report, which
e

included carryover effect, for corresponding 0, conditions is approximately 14 per-

cent higher than the wind-tunnel value of -0. 0510,

On the basis of the preceding comparisons, for the tail-body configuration of the
subject airplane it appears that the lift carryover from the tail to the body, due to

164 H-646



stabilizer deflection, is insignificant because of the location of the tail on the body and
the gap between the tail and the body. This implies that the kf(h) factor in equa-

tion (4.13.1-4) should have been assumed to be equal to zero.

Although the lift carryovers from the tail to the body are included in the calcula-
tions and plots for the subject airplane, it is suggested that kf(h) be considered

negligible for tail-body configurations similar to that of the subject airplane. This
should result in calculated values of control effectiveness which would be within ap-
proximately 6 percent of the actual values.

4.13.5 Symbols

(CLhnn) 5 -
O¢ap=0
CLmaX

(6Lmax)h (hf)

C
[( LmaX)h(hf)] 6=

H-646

horizontal-tail aspect ratio

horizontal -tail span, ft

lift coefficient

lift coefficient of the horizontal tail, referenced to the
tail area, with tail-fuselage interaction effects, angle
of attack, elevator deflection, and tab deflection

accounted for

same as ELh(hf) with the elevator and tab settings at

zero-deflection positions
maximum lift coefficient

maximum value of ELh (hf)

maximum value of 6Lh(hf) with the tab at zero setting

airplane tail-off lift coefficient, referenced to wing area
increment of lift

increment of lift coefficient due to the elevator deflection,
referenced to tail area

increment of maximum lift coefficient due to the tab,
referenced to tail area

lift-curve slope, per deg
lift-curve slope of the exposed portion of the horvizontal-

iai! panels, refercuced (o the effective ~rea of .
ex; - od panels, per deg

165



mefn

tab

®h
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lift-curve slope of the horizontal tail alone with fuselage
effects on the tail accounted for, referenced to the tail
area, per deg

lift-curve slope of the horizontal tail with interacting tail-
fuselage effects accounted for, referenced to the tail
area, per deg
oCy,
elevator effectiveness, -—=——, with the tab fixed at zero

e

setting, referenced to the tail area, per deg

1 ff C <6tab>
elevator effectiveness, (CL > + -—)>
e Gtabzo L(Stab 5e

with the tab geared to the elevator to deflect in the ratio

of Gib’ referenced to the tail area, per deg
e
oCy,
tab effectiveness, —=—— , referenced to the tail area,
8‘5tab

per deg
pitching-moment coefficient
increment of pitching-moment coefficient

tail-off pitching-moment coefficient, referenced to the
wing area

oC
elevator effectiveness in pitch, a_ér_n_’ with the tab fixed,
e
referenced to the wing area, per deg

elevator effectiveness in pitch with the tab geared to the

elevator to deflect in the ratio of gab , referenced to

e
the wing area, per deg

9Cm

tab effectiveness in pitch, S
tab

, referenced to the wing
area, per deg
chord

flap chord, synonymous to the tab chord, Ciap» i0 this
section, ft or in.

horizontal-tail chord, ft or in.

H-646



K¢ (h)

kn ()

H-646

airfoil-section lift coefficient

change in the airfoil-section lift coefficient

section maximum lift increment for the 25-percent-chord
flaps at a reference flap-deflection angle (60° for plain

flaps or tabs when obtained from fig. 4.13.2-2)

section maximum lift increment due to the tab
airfoil-section lift-curve slope, per deg

horizontal-tail g o
ac l

section effectiveness of the tab, e per rad or deg
90tah

tab chord, ft or in.
wing mean aerodynamic chord, ft or in.

width of the fuselage at the horizontal tail (fig. 3.2-2),
ft

correction factor for the lift effectiveness of the tab at
large tab deflections

span factor for the inboard flaps (or tabs)

ratio of the tail-lift carryover onto the fuselage, with the
tail fixed, to the tail alone

ratio of the lift on the tail in the presence of the fuselage,
with the tail fixed, to the tail alone

correction factor to account for the effects of the wing
planform on the increment of maximum lift coefficient
due to the tab position

ratio of the lift carryover, due to stabilizer deflection,
onto the fuselage to the lift of the stabilizer alone,
obtained from figure 4.13.1-1

ratio of the lift on the stabilizer, due to stabilizer de-

flection, in the presence of the fuselage to stabilizer
alone, obtained from figure 4.13.1-1
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ki,ko,k factors used in obtaining (Ac to account for
17273 e L max tab
tab other than 0.25, tab angle other than the refer-
ence value, and tab motion, respectively
M Mach number
(ih,c_l dynamic pressure at the horizontal tail and in the free
stream, respectively, lb/sq ft
Shs Sh area of the horizontal tail and exposed panels of the
€ horizontal tail, respectively, sq ft
(S ) horizontal -tail area in front of and including the tab, sq
Sy wing area, sq ft
Té thrust coefficient of the propellers, M
qaoSW
<tg> horizontal-tail thickness ratio
h
XCg - Xh . .
— distance, parallel to the X-body axis, from the center of
‘w gravity to the quarter-chord point of the horizontal-tail
mean aerodynamic chord as a ratio of the wing mean
aerodynamic chord
o angle of attack, deg
oy, airplane angle of attack relative to the X-body axis, deg
(ozc > angle of attack of the horizontal tail, relative to its chord
Limax h (hf) 5 0 line, for the maximum lift coefficient of the tail when

ap = @ - €ps deg

*
Oh

(@) - (@) c;

168

tab the tab deflection is zero, deg

limit of linearity of the horizontal-tail lift-curve slope,

deg
) .
50 and ~5C. respectively
L L
oo ou

H-646



BCZ aCy,

a ag = tab and tab respectively
( 6tab>cL’ < tab) o % oCL,
o ow
1/2

B = -M?

0] deflection, deg

0 elevator deflection, deg

01 0¢ah flap and tab deflection, respectively, used synonymously,
deg

Eh average downwash across the horizontal tail, deg

7 tab span, as a ratio of the tail semispan, for the tab
extending from the centerline of the horizontal tail

50 Mg distance from the centerline of the tail to the inboard and
outboard edge, respectively, as a ratio of the tail
semispan

An=mno - M

(A ¢/ 4) sweep of the horizontal-tail quarter-chord line, deg

h
A horizontal-tail taper ratio
%e trailing-edge angle, deg

H-646 169



TABLE 4.13.1-1

LIFT CONTRIBUTION OF THE HORIZONTAL TAIL WITH TAB-TO-ELEVATOR GEAR RATIO OF 1.5

St =[(CL0[)h<hf)(ab - @+ (Csg),

tab™

(a) Lift due to angle of attack, (CLh(ht)> 5o

6tab) ]
0e + (C —— 0o | —
0 ¢ ( Létab)( 6e € q

qp

20

0

Otap=0

- 9n
(CLh<hf>)5e=o = CLa)y (@b = @ =

Otap=0
Symbol Description Reference Magnitude
(CL ) Lift-curve slope of tail with tail-fuselage intersection effects | Table 4.10-1(a) | 0.0746/deg
%/h(hf) included, referenced to Sy =32.5 sq ft
oz’f] Limit of linearity, deg Table 4.10-1(a) | 10.6
Eh Downwash of the horizontal tail, deg Figure 4.9.1-1 f(ab)
c_l—h Dynamic-pressure ratio at the horizontal tail Figure 4.9.1-1 1.00
qOO
Summary: <CLh(hf)>6 o = 0.0746 (0, - €p)
5. =0
tab~
(b) Effect of tail deflection on 1ift (§qp, = 0°), (ACL)6
e
(_lh qh She
@acu); = (CLp be|=— )= (CLQ) (k) + kemy) G = | 5—
- S
e e) Gtab—o quo he qoo h
Symbol Description Reference Magnitude
(df)h Fuselage width at horizontal tail, ft Figure 3,2-2 1.25
by Span of horizontal tail, ft Table 3.2-1 12.5
(df)h
| e .10
by
kh(f) Ratio of lift on movable tail in presence of body to tail alone | Figure 4.13.1-1 - 96
kf(h) Ratio of movable-tail lift carryover on body to tail alone Figure 4.13.1-1 .11
(CLa)h CLQ of exposed horizontal-tail panels referenced to She’ Table 4.2-1 0,0700
€ per deg
Sh Area of exposed horizontal-tail panels, sq ft Table 3.2-1 28.73
e
Sh Horizontal -tail area, sq ft Table 3.2-1 32.5
gh Dynamic-pressure ratio at the horizontal tail Figure 4.9.1-1 1. 00
qw
ap
Summary: (ACL)6 = 0.06620, referencedto S, and — =1.0
e a,
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TABLE 4.13.1-1 (Continued)

@i
(c) Effect of tab deflection on lift, (CL6 5tah> —
tab q
0
¢
s
g 1_ | e, ) K’
: / .
b # | lot“b>thc()rv tab/ hoory
N She
(CL(v)h(f) (CLn‘)he h(h sy
C (Mé >
. o ( I‘")h(i) ( tah CL,
Woun Loy €0 |0 | "
tah tab ( l(y>h { tah)cl
Symbol Description Reference Magnitude
M Mach number Wégg;g;r;esl test 0.083
g Vi-m2 ] mmmem e . 997
% Airfoil scction thickness ratio of horizontal tail NACA 0008 0.08
Do Trailing-edge angle of horizontal tail, deg Table 4.1-1 11.0
Ap Aspect ratio of horizontal tail Table 3.2-1 4.8
Ap Taper ratio of horizontal tail Table 3.2-1 . 515
Sh Horizontal-tail area, sq ft Table 3.2-1 32.5
Sh Area of exposed horizontal-tail panels, sq ft Table 3.2-1 28.73
e
Ctab . . o o oo
- Ratio of tab chord to tail chord Figure 3.2-2 .18
h
1 Distance from root chord of horizontal tail to inboard cdge of tab Figure 3,2-2 0
as a fraction of horizontal-tail semispan
7, Distance from root chord of horizontal tail outboard edge of tab Figure 3.2-2 . 792
as a fraction of horizontal-tail semispan
<cl ) Section lift-curve slope of horizontal tail (untabbed), per deg Table 4.1-1 0.109
o,
h
((', ) Theoretical scction lift-curve slope of horizontal tail, Equation (4. 1-1) L1164
o o
theory ©€1,) = [6.28 + 4.7<t—_> (1 +0.00375 wloE" per deg
“theory O'tc ¢
————————————————————————————————————————————————————————————————— . 936
I - . . “tab t . ) ‘
(cl ) Theoretical section effectiveness of tab, fc—, <) per deg Figure 4.13.1-4 {.‘).4 per rad
Otab/ theory h . 0593 per deg
g o
b Ctal ( lrv)
_Ctab | punction of —22 and et Figure 4.13.1-5 . 89
(Clé ) ch (Cl )
tab/ theory %/theory Ctab
K’ Empirical correction for flap effectiveness, f< Cd , 6tab> From figure 4. 13.1-6:
h For 0y, 6,0,-7.5: K° 1,00
tab
For 8y, 15 K'=0.9%
" . P . < 53
Foi 6tab =21 K 0,83
€l
. S L Otab | 4 K’
L (l@t b)
ta tab/ theory ab/ theory
(-l(5 0.0529 per deg for 8,y 67, 07, =7.57
tah

0.051% per deg for O,y = -14°

0.0439 per deg for Sy, = -217

H-646 171




TABLE 4. 13.1-1 (Concluded)

{c) Concluded

Symbol Description Reference Magnitude
(CL ) CLa of exposed horizontal-tail panels referenced to She Table 4.2-1 0.0700 per deg
%/h,
kh(i) Ratio of lift on movable tail in presence of body to tail alone Figure 4.13.1-1 | .96
She Area of exposed horizontal -tail panels, sq ft Table 3.2-1 28.73
Sh Area of horizontal tail, sq ft Table 3.2-1 32,50
(CL = Cp, of horizontal tail only in the presence of the body
Yht) a -
he dp
= (CLoz)h kh(f) S—h referenced to S, and E_l_ =1.0
y 28.73 ®
= 0.0700 (0.96)(1)(32_ 50)
= 0.0594 per deg
Symbol Description Reference Magnitude
C.
((1/6 Section lift parameter, f(—tib—> Figure 4.13.1-2 | -0.530
C
tab < h
(aotab) L
(a—r Ratio of finite and section lift parameter, Figure 4.13.1-2 1.075
(4] f A @
tab/ey [ b (%),
l
C
Cro), Q.54 b 545
c ) 0.109 ’
Z(Y
h
K Span factor, {(nj, nys M) Figure 4.13.1-3 .90
C 5
oL -, ( La)h(f) ( tab)CL Kb
G, L6 ¢ o,
tab (4]
a tab ( la)h ( tab) o
3 ap
= 0.527 ¢ referenced to S and — =1.0
biap 9y
=0.0279 per deg for 8., -6°, 0°, -7,5°
= 0.0273 per deg for Ogyp = -15°
= 0.0231 per deg for O, = -21°
(d) Lift contribution of the horizontal tail with tab-to-elevator gear ratio of 1.5
5 -
— tab 9y
c = 1{(c (e —E)+@ 8, +C GTJG =2
Lhoh ( Lﬂ’)h(hf) b~ *h Lse 5 -0 e Lo \B /e q
tab b
. - 515
:[(cLW) (o, -) + CiLg, ée] —
hf) 4,
Substitution of the calculated values of (CLQ) n parts (a),

Cr, )
( b Oap=0

s , and C — obtained i
h(hf) Lotab

(), (c) of this table— into the above equation results in the specific formats listed below for the ﬁe settings to

be considered in the follow-on analysis.,

q
; : : N = - h
0, settings to be considered Correspondu;gbﬁtab settings CLh(hi) = [(CLa)h 19 (o, ~ &) + CL5 6(‘]6_
in follow-on analysis with —6L =1.5 ‘ih ¢ b
e referenced to Sy and — =10
o
4 6
0 0 0.0746(p, - &) + 0.10806,,
-5 -7.5
-10 -15 0.074G(zyb - ('h) + 0. 10726e
-14 -21 0.0746(% - &p) + 0, 10085e
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TABLE 4.13.2-1

MAXIMUM LIFT COEFFICIENTS OF THE HORIZONTAL TAIL

(a) Pertinent parameters

Symbol Description Reference Magnitude
(Ae/1) h Sweep of horizontal tail along ¢/4 line, deg Figure 3.2-2 8.0
(z-) Section thickness ratio of horizontal tail NACA 0008 .08
h
('Lt‘ab Tab chord as ratio of tail chord Figure 3.2-2 .18
h
(Sh)tab Area of horizontal tail in front of and including tab, sq ft Figure 3.2-2 27.4
Sh Area of horizontal tail, sq ft Table 3.2-1 32.5
Ka Correction factor for wing planform Figure 4.13.2-1 . 907
(Ac > Section maximum lift increment for 25-percent-chord tab | Figure 4.13.2-2 .82
maxX/hage Ctab
k1 Factor accounting for other than 0,25 Figure 4.13.2-3 . 885
Ko Factor accounting for tab deflection other than reference Figure 4.13.2-4 Variable
value
kq Factor gccounting for tab motion as a function of | —cmmmmem— 1.0
’ Ytab
(6
tab) reference
(CI, ) Horizontal-tail maximum lift coefficient with & =0° in|{ Table 4.10-1 £0. 926
max/hhf) .0° resence of the fuselage, based on == 32,5 8q ft
6tab"0 P
((YCL ) Horizontal-tail angle of attack at [(CL ) N Table 4.10-1 14,45
max/p mg) Bemr 20 max/hhf)lg, . =0
tab™= ) tab
deg
(Sh)tab
®) ((T'L ) - (CL ) +(Ac B K = 10,926 + 0. 765 (Ac
max/h(hf) maX/h(hf) Stabh=0 ! max tab Sy ( [mm‘)tab
® @ @ @ ® ® @ @ ()
CL =
Ac ( max)h h
5., deg Otab = ky k2. ky [ Fikeks = (Aclmax)base (*Lmax) ab | ALmax = -0.926 (@I))
€ 1.58,, deg figure 4.13.2-2| " @ x @ x® :@xé 0.765 ® based on 9h+:32,5 s ft
4 6 0. 885 0.200 1.0 0.177 0.82 0.145 0.110 -0.816
0 0 . 885 0 1.0 0 .82 0 0 -.926
-5 -7.5 . 885 -.250 1.0 -.221 .82 ~-. 181 ~.138 -1.064
-10 -15 .885 -.46 1.0 -.407 .82 -.334 -.256 -1.182
-14 -21 . 885 -.59 1.0 -.522 .82 -.428 -.327 -1.253
a C, f .
( Lmu)h(hf) or minus o), range.
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3 h(f) =
.6 ///
Khity ki) o | ki)
2 P
///

o .1 .2 .3 4 5 6 .7 .8 .9 10
(df)h
b,

Figure 4.13.1-1. Lift ratios kh(f) and kf(h) based on slender-body theory variable
imcidence (ref. 11).
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Figure 4.13.1-2. Tab-chord factor (ref. 8). Subsonic speeds; (ax) = (o .
( 5)% ( 6tab)cl
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Figure 4.13.1-3. Span factor for inboard flaps (ref. 8).
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(Clbtab>
theory
per rad
3
2
1 I |
0 ! .2 C .3 4 )
h
Figure 4.13.1-4. Theoretical lift effectiveness of plain trailing-edge flaps (ref. 1).
Cf = Ctab' 1 O
Y1 1,00
.98
96— S
un—7_
g 1 [ ——]
i e
.76;??/
y 74'/ g
.72/
.70 C
% a
9 < jtheory
0 1 2 ¢ .3 4 .5
Ch

Figure 4.13.1-5. Empirical correction for lift effectiveness of plain trailing-edge
flaps (ref. 1). cg= Ciab®
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Figure 4.13.1-6. Empirical correction for lift effectiveness of plain trailing
flaps at high flap deflections (revised edition of ref. 1).
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Figure 4.13.2-1. Planform correction factor (ref. 1).
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1: \\\¥ /Splitfalgsi plain
.6 '
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Airfoil thickness, percent chord
Figure 4.13.2-2., Maximum-lift increments of 25-percent-chord flaps at reference
flap angle (ref. 1).
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Figure 4.13.2-3. Flap-chord correction factor (ref. 1).
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Figure 4.13.2-4. Flap angle correction factor (ref. 1).
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Figure 4.13.3-1.
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Calculated lift curves of the horizontal tail with tab geared to
elevator, 8.,p/0, = 1.5; S, =32.5 sq ft; q,/q,_ = 1.00.
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(a) Lift characteristics.

Figure 4.13.4-1. Comparison of predicted propeller-off lift and pitching-moment
characteristics of the airplane with wind-tunnel data as a function of o, and ée‘
Sy = 178 sq ft; 6tab/6e = 1.5 (propeller-off wind-tunnel data obtained from propeller-
on data at T/ = 0 with propeller effects calculated out); center of gravity = 0. 10cy,.
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(b) Pitching-moment characteristics.
Figure 4.13. 4—1.A Concluded.
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4.14 Horizontal-Tail Hinge Moments and Stick Forces

The procedure of reference 1 for determining pitching moments of wings having
trailing-edge flaps was used to determine the hinge moments of an all-moving surface
equipped with a tab or flap. It is based on the method of reference 31 for determining
the pitching moments of wings having trailing-edge flaps. The method makes use of
load distribution theory (ref. 32) for subsonic flow together with two-dimensional
airfoil data adjusted for the effects of sweep. The method, as developed in reference 31,
is limited to subsonic speeds.

4.14.1 Horizontal-Tail Hinge Moments

The hinge moments of an uncambered horizontal tail about its hinge line, refer-
enced to the tail area, S, and a unity dynamic-pressure ratio, may be determined

from the following equation:

(xhinge - Xac:)h (Xhinge - X6/4) h

Chi gy = (T (f))atabzo' &, +(ACL), & ¥ (Acr/n>6tab
@.14.1-1)
where
(CLh(f)> is the lift coefficient of the tail alone in the presence of the body as

Otap=0
a function of oy, = @p - €, and Ge only, with 6tab = 0, based on tail area

The following equation considers the lift of the stabilizer only, in the presence of
the fuselage, due to «) and 0e. The lift on the fuselage due to carryover of tail lift

onto the fuselage is not a factor at this time, because it does not enter into the hinge-
moment calculations.

(CLh(D)Gtab:O - (Lne) o, T (ACL)s

e
€ L]
15 In
[ ]

and

(ACL)5 is the increment of lift coefficient due to tab deflection, based on tail
tab

area, obtained from section 4. 13
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(xhinge - xac) h

Ch
Gtab = 0, to the hinge line in terms of tail mean aerodynamic chord, measured on the

is the distance from the aerodynamic center of the tail, with

tail mean aerodynamic chord

(X hinge ~ X6/4) h

— is the distance from the quarter chord of the tail mean aero-
c
h
dynamic chord to the hinge line in terms of the tail mean aerodynamic chord

(AC is the pitching moment of the tab about the quarter chord of the tail

I;I) 6tab

mean aerodynamic chord (The procedure for obtaining this quantity is discussed
below.)

In instances where the center of pressure of the untabbed tail is at the quarter-chord
point, as in the present case,

) (Xh' - x-/4)
Chn ) = [(CLh(f)>5tab=o +H(AcL) Gtab] = Sy =0

+ (Acr’n)étab 4.14.1-3)

When the tab is geared to the horizontal tail, the net tail lift in the above equation,
on the basis of tail area, is obtained from

— She
CLnp) - [(C Ln(®)5, , -0 +<ACL)5tab] =3 (CLa), K00 5, *
5 ~ 4,14.1-4)
She Otab Ah (
[<0La>he“h<ﬂ 5 * Lo (T el

Applied to the subject airplane, the lift characteristics equations of the tail alone in the
linear range in the presence of the body are shown in table 4.14.1-1(a). The stall
conditions of the horizontal tail alone in the presence of the body are obtained by using
the stall conditions calculated in table 4.13.2-1(b). For Ge = 0°, the stall angle

is the same as <a in the table. The maximum lift coef-

CLmaX)h(hf)
ficients for the several elevator settings listed in the table are reduced by the ratio of
She o

a to obtain (CLmax>h(f)’ or

(OZC Lmax>h(f)

She

(C—Lmax)h(f) z(qmax)h(hf) EY (4.14.1-5)

The results for stall conditions are summarized in table 4. 14.1-1(b). The lift
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characteristics of the horizontal tail alone in the presence of the body are plotted in

0
figure 4.14.1-1 as a function of oy, = oy - E_h and 0, (with gab = 1.5) for a
dp €
dynamic-pressure ratio of — = 1.0.
a4,

The determination of the pitching-moment contribution of the tab, (ACr/n>6t , Te-
a
quires the determination of the variation of the spanwise-loading coefficient, G,
across the span of the tail per unit (radian) tab deflection, % , and the determination
X,..» for stations across the span., The
cp cyc
spanwise loading coefficient, G, at any one spanwise station is equal to W
h

< is the local lift coefficient at the station per unit of span, ¢y, 1is the corresponding

of the chordwise center-of-pressure location,

, wWhere

local chord, and bh is the span of the tail, The determinations of % and Xep are

followed by calculations, using an integration process, of incremental pitching moments
due to the tab. The followmg outline is a detailed clarification of the procedures to be

used to determine (AC )6 b The outline is similar to that presented in reference 1.
ta

(1) Obtain the span-loading coefficient per unit of tab deflection, % , from the

design charts of reference 35 which are shown in figures 4.14.1-2(a) to 4.14.1-2(d) as a
function of wing (or tail) semispan station, 5, for several inboard flaps having semi-

spans, 7y, ofO 195, 0.556, 0.831, and 1.00 for appropriate values of -@k— Ags and
@ (from section 4.2), B=41 - M2, and Ag=ta -1<tangc/4>_ To

arrive at the appropriate curves for the flapped surface being considered, interpolate
each set of taper ratio curves for a constant z; to obtain curves to conform to the

A, where k=

taper ratio of the surface being considered. With the desired taper ratio for each g

established, interpolate through several crossplots to obtain a net set of three curves
(ng = 0.195, 0.556, 1.00) which are now in accord with the design parameters

A
k b
bution curves is shown in figure 4.14. 1-3 for a hypothetical case.

AB’ and A for the surface being considered. Such a set of reduced load distri-

Cross-plot the net set of three curves, such as in figure 4.14.1-3(a), as in fig-
ure 4.14.1-3(b). (The circles are the crossplot points.) On the crossplot locate the
inboard and outboard limits of the flap semispan under consideration (n;= 0.1 and 0.75

in the specific illustration) and cross-plot again the span-load distribution curves for
these two stations, as in figure 4.14.1-2(c). The two resulting span-load distribution
curves in figure 4.14.1-3(c) are the operational curves for subsequent analysis to
determine the incremental section lift coefficients as a function of span station, 7.

(2) Determine the incremental section lift coefficient as a function of span station
from
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: S h 6 oM 4.14.1-6
(CZA)n‘ “57.3(n), <A 6>n (%)Cl tab (4.14.1-6)
where
<CZA>T7 is the incremental section lift coefficient due to tab (flap) deflection at
station 7
(Ch)'f) is the chord of the tail at station p
by is the span of the tail
<A %) is the difference in span-load coefficients for the two bounding span-load
distribution curves at station 7 (fig. 4.14.1-3(c), for example)

tab

(a/é) is the two-dimensional lift-effectiveness parameter obtained from _(c a
Lo)

h

¢
l
as per section 4.13.1

ééab is the streamwise tab deflection in degrees, which is related to the deflection

Otab normal to the hinge line by the relationship

Gicab = tan‘l(cos An tan Otq1y) (4.14.1-7)

For conventional tail surfaces, the difference between chab and Ota}, is negligible.

(3) The chordwise center-of-pressure location, Xeps for the incremental section
lift coefficient, due to tab deflection, for stations across the tail semispan depends
upon three regions of the semispan, two of which are affected by the tab. These three
regions, shown by the sketch in figure 4. 14.1-4, consist of the following:

Semispan stations included in the tabbed section

Semispan stations adjacent to and within An = 0.20 of the ends of the tab

Semispan stations, not influenced by the tab, outboard of Ay = 0.20 from the ends
of the tab

(a) For a semispan station included in the tabbed portion of the semispan,

Acy,
<xip—> =0.25 -i———i 4.14.1-8)
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where

(Cl A ) is the increment of lift coefficient at station 7 referred to the basic
=0
n

load line, obtained from

<c1A_> =—— (4.14.1-9)
=0 n cos Ab

where

(CZ ) is obtained from equation (4.14.1-6)
A
n
Ay, is the sweepback angle of the (ch)b chordline which is the chordwise center-

of-pressure position of the basic (effective camber type) loading due to tab deflection,
deg, obtained from

= s [Cen)y 0.25 | (2 4.14
tan/\b—tan/\c/4—z on - 0. m) (4.14.1-10)
Xe
and < Cp)b is obtained from figure 4. 14. 1-5.
h

(Acmf ) is the section increment pitching-moment coefficient at semispan station,

'l
n, due to tab deflection about the quarter-chord point in the plane normal to the constant-
percent chord line through (xcp)b

For tab deflections up to approximately 6° (Acmf) may be obtained from
n

174
(Acmf>n = cm‘sgabétab (4.14.1-11)

where, on the basis of lifting line theory,

_ 2 Ctab Ctab\ 1°
Cma// =573 <Ch > [:1 —<¥> :I per deg 4.14.1-12)
tab M
n
and where
cos A, ,tan O
hl tab >
7~ tan-1 .

birp, = tan < cos Ay (4.14.1-13)

For large tab deflections, (Acmf> may be determined by using the empirical curves
n
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of Acmf in figure 4.14.1-6 (from ref. 1) based on unpowered-model wind-tunnel data.
Figure 4.14.1-7 compares the empirically determined variation of Acmf versus

Otap(0f) with lifting-line theory as applied to the subject airplane.

(b) For semispan stations adjacent to and within An = 0.20 from the ends of the

tab,
Xep (Acmf>
<—C—> =0.25-K —C——W— (4.14.1-14)
h/n (2a-0)
TJedge of tab
where
Acy,
(ema),

is the ratio of Acm and (c ) , determined in
( f)n l A=0 .

n edge of tab

part (a), for span stations corresponding to the edge of the tab

K is a factor for estimating section center-of-pressure location for untabbed air-
foil sections near the ends of the tab, obtained from figure 4.14.1-8

X
(c) For semispan stations outboard of An = 0.20 from the ends of the tab, (—Cg—)>
is considered to be 0.25. h n

(4) For wings with a swept quarter chord, the chordwise center-of-pressure
position at each semispan station must be referred to the quarter chord of the tail mean

aerodynamic chord by
ch
i ), o]
4 +

<—Ei) =(n-H—— tan A, L (4.14.1-15)
h n ¢h Ch
where

<_i> is the distance to the center of pressure at the semispan station, n, aft

C

of the quarter chord as a ratio of the tail mean aerodynamic chord

n is the lateral distance of the tail mean aerodynamic chord from the body center-
line in semispans, obtained from section 3.2

(3) Obtain the pitching moment due to the tab deflection from the integral

.0 ,
(Acr’n> = -f (cl % X\ dp (4.14.1-16)
Otab 0 ’\)77 Ch)ay \eh .
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where

(¢

Ch),

(h) ay
Sh
by,

is the ratio of the tail chord at the semispan station, 7, to the average

chord,

Tables 4.14.1-2, 4.14.1-3, and 4.14.1-4 summarize the calculations for deter-
mining the horizontal-tail hinge moments of the subject airplane, based on the fore-
going procedures. Figure 4.14.1-9 shows the variation of the spanwise loading

coefficient, ATG, due to the tab deflection, used in the calculations. The basic

pertinent parameters and operational forms of the equations are listed in table 4.14.1-2.
Horizontal-tail tab characteristics are summarized in table 4. 14.1-3. The results
from table 4.14.1-3 are applied to table 4.14.1-4 to obtain the hinge-moment
characteristics for the condition where the tab is geared to the elevator in the ratio of

)
gab = 1.5. H should be noted that in table 4.14.1-4 the calculations involving the non-
e

linear portion (calculated) of the tail lift curve are identified by block outline and are
not used. The calculated limit of linearity was obtained from a coordinated study of
ap =ap - €, and O, intable 4.14.1-4 with figure 4.14.1-1.

The calculated hinge-moment characteristics are compared with full-scale wind-
tunnel data in figure 4.14.1-10. In general, correlation for 0y = 4°, 0°, and -5%is

reasonably good. At 0, = -10° and -14°, although good correlation exists at high oy,
e b

the increasing discrepancy between wind-tunnel data and calculations with decreasing
on. indicates an earlier nonlinearity in tail characteristics (due to tab deflection) than
calculated.

It is possible to arrive at a simple first approximation of the variation of the tail
hinge moment with @}, at a constant 6e for at least the first half of the nonlinear

region of the tail hinge moments. The suggested empirical procedure is as follows:

(1) Obtain the tail hinge moment at tail stall for the 6, considered. At tail stall,
the center of pressure may be assumed to be at 50 percent of the tail mean aerodynamic
chord. Thus at tail stall,

= (¥hinge ~ X¢/2)
C ~ ( ) =
( hh(f)) stall Lmax Jp, ) Ch

4.14.1-17)

8.ﬂllb.'

For the subject airplane at 6o = -14°,

-6.94
C ~-1.107( 222V 1.0) = 0.236
( hh(f))stall <32-45>( )
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where

“h _ 1.0 from table 4.14.1-4
qQO
Ch = 32,45 inches

from figure 3.2-2
= -6.94 inches

(Xhinge ~ X¢/2)y,
<CLmaX>h(t) = -1.107

= (on - 6 =1.0°
(ah) (b €h)stall

} from figure 4.14.1-1
stall
(2) Obtain oy, corresponding to (o) stall from the correlation of (ah)stall with

columns 2 and 1 in table 4.14.1-4. For the subject airplane, with (op)stanl = 1.00
t 6, =-14°, (@ ~5,7
A e (g

[}

(3) Locate <Chh(i)> tall on the plot. For the subject airplane this is indicated by
sta
a solid symbol in figure 4.14.1-10 for &, = -14°.

(4) Assuming that, in general, nonlinearity due to the tab will be experienced
earlier than predicted, spot a point on the calculated Chh(f) curve approximately one-
fourth of its length from the linearity limit toward the calculated airplane stall point.
From this plotted point, sweep a curve to (Chh (f)> stall’ This has been done for

Og = -14° for the subject airplane in figure 4.14.1-10.

4.14.2 Stick Forces

Control forces on the stick in a reversible control system are obtained from the
following relation based on the principle that work input is equal to work output:

O
F._.;: = (Hinge moment) 57.3 4.14.1-18)
stick stick . 14.
o]
-1 = q = e
“57.3 [Chh(f)qmshch] B aticn
1 6e -
=57.3 |Con) S0 ) | % Shoh (4.14.1-19)
where
Chh(f) is the hinge-moment coefficient based on horizontal-tail dimensions and _L
0
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ée is the elevator deflection, degrees
éstick is the stick deflection at the grip point, feet

For the subject airplane

Fstick = 40-0Chp g4, (4. 14.1-20)

)
6stick

based on = 26 deg/ft, Sp =32.5 sq ft, and ¢ =2.71 ft

4.14.3 Symbols

All lift and moment coefficients are referenced to the horizontal-tail area and the

mean aerodynamic chord.

A

by,

Chpg)

(Chh(f)> stall

CL

CLnh

192

horizontal-tail aspect ratio
horizontal-tail span, ft

hinge-moment coefficient of the horizontal tail with
fuselage effects on the tail included

value of Cpj () at the tail stall angle

lift coefficient

net lift coefficient of the tail, due to Vs 0, and 6

e tab’

with the fuselage effects included

lift coefficient of the tail, with fuselage effec_’gs included,
due to the tail angle of attack, Op = @ = €p only

lift coefficient of the tail due to «p and 6, (with

Otap = 0°), with the fuselage effects included

maximum value of C_ih(f) at stall

maximum lift coefficient of the tail with interacting tail-
fuselage effects included

increment of lift due to the elevator deflection

increment of lift due to the tab deflection
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(CL ) lift-curve slope of the exposed portion of the tail panels,
%/he referenced to the effective area of the exposed panels,

. per deg
aC
(CLy) o - & L f)
a/h(f) ooy
CL5 elevator effectiveness with %he tab geared to the elevator
e
to deflect in the ratio of étab , per deg
e
b eff oL d
L tab effectiveness, —=— , per deg
Otab tap
(AC&) 5 increment of pitching moment, about the quarter-chord of
tab the tail mean aerodynamic chord, due to tab deflection
2by

C¢s Ceah chord of the flap and tab, respectively, used synonymously
in this section, ft

ch tail chord, ft

(Ch)av average tail chord, ft

(ch)77 tail chord at the semispan station, 7, ft

h tail mean aerodynamic chord, ft

Cl section lift coefficient

oc

) section lift-curve slope, ——Z , per deg
o oo

<cl > section lift-curve slope of the horizontal tail
7N ac;

c section tab effectiveness, ———, per deg

létab aétab ’

(cl > increment section-lift coefficient at semispan station, 7,
Ay due to the tab (flap) deflection

(cZ ) increment section-lift coefficient at semispan station, 7,
A=0 due to the tab deflection, referred to the constant-

percent chord line through (XCp)b , the basic loading

line due to tab deflection
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C
m V4
Otab

Acmf

Qi D.S_;l =

[95]
=

194

rate of change of the section pitching-moment coefticient
with 6{7) about the quarter-chord point in the plane

normal to the constant-percent chord line through (XCP)b’
per deg

section increment pitching-moment coefficient, due to the

flap (tab) deflection, about the quarter-chord point in the
plane normal to the counstant-percent chord line through

Cep),

Acmf at semispan station, 7§

ratio of the tab to the tail chord at semispan station, 75

stick force, 1b

spanwise loading coefficient

span loading coefficient due to the flap (tab) extending to
the plane of symmetry

difference in span-load coefficients for two bounding span-
load-distribution curves at semispan station, n
(fig. 4.14.1-3(b), for example)

a factor for estimating the section center-of-pressure
location for untabbed section near the ends of the tab,
obtained from figure 4.14.1-8

ratio of the lift on the fixed stabilizer, due to angle of

attack, in the presence of the fuselage to the stabilizer
alone, obtained from figure 4.4-1

ratio of the lift on the stabilizer, due to the stabilizer
deflection, in the presence of the fuselage to the
stabilizer alone, obtained from figure 4.13.1-1

Mach number

dynamic pressure at the horizontal tail, 1b/sq ft

free-stream dynamic pressure, 1b/sq ft

horizontal-tail area, sq ft
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Sh area of the exposed panels of the horizontal tail, sq ft

T¢ thrust coefficient

-—_X—> chordwise center-of-pressure location, at semispan

®h y station, 7, aft of the quarter chord of and as a ratio

N of the horizontal-tail mean aerodynamic chord

Xacy, chordwise location of the aerodynamic center from the
leading edge of the tail mean aerodynamic chord with
Otab = 0°, in.

Xep chordwise center-of-pressure location, ft

(XCp)b chordwise section basic loading center of pressure, ft

(ch) b

= chordwise section basic loading center of pressure, due to
h the tab deflection, from the leading edge of the tail as
a ratio of the tail chord

X
<FCE> chordwise center-of-pressure location of the lift due to
h n the tab deflection, at semispan station, 7, from the

leading edge of the tail as a ratio of the tail chord

(Xhinge - xac) distance from the aerodynamic center of the tail to the
h hinge line of the tab, in.
(Xhinge - X5/4)h, distance, on the tail mean aerodynamic chord, from the
quarter-chord and half-chord point, respectively, to
(Xhinge - XE/Z)h the tab hinge line, in.

y lateral distance from the plane of symmetry, ft

Yy, lateral distance to the tail mean aerodynamic chord, ft

a angle of attack, deg

ap airplane angle of attack relative to the X-body axis, deg

(ozb)h airplane angle of attack corresponding to horizontal-tail
stall stall at any one deflected position, deg

ap angle of attack of the tail, ap - ¢, deg

o stall oy, for any one 0, setting, de

(*n) stall h Y € & &

(och > ,<och ) angle of attack of the tail at the maximum lift of the tail
max /h(f) maxX/htf) including fuselage effect on the tail and tail-fuselage
interaction effects, respectively ((ocy ) is the
same as (ah)stall) max/h(f)
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l:(achax>h(f)] (@h) g4,y With the tab at zero setting

Otap=0
¢l
(CV ) - Gtab
6 C Cl
o

g=(-m2)l/?

e elevator deflection, deg

O flap deflection, same as tab deflection, 6tab’ deg

Ostick stick deflection at the grip point, ft

Otab tab deflection normal to the hinge line, deg

ét/ab streamwise tab deflection, deg

61,;;]0 tab deflection normal to the section basic-loading center-
of-pressure line, deg

€h average downwash across the horizontal tail, deg

i semispan station, %X

h

LRI semispan station of the inboard and outboard end of the
tab, respectively

7 semispan station of the tail mean aerodynamic chord

An increment of spanwise distance as a ratio of the tail
semispan

¢ spanwise length of the flap (tab) from the plane of symmetry
as a ratio of tail semispan

Ab sweep of the section basic-loading center-of-pressure
line, deg

Ac/4 sweep of the tail quarter-chord line, deg

Apt sweep of the tab hinge line, deg

tan Ac /4
A= tan‘l(——————) , de
8 B &
A horizontal-tail taper ratio
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TABLE 4.14.1-1

LIFT CHARACTERISTICS OF HORIZONTAL TAIL ALONE IN THE PRESENCE OF THE

6
BODY AS A FUNCTION OF « AND §,, WITH TAB GEARED IN RATIO OF gab =1.5

€

(a) Linear range (referenced to S;)
C = (C +(AC
Lh(f) ( Lh(f))ﬁtab:(, ( L)otab

She She 75N g
={c Kn— +1(C Ky — + C 5.0 h
{( Ld)hem‘1 h() s, +[( Loz>he h()7s, * L5tab< 5, >] e}(—l

o0
Symbol Description Reference Magnitude
(CLa) Lift-curve slope of exposed horizontal-tail panels, Table 4.2-1 0.0700
h per deg
She Area of exposed horizontal-tail panels, sq ft Table 3.2-1 28.73
Sh Reference horizontal-tail area, sq ft Table 3.2-1 32.5
Kp © Raﬁgnzf lift on tail in presence of fuselage to tail Table 4. 10-1 1.075
kh(f) Ratio of lift on movable tail in presence of fuselage Table 4. 13.1-1(b) . 96
to tail alone
5gab Gearing ratio of tab to elevator | smmmemmmemmme—- 1.5
Cs@tab Lift effectiveness of tab, referenced to Sy, per deg:
for Oy,p = 6°,0°, -7.5° Table 4. 13. 1-1(c) . 0279
8pap = -15° Table 4. 13.1-1(c) .0273
Otap = —21° Table 4. 13.1-1(c) . 0231

—_ q
Summary: For 0, = 4°, 0°, -5°; CLh(f) = (0.0665qy, + 0. 10136e)—_—h—

o

— q
B = -10°: Tip (g = (0.0665ap +0.10045,) b
00

o -~ qh
b = -14% CLh(f) = (0.0665ap + 0.09410,) —
Y
(b) (CLmax)h(f) (referenced to Sp)
Symbol Description Reference Magnitude
(5 Horizontal-tail angle of attack at CL with | Table 4.13.2-1(a) +14.45
Feramh | e
tab~ tab = * 98

(Ei ) ’ Sh
- max/hhi) Ct =(C1 _£
8o, deg | Opqp = 1.50 ( CL =(CL
N 2 € from table 4. 13.2-1(b) ( max)h(f) ( maX)h(hf) Sh
4 6 -0.816 -0.721
0 0 -. 926 -.819
-5 -7.5 -1.064 -.941
-10 -15 -1.182 -1.045
-14 -21 -1.253 -1.108
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TABLE 4.14.1-2
PERTINENT RELATIONS FOR HORIZONTAL-TAIL HINGE MOMENTS

(@) Pertinent parameters

Symbol Description Reference Magnitude
M Mach number Wind-tunnel Mach 0.083
number
8 vi-»2 e . 997
by Horizontal-tail span, ft Table 3.2-1 12.5
A Horizontal-tail aspect ratio Table 3.2-1 4.8
A Horizontal-tail taper ratio Table 3.2-1 .515
Sy Horizontal-tail area, sq ft Table 3.2-1 32.5
ch Horizontal-tail mean aerodynamic chord, ft Table 3.2-1 2.704
yéh Lateral position of ¢y, ft Table 3.2-1 2.758
Xac Aerodynamic center relative to leading edge of mean aero- Table 4.5-1 . 25¢h
h dynamic chord
(Xhinge - Xa¢) Distance between aerodynamic center of mean aerodynamic Figure 3.2-2 1.17
h chord and hinge line, in.
(Xhinge - x6/4) Distance between quarter chord of mean aerodynamic chord Figure 3.2-2 1.17
h and hinge line, in.
en,, . 2.60
by
Ctab . . s :
= Ratio of tab chord to tail chord Figure 3.2-2 .18
b/
(Xhinge - *¥ac)y,
e [t s ittt ettt bbbtk bttt bttt . 0361
Ch
(Xhinge - Xg/4)p
| e . 0361
Ch
ZYEh
P I .441
n bh
/\0/4 Sweep of quarter-chord line of horizontal tail, deg Table 3.2-1 8.0
A Sweep of tab hinge line, deg Figure 3.2-2 0
hl B gu
(xcp)b
P Chordwise center-of-pressure position of basic loading due Figure 4.14.1-5 .66
h to tab deflection
1 4 (XCP)b -\
Ay, Swe;epgof (xcp)bchondlme =tan {tan AC/4 _K[T-O' 25 Gﬁ)}’ Equation (4.14.1-10)] 1.8
Otap Tab deflection in plane normal to tab hinge line, deg =~ [-=-=-—c-m-mmmmee | oo
L TAN Tab deflection in streamwise plane =tan"1(cosAy tandy,y) Equation (4.14.1-7) | 8,
W o cos Ay tanbi,p A
8ion Tab deflection in plune normal to (xcp)b:tau'l " cosAp Equation (4,14, 1-13)| ~ 8.,y
el
k o Table 4,2-1 0.995
@) Ustap Table 4.13. 1-1(0) -.485 for by = 6°,0°,-7.5°
- . P Sl > - o
§ 9 (cla)h -.475 for b4,y = -15
-.403 for degy, = -21°
A Horizontal-tail taper ratio Table 3.2-1 0.515
8a Design parameter for span-load distribution ~  |---mmemmoo— 4,81
k
A Design parameter for span-load distribution= = |o-ommmme___ 8.02
B tan_l(tan,Ac/’zl‘) , deg
B
(A?) Spanwise loading coefficient due to tab deflection Figure 4.14.1-2 See figure 4,14.1-9
n
(Cl ) Incremental section lift coefficient Equation (4.14.1-6) See part (b)
v (t)
A
c ) referred to basic load line = —-2—" Equation (4. 14.1-9) =~ fc
‘lA:o Ay cos“Ay I n

For general reference - 3

- —> ] , per deg, based on lifting- Equation (4.14.1-12)| -0.0110
T,

f

Cng = -
MBiab 57.3

line theory
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TABLE 4. 14.1-2 (Concluded)

(b) Increment section lift coefficient (cl )
n

(CZA)n = %‘%—)W(Ag)(aé)%ét;b (4.14.1-6)

~ KA d in analysi
~0.212( E)T,m or Oy, = , -7, (used in analysis)
n

&
t.
~ 0.207(A%) % for O¢ap = -15° (used in analysis)
K

0 176<AG Stab for & 21°
=0 5) Tep). °F “tab ™~
n Ch" al

(c) Chordwise center of pressure (XCP)TI at increment section

For semispan stations included in the tabbed portion,

A
(E—CP-> =0-25-( on) (4.14.1-8)
LA (cl/\:o)
n

c

where, from figure 4.14.1-7 (for c_: = 0.18),
Stap, 6° -7.5° -15°  -21°
Acmf -0.060 0.070 0.125 0,160

For semispan stations adjacent to and within A g =0.20 from the ends of the tabs,

(xccp ) =0.25 - K (————H—Mmf) @.14.1-14)
h (cl/\:o)n

where K is obtained from figure 4.14.1-8

edge of tab

(d) Chordwise center of pressure of increment section lift coefficient relative to
quarter chord of tail mean aerodynamic chord

bh
. (Ch)
X o2 nif{epy
(Eh)n ={(n n)—a’—tan/\c/4+ ) [(Xch),q 0.25]

(Ch)n cp
=0.325 (r)—0,44l)+m4 c—h -0.256
n

(e) Pitching moment about the quarter chord of the tail mean aerodynamic chord
due to tab deflection

Cto [ 0, @R ()"

(4.14.1-15)

1.0 n) @4.14.1-16)
= ¢ =1 (X ) dn (referenced to Sy, = 32.5 sq ft and
1) 60 \§ e
o n " I
_\ﬂ
(H Hinge-moment coefficient of the horizontal tail
(Xhinge ~ *ac)p (¥hinge - Xe/4)
C =(c ———= +(ac ————— 4+ (AC],
Bh) ( Lhm)étab:o & ( L)Gtab & ( m)bmb
0.0361 @ + (acy + (AC) 4.14.1-1)
<0098 | Cugg)y _ * (3L)a,,, |+ 60R) 1
h(f) Bap, =0 Seab Stab

=0.0361T + (ACH, (referenced to Sy = 32.5 sq ft and % =1.0)
’ Lho ( m)otab h U G ’
w

where

CLh(f) is obtained from figure 4.14.1-1
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b, deg

Limit of
linearity
69 :00

~ |

K X v/ /
\ //\ ~
~_ ~— \ /<
4 \

\ 4

a7 T ‘ )
(Clmax) T ‘ JON N -14
\ e \

= Cr - \
for 8 =0° qp, f°r<CLmax>F(T) A7
1T \ R
1.0 at by =0° NPt iz
\ e ;
1.2 B N S
-20 -16 -12 -8 _ 0 4 8
ap =ay - &, deg

Figurc 4.14.1-1. Calculated lift curves of the horizontal tail alone in the prescnce

1
of the body with tab geared to clevator, (;ca)

‘ 0
=

= 1.95; = 1.0; reference arca,

o]

e
Sp» 32.5 sq ft. *
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(a) i{&- = 0; inboard flaps.

Figure 4.14.1-2. Spanwise load distribution due to symmetric flap deflection for

c
straight tapered wing (ref. 32). Subsonic speeds; ?f =1,
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(b) %A- = 2. 0; inboard flaps.

Figure 4.14.1-2. Continued.
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(c) %A = 6.0; inboard flaps,

Figure 4.14.1-2. Continued.
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(d) %A = 10, 0; inboard flaps.

Figure 4.14.1-2, Concluded.
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4 — i
6 . ™ \ I NY!
=, rad 0.19 '
) 5 0.556 \

n¢ =0

0 .2 A 6 .8 1.0
”

(a) General spanwise load distribution curves reduced to % , Aﬁ’ and A
for specific design. A = 0.586; Ag = 47.35°; % = 3,87,

i
0.1 0.75
- Actual flap span — .
. 1 'n /
G rag |0 : . kﬁ%
5 : %ﬁ ,/E/
ol L0 o
0 .2 . . . . =
4 ", 6 8 1.0

(b) Crossp!o.t of (a) to provide variation of loading coefficient with flap span for a
specific flap configuration extending from ng of 0.1 to 0.75.,

6050 1 0.75

-+ Actual flap span -

4 F S e~

A
G rag ' (A%) (%\
b m \

.2 ’
~~1_| 0.10 7f =0.1

0 2 A 6 8 1.0 +lnf=0.75L

/]

(c) Variation of spanwise loading coefficient (from (b)) for flap configuration
extending from pg = 0.1 to 0.75.

Figure 4,14.1-3. Sketches showing reduction of spanwise loading design charts to
specific design condition.
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An < 0.2 Tabbed section
— - - An 2 0.2 —
— An< 0.2 ~—
77777
1.0
0
.80
Equation 4.14.1-14)
/ Equation (4.14.1-8)
/ ,&/
.60 — / \
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/ Equation
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| I | |
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Figure 4.14.1-4. Sketch of typical variation of chordwise center-of-pressure location
for stations across semispan.
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Figure 4.14.1-5. Variation of section-basic-loading center of pressure with flap-chord
ratio (ref. 31).
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__4
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Figure 4.14.1-6. Effect of plain-flap deflection and flap-chord-to-wing-chord ratio
on section incremental pitching moment. Based on unpowered-model wind-tunnel
data (ref. 1).

0 — From
figure
~N
\Z 4.14.1-6
Ac 2 / >
noo Z lifting-
line theory
-4
0 10 20 30 40 50 60 70

0¢, deg

Figure 4.14.1-7, Comparison of effect of plain-flap deflection on section pitching
moment calculated by lifting-line theory with empirically determined effects from
c

. f
figure 4.14.1-5 for roe 0.18.

H-646 211



1.0

. ~

An

Figure 4.14.1-8. Factor for estimation of section center-of-pressure location for
unflapped sections near end of flaps (ref. 31). Subsonic speeds.
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Figure 4.14.1-9.

Variation of spanwise loading coefficient due to tab deflection on

horizontal tail of subject airplane. BA _ 4.81; AB =8.02° A =0.515.
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Wind-tunnel data
bg, deg
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28— A -10
. . o -5
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\ * Limit of linearity of
\ Section 4.14.1 fail lift-curve
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\
20— \/ slope (calculated)
\
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A\\ 69' deg
Ch A N
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(referenced to tail N ol
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a ]
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Figure 4.14.1-10. Comparison of calculated gnd wind-tunnel determined hinge-
moment coefficients of the horizontal tail. Fta}_l_)_ = 1.5; wind-tunnel data at T’C =0

e
assumed equivalent to propeller-off condition.
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5.0 PREDICTION OF POWER-ON AERODYNAMIC CHARACTERISTICS

The effects of power from propeller operation are generally significant on the
stability and control characteristics of an airplane. Unfortunately, because the pro-
peller slipstream usually interacts with the flow around several of the airplane com-
ponents, a number of separate effects must be accounted for. Although some of the
effects have been accounted for by theoretical analysis, many are usually estimated by
empirical methods.

Successful analytical methods were developed in reference 33 for estimating pro-
peller forces normal to the thrust axis and the effects of slipstream on wing-fuselage
characteristics. A successful empirical method was developed in reference 19 for
estimating the change in wing lift due to the change in slipstream dynamic pressure on
the immersed portion of the wing. Less success has been achieved in providing a
general technique to predict the complex changes in flow at the tail. It appears that an
empirical technique for predicting power effects on the tail is generally based on ex-
perimental data of single-engine airplanes of similar configurations. Attempts to apply
the technique to other configurations require some prior knowledge (gained through
experience) of the empirical corrections to be applied to the prediction techniques used.

One of the more successful investigations to provide a semiempirical approach to
the problem of determining the effects of power on the tail contribution to the stability
of single-engine monoplanes is reported in reference 34. Some effects of power on
elevator hinge moments are discussed in reference 35.

In the following sections, the effects of power on lift, pitching moments, drag,
and elevator hinge moments are considered on the basis of methods presented in ref-
erence 1 which are, with some modifications, the methods of reference 19. The
method of reference 19, in turn, utilizes the method of reference 33 and refines the
method of reference 34. The procedures presented are applied to the subject airplane,
sources of discrepancy are identified, and a modification is established for future
guidance for similar aircraft.

To facilitate the presentation of nomenclature in the discussion of power effects,
immersed surface areas and propeller slipstream are defined in figures 5-1 and 5-2,
respectively. Figure 5-1(a) provides surface area definitions for a single-engine
airplane, and figure 5-1(b) provides definitions for a two-engine airplane (the subject
airplane). These definitions are supplemented by written definitions in section 5.1-3.
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5.1 Power Effects on Lift

The effects of the propeller on the lift forces acting on the airplane may be divided
into two groups, those due to the propeller forces and those due to the propeller slip-
stream. On this basis the lift of the airplane may be represented by

Propeller forces Propeller slipstream effects
/ N/
Wing Horizontal tail
N/
Cp, = chrop oft + (ACL)T +(ACL)Np + (ACL>AQW + (ACL) & + (ACLh)AGh+ (ACLh)(Afh)power
(5. 1-1)

where
(ACL) T is the lift component of the propeller thrust vector
(ACL>N is the lift component of the propeller normal force, Np (fig. 5-2)
p

(ACL) AG is the change in lift due to power-induced change in dynamic pressure
A

over the portion of the wing immersed in the propeller slipstreams
(ACL> . is the change in lift of the immersed portion of the wing due to change in
P

angle of attack of this portion resulting from propeller downwash, ¢, shown in fig-

ure 5-2 P

(ACLh> A is the change in lift contribution of the horizontal tail resulting from
h
change in dynamic pressure at the tail due to power

(ACLh) is the change in lift contribution of the horizontal tail resulting
(

Ach)
power
from change in downwash at the tail due to power

In the following discussion of power effects on lift, the airplane will be considered
initially on the basis of tail-off lift characteristics, followed by horizontal-tail
contributions to lift with tail-fuselage interaction effects included. This treatment is
represented by the equation

<ACLan) power

/Direct propeller Propeller slip—j
/" force effects \ / stream effects \

CL = [<CLan)prop ot + (ACL) T+ (ACL) N, + (ACL> Ady * (ACL)Ep] + (—;Lh(hf)

(5.1-2)
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5.1.1 Tail-Off Lift Characteristics With Power On
The propeller-off, tail-off lift characteristics were considered in section 4. 5.

The contribution of the thrust vector to lift is obtained from
(ACL)T =n(TC,/prop> sin o = Té sin ag (5.1.1-1)

where

n is the number of propellers
Thrust/propeller

q s

20

T/prop =
W

ar is the angle of attack of the thrust axis relative to the free-stream velocity

vector

The contribution of the propeller normal force to the lift is obtained from the
following equation from reference 19:

an (Sp/prop
p
(ACLIN, = nf (Cny,,) 57.3( psW )COS aT (5.1.1-2)
p

where
f is the propeller inflow factor from figure 5.1.1-1
(CNoz>p is the propeller normal-force parameter at Té = 0, per radian given hy
(% )
<CN0!)p =[(CNa) 1+0.8lg57 -1 (5.1.1-3)
P JKn=80.7
where

KN is the normal-force factor obtained from the propeller manufacturer or ap-

proximated by

_ p b P
Ky = 262<b—> + 262<b—) + 135(b ) (5.1.1-4)
Bp 0.3R,, Rp 0.6R,, "p /0. 9R,,

b
where <—R> is the ratio of the blade width, b, to the propeller radius, R_,
Rp/o.3R), P p

at 0. 3Rp (similar ratios have the same connotation)
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[(CNa ] is the propeller normal-force derivative given in figure 5.1.1-2
PIK\=80.7

as a function of blade angle, B; and type of propeller

ay, is the local angle of attack of the propeller plane (fig. 5-2), obtained from
o€

u
ap = ap - 5o (@y - ag) (5.1.1-5)
where
9 €y
ay is the upwash gradient at the propeller, obtained from figure 5.1.1-3

oy, 1s the angle of attack of the wing, ap + iy

o, 1is the zero-lift angle of the wing

Sp/prop is the disk area of the propeller, NR%

The contribution of power to lift due to change in dynamic pressure on the im-
mersed portion of the wing is obtained from the following equation from reference 19:

Aq S:/prop
(ACL>Aéw = nK, T.:V<CLW) (15__) (5.1.1-6)

prop off W

where

K1 is an empirical correlation parameter for additional wing lift due to the power
Sw(T /7 prop)

effects on the wing, obtained from figure 5.1.1-4 as a function of 5
8R
P

aspect ratio, A;, of the immersed portion of the wing (fig. 5-1)

Aqy,

- is the increase in dynamic pressure due to propeller slipstream on the
qOO
immersed portion of the wing:

Ady, Sy (T4 /prop)
— = 5 (5.1.1-7)

q, 7er

The portion of the wing, §;, immersed in the propeller slipstream (per propeller)

is obtained, on the basis of figures 5-1(b) and 5-2, from
S;/prop = (b;j/prop) ¢; (5.1.1-8)
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where

2
b;/prop = 2\/Rp2 - (zg - Zy) (5.1.1-9)
and
_ /
zgy = —xp(ozb - €y - ep) + Zp (5.1.1-10)
with
dey
6 = =55 @y - @) (5.1.1-11)
and
B aep - )
€0 = 3. Op (5.1.1-12)
p
8€p
The derivative —— is given by
Bap
Bep
5 =Cy +Cy (CNoz)p (5.1.1-13)

where the constants C, and C, are obtained from figure 5.1.1-5 and (CN ) is
1 *p
obtained from equation (5.1.1-3).

The contribution of power to lift due to change in angle of attack resulting from
propeller downwash, €p> is obtained from

Ady, S;/prop
(ACL> =n(l +—) (CL (/-\oz)s.(—l—s——2 (6.1.1-14)
€ q Yw i W
p 0 prop off
AQy,
where — and S;/prop are defined by equations (5.1.1-7) and (5.1.1-8), respec-
q
20

tively, and

‘p

o€y

oo

(Ba)g, = - (5.1.1-15)

where

<p was defined in equation (5.1.1-12)

The contribution of power to the maximum lift must also be accounted for. The
preceding contributions of power to lift were considered to occur at discrete angles of
attack to be added to the power-off lift curve. However, because the angle of attack
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for stall increases with power, depending primarily upon the ratio of immersed wing
area to total wing area, an additional increase in power effect occurs at or near maxi-
mum lift due to the increase in stall angle. This is illustrated in the following sketch:

AC / Lmax
( L)power
“Lwin acyp)’ = (ACL).. + (ACL) (ACL) « - + (ACL)
‘ L' power Lt L N, * L Aqy, * L €
(oc
L
max)prop off

l—Propeller off

oy

The increment in maximum lift due to the propeller power, ACLmax’ is obtained

from the following empirical equation (from ref. 1):

/
ACL .. = K(ACL>power (5.1.1-186)

where

(ACL)/ is the increment in tail-off lift due to power at propeller-off, maxi-
power

mum-lift angle of attack

K is a correction for maximum lift due to power, a function of the ratio of total
immersed wing area to total wing area, obtained from figure 5.1.1-6

The complete power-on lift curve is constructed by: (a) plotting the linear portion
of the power-on curve, (b) drawing a horizontal line representing the power-on maxi-
mum lift coefficient, and (c) translating the nonlinear propeller-off portion of the lift
curve to a tangency with (a) and (b). This construction not only shapes the power-on
lift curve but also fixes the power-on stall angle.

By using the foregoing procedures, the tail-off lift characteristics of the subject
airplane were determined and are summarized in tables 5.1.1-1 to 5.1.1-4 for three
thrust conditions. In tables 5.1.1-1(c), 5.1.1-2(a)-3, 5.1.1-2(b), and 5.1.1-3, in
which the power effects are computed as functions of angle of attack, oh, the tables
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are separated into three parts:

The first part provides for the calculation of power effects on lift from
ay = -4° (essentially zero lift) to oy, = 12°. The results of these cal-

culations for each thrust condition (table 5. 1.1-3, column 7) are plotted
as in figure 5.1.1-7 with the propeller-off, tail-off lift curves super-
imposed on the plots. These plots constitute the initial phase of con-
struction plots for power-on curves and completion of the calculations.

The second part is an interjected line item used only to obtain
(ACLX)ower (summarized in column 5 of table 5.1.1-3) to be used in

table 5.1.1-4 to obtain ACLmax due to power for each power condition.

The ACL,,x thus determined for each power condition is now added to

the propeller-off Cr, ., value in figure 5.1.1-7 to obtain power-on Cyr,,«-
With power-on CLmax and the linear portion of power-on Ci, determined,

the power-on lift curves are completed as explained earlier in this section and
as shown in figure 5,1, 1-7,

With the power-on lift curves completed, the stall angle for each power
condition is noted and used to extend the propeller-off, wing-alone and
propeller-off, tail-off lift curves to the power-on stall angles as in fig~
ure 5.1.1-8. This figure is now used to provide the information required
in column 12 of table 5.1.1-2(a) and column 6 in table 5.1.1-3 to com-
plete the third part of the tables.

The power-on tail-off characteristics as summarized in column 7 of table 5.1.1-3
are now in tabular form ready for the consideration of net lift with tail on.

5.1.2 Horizontal-Tail Contribution to Lift

The addition of power alters the propeller-off lift contribution of the horizontal tail

due to power-induced increments of downwash, (Aeh) power® and dynamic-pressure

, at the tail. The determination of the power-induced downwash has been

ratio, —
qﬁo
particularly troublesome, more so for multiengine than single-engine aircraft because
of the variations in size, shape, and position of the nacelles relative to the wing, which
appear to provide more variables and interference with flow over the wing than in
single-engine installations. The errors in predicting the power effects on the lift con-
tribution of the horizontal tail for normal configurations are not too significant in de-
termining the net lift of an airplane. They are, however, very significant in determining
the pitching-moment characteristics.

The power-induced change in downwash at the tail, (Aep )power’ may be estimated

from figure 5.1.2-1 for single-engine airplanes and from figure 5.1.2-2 for multi-
engine airplanes. These nomographs, developed in reference 19, are presented as

functions of propeller-off downwash angle, (Eh)props off’ thrust coefficient, T'c/prop,

and airplane geometry involving wing area, Sy, propeller radius, Rp, and distance
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from thrust axis to the horizontal tail, th.
Aq

The power-induced change in dynamic-pressure ratio at the tail, —_—h , may be
q

20
estimated from the nomograph in figure 5.1.2-3 with some reservation regarding the
T{ = 0 condition. This nomograph, obtained from reference 1, was originally

developed in rzfgrence 19 and differs from the original in the vertical displacement of

q
the ordinate, —h . In the original development, the zero value of & was alined

C—lco T é/ prop q,
with the zero value of Sy, — This is in contrast to the present alinement of
8R.
AQ e
q T C/ prop
e with the zero value of Sy, - No explanation is given in reference 1 for

0 8Rp
the shift of the ordinate. It is surmised that the shift was made to conform with a

normally accepted assumption that the dynamic pressure at the tail is 90 percent of
free-stream value in the absence of power effects (propeller off or Té = 0). For

Té = 0 conditions and positive thrust conditions for which figure 5.1.2-3 provides

values of dynamic-pressure ratio less than the values determined in section 4.9. 2 for
propeller-off conditions, it is recommended that the values obtained for propeller-off
conditions be used.

For the subject airplane with the tab geared to the elevator to deflect in the ratio

o)
of —gﬁ = 1.5, the contribution of the horizontal tail to the lift of the airplane may be
e

obtained from the following relation:

o _ ’ Sh\|/ay, Aqy,
Lhhy ~ (CLh(hﬂ>s 4./q =1.0 Swil\e T - 1.271
hsHh/ 8~ 5 9’prop off 9

where

(CLh(hf),)

! o is the lift of the tail referenced to the tail area and a
Sh’ qh/qoo =1.0

dynamic-pressure ratio of 1.0, obtained from figure 4.13.3-1 as a function of

ay = ap - €) prop off - (Aeh)power and Ge; downwash at the tail with propeller off,

(Eh)props of f* obtained from figure 4.9.1-7; downwash increment due to power,

(Aeh)power’ obtained from figure 5.1.2-2

I

<_—) is the propeller-off dynamic-pressure ratio at the tail, obtained
=’ prop off

from figure 4.9.1-7
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Agy,

is the power-induced increment in dynamic-pressure ratio at the tail,

q

20

obtained from figure 5.1.2-3. When the increment obtained from the figure is negative for
zero or positive thrust conditions, it is assumed to be zero

The effect of the horizontal tail, including elevator (with geared tab) deflections,
on the lift of the subject airplane with power on is summarized in column 14 of
table 5.1.2-1 as a function of «,, Ge, and TC’. Calculated downwash characteristics

are compared with those determined from experimental data (ref. 2) in figure 5.1.2-4.
The downwash and dynamic-pressure ratio of the horizontal tail, calculated in columns 3
and 4 and column 11 of table 5.1.2-1(b), respectively, are shown in figure 5.1.2-5.

The downwash at the tail determined from experimental data, shown in figure 5.1.2-
5, was determined in reference 2 for each power setting as a function of o by
superimposing the wind-tunnel-determined tail-off C,, versus «ap plot on the tail-on
Cp Dplot which included 0, effects. At each oy point considered, the downwash was
considered to be equal to the Ge at which Chys tail on, was equal to Cy,, tail off.
Using this approach, the authors of reference 2 considered the downwash, thus deter-
mined, to be within 1° of the correct value at the high angles of attack.

Considering the accuracy of the experimentally determined downwash, the calcu-
lated downwash at high angle of attack for Té = 0 1is believed to be within 1°, As is
shown later, the pitching-moment curves, C,, = f(ap, 0¢), for Té =0 show good
correlation, thus implying fairly accurate calculated values for Té =0. At total
Té =0.20 and 0.44, it was found necessary to reduce the increment of downwash due

to power by 40 percent to achieve correlation in pitching-moment curves (as a function
of ap and Oe), as is discussed later. This 40-percent decrease in downwash due to

power had only a slight effect on the calculated dynamic-pressure ratio at the tail
(fig. 5.1.2-5).
5.1.3 Net Characteristics of the Subject Airplane

A comparison of the calculated (from column 16 of table 5.1.2-1(b)) and wind-
tunnel-determined (ref. 2) lift characteristics for total Té =0, 0.20, and 0.44 in
figure 5.1.3-1 shows good correlation. At total TC’ = 0,20 and 0.44, a 40-percent
reduction in downwash due to power (discussed in the last paragraph of the previous
section) improved the correlation.

It should be noted that the lift contributions of the tail include tail-lift carryover
effects onto the body due to the angle of attack of the tail (0 = 0°) and elevator de-

flection as discussed in sections 4.10(a) and 4. 13-1, respectively. These calculated
tail-lift carryover effects for the tail-body configuration of the subject airplane are
considered to be excessive, as shown in section 4.11 and section 4. 13.4, and should
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be neglected for this tail-body configuration. Neglect of these carryover effects would
have an insignificant influence on the lift curves of figure 5.1.3-1 but not on the
pitching-moment curves (as was shown in section 4. 13.4).

5.1.4 Symbols
A

Aj

Cl, Cz

CL

aihmﬂ

~~

—_ ] _
CLh(hﬂ)sh, %h 1.0

0

CLmax
CLprop off

(C LW)prop off ’<C Lan)p rop off

C Lwfn

(C wan)

224

max

wing aspect ratio
aspect ratio of the portion of the wing immersed in
b; /prop

C;

the slipstream of one propeller,

span of the total portion of the wing immersed in the
slipstreams of the propellers, ft

span of the portion of the wing immersed in the slip-
stream of one propeller, ft

span of the exposed portions of the wing panels im-
mersed in the propeller slipstream of a single-
engine airplane, ft

blade width of the propeller, ft

factors used in determining the propeller downwash,
€’ obtained from figure 5.1.1-5

lift coefficient

net 1ift coefficient of the horizontal tail due to Qs
0o and Oy}, with tail-fuselage interaction effects

included, referenced to the wing area

net lift coefficient, , referenced to the

CLhmﬂ
horizontal-tail area and a dynamic-pressure ratio
at the tail equal to 1.0

maximum lift coefficient

lift coefficient at propeller-off conditions

lift coefficient of the wing alone and the tail-off
configuration, respectively, at propeller-off

conditions

lift coefficient of the tail-off configuration at power-
on conditions, [C + (AC
> ( Lan) prop off ( Lan>power
tail-off maximum lift coefficient
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ACLpax

A
(ac L) Np
(AC L) ;ower

(ACL)aq,,

(ACL)T

(s

<ACLh)A€1h

AC
( Lh)(Aeh) power

(AC Lan>power

H-646

increment of maximum lift coefficient due to power

increment of 1lift coefficient due to the lift component
of the propeller normal force, Np (fig. 5-2)

increment of the tail-off lift due to power at the
propeller-off maximum-lift angle of attack

increment of lift coefficient due to the power-induced
change in dynamic pressure over the portion of
the wing immersed in the propeller slipstreams

increment of lift coefficient due to the lift-component
propeller thrust vector

increment of lift coefficient due to the change in angle
of attack, resulting from propeller downwash, €p

of the portions of the wing immersed in the pro-
peller slipstreams

increment of horizontal-tail contribution to the 1ift
coefficient resulting from the power-induced
change in dynamic pressure at the tail

increment of horizontal-tail contribution to the lift
coefficient resulting from the power-induced change
in downwash at the tail

increment of tail-off 1ift coefficient due to power

lift-curve slope of the wing alone at propeller-off
conditions, per deg

pitching-moment coefficient

normal-force derivative of the propeller based on the
propeller disk area, per rad

reference normal-force derivative of a propeller
having a normal-force factor, Ky, equal to 80.7,
per rad

mean aerodynamic chord

mean aerodynamic chord of the portion of the wing
immersed in the propeller slipstream (figs. 5-1(a)
and 5-1(b)), ft

root chord of the exposed portion of the wing panel

immersed in the propeller slipstream of a single-
engine airplane, ft
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Ct;

i
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tip chord of the portion of the wing immersed in the
propeller slipstream, ft

propeller inflow factor, ratio of the propeller normal-
force coefficient at power-on to power-off (T = 0)
conditions

incidence of the thrust axis relative to the X-body
axis, deg

incidence of the wing relative to the X-body axis,
deg

correction factor for maximum lift due to power

correlation parameter for additional wing lift due to
power effects on the wing

propeller normal-force factor

distance from the center of gravity and the quarter
chord of the mean aerodynamic chord of the im-~
mersed portion of the wing, respectively, to the
quarter chord of the horizontal-tail mean aero-
dynamic chord, ft

normal force of a propeller, 1b

number of propellers

free-stream dynamic pressure, 1b/sq ft

dynamic pressure at the horizontal tail for power-on
and propeller-off conditions, respectively, as a
ratio of the free-stream dynamic pressure

increment of power-induced dynamic pressure acting
on the horizontal tail and the portions of the wing
immersed in the propeller slipstream, respectively,
as a ratio of the free-stream dynamic pressure

propeller radius, ft
horizontal-tail and wing area, respectively, sq ft
area of the portions of the wing and horizontal tail,

respectively, immersed in the propeller slip-
streams (fig. 5-1(b)), sq ft
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Sh;/prop

S;/prop

Zh

Zheff

ZhT

H-646

horizontal-tail area immersed in the slipstream of
one propeller, sq ft

wing area immersed in the slipstream of one pro-
peller, sq ft

disk area of one propeller, sq ft

thrust of the propellers, 1b

thrust coefficient due to one propeller
airspeed, ft/sec

x- and z-coordinate axis, respectively, of the
body-axes system

distance from the center of gravity and the quarter
chord of the mean aerodynamic chord of the im-
mersed portion of the wing, respectively, to
the propeller, positive forward, ft

distance from the aerodynamic center of the mean
aerodynamic chord of the immersed portion of the
wing area to the center of gravity, positive
forward, in. or ft

lateral distance from the root chord of the exposed
portion of an immersed wing panel on a single-
engine airplane to the mean aerodynamic chord of
the immersed panel, ft

distance, parallel to the Z-body axis, from the
X-body axis to the quarter chord of the horizontal -
tail mean aerodynamic chord, positive down, ft

effective distance, parallel to the Z-body axis,
from the quarter chord of the horizontal-tail mean
aerodynamic chord to the centerline of the propeller
slipstream, positive down, ft

distance, parallel to the Z-body axis, from the

thrust axis to the quarter chord of the horizontal-
tail mean aerodynamic chord, positive down, ft
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Zg distance, parallel to the Z-body axis, from the
X-body axis to the centerline of the propeller slip-
stream at the longitudinal station of the quarter
chord of the mean aerodynamic chord of the im-

mersed portion of the wing, positive down,
ft

Zp distance, parallel to the Z-body axis, from the
X-body axis to the thrust axis, positive down, ft

Zoy distance, parallel to the Z-body axis, from the
X-body axis to the quarter chord of the mean
aerodynamic chord of the immersed portion of
the wing, positive down, ft

o angle of attack, deg

ap airplane angle of attack relative to the X-body axis,
deg

(ozCL ) angle of attack, oy, at stall with the propellers off,

max/prop off deg
a angle of attack of the propeller plane, includes the
p .

effect of the wing upwash, deg

ar angle of attack of the thrust axis, deg

Qg angle of attack of the wing relative to its chord line,
deg

o, angle of attack of the wing zero-lift line relative to

its chord line, deg

(Aoz)s, change in angle of attack of the portion of the wing
1 immersed in the propeller slipstream due to the
propeller, deg

B propeller blade angle at 0.75R,,, deg
[ elevator deflection, deg
Otab tab deflection, deg

¢h = <€_h)props off (Aeh)power

(Aep) increment of downwash at the horizontal tail due to
hpower
power, deg

(€p) average downwash at the horizontal tail with the
props off propellers off, obtained from section 4.9.1, deg
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€power on downwash at the horizontal tail for power-on conditions,
deg
€p downwash angle behind the propeller, deg
13
aj.‘lp- downwash gradient behind the propeller
€4 upwash angle at the propeller, deg
]
- B_Zzu— upwash gradient at the propeller
A’ie taper ratio of the exposed portion of the immersed

wing panel on a single-engine airplane (fig. 5-1(a))
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TABLE 5.1.1-1

LIFT DUE TO DIRECT ACTION OF THE PROPELLER FORCES

(@) Contribution of thrust vector to lift, (./_\.CL)T

ACL)p = n(T {/prop) sin ap

(a)-1
Symbol Description Magnitude
n Number of propellers 2
Té/prop __LLThrusE/ ropeller As seleeted
i, Sy
iT Incidence of thrust line to reference X, -axis, deg |0
¥ ey, + iy deg @,
(a)-2
T [/prop | n(T%/prop) | (AC L.
0 0 0
.10 .20 .20 sin ey
.22 L34 .44 sin oy
10n basis of Sy, =1785q ft.
(b) Contribution of propeller normal force, (AC L)’\I
p
p (Sp/pr()p)
(ACT) nf(CN.) 55 —5—— €08 v
N &'p 5703 8y, 1
(b)-1
Symbol Description Reference Magnitude
I{p Propeller radius, ft Table 3-1 3.0
Sp/prnp Propeller disk arca, 7TRp2, sqft ] cmmmmmeoaa 28,27 per propeller
Sy Reference wing area for comparison with wind-tunnel | Table 3-1 173

and flight data, sq ft

Sw(t{ /prop)

Power parameter for obtaining correlation functions

2, 47('1‘(,/1)1‘0]))

SR,Z -
) Sw(Te/prop) . . L
f Propeller inflow factor, function of — Figure 5.1.1-1] Depends on T . prop
HRP-
bp Width of propeller blade, ft Manufacturer 0,416 at 0.3 Ry,
.492 at .6 Rp
.409 at .9 Rp
bp Pp
SN Normal-force factor, 262<T> + 262<R—> Equation 97,7
- P/ 0.3R, PT0.6R,, (.1 1-4)
bp
+ 135 R—
P (
0. JRp
14
It Propeller blade angle, function of S - and Propulsion As selected
o (rps)2R .
T, deg P group

Propeller normal-force parameter, function of ;37

Propeller normal-foree derivative,

[©xe),) Ky 80.7 [‘ ' M@N‘ ) 1)]

Figure 5.1.1-2

Equation
(5. 1.1-3)

Depends on 137

117 [((j\v”)ﬂ]

Ky S0.7
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TABLE 5. 1. 1-1 (Concluded)

(b)-1 (Concluded)

Symbol Description Reference Magnitude
¢ Effective chord of immersed wing area, ft Figure 5-1(h) 5.50
x}; Distance of propeller forward of quarter-chord point of ¢;, ft | Figure 5-2 6.0
xl
N
i
A Aspect ratio of wing Table 3.2-1 7.5
de
- (,mu Upwash gradient at propeller Figure 5.1.1-3 . 195
‘
Ve Angle of attack of wing relative to wing chord, oy, + i, deg Table 3-1 oy + 2
N Wing zero-lift angle relative to wing chord, deg Table 1, 2-1 -2
o Angle of attaci of thrust line, oy + i, (l%g 777777777777777 "l
Jdey
Y Angle of attack of propeller plane, o - o (- vy), deg | Equation (5. 1. 1-5) 1.20 0y, + .78
C
(b)-2
) @ ) @ ® © @
Sw (T /prop) f, (113.’ . ( )
ot as in wind~tunnel test [Cv\; ] s N AC e :
b v t Hers
rc/pmp 8R..2 figure 5.1.1-11 of the subject air- “p KN=80.7 (LNN)I, (@ac L)Np Or two propeliers
P plane, deg ' - _
2.47(T/,/prop) figure 5.1.1-2 L1717 ® 0.00554 @® ap, cos
0 0 1. 00 14.8 0. 080 0.0936 0.000519(1. 2cvp, + 0.78) cos vy
. 10 .247 1.19 19.3 . 098 1147 L000756(1. 20 + ,78) cos ay,
.22 . 543 1.37 21.5 . 104 L1217 L000924(1. 2vpy + , T8) COS ¥y
(¢) Summary of lift due to direct action of propeller forces
® ® | ® @ ® ® @
—————————————————— Table 5.1.1-1(b)-1| Table 5.1.1-1(a)-2 Table 5.1.1-1(b)-2 ——————— e
@acp =1’ ® (ACp)y, = ¢, OD (@acpy + ALy =® +®
sin oy, | cos oy ®p» deg = L't c —
), deg = = I < l
s ’ 0 0,2 0.44 ’
sin 1.2 0.78 T . T
) cos @ @ + ¢ 3 c
0 0.2 0. 44 0.000519 | 0.000756 | 0.000924 0 0.2 0.44
-4 -0, 0698 10,9976 -4, 0 0 1-0.0140 | -0.0309 | -0, 00207 | -0.00302 | -0,00369 { -0,00207 | -0,01702 | -0.03459
-2 -, 0349 . 9994 -1.6 0 -. 0070 -, 0154 -. 00083 -.00121 -.00148 -, 00083 - 00821 - 01688
0 0 1.000 0.8 0 0 0 0, 00042 0.00060 0,00071 0. 00042 0. 00060 0, 00074
2 L0349 1 L9994 3.2 0 . 0070 L0154 . 00166 . 00242 . 00296 . 00166 L 00942 L 01836
1 0.069% 10,9976 H5.6 0 0.0140 0.0307 0,00290 | 0,00422 0.00516 0. 00290 0. 01822 0. 03586
G L1045 L9945 8.0 0 . 0209 L0460 L 00413 L 00601 00735 L00413 L 02691 L05335
R 0.1392 10.9903 10,4 0 0.0278 0.0612 0.00535 | 0.00779 0.00952 0. 00535 0.03559 0.07072
10 L1736 LORES 12,8 0 L0347 L0764 . 00654 . 00953 01165 L 00651 L 04423 L OKRK05
12 0.2079 J0.9751 15.2 0 0. 0416 0,0915 0.00772 0.01124 0.01374 0.00772 0. 05281 0.10524
a3, (), > 0.9711 17.3 0 0,0477 0,1049 0. 00872 0,01270 0.01552 0. 00172 0, 06040 0.12042
LIET 0. 0.9711 17.3 0 0.0477 0.1049 0. 00872 0.01270 0.01552 0. 06040 0, 12042
L.l : L9699 17.7 - L0487 L1072 | - L01298 LO15K6 06168 L 12306
dH. 1 0.: 0, 9686 18,1 - ---- 0,109 - | —=-—--- 0.01620 f -----—- | —=—uen-o 0. 12560

3Stall angle for (C
g ( wan)max

propeller off (used only to obtain (CL

).
max) power on

bedgia) angles for tail-off configuration at T; =0, 0.20, 0.44, respectively.
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TABLE 5.1.1-2

WING-LIFT INCREMENTS DUE TO PROPELLER SLIPSTREAM EFFECTS

(a) Wing-lift increments due to change in dynamic pressure on
immersed portion of the wing, (ACL)AEl
w

Aqy, S;j/prop
AC - =nK; ——(C e
( L)Aqw 1 P ( Lw)pmp off Sy
]
(a)-1
Symbol Description Reference Magnitude
(C Lw) p off C1, of wing alone (The Cy, curve of figure 4.2-1(a), based on | Figure 5. 1. 1-8 Function of oy,
pTo|
Sy = 172.3 sq ft, was re-referenced to Sw 7 178 sq ft in
figure 5.1.1-7 and its nonlinear portion approaching stall
was translated, along its linear portion, to the stall angles
for power-on conditions.)
n Number of propellers T 2
Sw Reference wing area for comparison with wind-tunnel and Table 3-1 178
flight data, sq ft
Rp Propeller radius, ft Table 3-1 3.0
Net thrust per propeller
T’C/pl‘op S Sttt As selected
a_Sw
Ay , .
—_ Change in (Iynan}w—pressurc ratio on immersed portion of Equation (5.1.1-7) Function of (T’(‘/prnp)
a, ) Sw(T¢ /prop)
wing, 3
7er
Sy (1'4./prop) ,
— 5 Power parameter for obtaining correlating functions | --cmemmmmoonoo 2.47(T ./prop)
8Rp
C, Factor for determining propeller downwash, € Figure 5.1.1-5 Function of (’I‘{./prop)
C2 Factor for determining propeller downwash, p Figure 5.1.1-5 Function of (T (,/pmp)
(CN ) Propeller normal-force derivative Table 5.1.1-1(h)-2 | Function of (T4./prop)
o,
D
o€
}’)—aE C1 + 02 (cNa)p Equation (5.1.1-13) | Function of (Tz_/prop)
p
ap Angle of attack of propeller plane, deg Table 5.1.1-1(c) L.20v + .78
de
D Propeller downwash behind propeller, o Yp deg Equation (5.1.1-12) | f(y,, T//prop)
dey
-ey Wing upwash at propeller plane, - B (ay - ap), deg Table 5.1.1-1(h)-1 O.Zab +0.78
XI/) Distance from quarter chord of ¢; to propeller, ft Figure 5-2 6.0
Z Dist/ance from Xb—axis to thrust axis at propeller, ft Figure 5-2 -. 869
X
__P_ - — i 5 - T!
g 573 (op - €y €p) + 27 ft Equation (5.1.1-10) f(ab, T {/prop)
Zy, Distance from Xp-axis to quarter chord immersed wing Figure 5-2 -.020
mean aerodynamic chord
Zg = Zy Distance from centerline slipstream to quarter-chord im- Figure 5-2 f(ay,, T1./prop)
mersed wing mean aerodynamic chord at the quarter
chord
b,/ 2 2 -zl i Fi 5-1 f T/
./prop R, - (zg - 2y)7, igure 5-1() (e, T4 /prop)
< Effective immersed mean chord, ft Figure 5-1(b) 5.5
(b;/propy . - (bi/prop)
Ai —_— Figure 5-1(a) —=
Ci e id
Ky Correlation parameter for added lift due to power Figure 5.1.1-4 f(n, T 2./pr0p)
Si/prop Immersed wing area per propeller, (bi/prop)(-:i, sq ft Figure 5-1(a) S.S(I)i/prop)
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TABLE 5. 1. 1-2 (Concluded)
(b) Wing-lift increments due to change in angle of attack induced by propeller downwash, (AC]) p

AQ Si/prop
(ACp) =n{l + —(CL) Ba)g, ——
L p q, “Wyrop off 5 8,
(b)-1
Symbol Description Reference Magnitude
n Number of propellers | 2
Sw Reference wing area for comparison with wind-tunnel and | Table 3-1 178
flight data, sq ft
S:
sl Ratio of immersed wing area per propeller to total area Table 5.1.1-2(a)-3 | flay, T’C/prop)
w
Ady, . . . . : .
—_— Change in dynamic-pressure ratio on immersed wing Table 5.1.1-2(@)-2 { (T C/prop)
q)ﬂ
) i i Y 3., = . .0759 referenced to =172.3 sq ft
(LL(V)W Lift-curve slope of wing referenced to Sw = 178 sq ft Table 4.2-1 | 0785 referenced to Sy = 178 sq ft
prop off
p Propeller downwash behind propeller, deg Table 5,1.1-2@)-3 | f (vpys T’C/prop)
dey
“ia Upwash gradient at propeller Figure 5.1.1-3 0.195
(p (p
(Anfjsi —T;(u— Equation (5.1.1-15)| - 150
ey
Ady\ 5 /pro
P
(AC1), =-0.123¢ {1 + — 3/prop Sp » referenced to Sy, = 178 sq ft
P P q W
0
(b)-2
---------- Table 5.1.1-2(a)-3, Table 5. 1.1-2(a)-2, Table 5.1.1-2(a)-3, Table 5.1.1-2(h)-1
column 4 column 7 column 10
Ag S:/prop
ep deg 14— ‘—SW— @cp), =-0.123 @@
o, deg 9, p
/
Te/prop T%/prop T¢/prop Tg
0 0.10 0.22 1} 0.10 | 0.22 0 0.10 0.22 0 0.20 0.44
-4 -0.0936 |-0.7948 |-1.1584| 1.000 [ 1.6295 [ 2.385 |0.1834 | 0.1827 | 0. 1822 0.00211 | 0.02910 | 0.06192
-2 -.0374 -.3179 -.4634 1 1,000 | 1.6295 | 2.385 . 1805 . 1801 .1798 . 00083 L01148 L0244
0 0,0187 0.1590 0.23171 1.000 | 1.6295 | 2.385 }0.1762 |0.1765 | 0.1767]-0. 00041 -0.00561 }-0,0120
2 L0749 . 6358 L9267 1.000 | 1.6295 | 2,385 L1706 L1721 17281 -, 00137 | -.02193 f -. 04700
4 0,1310 1. 1127 1.6218] 1.000 | 1.6295 | 2.385 |0.1633 | 0.1665 [0. 1681 -0, 00263 |-0.03713 [-0. 08000
6 L1872 1. 5896 2,3168 ) 1.000 | 1.6295 | 2.385 . 1541 . 1598 L1625 -, 00855 -.05091 | -, 11044
8 0.2434 2. 0665 3.0118] 1.000 | 1.6295 | 2.385 0.1428 [0.1518 | 0. 1359]-0. 0042% =-0.06287 |-0. 13774
10 .2995 2,5434 3.7069 1 1.000 | 1,6295 | 2.385 . 1288 L1423 CHTE - 00474 | -, 07254 | -, 16072
12 0,3557 3. 0202 4.4019] 1.000 }1.6295 ] 2,385 ]0.1110 |0.1309 {9.1393 -0. 00486 ]-0.07924 |-0. 17990
213.8 0.4048 3.4375 5.0101}1 1.000 ] 1.6295 | 2,385 §0.0905 |0.1190 |0, 1302 -0,00451 [-0.08199 [-0. 19136
bi3. 8 0.4048 3.4375 5,0101] 1,000 | 1.6295 | 2.385 [0.0905 [0.1190 |0, 1302 =0,00451 [-0, 08199 }-0. 19136
€ld.1 | —mmeee 3.5170 5.1259f ----- 1,6295 12,385 |----—- L1165 L1283 ----~--- -, 08212 | -. 192903
dag | oo e ] 5.2418 | omoe | ooeme 2.385 |ommemo | omoee 0. 1264 |-—omomm o oo 0. 19437
3Stall angle for (C ropeller off (used only to obtain (C .
o ( wan)max prope ¢ orytoo ( Lmﬂx)power on)
bedgia angles for tail-off configuration at total Tc' =0, 0.20, 0.44, respectively.
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TABLE 5.1.2-1

EFFECT OF ELEVATOR DEFLECTION ON LIFT WITH POWER ON

I /sn\a Ady,
€L Clyg * [ hf)’ ap <¢h (j—h> + =
win - (hf) Spo— LYWW, . 4
a prop off i
(@) b
Symbol Description Reference Magnitude
Sw Reference wing area, sq ft Table 3-1 178
Sh Horizontal-tail area, sq ft Table 3, 2-1 32,5
Zh']‘ Vertical distance from thrust axis to horizontal tail, ft Figure 5-2 -. 80
Rp Propeller radius, ft Table 3-1 3.0
“he
I
Parameter for determining (Aey)_ | -0.133

N
Sl (,/prop)

power

Ba " ey ining (Aevy and 00 | e 9 4 Ry .
™ 3 Ihrt_lst parameter for determining (A(h)powcr and 2.47(T (,/plnp)
p Agp
a,
(;h)pr()ps off Downwash at horizontal tail with propellers off, deg Figure 4.9, 1-7 Function of vy
Zhep S (Te/prop)
{Bey) Downwash increment at horizontal tail due to power, deg| Figure 5.1.2-2 t(?— , ———
power “ Rp K sz
(‘h'prupk; ni'f)
Vy m g — € Inclination of slipstream centerline behind propeller Table 5.1.1-2(a)-3, ] variable
h u P
relative to X-body axis column 5
Shi Total immersed horizontal-tail arca, sq It Figure H-1(h) 15.26
Shy Adp
o Parameter for determining — e L, 470
Sh g
0
[ Vertical distance from X-bhody axis to slipstream Table 5.1.1-2(x2)-3, | Variable
centerline at e station of immersed portion of column 6
wing, as shown in figure 5-2
“h Vertical distance from X-body axis to horizontal tail, Figure 5-2 -1.67
ft _
Cs
/h Distance along X-body axis from T of immersed Figure 5-2 13.76
b ]
wing area to Th , ft
Thert Vertical distance from — to slipstream centerline, Figure H-2 Variable
,
T T i ;
"hatt * s 573 |%b " w T p T props off
(Afh)power " h
- 0241 [ - - - (€} -
s %" p (th)pmps off
1.67
(A( h)p()wcr] + M
Ad “hett SwlT :-”/I”"”F’)
-— Dynamic-pressure increment at horizontal tail due to Figure 5.1.2-3 f R T T3
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Outline of slipstream
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immersed portion of
wing (fig. 5-2)

Exposed portion of /
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Figure 5-1.
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(a) Single-engine airplane.
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Definition sketches for calculation of immersed wing areas.
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Figure 5.1.1-1. Propeller inflow factor (ref. 33).
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Figure 5.1.1-2. Propeller normal-force parameter (ref. 33).
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Figure 5.1.1-3. Upwash gradient at plane of symmetry for unswept wings (ref. 1).
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Figure 5.1.1-4. Correlation parameter for additional wing lift due to propeller
power (ref. 19).
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Figure 5.1.1-5. Factors for determining propeller downwash (ref. 19).
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Figure 5.1.1-6. Correction factor for maximum lift due to power (ref. 1).
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Figure 5.1.1-8. Propeller-off lift characteristics of subject airplane for wing alone
and tail-off conditions with stall extended to power-on stall angles. (Power-on
stall angles obtained from fig. 5.1.1-7.)

H-646 249



ourdus-o13uls a0y xomod xa[edoad 03 MNP YSBAUMOD UT JuawWaxou] '1-Z°T°c 2anSLy

‘(61 °Jox) souerdire

d
Z 48
(dosd? pMs
2’1 8 A 0
1
0 P l
— LA AT N\
A 1A \\\ /] N\
— e AN
Q\\‘\_ [~ , \ ///4/
T TP ATTT NS
g \\\ \\ \\\ ﬁ////r
yosdoud,, 8 - ] - 4 m
. (‘3 / SN
1 \ 1 NN\ /
B 4 “ N //
ol » / “ / L
4 m AV
] N
\ N
aFt i R M -
X YT e
e 7 9 g
4 Jamod !
v Bop "% Uay)
LTI T T

H-646

250



‘(61 °Jox) souerdare

ourduenynut xoj xomod 1a[edoxd 01 SNP YSEMUMOP UT JUBWDIOUL “g-¢° 1°G 2In31y

Yz
lyz
2’1 01T L'V O
I | | 4
j . , ARVan4
IRRRENRERRER! —an sdej 4 VA4 /]
“ ﬁ : .ﬁ —t + W \ \\
T , _ “ D4 A AL
Ll | | H ; i 1 ADAV.0./
e yeamuERRE /7
= — A umMop sdej4[ T \\ \“\
RN f /' V1
SEaE , | 2y
DEEE | | L /
s R4 % - A/
i o _ w 4+
= P’ t t
P
0 ¢ p ] 9 8 0
3 Jamo
A/G,IIINN, Y bop ()
dyg P TOANORRNR
N n’d / N /N
(doad2 s . NN
| WA N
| \
3 WEAVEAN N
A , { \
0 f ¢ ¢ b ¢ 9 8 0I
0 sdoud
Bap 3 Acwv

251

H-646



1.0

Iprop)

E: .
= =
w +~
M i * <, =) w
T
T o)
5 B=g7/4)\ :
= BESEPZZEIN
BEa RS AR :
— DEdD 4% AR S
1 \ AR g
- )% VLR g
A pdy VA AR <l
i 2O BERIAAVIVALNANNAN E
A A A AN NNNARRY 5
AT 1T HVYAVAMNNRR NN N
IR RN YRR s
» LVAATATATANAY 2
7 ERENVABE NN 5
THEAEVAARRNNNY -
|7 / / \ // /“/// m
\ NS N\ &
_ NARNANANNN S -
” \ ) NN g
- ) o~ — © o8 0 M~ O INnNTNO ﬁc (i
N R e ©o R =
Sl
] —~ 8
i
* — v— N .@m
£ P .

H-646

252



T¢ =0and propellers off

Calculated
— — — Wind tunnel

(Agh)power‘
deg

h)power’
deg

ap, deg

Figure 5.1.2-4. Comparison of calculated and experimentally determined (ref. 2)
downwash at the horizontal tail of the subject airplane at several power settings.
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Original calculation

- (A‘c'h)power reduced 40 percent
12 Wind-tunnel data
T
o 0
10 0 0.44
8 //
/ 1
6 7 7 /’//
'd Ve
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e
pd //
0
1.3 ‘
T =0.44- PR B L e e S
- Lo\m— —:—_’___—-—-—"/‘_—
Eﬂ T’_O,
| - B
0 Jg—— | e === - - = b\\
/ ]
1.1
1.oL
2 0 ? 4 6 8 10 12 14
ay,, deg

Figure 5.1.2-5. Variation of calculated downwash and dynamic-pressure ratio of
horizontal tail with airplane angle of attack and total thrust coefficient, including
wind-tunnel data for downwash at T¢ =0 and TG = 0.44.
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5.2 Power Effects on Pitching Moments

Power effects of propellers introduce increments of pitching moments due to
direct action of the propeller forces offset from the center of gravity and propeller-
induced slipstream effects on the wing, nacelles (or body), and the horizontal tail.
Although all the increments of lift due to power (section 5.1) contribute to power-
induced increments of pitching moment, several additional contributions must be con-
sidered. These additional contributions include the propeller slipstream dynamic-
pressure effect on Cm, and nacelle (or body) free moments.

The pitching moments of the subject airplane, as considered in the following cal-
culations, can be represented by

Propeller forces Propeller slipstream effects
/ \ /T

\
Horizontal
Wing Nacelles tail

Vs \ / \ /T Y (5. 2 _la)
Cm = (Cmwtn) yrop ofe *(A°m)T +(AC"‘)Np +(Acm°)Aaw HACm)wy, *(BCm)n, '{Acm)h +Cmmn) props off]

or
(Acmwfn)power
7 \
— (5.2-1b)
Cm = Ce) prop off © (ACm) +(AC"‘)NP +(ACmo)Aaw +("“Cnﬂ)wL +(Acm)np + Conphg)
where
<me fn) is the propeller-off, tail-off pitching moment obtained from

prop off
section 4.8.3

(ACm>T is the pitching moment due to offset (distance zp in fig. 5-2) of thrust

from the center of gravity

(Acm>Np is the pitching moment due to offset (distance Xy in fig. 5-2) of pro-

peller normal force from the center of gravity
<ACm > is the effect of propeller slipstream dynamic-pressure increment on
AQyy,

zero-lift pitching moment

[0}

<ACm>WL is the net effect on pitching moments due to change in wing lift resulting

from propeller slipstream-induced dynamic-pressure and angle-of-attack changes on
the wing, (ACm)WL = [(Acm)A(iw + (ACm) €p]

(ACm>n is the effect of propeller slipstream on nacelle free moments

<ACm>h is the net effect of propeller slipstream on dynamic pressure and down-

wash on the horizontal tail
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C. = (6— ) +<AC > is the net pitching-moment contribution of
M (hf) ™h(hf) prop off /h

the horizontal tail for power-on conditions (the tail is considered on a net power-on
basis rather than on a summation of propeller-off and power-on increment basis)

The pitching-moment increment, (ACm)T, due to propeller thrust is obtained
from

V4

T
(ACpy).p. = n (T/prop) = (5.2-2)
w

where
n is the number of propellers
zp is the moment arm of the thrust relative to the center of gravity (fig. 5-2)
Cy is the wing mean aerodynamic chord

The pitching-moment increment, (ACm) N..» due to the propeller normal force is
obtained from p

X
= P 1 -
(Acm)Np = (ACL)Np 5. os oy (5.2-3)

where
(ACL)N is the increment of lift coefficient due to the normal force of the pro-
p
peller, obtained from equation (5.1.1-2)

Xp is the moment arm of the propeller normal force relative to the center of

gravity (fig. 5-2)
ar 1is the angle of attack of the thrust axis

The zero-lift pitching-moment increment, <ACmo> - , due to propeller slip-

AQy,

stream effects on immersed portions of the wing-body or wing-nacelles at zero-lift
conditions is accounted for by the following equation from reference 1:

Ady S

i Ci
(Acm ) e — <cm > (5. 2-4)
0/Adqy, a, Sw Cw ° Iprop off
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where
Aﬁw
is the increase in dynamic-pressure ratio of the immersed portion of the

q
R T4 /prop)

7er2

S; is the immersed portion of the wing area, n(bi/prop)éi (fig. 5.1(b))

wing,

Ei is the mean chord of the immersed wing area (fig. 5-1(b))

Sy 1s the reference wing area

Cy, 1is the reference wing mean aerodynamic chord

For twin-engine airplanes, <Cm o)' may be approximated by
Iprop off
<C >1pr0p off :<Cm0>wnprop off _<Cm°>area not immersed (5.2-5)
where
(Cmo> is the propeller off Cm, of the wing and nacelles, obtained from
Whprop off
section 4. 6
and
(C ) %<C Sw =5 ¢ not immersed (5.2-6)
Mo/area not immersed o Wprop off  Sw Cor .
where
<Cm > is obtained from section 4.5
O/wprop of
- - Sw - 5
Cnot immersed ¥ 5" pi (5.2-T7)
w T M
For a single-engine airplane, (C > is replaced by <C > s
o Whprop off Mo wiprop off

which is the propeller-off Cmo of the wing and fuselage obtained from section 4. 6.
The pitching-moment increment, (ACm)WL, due to change in the lift of the wing

resulting from power effects is obtained from
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X.
W
w
where
Xy, 1s the distance from the aerodynamic center of the immersed wing area to the

center of gravity (fig. 5-1)
(ACL)AF; and (ACL)ep are obtained from equations (5.1.1-6) and (5.1.1-14),
W
respectively, or table 5.1.1-2(a)-3 and table 5. 1.1-2(b)-2, respectively

The pitching-moment increment, (ACm)n , due to propeller slipstream effects on
p
nacelle free moments (for twin-engine installations) is accounted for by calculations
similar to those in section 4. 8.1 which considered the free moments due to wing-
induced flows with the propeller off. To account for the free-moment increments due
to power effects on wing-induced flows,

ACy) n / 2( 1 Aqw d
= - ra = | Wi (ep + ew)|l +—]} dx
(ACm np 36.5Sy,Cy n =p q

e}

(5.2-9)

where

(ep + €y) are propeller-induced changes in flow inclination on the nacelle (fig. 5-2),
obtained from equations (5.1.1-12) and (5. 1. 1-11), respectively, or table 5.1.1-2(a)-3

Ady, Sy (T¢ /pTop)
is equal to —

q_ Ry,

wn2 dx is obtained from table 4.8.1-2(b)

For single-engine installations, the effect of power on the free moments of the
fuselage should be accounted for. The procedure is identical to that described for
power effects on nacelle free moments.

— The net pitching-moment contribution of the horizontal tail for power-on conditions,
th (hf)’ is obtained from

ln
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where

lh is the distance from the center of gravity to the quarter-chord point of the

mean aerodynamic chord of the horizontal tail (fig. 5-2)
ELh(hf) is the 1ift of the horizontal tail, based on Sy, as a function of

q
rop off = A¢€h) » 0gs and Th obtained from table 5.1.2-1,
prop power q

0

ap = Olb - (E—h)
column 14

The calculations for the power-on pitching-moment characteristics of the subject
airplane are summarized in tables 5.2-1 to 5.2-6 as a funcg;ion of ay, Ge, and Té

with the elevator tab geared to the elevator in the ratio of ga b _ 1.5.

e

Tables 5.2-1 to 5.2-4 account for the pitching-moment increments due to the direct
propeller forces and power-induced slipstream effects on the wing and nacelles. These
increments are summarized and added to the propeller-off, tail-off pitching moments
in table 5.2-5 to provide power-on, tail-off characteristics. These characteristics
are added to the power-on horizontal-tail contributions in table 5.2-6 to provide the
pitching-moment characteristics of the complete airplane. The horizontal-tail
contributions include tail-lift carryover effects onto the body which, in accordance
with the discussion in section 4.13.4, should have been considered negligible because
of the tail-body configuration of the subject airplane.

The propeller-off, tail-off pitching-moment characteristics in column 8 of
table 5.2-5 were obtained from figure 5.2-1, which is basically the propeller-off, tail-
off curve of figure 4.8.3-1 with the stalling portion extended to the stall angle for each
power condition considered. This extension procedure is identical to that used in
section 5. 1.1 to extend the stall regions for CLy and Cwan in figure 5.1.1-8.

Calculated tail-off pitching-moment characteristics for the largest thrust condition
available (T = 0.44) are plotted and compared with wind-tunnel data in figure 5.2-2.

The tail-off pitching-moment and lift coefficients in the figure were obtained from
tables 5.2-5 and 5.1.2-1(b), respectively. In figure 5.2-2 excellent correlation is
evident for the lift characteristics throughout the angle-of-attack range and for the
pitching-moment characteristics at the low and high angles of attack. For some un-
known reason, the wind-tunnel pitching-moment data dip at an angle of attack of 3° to
4°, This dip, although significant in magnitude, does not appear in the tail-on wind-
tunnel data (figs. 5.2-3 and 5.2-4). If the dip can be charged to erroneous data, and
thus discounted, the calculated tail-off pitching moments can be considered to be in
good agreement with the tunnel data.

Calculated tail-on pitching-moment characteristics for total Té =0, 0.20, and

0.44 are compared with wind-tunnel data in figures 5.2-3 and 5.2-4. The incremental
change in pitching moments due to elevator deflection shows calculated Cmge to be

larger than wind-tunnel values for all power conditions. This discrepancy is attributed
primarily to the inclusion of a tail-lift carryover effect onto the body in the

260 H-646



pitching-moment contributions of the tail. As indicated earlier, particularly in
section 4.13.4, the tail-lift carryover onto the fuselage should have been considered
to be similar to zero because of the tail-body configuration of the subject airplane and
the gap between the tail and the fuselage.

For Tc, = 0, the correlation of pitching-moment slopes Cma and CmCL is

generally good. However, for TC’ = 0.20 and 0.44, the correlations, as indicated by

the solid lines, deteriorate with increasing power at increasing angles of attack.
Several facts were considered in attempting to locate in the predicted pitching-moment
characteristics the source of the deterioration in correlation with increasing power:

(1) Tail-off pitching moments, excluding the dip in the wind-tunnel data, correlated
well with wind-tunnel data throughout the angle-of-attack range.

(2) Tail-on pitching moments generally would have correlated well with wind-
tunnel data for all power conditions at zero lift, where the downwash due to power,
(Aeh)power’ was essentially zero, had tail-lift carryover effects onto the body been

considered to be similar to zero (section 4.13.4).

(3) Pitching-moment increments between constant 6, curves correlated consist-
ently with wind-tunnel data through the angle-of-attack range within the linear region
of the tail-lift characteristics. An error in dynamic-pressure ratio as a function of
angle of attack would have spread the curves with increasing angle of attack if the
pressure ratio had been excessive and would have converged the curves if the pressure
ratio had been deficient.

(4) An error in downwash due to power as a function of angle of attack would result
in an angular rotation of curves on the Cp, plot.

On the basis of the preceding facts, it was surmised that the deterioration in slope
correlation between calculated and wind-tunnel pitching moments with increasing power
at increasing angles of attack was caused primarily by inaccurate determination of
downwash increments due to power, as obtained from figure 5.1.2-2. The large, wide,
faired-into-the-wing nacelles of the subject airplane are undoubtedly not representative
of configurations dealt with in correlating experimental data to arrive at the nomograph

of figure 5.1.2-2 used to obtain (Aeh)power'

When the downwash increment due to power, (Aeh)power, was decreased by

40 percent for all power conditions and the calculations affected by the change were
redone, the resulting modified pitching-moment characteristics showed good slope
correlation with wind-tunnel data. The modified calculated pitching-moment
characteristics are shown in figures 5.2-3 and 5.2-4 as dashed lines. The reduction
in downwash increment due to power, (Aeh)power, shown in figure 5.1.2-5, also im-

proved the correlation of the calculated tail-on lift curves with wind-tunacl 1ift data,
as shown in figure 5.1.2-6.

The stick-fixed neutral-point « ' racteristics .-* ‘the whjeet airplane determined
frowa the wind-tunnel data aad the o o liiied calculeiod data of figure 5.2-4 are compared
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in figure 5.2-5 for the three power conditions. The neutral points, determined by the
method 1 technique of reference 36, show a decrease in static margin with increase
in power.

Pitch-control effectiveness, Cmge, determined from modified calculated data is

compared with that based on wind-tunnel data in figure 5.2-6 as a function of thrust

coefficient and trim angle of attack. Both calculated (based on a 40-percent decrease

in power-induced downwash) and wind-tunnel-based values of Cmg show some in-
e

crease in effectiveness with increasing power. Throughout the thrust range, the Cmg
e
based on modified calculated data shows smaller angle-of-attack effects and larger con-
trol effectiveness than reflected in the wind-tunnel data. Had tail-lift carryover effects
onto the body been omitted from the calculations (as mentioned previously), the cal-

culated Cm5 would have correlated better with the wind-tunnel -based data.
e

Flight-determined pitch stability, Cmoz’ and pitch-control effectiveness, Cmg s
e
are compared in figure 5.2-7 with their counterparts determined from the modified

calculated and wind-tunnel-determined pitch data of figure 5.2-1. At low angles of
attack it appears that the modified calculated values of Cma correlate better with

flight data than with wind-tunnel data. It is possible that the slight scatter of the
wind-tunnel data is a factor. Modified calculated values of Cmge show poorer cor-

relation with flight data than with wind-tunnel data. Deletion of the calculated tail-1ift
carryover effect onto the body improved the correlation of the calculated Cy, 5 with
e

flight and wind-tunnel data (fig. 5.2-7). The flight values of Cmj Wwere determined
e

from the initial portion of a pullup or rapid-pulse maneuver, as described in refer-
ence 37, Flight values of Cma were obtained by using the natural frequency deter-

mined by the technique of reference 38 in the simple Cma expression of reference 37.

Flight-determined Cy, oy, and 0, characteristics for trim level flight are

shown in figure 5.2-8 as a function of calibrated airspeed for an altitude of 6000 feet.
Included for comparison are the characteristics based on wind-tunnel and modified
calculated data. Close correlation is shown between flight, wind-tunnel, and modified
calculated data.

5.2.1 Symbols

b; span of the total portion of the wing immersed in the slip-
streams of the propellers, ft

wing span, ft

CL lift coefficient
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CmCL

mefn

C
( Mwin )prop off

Cmpni)
¢$ﬂmn)

Crno

(Cmo)
CH

° iprop off

C
( o )Wprop off

<Cmo>

H-646

wiprop off

props off

area not immersed

net lift coefficient of the horizontal tail due to oy, Ge, and
étab’ with tail-fuselage interaction effects included,

referenced to the wing area
lift coefficient of the wing alone

lift coefficient of the tail-off configuration

CL, at propeller-off conditions

win

increment of lift coefficient due to the lift component of the
propeller normal force, Np

increment of lift coefficient due to the power-induced change
in dynamic pressure over the portion of the wing im-
mersed in the propeller slipstreams

increment of lift coefficient due to the change in angle of

attack, resulting from propeller downwash, €p’ of the

portions of the wing immersed in the propeller slipstreams

pitching-moment coefficient
3Cy,

static-margin parameter, ——
8Cy,
pitching-moment coefficient of the tail-off configuration

mefn at propeller-off conditions

contribution of CLh (hf) to the pitching-moment coefficient

propeller-off contribution of —C—]:h(hf) to the pitching-
moment coefficient

zero-lift pitching-moment coefficient

zero-lift pitching-moment coefficient of that portion of the
wing not immersed in the propeller slipstreams

zero-lift pitching-moment coefficient of the portions of the
wing-fuselage or wing-nacelles immersed in the propeller
slipstreams for propeller-off conditions

zero-lift pitching-moment coefficient of the wing alone at
propeller-off conditions

zero-lift pitching-moment coefficient of the wing-fuselage
at propeller-off conditions
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° Whprop off

(AC mWfﬂ) power

Chot immersed

zero-lift pitching-moment coefficient of the wing and nacelle
at propeller-off conditions
aCm

static-stability parameter, e » Per deg
aC

m
pitch-control effectiveness, N with the elevator-tab
e
geared to elevator, per deg
increment of tail contribution to the pitching-moment
coefficient due to the propeller-induced increments of

dynamic pressure and downwash at the tail

increment of pitching-moment coefficient due to the propeller
normal force, Np

increment of pitching-moment coefficient due to the propeller
effects on the nacelles

increment of pitching-moment coefficient due to the thrust
of the propellers

increment of pitching-moment coefficient due to the net
change in the wing lift coefficient resulting from propeller-
slipstream -induced dynamic pressure and angle-of-attack
changes on the wing

change in the pitching-moment coefficient of the wing due to
the propeller-slipstream-induced change in angle of attack

increment of zero-lift pitching-moment coefficient due to
the increase in dynamic pressure induced by the propeller
slipstreams on the immersed portions of the wing

power-induced change in the pitching-moment coefficient of
the tail-off configuration

mean aerodynamic chord of the portion of the wing immersed
in the propeller slipstream (fig. 5-1), ft

mean chord of the portion of the wing not immersed in the
slipstreams of the propellers, ft

mean aerodynamic chord of the wing, ft

distance from the center of gravity to the quarter chord of
the horizontal-tail mean aerodynamic chord, ft

number of propellers

free-stream dynamic pressure, 1b/sq ft
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aph

@h

Astall
@t
6e ’ 5tab

(Eh)prop off

H-646

dynamic pressure at the tail as a ratio of the free-stream
dynamic pressure

increment of power-induced dynamic pressure acting on the
portions of the wing immersed in the propeller slipstreams
as a ratio of the free-stream dynamic pressure

propeller radius, ft

area of the portions of the wing immersed in the propeller
slipstreams, sq ft

wing area, sq ft

thrust of the propellers, 1b

calibrated airspeed, knots

distance from the center of gravity to the propeller, positive
forward, ft

distance from the aerodynamic center of the mean aero-
dynamic chord of the immersed portion of the wing area
to the center of gravity (fig. 5-1), positive forward, in.
or ft

mean width of a nacelle planform segment of Ax length, ft

distance, parallel to the Z-body axis, from the X-body
axis to the thrust axis, positive down, ft

angle of attack, deg
airplane angle of attack relative to the X-body axis, deg

local angle of attack of the horizontal tail with the elevator
setting equal to zero, o} - (Gh)prop off ~ (Agh)power’ deg

stall value of oy, deg
angle of attack of the thrust axis, deg
elevator and tab deflection, respectively, deg

average downwash at the horizontal tail with the propellers
off, deg
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increment of downwash at the horizontal tail due to power,

deg
p downwash angle behind the propeller, deg
-€y upwash angle at the propeller, deg
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TABLE 5.2-2

ZERO-LIFT PITCHING-MOMENT INCREMENT DUE TO POWER

Agqy S Ei
(Cm)y =2 5, 2 (Omo),
4w q, PwCy Iprop off
where
C ~ (C -(C
( mO)iprop off ( mO)WIlprop off ( mo)area not immersed
and
2
((J' = (C ) 1- S_l Sl 1
mO)area not immersed Mo Wprop off Sw &y {by - n(b;/prop))
(a)-1
Symbol Description Reference Magnitude

n Number of propellers | e~ 2
Rp Propeller radius, ft Table 3-1 3.0

S Reference wing area for comparison with wind-tunnel | Table 3-1 178.0

w

data, sq ft

w Wing span, ft Table 3.2-1 36.0
Cyw Wing mean aerodynamic chord, ft Table 3.2-1 4.96

S; Table 5.1.1-2(a)-3,| 2 x (col. 10)
= Ratio of total immersed to reference wing area, sq ft column 10

W
n(b;/prop) 2(b;/prop) = total immersed span, ft Table 5.1.1-2(a)-3,| 2 x (col. 8)

column 8
¢; Chord of immersed wing area, ft Figure 5-1(b) 5.50
(Cmo) Zero-lift pitching moment of wing, propellers off Table 4.5-1 -0.0240
Wprop off
(Cmo) Zero-lift pitching moment of wing plus nacelles, Table 4.6-1 -. 0240
W

phrop off propellers off
AG
—_ql Power-induced change in dynamic-pressure ratio Equation (5.1.1-7) 6. 30(T’C/prop)
a on immersed portion of wing,
Sw(T¢ /prop)
1er2
1)
-
Su ary: C = -0, W
mmary:  ( mO)area not immersed 0" 001 b, - 2(b;/prop)
C = -0.0240 - (C
( mo)iprop off ( mo)area not immersed
X
AC, ) - = 6.99(Tg/prop)<s—>(cm
( O)Aqw Sw 0)1prop off
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TABLE 5.2-3
PITCHING-MOMENT INCREMENT DUE TO POWER-INDUCED CHANGE IN WING LIFT

(ACm)y, = -[(AcL)Ac_lw +(ACL)€p] —E‘i’v

(a)-1
Symbol Description Reference Magnitude
Xy Distance from aerodynamic center of immersed wing area Figure 5-1(b) 0.712
to the center of gravity, ft
éw Wing mean aerodynamic chord, ft Table 3.2-1 4,96
(ACL) _ Change in wing lift due to power-induced change in dynamic | Table 5.1.1-2 @)-3, f(ab,Té/prop)
Aq pressure on wing column 13
(ACL) ) Change in wing lift due to power-induced change in flow Table 5.1.1-2(b)-2, (g Té/prop)
p direction on wing column 5
(Acm)wL = -0.144 [(ACL)AaW +(AcL )ep}
(a)-2
_________ Table 5.1.1-2(2)-3, Table 5. 1. 1-2()-2, Table 5.2-3(a)-1
column 13 column 5
(acy,) = (acy,) (ACp),, =-0.144(@ + Q)
Aqw Y Wy,
ap, deg
7/ 7/
Te Te T¢
0] 0.20 ] 0.44 0 0.20 0.44 0 0.20 0.44
-4 0 0 010.00211] 0.02910] 0.06192]-0.000304§-0.004190 [ -0.008916
-2 0 0308 .0623 . 00083 .01148 .024441 -.000120| -.006088} -.012490
0 010.0602]0.1217 {-0.00042 |-0,00561 §-0.01201| 0.000060]-0.007861|-0.015795
2 0 0874 .1775 | -.00157] -.02193 | -.04700 . 000226 -.009428| -.018792
4 0]0.1124 10,2287 |-0.00263 | -0, 03713 | -0.08000f 0.000379]-0.010839|-0.021413
6 0 1348} .2763 [ -.00355] -.05091] -.11044 .000511f -.012080| -.023884
8 0]0.1533]0.3157 |-0.00428 ] -0.06287 | -0, 13774 | 0.000616]|-0.013022|~0.02562¢
10 0| .1659] .3481 ) -.00474| -.07254 | -.16072 .000682]| -.013444| -.026983
12 010.1709]0.3669 |-0.00486 [-0.07924 {-0.17990| 0.000700]-0.013199 | -0. 026928
313.8 0 .1687| .3762 | -.00451] -.08199| -.19136 . 000649} -.012486] -.026617
b14.1 -10.1657]0.3716 |-----~~-- -0.082121-0.19293 | -————~~——- -0.012036 | -0.025728
€14.4 i .3658 |--=-———-|--mmm—- -0 19437 | -——= ===~ | —mm -.024686

ll'b’cSlall angles at Tc’= 0, 0.20, 0.44, respectively.
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TABLE 5.2-4
PITCHING-MOMENT INCREMENT DUE TO POWER EFFECT ON NACELLE FREE MOMENTS

N, + € Ady
R ~ u p o2
(ACm)np 36,55y <l + a_ Wy dx

(a)-1

Symbol Desceription Reference Magnitude

n Number of nacelles | mmemeo 2

Ser Reference wing arca, sy ft Table 3-1 178

Ew Wing mean aerodynamic chord, ft Table 3.2-1 4,96

—ty Upwash at propeller, deg Table 5.1.1-2(@)-3,| As per reference
column 3

“p Propeller-induced downwash hehind propeller, deg Table 5.1.1-2(a)-3,] As per reference
column 4

Aqw . . - Y4

- Power-induced change in dynamic-pressure ratio on | Equation (5.1,1-7) .30 (T ¢/prop)

oo immersed portion of nacelles (and wing)

wpZ dx | Integral of square of mean width of nacelle planform | Table 4.8.1-2(c), 33.55 per nacelle

segments of Ax length, cu ft summation of

fifth column

(Acm)np = -0.00209 [1 + 6.30(T{/prop] (ey + €p)

(a)-2
————————— Table 5. 1. 1-2(a)-3, Table 5.1.1-2(2)-3, T Table 5.2-4(a)-1
column 3 column 4
(ACm), =
€pr deg (ey + €p) = @ +(3), deg )
-0.00209 [1 + 6.30(T/./pro 4
ay,, deg €y deg [ (Te/p p)]Q
rd
T ¢/prop T ¢/prop ¢
0 0.10 0.22 0 0.10 0.22 0 0.20 0.44
-1 0 -0.0936]-0.7948 [-1.1584]-0.0936] -0.7948 ] -1.1581|0.000196 | 0.002708} 0.005777
-2 -4 -, 0374} -.3179 | -.4634| -.4374] ~-.7T179] -.8634| .000914| .002446 . 004306
0 -0.8 0.0187] 0.1590 | 0.2317}-0.7813} -0.6410}-0.5683[0,001633]0.002184] 0.002834
2 -1.2 . 0749 . 6338 L9267 -1.1251] -.5642} -.2733} .002351| ,001922 . 001363
4 -1.6 0,1310F 1.1127} 1.6218]-1.4690} -0.4873]-0.0218{0.003070}0.001660] 0.000109
6 -2.90 L1872 1.5896 | 2.3168}-1.8128] -.4104 .31681 .003789] .001398] -.001580
8 -2.4 0.2434) 2.0665} 3.0118]-2.1568| -0.3335} 0.6118|0.004508}10,001136] -0.003051
10 -2.8 2995 2.5434 | 3.7069|-2.5005] -.2660 L9069 | .005226] .000906] -.001522
12 -3.2 0.3557| 3.0202 | 4.1019]-2.8443] -0.1798{ 1.2019]0.005945]0,000613| -0, 005991
213,8 -3.5 A048) 3.4370 1 5.01011-3.0932] -.0625] 1.5101] .006469}) . 000210 -.007530
by, 1 -3.6  } -e-ee= 3.5170 f 5.1259 ) —=weaum -0.0830) 1.5259|-——----- 0. 0002831 -0. 007609
€144 -3.7 e T 5.2418f —-—- -} —-—--—~ S L e -. 007688

abCgtalt angles at T7 = 0, 0.20, 0.4, respectively.

H-646 271



"ApRAndSa ‘b0 0770 °0 = \o._. 1® SBUB 1S 0y

[ R I 0010°= [=======|------- Pl
§F01°0-|98t0 0| ------- 0600°0-{0010°0~ | ~------ I°tlgq
1601~ foero'- |9cov:  Josoo'- [cwoo - forto-- 'R
6001 °0-| 20F0 "0~ TOTO'0 4920070~ |C£00 "0~ {6100 "0- IS
FPOL"- | 9€+0°- [1300° |8100°- |8¥00 - |8t00 - 01
S801 "0~ ] €610 °0-| 6100°0 | 0600 '0- {0600 0- ] 0600 *0- g
11"~ Legco - | ¥s00°~ |t1r10°~ |1#10°- |1#T0°- 9
TL11°0-1 %190 70— 1£10°0- |9610°0- | 96100~ 96100~ t
81g1°~ |8290°- |e120°~ |9s20°~ |9¢zo'- [9czo- z
+981°0-| 6420 "0- | 66200~ [02t0 "0- | 0280 0- |0z%0 "0~ 0
80ET '~ | T180°- |88¢0'- {1880~ |[8%0°- |L8€0°- 2=
TSl °0-1€560°0- 62700~ |95+0°0- [9¢+0 " 0- [9¢p0 "0~ =
o 02°0 0 ¥5°0 0270 0
oL 2L
Sep «d
@ * @ 130 doxd Gy °p "o
..... —-- 1-2 'S aandg mmmmms
® ® O]
0EE° T [ ---mmm- mmmeee [ BPER60 - | —mm oo on [ oo 889400 °~ | =-=---—-[--—----- 989%80 "~ | ~-=-----= | -------- 19800 - |-------- - |9og650°- [------m |- - Py,
8261 €01 | -----—- L8BLS60°0-| €19€80°0- | -——-~~~~ 609200 °0-} £€83000 0 |--——--—-- 82L520°0-] 9€0210 0~ | -------- 69200 °0- | TOT00 "0~ - |9£650 "0~ | $8020 "0~ |-------- T°vlg
5281 2081 082 °1 L90L60°- | €0SPE€0°~ |8€99T0 " 086200 °- | €12000 " |697900° |L.19920°- |98%810 - |[6%9000" LL200°- | SOT00 - | 0[ST090°- 81120 - [2S600° 8¢T,
0F2°1 10¥8°1 | 0¥2"T 1262860 °0~| 9129800~ [STOSTO "0 | ¥66500 °0-| €19000 "0 [ S¥6c00 0| 826920 *0- | 661810 0~ [ 00200070 | £1€00 0~ | 22100 0-] 0 [ 02290 *0- | 98220 "0- | L8800 "0 4
0F01°T 1 0P0T°T |OF0T T | $19660°~ | 8I88€0°"~ |[8%¥6Z10° Z2S¥00°- | 906000° |932500° | 286920~ | #¥¥E£10°~ |289000° 96€00°- [OST00°~ |0 |SS¥90°- |82¥20° - |+0200° 01
02¥6°0 | 08%6°0 | 0TH6°0 | 665660 0-| 963030 "0~ { $580T0 "0 | 150€00 “0-| 91100 "0 | 805006 0| 9z9¢z0 *0-| z208T0 "0~ 9190000 { 96€00°0-[ 14100 0-] 006990 "0~] 02920 '0- |£.500°0 8
018L" 018" 018L" P20660°- | 202T¥0°- |00L800" 08S100 - | 86ET00 " |68L800° | ¥88€20°- | 080Z10'- |115000° 0E€¥00°- |68100°- 092690~ |£9820°- |ov%00" 9
002970 [0029°0 100Z9°0 | PISL60°0-] 68410 0-]625900°0 |601000°0 | 099100 °0{0L0€00 0] £T¥120 0~ 6£8010 '0- 6.6000°0 | 09%00 "0-150200°0-]10]T191L00-]9S0£0 '0- |80€00 0 |4
009%" 009%" 009%° 6€5960°- | 9913¥0 '~ |LEEP00 " £9€100° 326100° (152200 |26L810°- |8Z¥600 - |922000° 98300 "~ | 61300~ |0[|S6€L0 - |LP2EO"~ }JILTO00" 4
0006&°0 {000£°0 J000E°0 J1SE¥60°0-| 826840 °0- | £¥1200 0 |+€8200°0 | ¥81200 0 |€e9T00°0] c6Lc10 0~ 198L00 "0- 0900000 | B0OS00 "0-| 0€200"0- |0 | 1€9L0"0- | 0%%£0 *0- |S¥000 0 0
00%1° 00¥91° 00%1 " F01260°~ | 296€2%0 "~ |9806000°- |90€£+00 9%$200° | $16000° | 06¥210°- | 880900 - |021000°- | 92500°- |0¥300°- [0 |99820°- |zg9g0" 88000 e
P610°0-] ¥610°0-| ¥6T0°0- | 6¥S680°0-] #146%0 "0- |80£200°0-|22.500 "0 | 8022000 | 96100070} 916800 *0-| 06100 ‘0- | F0€000 *0-| 0¥c00 *0- | 23200 0-| 0 T0180°0-]¢28€0 "0~ |02200 "0~ —
o 020 0 o 0Z°0 0 ¥¥°0 0z°0 0 ¥90 02°0 0 ¥o 0Z°0 0] ¥%°0 0Z°0 0
2L 21 oL oL oL 71
1o doad O+®+O+® d 1 My g gap <4
by b op <o
(%"15) Tomod (Whury0) (Wov) #(ui5g) (°w5y) (Mov) + L(Woy)
... 9 uumiod G TUM[0D § uumpod uumio 9 uunged
e-T°1'¢8ger | 0000 m-mm—mm-- ‘z-{e)3-z g o1qE] ‘z-(e)g-2°¢ alqelL (2)2-2'¢ 91qel ‘g-(81-z'¢dqer |---------
4 Ta BV 6 d 0 doad
= L
(Mov)+ T(Mov)+ T ("Wogy+ N(Wau)+ L(Woyy+ (s Bhu,

NO ¥dMOd HIIM SOILSTHALO VEVHD LNIWOW-ONIHOLId 440-1IVL
$-2'¢ ATAVL

H-646

272



pp0 = L 1 opfue s,
“Appanaadsas ‘z:g pue g = )L o soffue ™S

8LFLT | BTE9 " | €LLGT | T#60°- | #98E "~ €¥0T *- 9028 g£19¢L° | ¥918€° | 23010° L0283°- | 81627~ | 1322~ | LOET '~ | €€00°- | 9960° ¥ ¥,
OL¥L 0] VOFI "0] 6L8Z 0| ¥¥80'0-| C6LE 0| 8¥0T "0- 23¢8 0| 81C%2 "0} ¥L26¢ 0| F¥020°0 | 8F¥LZ 0-| 6162 "0-| TECZ 0-| €¥ET"0-| 0L00 "0~ O¥60 70 %
apbc |z9%9° |6262° [ave0c- |e1e- 1201°- zu6t8° |acteL” | 96zor [ce0to |os99z - |otez:- [crozc- |oserc- |9oto'- {z160°
zi12°0] 2129 0] 90¥¢ 0] s0c0-0-| ¥eze0-]  6001°0- | cozre-o[sagLl 0] 0sTHE 0|800L0°0 | 5S¥Ez0-| 1822 0- [9+93°0- [ 3TST 0~ ] 0¥20 0~ 69L0°0
$589 ° 0629 1999€° |1600°- | L863 "~ FFOT - 8LECL” ¥FE8L " | 00TLE" | 3ETOT® 9zI61 - |209Z°- |[¢€892°- [€19T - ]L¥E0°- |SG690°
8009 °0]3389°0| LB6ET0|B0OLO 0 | 08CZ 0~ €801 0~ L260L°0 | #L06L 0] 0ZL0¢ 0| 826€T "0 | 0C6FT "0~ | 62F2 "0~ | 8ROLZ O—| LELL 0~ | LLF0 0~ | ZTC070
1616 659 [tery’ [roco [esez'- TE11 - £8889° [8688L" |czeze |18e91° | re9zr - [ecez:- JzoLz- [e0sT- {19c0°- [egvo” 9
682¢°0| 2299 "0] 6127086200 | 992z2-0-| TL110- | 86c.9°0].228L70] s065c 0} 6921 0 | 0c60T "0~ | STEZ "0- 6292 0- | 9¥81 0- {9090 0- [cLz0 0| ¥
ob¥c’ |ceeo [69zr [o0s90° | rorzc- 8121 °- 91c99° [o9zeLrt |r9sve’ [osest- | 19v60°- |omzz - |cc9z - |6181°- [oco0- |ze0: z
1285°0| 1289 "0[ 022 0| 69900 | 281270~ 9210~ | 9¥859-0 | s89L 0] 8E8¥¢ 0| 0cL61 0 | 16280 0~ | 952z "0- | 2892 "0~ | 8481 0- | 2990 0-| 662070] 0
TIZS" |9629° |6LT1F" |¥890° 9FIC "~ BOET "~ F0269°" |L809L" | L98%C" | 33961° 08€80°~ | €682 - | ¥098°- |6281°- gLe0°- | L830° 2=
621¢°0] 5129 0] pc0%-0{6¢c00 |c122°0-] T1ecT0- | ©6299°0]Lc95L 0] 6vore-o L6061 0 | €¥950°0-]| 6172 0- [ 1627 0- | 1e81 0~ [ ve900-|9620 0| +-
Bl

¥Wo=,1
RGRI0O | 9LIC 0| 8GOZ 0] 1021 °0-| GRLE "0~ 9EV0 "0- Z¥62L°0 | 22199 °0| LE6FZ 0| 0C9L0°0-| Z6VEE 0~ | 86FZ "0- | 226T "0- | ¥S80°0- } 2920 °0 | L¥IT°0 ~.¢~a
LE69° | 808S” 691z [ POTT - | 689E - 0€V0 - GLIEL™ |BLELS™ | 886SE” |SPLI0°- | L8SGE - | €358 - |S961°- |0680°- [1€20° 9111 8°€T
9¥1L0|€8.6 0] 165308890 0-| o1ggt0-|  zovoro- | Z8¥eL'0|9¥819°0] 88665 079870 *0- | £8062 "0~ | 58Tz 0~ 811z 0- | 20T "0- [ 860070 |9660°0] =zt
VL1L° |2019° | LE6G - | 6950 - | ¥662 - 9E¥0 - C609L° |6LECO " | 9BLEE" [BL900° | 6L652°- |909Z'- |6882°- [SSTI'- |£200°- |9L80° o1
#6690 0¥€9 0] 2228°0] 9500 °0-| 2292 0-]  £6v0°0- | 698%L0|82889 0] L69L£ 0] 08Er0 0 [ 2¥815 0- | #0952 0- |ovEZ 0- | 1621 "0- |0CTO "0~ [8Fu00| 8
ZE¥9" |2ev9” |zecr |cean- | €68z £660 - 9bR69° |9¥R69 " | CGOLY | vRRLO- | 96€81°- |z6£2'- |z6gz'- [90¥1'- [o0.z0°- [ogg0” ¢
020970 zgt9 "0 caLe 0| vTr00 [1612°0-| ¥190°0- | 2ve99-0]o9vos ol 16ce3 0{8Lz0T 0 | 89t 0-]2Lzz 0- [s1pz0- | 98¥1 0- | Zeg0 0-0tc00] ¥
639" |8vee* |sg8e’ [zucor | gl0z°- 8290°- z.089° [sezos |9coev: [serz1c [reest- [o91z-- [e0vz-- |ever- [szvo - |usvo- g
985709229 0| 268 0| 19900 {s061'0-] 6¥0°0- | 0ze19-0)5520L 70| s089¢F 0| FoTET 0 | £9cTT 0-| 0012 0- |90¥z 0- | €091 0- | ¢8¥00- |96e0 0| o
G9TC |Lz19° |00 |L080° JoO¥LI - 1180 - 20865 |6L£69° | 6028F  |LLI9T ' | 98260°- |8¥02°'- |9Lez'- |1991 - [¥eso'- [sigo- z-
668%°0)988c 0} ze6e 0l css0t0 [9sL10-|  £960-0- | 119857098889 0] zesst0] Lozt 0 | 92800 0-| 1002 "0- | zpezr0- | €291 0- | 1620 0-|8920 0] ¥-

0z°0="21
SEES T |8YPSE " | LLLO® [IETIZ°- | £3VP - 9600° ¥6L2S " |€36¥%6° | 21gL0" |1.818°~ | &6L¥P°- |BOBT - |9611°- |L¥20°- |6¥%L0° $E61 * m.mﬁu
S6LS°0|800F°0| 1821 "0 [ 899170~ | 196€ 06— 1010°0 0O¥695°0 {0L06E 0} 00ETT 0 [S692LT 0~} L190% 0~ | 0G6T "0~ {8EET "0~ | 86O "0~ 909070 |16€T 0 1
S6T9 |T1¥p- |LE91° |2981 - | 8456 - 1800 CPIT9° |FOEEH" [ ¥9SST ' |2€pEl '~ | 62698°~ |60z - |es¥i'- [geco’- [o9po" [1cgtr” o1
L1%°0|808%°0| 820202280 0-|9L1s0-| 610070 LLEEY "0 888250} 060020 [90680 0~ | c¥61"0- | 16120~ [0¥91 0- {8890 °0- |S080°0 |¥60T 0|
1£69° |€GIG" [IRLZ " |RICO*- |9IRZ’ - $G600 "- 9VRG9° |€602C° | £GEFZ° | €FUH0 - | £29L2°- {6622~ {¥8LI'- |PERO’- |6CTIO0° 960 ° 9
zec9 0 |o6rc 0fo12z 0| 1020 0- [ 8052 0-| TeT0°0- | ¥£999°0 |o1z9¢c 0| Z1¥8Z 0 [10200 0~ | 69262 0- | 2827 "0- |¢z61 "0- [ €260 0- |¥200°0 [p180°0] %
LCE9" | L¥LS " |090E" |TI9T0° [ €150 °- 00L59° |L6G96G° | €6L8E° [BELED” T0£61°- (0S8 - |I¥0gc°~ |12T1°- |8Z10°- 1990° 4
69L570)688¢°0)09¢e 0l6¥F0"0 | GS8T 0 6630 "0~ 8L909°0 | €8STI "0 88G9€ 0| CLTLO0 ) T9CC1 0~ ]8L0T 0~ |601Z 0~ | €S3T 019530 0~ |€8S0°0 ¢
GUTC™ |€6RC" | 895" 98L0" | #ael - 88E0 - TLOSG® | 60829 ° | ¥CLOF ' |9€LTT ™ | 6SEll - {9881 - [181g - |S6E1'- [20%0 - |68%0° z-
906+ 0 ¥18¢ 0| cT0F 001110 | 0021 0-|  6L%0°0- | S¥8Ec*0}93629 0] 66vF 028851 0 | 21320 °0- | ¥¥8T "0- [cc120- [68510- ] pi0 0~ |2F30°0) +

0=°1
V- [ [ e [ 0 ] ¥ F- o | 6 ] 0 ¥ 7= ] oi- | o T v

o E]
3op g Ty 8ap %9 Aop *°9 3op “I0
®+®=% ® z6°2- = G&:mb SAAIQ
6 uuInjod
........ *6-Z'g 2quL (01-2°g) uopsnby Pl Twngos “(Q1-2°1°¢ SI98L i
W96t - M eyt -y
araym

NO HIMOd HLLW SINANOIN DNIHOLId NO NOILL3AT4dd HOLVAITI 4
9-

Guu,

C:EJUNm.N _ E.sEU _

My

EH;&»EU — EU
47

3¢ dT1dVL

0O 103443

273

H-646



H-646

*Mo010 =
Zomod 0} POpULIXD SOTISTIOIOBIBYD YIIM
ow-3uryojid jjo-aoredorg ‘-z *G 2an3r g

18813 Jo a0URD  *2-T1°T°g 9an31y wiody paure)qo so[Sue [Tejs uo-
SUOTIIpUOD j30-1Te} 10§ dueldire j09(qns Jo SOPSLI9YoBIBYD JUOW

Jjo %EAE;._QV
0°¢ 81 91 7 2’1 0°'1 8" 9° A A 0
60 -
A
Suol}Ipuod Jamod \ "
snoren 4oy HBSp o) suoisuay \
-xa anario 1° 1 upmuy 1 bs 1= Mg v o 0 doad
r TN 0} PaoudLajed sanjeA 3 AE;EQV
0=721 Joj 8°¢r=11%5 UMM T-€ 8 b 91qe) Wo.4 .
02°0= 21 doj 1 p1=11%5p -
pr0=>1 10} ov.ﬂu__smu\
1 \ 10°-
L] \
pua.) /,,Kl\
pajjgysun — S .

274



Crwtn —O—0—

1.8 — —

o Windtunnel \
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1.2 — — ©

Figure 5.2-2. Comparison of calculated and wind-tunnel-determined tail-off 1ift and
pitching-moment characteristics at Te = 0.44 and center of gravity = 0,10 Cyye
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—— Original calculation
- (Aah)power reduced 40 percent

Wind tunnel
be, deg

NpOOD
Sobhoa

-2 0 .2 .4 .6 .8 1.0 1.2 L4 L6 L8
CL

Figure 5.2-4. Comparison of calculated and wind-tunnel-determined variation of Cm
with Cy, at different power conditions and elevator deflections. Center of gravity =
0.10cCy.
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7
. P
Neutral point, _-7
percent mean 28 |— - ==
aerodynamic chord -
Te=0
2 | | | | J
321 Calculated ((Aeh)powe ; reduced 40 percent)
——— Wind tunnel
28—
Neutral point,
percent mean 24 —
aerodynamic chord
20 —
16
28—
24 —
Neutral point,
percent mean
aerodynamic chord
20 —
16
0 .2 .4 .6 .8 1.0

Figure 5.2-5. Comparison of neutral-point characteristics determined from modified _
calculated and wind-tunnel pitching-moment characteristics. Center of gravity = 0. 10 cy,.
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Figure 5.2-7. Comparison of calculated static pitch, Cma, and control effectiveness,
Cm5 » with wind-tunnel and flight-determined values as a function of angle of attack.
e

Center of gravity = 0,12 (‘:w.
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Figure 5.2-8. Comparison of calculated Cy,, ap, and 6, characteristics for trim level
flight conditions with those obtained from wind-tunnel and flight data as a function of
calibrated airspeed. Center of gravity = 0. 12 Cywe
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5.3 Power Effects on Drag

The net drag change of the airplane due to propeller power results from: (1) the
component of propeller thrust parallel to the X-stability axis; (2) the change in slip-
stream dynamic pressure on the profile drag of those portions of the aircraft immersed
in the propeller slipstream; (3) the change in induced drag due to the lift component of
the direct propeller forces and the change in angle of attack of the immersed portions
of the wing; and (4) the change in cooling drag due to the power-induced change in
dynamic pressure acting on the immersed cooling system.

For the subject airplane, where the propeller slipstream immerses the nacelle as
well as a portion of the wing and the horizontal tail, the drag with power on can be
summarized by the following expression:

(ACD) » change in drag due to power
power

ACp,» change in zero-lift drag

/ \

Cp= chmp off ~ n(T¢/prop) cos oy +[(ACDO)W *(ACDo)h *(AC—Do)n +ACp, +(ACD)c001ing System] (5.3-1)

where

CDprop off is the propeller-off drag of the complete airplane (obtained from
section 4. 12)

-n(T ¢/prop) cos o is the component of total thrust parallel to the velocity

vector, a positive thrust is equal to a negative drag contribution

ACp,, is the change in profile drag coefficient due to power
ACDi is the change in induced drag coefficient due to power

. . . d ‘cient due t
(ACD)cooling system is the change in the cooling system drag coefficient due to

power

The change in profile drag coefficient, ACD,,» due to power effects on the wing,

horizontal tail, and nacelles is accounted for by

ACp, =(ACD0)W+ (ACDO)h +(ac Do)n

Si/prop Agy, Shi/PTOP Ag,  __ G

W
-+ n(CDO h
9

S —+ CDo —_
prop off w q, Oprop off 9 (5.3-2)

) n(CDO)Wprop off Sw

282 H-646



where
n is the number of propellers

(CDO) ,(CDO) are the propeller-off zero-lift drag coefficients
Wprop off hprop off

of the wing and horizontal tail, respectively, determined from equation 4.12.1-1), per
square foot of the respective areas

(EDO) is the propeller-off zero-lift drag coefficient of the two nacelles
Dprop off

with nacelle-wing interference effects included and referenced to the wing area

Si/prop is the immersed wing area per propeller, obtained from section 5.1.1

and figure 5-1(b)

Shi/prop is the immersed horizontal-tail area per propeller, obtained from fig-
ure 5-1(b)

Agy,

9o
nacelle, obtained from equation (5.1.1-7)

is the increment in dynamic-pressure ratio, due to power, at the wing and

Agy,

q

is the increment in dynamic-pressure ratio, due to power, at the horizontal

o0

tail, obtained from section 5.1.2

The induced drag increment, ACD;, of the wing due to propeller slipstream modi-

fication of the downwash over portions of the wing can be accounted for by the following
equation based on the empirical equation for power-on induced drag in reference 19:

[(CD) /prop]
ACp; =<C]/)i)w . : w, power® 4 (5.3-3)
prop e (CDi)WProp off

where, from reference 19, on a per propeller basis

Cp. /prop] . 2 _
[( l)w power on (C LWprOp <)ff> l:l 72A ¢ :| KK by Y@C L)T/prop+(AC L) Np/prop)] 2
= + +

C’.) c” 180 CLy ZTp/\ v
( Di) w prop off L prop off L

(5.3-4)
and where
n is the number of propellers
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C
, ( LWprop off)z
(CD.> is equal to ——F—— (1 + 6162), obtained from section 4.12.4
i TA
Wprop off w
CL is the lift of the wing alone with no power effects, obtained from plots
Wprop off

similar to figure 5.1.1-8 having stall angles extended to power-on stall angles

(ACL)T/prop is the lift component of thrust per propeller, obtained from equa-

tion (5.1.1~1) on a per propeller basis
(ACL)N /prop is the lift component of the propeller normal force per propeller,
p

obtained from equation (5. 1.1-2) on a per propeller basis

V44

Cy =C
L LV"prop off

+(ACL)T/prop +(ACL)N /prop (5.3-5)
p
Aws by, are the wing aspect ratio and span, respectively, obtained from table 3.2-1

Ry is the propeller radius

K is a propeller drag factor, obtained from figure 5.3-1 as a function of
Sw(T &/prop)

2
Rp

€ is the effective propeller downwash angle averaged over the entire wing, equal to

€ =|—] — am (5.3-6)
ep aozp

where
Bep
S is obtained from equation (5.1.1-13) and figure 5.1.1-5
p
:— is obtained from figure 5.3-2 or figure 5.3-3
p

o 1isthe propeller angle of attack relative to the free stream

The change in drag coefficient of the cooling system, (ACp) , due to

cooling system

the power-induced change in dynamic pressure behind the propeller acting on the cooling
system immersed in the propeller slipstream is accounted for, to a first order of ap-
proximation, by
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Aq
—& (5.3-7)
q

20

AC ~ (C .
( D)cooling system ( D cooling system)prop off

where

(CDCooling SyStem)prop ot is the contribution of the cooling system to the drag
of the airplane for propeller-off conditions, obtained from figure 4.12.7-1 for the cooling

systems of both nacelles of the subject airplane

Aqw

—~ is the increase in dynamic pressure behind the propeller, due to power, as a
qt!)

ratio of free-stream dynamic pressure, obtained from equation (5. 1. 1~7)

Calculations for power-on net-drag characteristics of the subject airplane are
summarized in tables 5.3-1to 5.3-4 as functions of «j and TS. Table 5.3-1

summarizes the zero-lift increments of drag due to power, table 5.3-2 the induced
drag increments due to power, and table 5. 3-3 the change in cooling-system drag due
to power. Table 5.3-4 summarizes all the power effects on drag and lists the power-
on net drag.

The calculated power-on drag results, compared with wind-tunnel data (from
ref. 2) in figures 5.3-4 and 5. 3-5, show good correlation at Té =0 and an increasing

discrepancy with increasing power at the higher angles of attack. When the increments
of induced drag due to power, ACDi’ were omitted from the calculations (after a study

of table 5.3-4), the correlation improved significantly.

It is surmised that the large, wide, built-in nacelles of the subject airplane
interfere with the power-induced slipstream in the immersed area of the wing and,
consequently, affect the magnitude of the power-induced increments of induced drag.
As in the case of the power-induced downwash at the tail, (Aeh)po or’ discussed in

w
section 5.2, it appears that the nacelle-wing configuration of the subject airplane is
not representative of the configurations used in correlating experimental data to
arrive at the empirical relations used in calculations, in this instance, to arrive at
the empirical equation for ACDi.

5.3.1 Symbols

Ay wing aspect ratio
by, wing span, ft
Cp airplane drag coefficient

contribution of the cooling system to the drag of the

Cp .
< cooling system>pr0p off airplane for power-off conditions
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Cp power-on drag coefficient of the airplane

power on
CDprop off airplane drag coefficient, propellers off
(ACp) 1 ¢ increment of airplane drag coefficient due to the cooling
cooling system system
(ACD) increment of airplane drag coefficient due to power
power 9
CLWprop off)
(chy) = (1 +6,09)
w A
prop off TAG
K CDi) w/ prop] power on induced drag coefficient of the wing with power effects,

due to one propeller, included

ACp.

; increment of drag coefficient due to power effects on

induced drag

propeller~off zero-lift drag coefficient of the horizontal

tail and wing, respectively, per sq ft of the respective
areas

(CDO)hprop of f ’(C DO) Wprop off

(C_Do) propeller-off zero-lift drag coefficient of the two nacelles
Dprop off of the subject airplane with nacelle-wing interference
effects included, referenced to the wing area

ACDO

(a€no),,» (ACDo ) > (ACp)

increment of zero-lift drag coefficient due to power

contribution of the horizontal tail, nacelles (including
nacelle-wing interfe rence effects), and wing,
respectively, to ACp,

w

Cs skin friction coefficient of a flat plate
Cy, lift coefficient of the airplane
L lift coefficient of an isolated wing, propellers off
Wprop off
c” =C +HAC prop +(AC /prop
L LWprop off \ L)T/ ( L)Np
(ACL )N /prop increment of lift coefficient due to the normal force of
p one propeller
(ACL)T/ prop increment of lift coefficient due to the lift component of

one propeller
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propeller drag factor

surface roughness height, in.

reference length used in obtaining the Reynolds number
of a lifting surface and skin-friction coefficient, Cg,
of a flat plate, mean aerodynamic chord of surface,
in.

Reynolds number

number of propellers

free-stream dynamic pressure, lb/sq ft

change in dynamic pressure on an immersed\portion of
the horizontal tail and wing, respectively, as a ratio
of the free-stream dynamic pressure

propeller radius, ft

portion of the wing and horizontal-tail area, respectively,
immersed in the slipstream of one propeller, sq ft

wing area, sq ft

thrust of propellers, 1b

thrust coefficient of one propeller

thickness ratio

airplane angle of attack relative to the X-body axis,
deg

angle of attack of the thrust axis, deg

correction factor for the taper ratio and sweep angle of
the quarter-chord line, respectively, in calculating
the propeller-off induced drag coefficient of the wing
and horizontal tail

effective propeller downwash angle averaged over the
entire wing, deg

ratio of ¢ to the downwash angle, €p? of the propeller

slipstream behind the propeller
287



(AGh ) power

288

rate of change of the propeller downwash angle, €p?

with the propeller angle of attack

change in the downwash angle at the horizontal tail

due to power
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TABLE 5.3-1
ZERO-LIFT DRAG INCREMENTS DUE TO POWER

S;/prop AJ,, Shi/PTop Ady Ady
acCp =n(Cp,) —5— = +n{Cp,) —5— — +(Cp,) e
° Wprop off A, © horopoff ¥ q, fprop off a
(a)
Magnitude
Symbol Description Reference Wing Horizontal tail Nacelles
Number of propellers | ----=-o---- 2 2 2
Sw Reference wing area, sq ft Table 3-1 178 | mmmmmmmmaee | e
{Si/prop)
5 Immersed wing area per Table 5.1.1-2(a)-3,| Column 10 of | ------------ | —---mmmmo—
w propeller as ratio of Sy, column 10 reference
Shi/prop Immersed horizontal-tail Figure 5-1 | ----=mmemoe- 7.63 per prop = | ~-—mmmmm--—-
area per propeller, sq ft
3 Surface roughness height, in. | Table 4.12.1-2 - 0,25 X 10_3, smooth matte finish ———
l Reference length, mean aero- | Table 3.2-1 59,50 32.45
dynamic chord of surface,
in.
oo ] e [ 2.38 x 105 PUE T 1 - (S ——
NRe Reynolds number at 63.4 mph, | Wind-tunnel test 3,22 x 106 1.7 x 106 e
sea level = 1_12 (0.65 X 106) conditions
C¢ Skin-friction coefficient of flat | Figure 4.12.1-1 3,65 X 1073 4,08 X 1073 | oo
plate
!E Thickness ratio of surface Table 4.1-1 .15 .08 e
(C
0/whrop off

D
° hprop off

2C¢ [1 v2(b)+ 120(%)4]

Equation (4.12.1-1)

. 00993 per sq ft
of wing

. 00951 per sq ft
of horizontal tail

Cp,)
Do Nprop off

Propeller-off zero-lift drag
coefficient of both nacelles
referenced to Sy, =178 sq ft

Table 4.12.3-1(c)

0. 00827 per two
nacelles

Sy (T"/prop)
—————— where Rp=3.0ft

NRp

Change in dynamic-pressure
ratio at the horizontal tail
due to power

Equation (5.1, 1-7)

Table 5.1.2-1(b),
column 9

Column 9 of
reference

6.30(T ¢/prop)

Sum

+ 0. 052(T ./prop)

Negligible
mary: i/propy AG
ACD() = 0,125 —sw—- T c/prop) + 0,000; 3

0. 052:,('I‘f3/prop)

o

H-646

R i Si/prop)’
~10.12 -S—W—-
(

b)
_________ Table 5.1.1-2(a)-3, Table 5.3-1(a)
column 10
s,/prop Acp, =[0.125(2) + 0.052]x
—_— T {/prop)
@, deg Sw {Te
T4, /prop Té/prop
0 0.10 0,22 ] 0.10 0.22
-4 0.1834 | 0.1827 | 0.1822 | 0 | 0,007484 | 0,016450
-2 . 1805 . 1801 L1798 1 0 . 007451 . 016384
0 0.1762 1 0.1765 | 0,1767 | 0 | 0,.007406 | 0.016299
2 . 1706 L1721 L1728 0 . 007351 .016192
4 0.1633 0. 1665 0.1681 0 0.007281 0. 016063
6 1541 . 1598 L1625 | 0 .007198 . 015908
8 0.1428 | 0.1518 0.1559 0 0.007098 0,015727
10 . 1288 . 1423 L1478 ] 006979 015504
12 0.1110 ]| 0.1309 | 0.1393 | 0 | 0.006836 | 0.01527t
213.8 0905 .1190 .1302 0 . 006688 . 015020
h14.1 —————— 0.1165 0.1283 - 0. 006656 | 0.014968
€14.4 | ------] —mem-- L1264 - | —-mmmees . 014916

""-°S(-u angles for total T, =0,0.20, 0.44, respectively.
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TABLE 5.3-2

INDUCED-DRAG INCREMENT DUE TO POWER

s CLWprop offz rzAwE by ACL)T/prop +(ACL)ND/pmp
acp; =(Chy),, & 7 L+ {80Cy + K<2R » -1
prop of L Wprop off, A
(a)
Symbol Description Reference Magnitude
n Number of propellers [ -eemmme 2
ar Angle of attack of thrust axis and pro- | -~--——------- Same as ay,
peller plane, deg
by, Wing span, ft Table 3.2-1 36.0
AW Wing aspect ratio Table 3.2-1 7.5
Rp Propeller radius, ft Table 3-1 3.0
Cmep off Drag of airplane with propeller off Table 4.12.8-1, Column 9 of
column 9 reference
ACD0 Zero-lift drag increment due to Table 5.3-1(b), Column 3 of
power column 3 reference
Lw
(cf). Q—M)z 1 +6,6,) Table 4,12.4-1 0.0432C 2
1w TAy Wprop off
prop off
CL, Lift coefficient of wing alone with Figure 5,1.1-8 f(op)
Wprop off

(ACL)/prop + (acp) Np/prop

propeller off

Lift contribution of direct propeller

Table 5.1.1-1(c),

Column 7 of reference

2

forces/propeller column 7
cy” Cr,, +(ACL)T/pr0p R f(ay, TZ/prop)
prop off
(ACL)W /prop
p
pr
o Rate of change of propeller downwash | Table 5.1.1-2(a)-2,]
_p with propeller angle of attack column 6
£ Averaged propeller downwash over Figure 5.3-3
“p wing span as a ratio of propeller
downwash behind propeller,
Sw(T&/prop)
f(bﬁ’ , See part (b) of table
'w sz
_ : (BEP)
€ —\z=/] ar Equation (5.3-6)
€p aozp
Sw(T &/Prop)
K Propeller drag factor, f ———3— )| Figure 5.3-1
R,
P
(b)
______________________________ Figure 5.3-1 [ Table 5, 1.1-2(a)-2,| Figure 5.3-3 | Equation (5.3-6)
column 6
T //pro a - =
Total T/ | T //prop —Swi—c/zu) 'I}:i K >p < N
Rp w dap DY ®x®@ x @
0 0 0 0.0833 4,00 0.0234 0.052 0.00122 avy,
.20 .10 1,978 . 0833 3.43 . 1987 . 153 . 0304 ap
.44 .22 4,350 . 0833 2.90 . 2896 .246 207124 vy,
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TABLE 5.3-3
CHANGE IN COOLING-SYSTEM DRAG DUE TO POWER

Ag,
~ (C . —_
(ACD)cooling system (®Deooling SyStem)prop off
Symbol Description Reference Magnitude
(CDcooling System)prop off Cooling drag coefficient with propellers off | Figure 4.12.7-1 f(ozb)
Sw Reference wing area, sq ft Table 3-1 178
Rp Propeller radius, ft Table 3-1 3
Aq, S (T%/prop) o ,
— — Equation (5.1.1-7)| 6.30(T¢/prop)
q, TR,
y: = 6.30(T7, ( : )
Summary (ACD)cooling system 30(T C/prop) CDCOOlmg system/prop off
________ Figure 4.12.7-1 Equation Equation (5.3-7
gu (5.1.1-7) (6.3-7)
xz
_:q_w= (ACD) .
©p ) K cooling system
1i t b
o,y deg cooling system/ .o, off 6.30(T//prop) ~@ x®
T'c/prop T¢
0[0.10 ] 0.22 (0 0.20 0.44
-4 0.00200 010.630]1.386] 0} 0.00126| 0.00277
-2 .00340 0] .630]1.386] 0} .00214 .00471
0 0.00333 0]0.630}1.386}0] 0.00210[ 0.00462
2 . 00280 0] .630]1.38610] .00176 . 00388
4 0.00224 010.630}1.386[0] 0.00141( 0.00310
6 . 00185 0] .630}1.386[0] ,00117 .00256
8 0.00166 010.630]1.386| 0] 0.00105| 0.00230
10 . 00310 0] .630]1.386]0 . 00195 . 00430
12 ~0,00740 0]0.6301.386| 0{ 0.00466]| 0.01026
213.4  ~.0090 (assumed) 0! .630]1.386]/0] ~,00567] ~.01247
bia. 1| ~0.0090 -10.630]1.386| - |~0.00567 [~0,01247
°14.4l ~, 0090 (assumed) B 1.386| - |----—-—-- ~,01247

a,begial) angles for total Tc/ =0, 0.20, 0.44, respectively.
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TABLE 5.34
POWER-ON DRAG OF THE COMPLETE AIRPLANE

= - n(T% .
CDpower on CDprop off o c/prop) cos arp + ACDO + Ach +(ACD)cooling system
________ -~ |Table 4.12.8-1,| -——-- Table 5.3-1(h),| Table 5.3-2, Table 5.3-3, | Equation (5.3-1)
column 10 column 3 column 16 column 4
-n(TY. x C =
cos arp n(T%,/prop) N (A CD) Dpower on
_ cos &« D ACH. cooling system
oy, deg = CDprop off T ° Dj & sy ®+@+G+@+®
cos (D = -2(T4/prop) @
T, =0, T%/prop =0, n=2 (propellers)

-4 0.9976 0.0320 0 0 =0 0 0.0320
-2 . 9994 . 0327 0 0 ~0 0 . 0327

0 1.0000 0.0345 0 0 ] 0 0.0345

2 . 9994 . 0408 0 0 ~ 0 0 . 0408

4 0.9976 0.0526 0 0 ~ 0 (] 0. 0526

6 . 9945 L0697 0 0 =0 0 . 0697

8 0.9903 0.0914 0 1] = 0 0.0914

10 . 9848 . 1203 0 0 =0 0 . 1203
12 0.9781 0.1586 0 0 =0 0 0, 1586
13.8 L9711 . 1840 0 0 =0 0 . 1840

T:: = 0.20, Té/prop = 0,10, n =2 (propellers)

-4 0.9976 0.0320 -0.1995 0.0075 0 0.0013 -0. 1587
-2 . 9994 . 0327 -.1999 . 0075 =0 .0021 -. 1576

0 1. 0000 0.0345 -0.2000 0.0074 =0 0.0021 -0.1560

2 . 9994 .0408 -.1999 L0074 . 0008 . 0018 -, 1491

4 0.9976 0.0526 -0.1995 0.0073 0.0024 0.0014 -0.1358

6 . 9945 . 0697 -.1989 . 0072 .0048 . 0012 -. 1160

8 0.9903 0.0914 -0.1981 0.0071 0.0079 0.0011 -0.0907

10 . 9848 . 1203 -.1970 .0070 .0118 . 0020 -. 0559
12 0.9781 0.1586 -0.1956 0.0068 0.0164 0.0047 -0.0091
13.8 9711 . 1840 -.1942 . 0067 . 0207 . 0057 . 0229
14.1 0.9699 | ------ ~-0.1939 0.0067 0.0214 0,0057 |} meeeee-

T% = 0.44, T%/prop = 0.22, n = 2 (propellers)

-4 0.9976 0,0320 -0.4389 0,0164 0 0, 0028 -0.3877
-2 . 9994 .0327 -.4397 .0164 . 0001 . 0047 -.3858

0 1. 0000 0.0345 -0.4400 0,0163 = 0.0046 -0, 3846

2 . 9994 . 0408 -.4397 .0162 .0022 . 0039 -.3766

4 0.9976 0.0526 -0.4389 0.0161 .0066 0,0031 -0,3605

[} . 9945 . 0697 -.4376 .0159 .0131 . 0026 -.3363

8 0. 9903 0.0914 -0,4357 0.0157 . 0217 0,0023 -0,3046

10 . 9848 .1203 -.4333 . 0155 .0325 . 0043 -.2607
12 0,9781 0.1586 -0.4304 0.0153 D. 0453 0,0103 -0,2009
13.8 L9711 . 1840 -.4273 . 0150 L0577 .0125 -. 1581
4.1 0.9699 |  ------ -0.4268 0.0150 . 0596 0.0125 | oo
14.4 L9686 | ————-- -.4262 L0149 . 0609 0126 | e
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Figure 5. 3-1.
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Propeller drag factor (from ref. 1, based on ref. 19).
\—/’_‘—__—'
S
/ //
/ |
/
/ 0.2 /
il
/]

10 20

Sy(T¢/prop)

2
Rp

30 40

50

Figure 5.3-2. Average propeller downwash (from ref. 1, based on ref. 19).
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.32 o  Windtunnel
Calculation including ACp; o
—— — Calculation omitting ACDi
.2 o
/
.16
o)
, D
08 T<l=0/o
o—o——-o/o/
o)
0
Cp -.08
o)
Tc=0.20 | =70
-. 16 o /’
/ / ©
/
-.24 7
/
/
/ O
Tg=0.44/ 7 0o
'.32 A
// o
//
/,P o
- - (o}
-.40 p—o—0—=2
-.48
-4 0 4 12 16 20

8
@, deg
Figure 5.3-4. Comparison of calculated and wind-tunnel-dete rmined variation of
Cp with ap at different power conditions. 6 = 0°.
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.32 ©  Wind tunnel
Calculation including ACp;
———— Calculation omitting ACp,
.24
.16 //
T,Cy)/d
.08 /
-o————o-——*/o/
0 4
V
e
o
C g °
D '.08 / =
Té 0.20 —~=~ O
=" O
———‘*_f
-.16 5T
-.24 >
7
VvV
/ 7 o
-.32 i
- o
T4 =0,44 /% S
=T~ b
-.40 o) o) 124
-.48
.2 .4 .6 .8 1.0 1.2 1.4 1.6
CL
Figure 5.3-5. Comparison of calculated and wind-tunnel-determined variation of

Cp with Cjy, at different power conditions. 8 = 0°.
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5.4 Power Effects on Horizontal-Tail Hinge Moments and Stick Forces

The procedures for determining the horizontal-tail hinge moments for power-on
conditions are essentially identical to those used in section 4. 14 for propeller-off
conditions. Quantities affected by power include the tail lift, as a result of power-
induced changes in downwash and dynamic pressure at the tail, and the section in-
crement pitching-moment coefficient for larger tab deflections.

The effect of power on the lift of the tail was accounted for in section 5.1.2. The
effect of power on the section increment pitching-moment coefficient, (Acmf) , has
i
not been defined quantitatively. In section 4.14.1, in relation to equations (4.14.1-11)
and (4. 14,1-12) involving (Acmf) » it was indicated that for propeller-off conditions
7

the empirical curves of (Acmf) in figure 4. 14.1-6 should be used for large tab de-

7
flections in lieu of the following equation based on lifting-line theory:
c c 2
A _ 2 tab 1 tab 6” d 5.4-1
( cmf)n‘ " 57.34\ ¢y “\ep tab Per deg (5.4-1)
n n
where

cos Ap; tan Otab
(4.14.1-13)

|
Otap = tan ( cos Ap

However, because a significant amount of thrust will increase the dynamic pressure on
the portion of the horizontal tail immersed in the propeller slipstream, the added energy
at the tail will tend to maintain full tab effectiveness to higher tab deflections than for
propeller-off conditions. Thus, for significant power-on thrust conditions, it is sug-
gested that equation (5.4-1) be used in place of figure 4. 14.1-6 to determine (Acmf)

n
for tab deflections up to about 21°. Beyond this magnitude of tab deflection, the
effectiveness of the tab may be approximated by empirically extending the results of
the lifting-line theory on a trend of decreasing effectiveness tending to parallel the
propeller-off experimental curves. For Tc’ = 0, the propeller-off curves of fig-

ures 4.14.1-6 and 4. 14. 1-7 should still be used; that is, the Té = 0 and propeller-off

calculated hinge moments are the same.

The calculations for the power-on hinge-moment characteristics of the horizontal
tail for the subject airplane are summarized in tables 5.4-1 and 5.4-2. The magnitudes
of the section increment pitching-moment coefficient, (Acmf> , used in columns 5 and

n

7 of table 5.4-1 were obtained from equations (5.4-1) and (4. 14. 1-13) which reduced
to

(Acmf)n = -0.0110544}, (5.4-2)
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on the basis of supporting configuration data in table 4. 14.1-2(a).

Figure 5.4-1 shows the correlation of the calculated hinge moments with wind-
tunnel data for total T¢ =0, 0.20, and 0.44. The calculated hinge moments for

TS = 0 are the same as those for propeller-off conditions. The calculated hinge
moments for total TC’ = 0.20 and 0.44 include the results obtained when using the

originally determined tail lift coefficients as well as the results obtained when using
the lift coefficients based on a 40-percent reduction in power-induced downwash dis-
cussed in section 5.2. The calculated hinge monients based on the modified power-
induced downwash at the tail show better correlation with wind-tunnel data than do the
original results. At total TS = 0.20, the discrepancy between calculated results and

wind-tunnel data at 0, = 4° is unexplained. On the basis of the correlations at

Té =0 and 0.44, however, it appears that there may be an error in the tunnel data.

Figure 5.4-2 shows the correlation of flight-determined stick forces with the stick
forces based on calculated and wind-tunnel stability and control trim characteristics
for 1-g flight over a calibrated velocity range of 70 knots to 146 knots at 6000 feet
altitude. Calculated stick forces as well as calculated angle of attack and elevator
deflection show reasonably good correlation with the flight data. The stick forces were
obtained by using the following relation derived in section 4, 14.1 for the subject air-
plane:

Fotick = 40Chy (g9, (4.14.1-20)
5.4.1 Symbols

All lift and moment coefficients are referenced to the horizontal -tail area and
mean aerodynamic chord unless noted otherwise.

by horizontal-tail span, ft
Chy, hinge-moment coefficient of the horizontal tail with fuselage
@ effects on the tail included
Cy, airplane lift coefficient referred to the wing area
é—Lh(f) net lift coefficient of the horizontal tail due to Qp» Ge, and
Oiqp» With fuselage effects included
(ACH) 5 increment of tail pitching-moment coefficient, about the
tab quarter chord of the tail mean aerodynamic chord, due to

the tab deflection
(¢h )av average tail chord, ft

(ch)n tail chord at semispan station, 7, ft

H-646 301



(e )n
2, o)

302

increment section-lift coefficient due to the tab deflection,
at semispan station, 17

increment section-lift coefficient due to the tab deflection, at
semispan station, 7, referred to the constant-percent-
chord basic loading line of the tab deflection

section increment pitching-moment coefficient due to the tab
(flap) deflection, at semispan station, 75, about the quarter-

chord point in the plane normal to the constant-percent-
chord basic loading line of the tab deflection

tab chord, ft
tail mean aerodynamic chord, ft

wing mean aerodynamic chord, ft

stick force, 1b

difference in span-load coefficients for two bounding span-
load distribution curves at semispan station, 7
(fig. 4.14.1-3(b), for example)

a factor for estimating the section center-of-pressure
location for the untabbed section near the ends of the tab

dynamic pressure at the horizontal tail and in the free stream,
respectively, 1b/sq ft

horizontal-tail area, sq ft

thrust coefficient

calibrated airspeed, knots

chordwise center-of-pressure location, at semispan station,

1, aft of the quarter chord of and as a ratio of the
horizontal-tail mean aerodynamic chord

chordwise center-of-pressure location of the lift due to the
tab deflection, at semispan station, 7, from the leading
edge of the tail as a ratio of the tail chord at the station

lateral distance from the plane of symmetry, ft

airplane angle of attack relative to the X-body axis, deg

angle of attack of the tail relative to its chord line, deg

elevator deflection, deg

H-646



tab

’7
tab

(Aey)
power

H-646

tab deflection normal to the hinge line, deg

tab deflection normal to the section basic loading center-
of-pressure line, deg

change in downwash at the tail due to power, deg

semispan station, I%X
h

semispan station of the inboard and the outboard end of the
tab, respectively

increment of the spanwise distance as a ratio of the tail semi-
span

sweep of the section basic loading center-of-pressure line,
deg

sweep of the tab hingeline, deg
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Figure 5.4-2. Comparison of calculated hinge-moment and stick-force characteristics
in level flight with those obtained from wind-tunnel and flight data as a function of air-
speed. Altitude = 6000 ft; center of gravity = 0.12 Cy.
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6.0 DYNAMIC CHARACTERISTICS

The preceding considerations dealt with the static characteristics of general
aviation airplanes. Since longitudinal dynamic characteristics are associated with the
aerodynamic forces and pitching moments caused by the pitch velocity, q, and normal
linear acceleration, w (considered in the form of @), it is essential that aerodynamic
parameters accounting for the effects of these two variables be determined.

Consideration is given in the following discussions to the determination of the
dynamic derivatives CLq, CL&, Cmq, and Cm o and to the appropriate application

of the derivatives to the determination of windup-turn and short-period oscillatory
characteristics. Although the derivatives CLq and CL& are generally taken to be

negligible, CLq will be applied to the windup-turn considerations to provide a
quantitative insight into its influence. The derivative Cry, o although not used, is deter-
mined for completeness.

The methods to be presented for determining the dynamic derivatives are based on
theories which assume attached-flow conditions and are thus not frequency dependent.
Fortunately, attached-flow conditions prevail for the high-aspect-ratio wings normally

used on general aviation aircraft and the methods are applicable over the linear lift
range of the subject airplane.

It is assumed throughout the following discussions that the dynamic motions, q
and &, negligibly influence the effects of power on lift and pitching moments.

In the absence of appropriate wind-tunnel data, but with the availability of appro-

priate flight data, all calculated characteristics are referenced to a center of gravity
of 0.12 ¢y, to conform to the flight data.
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6.1 Lift Due to Dynamic Motions

6.1.1 Lift Due to Pitch Rate, CLq

The lift contributions of the wing, fuselage, nacelles, and horizontal tail due to
pitch rate can be summarized by the following expression in which the individual terms
are referenced to the wing area:

Crq = (CLq>w(wt) +(C1q); +(CLq), +(CLQ>h(hf) (©- 117D

(a) The lift contribution of the wing due to pitch rate can be obtained from the
following expressions which take into account the mutual wing-fuselage interference
effects:

Swe\ (Cwe
(CLQ>W(Wf) - [KW(D + Kf(w)](q 5—W> (CLq)w (6.1.1-2)
(S

where, on the basis of reference 39,
(ch> :<% +2j5—> (cL,) (6.1.1-3)
We Cw We
e
In the preceding equations
Kw(f)’Kf(w) are wing-body interference factors, obtained from section 4.5

Swe» Ewe are the wing area and the mean aerodynamic chord of the exposed portion

of the wing, respectively, obtained from section 3.2
(CLa) is the lift-curve slope of the exposed portion of the wing per radian,
We
obtained from section 4.2

- X, X
ac C
X - .8 (6.1.1-4)

- : -
Cwe We Cwe

X
Taﬁ is the distance to the aerodynamic center of the exposed wing panel from the
Cwe
leading edge and as a fraction of the exposed panel mean aerodynamic chord, obtained
from table 4.5~1

X

— is the distance to the center of gravity of the airplane from the leading edge
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and as a fraction of the exposed panel mean aerodynamic chord

(b) The lift contributions of the fuselage and nacelles, (CLq)f +<C Lq)n’ due to

pitch rate are not as explicitly accounted for as for the wing. No explicit method is
available for obtaining body or nacelle dynamic derivatives for general planforms.
The following method, used herein, is the method of reference 1 which considers the
body contribution to Crq tobe a product of the body lift-curve slope, (CLa)B, and

CL
the expression for the ratio of slender-body derivatives, (—C—q> ,
@/slender-body theory

as obtained from reference 40. The fuselage and nacelles contribution to CLq, based

on wing area and wing mean aerodynamic chord and referred to the center of gravity,
is thus given by

( me lf < an> ln
C +(C =2(C -—]— +2(C 1 --——] — (6.1.1-5)
( Lq)f Lq)n ( La)f ls Cw ( LOl)n ln Cw
where
(CLoz) , (CL ) are the lift-curve slopes of the fuselage and nacelles, respectively,
f ®'n
obtained from section 4.3 on the basis of potential flow terms only, per radian

Xmp Xm, are the distances from the nose of the fuselage and nacelle, respectively,

to the center of gravity of the airplane, obtained from figure 3.2-1

lf>l, are the lengths of the fuselage and nacelles, respectively, obtained from
table 4.3-1

(c) The lift contributions of the horizontal tail, (CLq)h(ht)’ due to pitch rate are

obtained from the following derivation which takes into account the tail -fuselage inter-
action effects on the lift-curve slope of the horizontal tail. Because a change in pitch
rate will result in a change in tail angle of attack, in radians, of

(Aa)y, = <+ (6.1.1-6)

where [l;, is the distance from the center of gravity to the quarter chord of the

horizontal-tail mean aerodynamic chord

. aQp
(ACLh(hf)) q = 57.3 (CLa)h(hf)(AOl)h =57.3 (CLO‘)h(hf)<_V—> (6.1.1-7)
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From the preceding

c _ Xtnen 2(57 e (c (6.1.1-8)
(CLa) gy , By e, Lalp ) o

PAY
where (CLa)h(hf) is the elevator-fixed lift-curve slope of the horizontal tail, in degrees,

with tail-fuselage interaction effects accounted for and is obtained from equation (4.10-2)
as

dh\ She
C =K K C — = 6.1.1-9
( La)h(hf) [ h(f) * f(h)]( La)y, g /) Sw ( )
0
In the present application of the equation (6.1.1-9), (CLoz) is the propeller-off value
he

of the tail lift-curve slope, based on the exposed tail panels, obtained from table 4. 2-1,

9h
and — is the power-on dynamic-pressure ratio at the tail, as obtained in sec-
a5

tion 5.1.2. Although the preceding equation was applied to the subject airplane as
presented, the caution given in section 4. 11 is reiterated: For the geometric tail-
fuselage configuration of the subject airplane, the lift carryover from the tail to the
fuselage (represented by Kf(h)') may be insignificant because of the location of the tail

on the fuselage and the air gap between the tail and the fuselage. It is suggested that
Kf(h) be considered to be similar to zero for tail-fuselage configurations similar to

that of the subject airplane.
(d) By applying the preceding methods to the subject airplane, the lift due to pitch
rate, CLq’ was calculated and is presented in table 6.1.1-1 as a function of angle of

attack and power condition on the basis of original downwash calculations. The results
are plotted in figure 6.1.1-1. Included in the figure are the results of calculations
which included a 40-percent decrease in power-induced downwash on the tail. No
experimental data were available for comparison. Because of the inclusion of the lift
carryover from the tail to the fuselage, which is undoubtedly small or nil in accordance
with the preceding cautionary remarks, the calculated CLq is, in all likelihood, about

10 percent larger than it should be.

6.1.2 Lift Due to Vertical Acceleration, Cj .
o}

The wing, fuselage, nacelles, and horizontal-tail contributions to the lift due to
vertical acceleration, «@, are summarized by the following expression in which the
individual terms are referenced to the wing area:

CL& ™ CLa)y, +CLa) +(CLa) +(CLaky g (61270
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(a) The lift contribution of the wing, (CL(;,) ,» due to the vertical acceleration, o,
w

cannot be accounted for because explicit expressions for the subsonic region are not
available except for triangular wings. Because the wing contribution is relatively
small for conventional aircraft, the omission of the wing contribution would not seem
to significantly affect the net CLg -

(b) The lift contributions of the fuselage and nacelles, (CL oz) ¢ +(CL C.Y)n’ due to

vertical acceleration, &, are accounted for by the following approximate equation,
which was arrived at in a manner synonymous to the derivation of the equation for body
contribution to CLq (section 6.1.1(b)). Referenced to the wing area and the wing

mean aerodynamic chord,

lf Zn
(CrLg) +(Crg) =2 (CLa)fav" + 2 (cLa)n—é—vv— (6.1.2-2)

The individual terms in the equation have the same definitions as the terms in equa-
tion (6.1.1-5)

(c) The lift contribution of the horizontal tail, (CL&)h . due to vertical acceler-
(ht)
ation, «, is based on the concept of the "lag of the downwash." The downwash at the
tail does not respond instantaneously to changes in wing angle of attack. Because the
trailing vortex is convected with the airstream, a change in circulation at the wing is

not felt as a change in downwash at the tail until a time, At = —VA , has elapsed ly is

the distance from the center of gravity to the tail). The lag in change in downwash
and, therefore, the lag in change in angle of attack, in radians, of the horizontal tail
is accounted for by

8€h 3€h i lh

Boy, = Aep =55 (aAt) = b ¢V (6.1.2-3)

The correction to the tail-lift coefficient to account for the lag in downwash change is
obtained from

Oen 1y, .
(ACrnmn) ;, = 57-3(CLa)y gy @®n = 57-3(CLa, 110 asz'Vh & (6.1.2-4)

from which
Cy. = — = 2(57.3)(C
( La)h(ht) I (67.3)(CL

0
2V

a)h(hf) E—W— %-% (6.1.2-5)

Comparison of this equation with the equation for (C (eq. (6.1.1-8)) shows
L) hnf
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oe
the two equations to be identical except for the _h term. Thus

801b
o€y
Ci,: =(C —_— (6.1.2-6
CLidy g ~Cladymy T )
where
(CLq) is obtained from equation (6.1.1-8)
h(hf)
3€h
50 is the rate of change of tail downwash with airplane angle of attack, obtained
b

from figure 5.1.2-4 as a function of «), and power condition being analyzed

(d) By applying the preceding methods to the subject airplane, the lift due to the
vertical acceleration was calculated and is presented in table 6.1.2-1 as a function of
angle of attack and power condition on the basis of original downwash calculations. The
results are plotted in figure 6.1.2-1. Included are the results of calculations which
included a 40-percent decrease in power-induced downwash at the tail. No experimental
data were available for comparison.

6.1.3 Symbols

All 1ift coefficients and their derivatives are referenced to the wing area unless
noted otherwise.

Cy, lift coefficient

CLh h lift coefficient of the horizontal tail with the tail-fuselage
(hf) interaction effects included

ACT, » (ACL . increment of lift coefficient due to the pitch rate and

( h(hf)) q h(hD) @ angle-of-attack rate, respectively

aCy, aCy,
CLqs Cr, 5= —— and ———, respectively, per rad
4 @ dty QCw
0 —— 0
2 2V
CL ),(CL: contribution of the fuselage to Cy,  and Crp,:, respec-
( q)f ( °‘>f tively, per rad 1 “
»(CL,» contribution of the horizontal tail to C and Cy,-,
(CLq)h(hf) ( La)h(hﬂ Lq La
respectively, with tail-fuselage interaction effects
included, per rad
C Cr.: contribution of the nacelles to C and Cy :, respec-
L ’ L L
( q)n ( a)n tively, per rad 9 @
(CL ) contribution of the exposed wing panels to Cjy, , per rad
A/we q
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i
C

CL
L a>
slender-body theory

(CL01>B

(CLo)p(CLy),
(CrLa)y,
(CLanmn
(CLa),,

(Lg),
Cm

aCpyy
= —, per rad
o dew

Cmq

Kn () Ktn)

Ky Kt (w)

316

contribution of the wing to CLq with wing-fuselage

interaction effects accounted for, per rad

ratio of Cy,  and CLoz of a body obtained from slender-
q

body theory, used in the form of its mathematical
ival i and (C eq. (6.1.1-5
equivalence to obtain (CLq)f n ( Lq)n (eq. ( )

lift-curve slope of a body, per rad

lift-curve slope of the fuselage and nacelles, respectively,
per rad

lift-curve slope of the exposed horizontal-tail panels,
referenced to the area of the exposed panels, per deg

lift-curve slope of the horizontal tail with tail-fuselage
interaction effects included, per deg

lift-curve slope of the exposed wing panels, referenced
to the area of the exposed panels, per rad

wing contribution to CLg» per rad

pitching-moment coefficient

mean aerodynamic chord of the wing, in. when used in
ratio of two dimensions, ft when used in derivatives

mean aerodynamic chord of the exposed wing panels, in.

ratio of the lift on the horizontal tail in the presence of
the fuselage and the lift carryover from the tail onto
the fuselage, respectively, to the 1lift on the tail alone

ratio of the lift on the wing in the presence of the fuselage

and the lift carryover from the wing onto the fuselage,
respectively, to the lift on the wing alone
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leln length of the fuselage and nacelle, respectively, in.

AN distance from the center of gravity to the quarter chord
of the horizontal-tail mean aerodynamic chord, in.

q pitch rate, rad/sec

Elh' c]go dynamic pressure gt the horizontal tail and the free
stream, respectively, 1b/sq ft

She’swe area} of the eqused panels of the horizontal tail and the
wing, respectively, sq ft

Sw wing area, sq ft

T thrust coefficient

t time, sec

At increment of time, sec

Xac

— distance to the aerodynamic center of the exposed wing
Cwe panels from the leading edge of the wing as a fraction
of the exposed panel mean aerodynamic chord

y — distance to the center of gravity of the airplane from the
Cw Cwe leading edge of the wing as a fraction of the complete
wing mean aerodynamic chord and the exposed panel
mean aerodynamic chord, respectively

Xm ¢ ¥my, distance from the nose of the fuselage and nacelle,
respectively, to the airplane center of gravity, in.

\% airspeed, ft/sec

oy, airplane angle of attack relative to the X-body axis, deg

o time rate of change of «ap,, , rad/sec

(Acy)h change in the angle of attack of the horizontal tail, rad

Aep change in the downwash at the tail, rad

(Aeh) change in the downwash at the tail due to power, rad or
power deg
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9€p

oL, rate of change of the downwash at the tail with airplane

angle of attack
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TABLE 6.1.1-1
LIFT DUE TO PITCH RATE, CLq
[Flight center of gravity = 0.12 Ew)

(a) Contribution of wing, (CLq)W(Wf)

e\/Cwe 1 X >
(o] =4 K + Ky, —_— x—-+ 2 — (CL %
( Lq)w(wi) ;[ w (f) (W)K S, °w> 2 Cwe Yy,

Symbol Description Reference Magnitude
me Ratio of lift on wing in presence of fuselage to wing alone | Table 4.4-1 1.09
Kf(w) Ratio of wing-lift carryover on fuselage to wing alone Table 4.4-1 .14
sWe Exposed wing panels area, sq ft Table 3.2-1 148
Sw Reference wing area, sq ft Table 3-1 178
Ewe Mean aerodynamic chord of exposed wing panels, in. Table 3.2-1 57.1
Ew Mean aerodynamic chord of complete wing, in. Table 3.2-1 59.5
X
_:gg Center of gravity of the airplane from leading edge of Flight data 0.12
Cw wing mean aerodynamic chord as a fraction of the

wing aerodynamic chord
X X C
__cg Center of gravity of the airplane from leading-edge <—_QE-> ___v_v_ . 125
Cwe exposed-panel mean aerodynamic chord as a Cw Cwe
fraction of mean aerodynamic center of the
exposed panel
X
?a_c Aerodynamic center of exposed wing panels from Table 4.5-1 .249
Cwe leading edge and as a fraction of exposed-panel
_ mean aerodynamic chord
X X,
x Zac 8 Equation (6.1.1-4) |  .124
Cwe Cwe Cwg
(CL ) Lift~curve slope of exposed wing panels referenced Table 4.2-1 4.28
« We to SWe’ per rad
Summary: (C = 3,14 per rad
¥ (CLg) s
b ti f 1 1 [o]
(b) Contributions of fuselage and nacelles, (CLq)f +( Lq)n
Xmf\ 1 ¢ Xmp\ in
C +{C =2(C -5 +2(C 1 - _—
(C1g);+(Crq), =2 Lo ( It )ew Cra), -7, £

Symbol Description Reference Magnitude

Sy Reference wing area, sq ft Table 3-1 178

Ew Wing mean aerodynamic chord, in. Table 3.2-1 59.5

(CLa) Lift-curve slope of fuselage based on potential flow only, | Table 4.3-1 0.121

f referenced to Sy, = 178 sq ft, per rad

(CL ) Lift-curve slope of nacelles based on potential flow only, | Table 4.3-1 . 089

®'n referenced to S, = 178 sq ft, per rad

Xmg Distance from nose of fuselage to flight center of gravity | Figure 3.2-1 100.33

of the airplane, in.

Xmp Distance from nose of nacelles to flight center of gravity | Figure 3.2-1 60, 14

of the airplane, in,

ls Fuselage length, in. Figure 4.3-5(a) 290

ln Nacelle length, in. Figure 4, 3-5(b) 106

Summary: (C +(C = 0,9087 per rad

R4 ( LQ){ ( Lq)n pe
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TABLE 6. 1. 1-1 (Concluded)

(c) Contribution of horizontal tail, (CLq)h(ht)

lh
C =114.6 —(C
L, = L
( 'J)h(hf) Cw (Cre h (hf)
Symbol Description Reference Magnitude
Sw Reference wing area, sq ft Table 3-1 178
Ew Wing mean aerodynamic chord, in. Table 3.2-1 59.5
(CLa Lift-curve slope of horizontal tail, referenced to | Table 4.10-1(a)] 0.0136 ?l
h(f)| s, =178 sq ft, per deg a,
g
_h Dynamic-pressure ratio at the tail with power on |Table 5.1.2-1b),| Table 5.1.2-1b),
q, column 11 as per column 11
ly Distance from reference (flight) center of Figure 3,2-2 172.75
gravity to the quarter chord of the tail, in.
G
Summary: (CLq)h(hf) =4.53 —Q—; per rad

(d) Lift due to pitch rate, CLq

Crqy = (ch)w(wﬂ +(CL q)f +(c Lq)n +(ch)h(hD

ap
= 3.14 +0.9087 + 4.53( —

ap
-4.049 + 4.53( =
qea

q

£

_______ Table 5.1.2-1(b), S
column 11
a
e Cp, =4.049 +4.53 (2
ay,, deg 9y >
T?, T
0 0.20 0.44 0.20 | 0.44
4 [ 1.0 | 1.0868 | 1.2027 | 8.579 | 8.972 | 9.497
2 |1.0] 1.1028 }1.2108 | 8.579 | 9.045 | 9.534
0 |1.0] 1.1167 |1.2216 | 8. 9.108 | 9.583
2 |1.0 1.1222 |1.2324 | 8.579 | 9.133 | 9.632
4 |1.0] 1.1333 | 1.2432 | 8.579 | 9.183 | 9.681
6 |1.0] 1.1389 | 1.2541 | 8.579 | 9.208 | 9.730
8 | 1.0 | 1.1444 |1.2622 | 8.579 | 9.233 | 9.767
10 1.0 1.1417 | 1.2676 | 8.579 | 9.221 | 9.791
12 | 1.0 [ 1.1361 | 1.2757 | 8.579 | 9.196 | 9.828
213.8 | 1.0 | 1.1278 |1.2811 | 8.579 | 9.158 | 9.852
big1 | --- | 1.1222 J1.2811 | —---- 9.133 | 9.852
€14.4 | --- | ------ 1.2784 | —-——- | ----- 9,840

8.D.C5eall angles for T/ =0, 0.20, 0.44 power conditions, respectively.
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TABLE 6.1.2-1
LIFT DUE TO VERTICAL ACCELERATION, CL&
[ Flight center of gravity = 0. 12 Sw ]l

(a) Contribution of wing, (C L-a)w
In accordance with discussion in section 6.1.2(a),
(Crg), ~°

(b) Contributions of fuselage and nacelles, (CL&) +(CL&)
f n

L l
(CLa)~(eLa), - 2o o +2(Cra), 2

Symbol Description Reference Magnitude
SW Reference wing area, sq ft Table 3-1 178
EW Wwing mean aerodynamic chord, in. Table 3.2-1 59.5
(CLa>f Lift-curve slope of fuselage based on potential flow | Table 6. 1.1-1(b) .121
only, referenced to S, = 178 sq ft, per rad
(CLoz) Lift—curve slope of nacelles based on potential flow | Table 6.1.1-1(b) .089
n only, per rad

It Fuselage length, in. Figure 4.3-5() 290
Iy Nacelle length, in. Figure 4.3-5(b) 106
Summary: (CL&)f +(CL6‘)n =1.497 per rad

(c) Contribution of horizontal tail, (CL‘;‘)h(hﬂ

9¢h
(CLadhy (CLadn oy

Symbol Description Reference Magnitude
Sw Reference wing area, sq ft Table 3-1 178 .
(CLq) Tail contribution to CLq with tail-fuselage interaction | Table 6.1.1-1(c) 4.53 21‘—
h(hf) effects included, per radian q,
13
a——b Rate of change of downwash at tail with oy, Figure 5.1.2-5 f(ap, Té)
*p
_—h Dynamic-pressure ratio at tail with power on Table 6.1.1-1(d), | f (ozb, T’C)
q, column 2
(i 3€h
Summary: (Cr,. = 4,53 — | —— per rad
( LOl)h(hf) q Bab
el
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TABLE 6.1.2-1 (Concluded)

(d) Lift due to vertical acceleration, CL(},

&h(hf)

3€h
=0+1.497+4.53< )-an
20
Qh \ /9¢h
=1.497 +4.53<_— ﬁ
qOO
Table 6,1, 1-1(d) .
————— column 2 Figure 5.1.2-5 | = ceoo-
Ah Bep CLg =
a, dap 1.497 + 4,53 QO
oy, deg
/ ’
T'C TC TC
0 0.20 0.44 0 0.20 | 0.44 0 0.20 | 0.44
-4 1 1.0} 1.0868 [ 1.2027 | ——=—= [ cmmee | —coom | e T o ——
72 | 1.0]1.1028 | 1.2108 | 0.475 | 0.785 [ 0,915 | 3.649 | 5.419 | 6.516
01 1.0 1.1167 | 1.2216 | 0.475 | 0.775 [ 0.920 | 3.649 | 5.417 6.588
2 11.001.1222 | 1.2324 | .475| .760 | .905 | 3.649 | 5.361 | 6. 549
4 1 1.011.1333 | 1.2432 [ 0,475 [ 0.730 | 0.865 | 3.649 | 5.245 6.368
6 | 1.0f1.1389 | 1.2541 | .475 | .680 | .810 | 3.649 | 5.005 | 6. 099
8110} 1.1444 | 1,2622 | 0,470 | 0.640 | 0.740 | 3.626 | 4.815 | 5. 728
10 [ 1.0 1.1417 | 1.2676 | 450 | .600 | .670 | 3.536 | 4.600 | 5. 344
12 1 1.0 | 1.1361 | 1.2757 | 0.425 | 0,530 | 0.589 | 3.332 | 4.225 | 4.901
13.8 | 1.0 | 1.1278 | 1.2811 | .405 | .475 500 | ----- 3.924 | 4.399
Y141 | - | 1.1222 [ 1.2811 | ——--- 0.470 | 0.470 | -—--- 3.886 | 4.225
“14.4 | ——- | —=—-o 1,2784 | = | —---- 450 | ——=-= | —---e 4,103

25,5141 angles for TJ =0, 0.20, 0.44 power conditions, respectively.
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10.0
Original calculation
—_—— (Mh)power reduced 40 percent
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Figure 6.1.1-1. Variation of calculated lift due to pitching moment, Cy, , with angle
of attack and power conditions. q
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c,_&, per rad
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Variation of calculated lift due to vertical acceleration, Cf, &

Figure 6.1.2-1.
with angle of attack and power.
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6.2 Pitching Moments Due to Dynamic Motions

6.2.1 Pitching Moments Due to Pitch Rate, C,,

The contributions of the wing, fuselage, nacelles, and horizontal tail to the
pitching moment due to pitch rate can be summarized by

Cmq =(Cmq) y, gy *(Cmq) ¢ +(Cmq), + Cmg) g (6.2.1-1)

(a) The contribution of the wing, including the mutual wing-fuselage interference
effects, to the pitching moments due to pitch rate, Cmq, can be accounted for by

e EWe 2
(Cmq)w(wf) = [Kw(f) + Kf(w)st%><'a> (Cmq)we (6.2.1-2)

in which the individual terms, with the exception of (Cmq) , were previously defined
Ve
(eq. (6.1.1-2)). For low-speed incompressible conditions (M7 0.2), (Cmq)w is
e

obtained from the following equation, which was derived in reference 39 and modified
in reference 41 by the inclusion of the factor k:

1 x X \2
Aw. |l 5 =— + 2(.—) 3, .2
ue[z Cwe Cwe ] 1<AWe tan®Ac/q

1
= -k(57. = = -
(5 3¢y a)cos Ac/4 Awe +2 cos Ac/a * 21 Awe + 6 cos Ac/4) *3 (6.2.1 3)

[(Cmq)

We]Mz 0.2

where

¢y is the section lift-curve slope, in degrees, obtained from section 4.2
«@

Awe

table 3.2-1

is the aspect ratio of the exposed portion of the wing, obtained from

— is the distance from the aerodynamic center to the center of gravity as a
Cw
e
fraction of the exposed panel mean aerodynamic chord

The factor k is empirical, having been obtained by correlating equation (6.2.1-3)
with dynamic model data (ref. 41). For an aspect ratio between 1 and 6, k was
determined to be of the order of 0.7. No experimental data were obtained in refer-
ence 41 for higher aspect ratios; however, for very high aspect ratios, k approaches
1.0. Reference 1 suggests that for aspect ratios of about 10 or 12, k should be ap-
proximately 0.9. Although no experimental data are available to show how k should
vary for intermediate aspect ratios, reference 1 suggests that a smooth fairing be
used.
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For subsonic speeds involving compressibility effects, (Cmq) is obtained by
We

applying an approximate compressibility correction factor, derived in reference 42, to
the results of equation (6.2.1-3). Thus

[(cmq)We] - [(cmq) We] (6.2.1-4)

M>0.2 Awe3 tan? Ac/4
AWe + 6 cos Ac/4

+3

where

Ay

o is the aspect ratio of the exposed wing panels (table 3.2-1)

By =V1 - M2 cos? A /4 (6.2.1-5)

Ac/4 is the sweepback of the wing quarter-chord line

(b) The pitching-moment contributions of the fuselage and nacelles due to pitch
rate, (Cmq)f + (Cmq)n » as for lift due to pitch rate, are not explicitly accounted for.

The contributions of the fuselage and nacelles were obtained on the basis of equa-

tion (6.2.1-6), from reference 1, which was derived in a manner synonymous to the der-
ivation of equation (6.1.1-5) using slender-body theory. Referred to body base area,

Sp» body length, g, and a selected center of rotation (the center of gravity of the air-

plane),
.(1_ xmB>2 ) \%: /XCB ) xmB)
(Cmg) = 2(57.3(C ‘e *e\ls Ip (6.2.1-6)
" Bgpip [ ( ma)BSblB] | fmB\_ VB J
. ( ZB) Sl B
where

(xm)B is the distance from the nose of the body to the center of gravity of the air-

plane

(xc)B is the distance from the nose of the body to the centroid of the body volume
Cm

(Cma)BSblB is the Cpm,, = W of the body referenced to SblB

Because the base area of the subject airplane is essentially zero, equation (6.2.1-6)
can be reduced to
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( ( e -
Cm =2 |57.3(Cmy) -
q)BSblB [ @ Bssz] 3¢ 3:

Referencing (Cmq)B and (Cma)B to the wing area, S, and the wing mean aero-

(6.2.1-7)

dynamic chord, cy;

XcB  Xm
B> (6.2.1-8)

(cmq)B =2 [57.3 (Cmoz)B]<—5; o

Considering that (Cy, Ol)B’ when obtained from equation (4.7-1) and applied to the

fuselage and nacelle components of the subject airplane, was referred to the leading
edge of the wing mean aerodynamic chord, conversion to airplane center of gravity
requires that

X
cg
o) = (C +(CL 6.2.1-9)
( ma)B ( ma)Ble ( O‘)B z (
w
Hence, relative to the center of gravity of the airplane,
X Xc Xm
g] B __B (6.2.1-10)

C
C = 2(567.3)|(C C
( mq)B ( )[( ma)Ble +( La)B EW Cyy Cyw

Applied specifically to the fuselage and nacelles of the subject airplane, the net con-
tribution of the fuselage and nacelles to Cmq is obtained from

C = 2(57.3) |(C +fcL,y —|{ — - =—] +27.3)|(C (¢ — = - 6.2.1-11
( mQ)fn [(m(y)fle ( O’)f C“J< Gy Cw + ( ma)nle+( La)n S [\ Ew> ( )
where

(Cm a)fleand (Cm Ol)n are obtained from section 4.7 relative to the leading edge

of the wing mean aerodynamic chord, per deg (to a practical degree of approximation,
only the potential flow term of equation (4.7-1) need be considered)

X is the distance from the leading edge of the wing mean aerodynamic chord

cg
to the center of gravity of the airplane
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(CLa)f’ (CLoz) are the lift-curve slopes of the fuselage and nacelles, respectively,
n
obtained from section 4.3 on the basis of potential-flow terms only, per deg

Xmg Xmp are the distances from the nose of the fuselage and nacelle, respectively,

to the center of gravity of the airplane, obtained from figure 3.2-1, in.

Xcg is the distance from the nose of the fuselage to the centroid of the fuselage

volume, in.,

Xeg = oo (6.2.1-12)

Xc, 1s the distance from the nose of the nacelle to the centroid of the nacelle

volume, in.,

f ZnSXx dx

n 12v,

Xe (6.2.1-13)

(c) The pitching-moment contribution of the horizontal tail due to pitch rate,
(Cmq)h(hf » with tail-fuselage interaction effects included, is accounted for by
)

l

h
C =-— (C (6.2.1-14)
Cma)n g Cyr ( Lq)h(hf)

where (Cy, and [; are defined in section 6. 1. 1(c).
(Cry) hibt) h

(d) By applying the preceding methods to the subject airplane, the pitching
moments due to pitch rate, Cy, qQ’ were calculated and are presented in table 6.2.1-1

as a function of angle of attack and power condition on the basis of the original down-
wash calculations. The results are plotted in figure 6.2.1-1. Included are the results
of calculations which included a 40-percent decrease in power-induced downwash at the
tail. No experimental data were available for comparison.

6.2.2 Pitching Moment Due to Vertical Acceleration, C,,
o

The contributions of the wing, fuselage, nacelles, and horizontal tail to the pitching
moments due to vertical acceleration can be summarized in terms of reference wing
area and wing mean aerodynamic chord by

Cmg=Cma)y g *(Cmd) +(Cmg), +Cmg)y o o (6. 2.2-1)
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(a) The pitching-moment contribution of the wing due to vertical acceleration,
(Cm&) ( ~ with wing-fuselage interactions included, would normally be accounted for
w(W

by an equation identical to equation (6.2.1-2) except for the substitution of (Cm&)
w

for (Cmq) . However, in the subsonic region, with the exception of triangular wing
We

planforms, no explicit expression for (Cméz)w is available. In the absence of
e
suitable procedural information, (Cm&)w(wf) is assumed to be zero. This assump-

tion is acceptable as an approximation because, as pointed out in reference 1, tests
indicate that this contribution for conventional configurations in subsonic flow is small.

(b) The pitching-moment contributions of the fuselage and nacelles due to vertical
acceleration, (Cm&)f + (Cm&) , are accounted for by the use of the following equation,
n

which was arrived at in a manner synonymous to the derivation of the equation for body
contribution to CLq (section 6.1.1(b)). Referenced to body base area, Sy, and body

length, lp, and a selected center of rotation (the center of gravity of the airplane),

VB XcB _XmB
S\ (B lp

(cmé,)BSblB = 2(57.3) (Cma)BSblB [<1 - xmB) Vg } (6.2.2-2)

Because the base area, Sy, is essentially zero in most general aviation aircraft, and
particularly for the subject airplane, the preceding equation can be readily modified to
express (Cm&)B and (Cmoz)B in terms of Sy and ¢y (as was done in equa-

tion (6.2, 1-6) for (Cmq)B. With the modification accomplished and (Cma)B, which

was obtained in section 4.7 about the leading edge of the mean aerodynamic chord,
transferred to the center of gravity (eq. (6.2.1-9)), the following format is arrived at
which, except for sign, is identical to equation (6.2.1-10):

Xcgl/Xcg Xmp
(Cm&)B = -2(57.3) [(Cma)Ble +(CLa)B ey ]<5w - oo ) (6.2.2-3)

Applied specifically to the fuselage and nacelles of the subject airplane, equa-
tion (6.2.2-3) becomes identical to equation (6.2.1-11), except for sign, or

(Cm4); +(Cm&)n = -(Cmg); =~ (Cmgq)__ (6.2.2-4)

This result is interesting, inasmuch as, under certain conditions, such as short-period
transient oscillations where both quantities appear in the working equation, the above
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result indicates that the two quantities cancel each other.

(c) The pitching-moment contribution of the horizontal tail due to vertical ac-

celeration, (Cm &)h(h 5’ with the tail-fuselage interaction effects included, is accounted
for by
(Cmp) h CL2) (6.2.2-5)
mp; =T L;: chel—
@’h(hf) Cy @’h (hf)
or, upon substitution for (CL&)h(hf) from equation (6.1.2-6),
lh d¢€p
Cm > = - — C 6.2.2-6)
( ma)h(hf) oo ( Lq)h(hf) day (
An additional substitution from equation (6.2.1-14) results in
(C ) 8€h
Cpy » = o 6.2.2-7)
( md)h(hf) | h(hf) oay, (
o€p
where San is as defined for equation (6. 1.2-6).
b

(d) By applying the preceding methods to the subject airplane, the pitching
moments due to the vertical acceleration were calculated and are presented in
table 6.2.2-1 as a function of angle of attack and power condition. The results are
plotted in figure 6.2.2-1. No experimental data were available for comparison.

6.2.3 Pitching Moments Due to Pitch Rate and Vertical Acceleration in Short-Period Transient
llati +C, .
Oscillations, (Cmq moz)

Although Cmq and Cmd have been calculated as individual quantities, it is not

simple to obtain experimental values of these individual quantities for comparison
purposes.

In flight-test investigations, it is generally not practical to attempt to determine

Cmq and cm& as individual quantities. To do so requires a well-conditioned

maneuver and very accurate instrumentation. In this respect, an accurate determina-
tion of & is generally not feasible and proper conditioning of a maneuver is difficult.
As a result of these problems, flight test utilizes a control -fixed, short-period
transient response maneuver to obtain a combined pitch-damping derivative,

Cmq + Crn(fy .

In control-fixed, short-peri.od transient response maneuvers, the pitch rate, q,
and the vertical acceleration, @, are approximately in phase and are similar in
magnitude. As a result, for this maneuver, the pitching moments due to pitch rate, q,
and vertical acceleration, & may be represented by the single combined derivative
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Cmq +Cp g as obtained from
qCy, QCyy ac,,

ACh = Cmy 37 +Cmy 57 z(cmq +Cmg)3v (6.2.3-1)

Figure 6.2.3-1 compares flight-determined and calculated Cmq + Cm& as a

function of angle of attack and flight power condition. The flight-determined values

were obtained by using the flight-determined damping ratio and frequency of oscillatory

transient response, obtained by the methods of reference 38 and equation (143) in

reference 37. The calculated values are based on the conditions where the power-

induced downwash at the tail, (Aep) ,» was reduced 40 percent. Considering the
power

scatter of flight-determined C,, q + Cm & obtained from heavily damped transient

responses, the calculated values reflect somewhat larger negative values than the flight
values but show reasonably good correlation.

It should be noted that the calculated values of CInq + Cmg include the tail-lift

carryover effects onto the fuselage. As indicated in sections 4.13-4 and 5.2, all
evidence indicates that the tail-lift carryover onto the fuselage should have been
considered to be similar to zero for the tail-fuselage configuration of the subject air-
plane. Had this been done in the present instance, the tail contribution would have
been approximately 11 percent less and the calculated values of Cmq + Cm& would

have been, in general, approximately 11 percent smaller in magnitude than shown.
This would have resulted in an improved correlation with the flight data.

6.2.4 Symbols

Awe aspect ratio of the exposed portion of the wing
By = (1 - M2 cos2 Ac/4)1/2
Ci, lift coefficient
(CLa) lift-curve slope of the body, referenced to the wing area,
B per deg
(CLa)f’ (C La)n (CL O‘)B applied specifically to the fuselage and the
nacelle, respectively
aC acL .
CL& ,CLq e and e respectively, referenced to the
o _¥ oW
2V 2V

wing area, per rad

Cy . ,(C contribution of the horizontal tail to Cy,° and Crg,..,
( Lg h(hf) ( LQ)h(hf) La Lq

respectively, with tail-fuselage interaction effects
included, per rad
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Sbl B Sbl B

(Cm &)h (f)’ (CmQ>h(ht)

332

pitching-moment coefficient

increment of the pitching-moment coefficient about the
center of gravity, referenced to wing area

net contribution of the fuselage and nacelles to Cp,

€y

conditions, respectively

at incompressible and compressible flow
w,
e

Cma of the body about the center of gravity, referenced
to the wing area, per deg

Cma of the body about the leading edge of the wing mean
aerodynamic chord, referenced to the wing area, per
deg

Cma of the body about the center of gravity referenced
to the volume parameter, SblB s per deg

(Cmoz) applied specifically to the fuselage and nacelles,
Bye
respectively
— and » respectively, about the center of
aCyy 03w
2V 2V

gravity, referenced to the wing area, per rad

contribution of the body to C,, o and Cmq, respectively

contribution of the body to Cmy, and Cmq, respectively,

referenced to the body base area, Sps and body length,
lB

(Cméz)B and (Cmq)B, respectively, applied specifically
to the fuselage

contribution of the horizontal tail to Cm& and Cmq,

respectively, with tail-fuselage interaction effects
accounted for
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(Cm&)n’ (Cmq>n

lp

Zf:ln

g':r"Q =

o]

(Cm&)B and (Cmq)B » respectively, applied specifically
to the nacelles

contribution of the exposed wing panels to Cm& and Cmq,

respectively, referenced to the area of the exposed
panels

contribution of the wing to Cmbz and Cy, q respectively,

with wing-fuselage interaction effects accounted for
section lift-curve slope, per deg

mean aerodynamic chord of the wing, in. when used in
ratio of dimensions, ft when used in derivatives

mean aerodynamic chord of the exposed wing panels, in.
ratio of the lift on the wing in the presence of the fuselage
and the lift carryover from the wing onto the fuselage,

respectively, to the lift on the wing alone

a factor used in equation_(6.2.1-3) to modify the theoretical
equation for [(Cmq) to correlate with dynamic
Ve ] M~0. 2

model data
length of the body, in. (ft when used with Sy in Splp)

l g applied specifically to the fuselage and the nacelles,

respectively

distance from the center of gravity to the quarter chord
of the tail mean aerodynamic chord, in.

Mach number

pitch rate, rad/sec

ratio of the dynamic pressure at the horizontal tail to the
free-stream dynamic pressure

body base area, sq ft
product of the body base area and body length, cu ft
wing area, sq ft

area of the exposed portion of the wing panels, sq ft
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power

c/4

334

cross-section area of the body at distance x from the
nose of the body, sq ft

thrust coefficient
time, sec

distance from the nose of the body to the cross-sectional
area, Sy, in.

distance from the nose of body to the centroid of the body
volume, in.

Xcp applied specifically to the fuselage and nacelle,

respectively, in.

distance from the leading edge of the wing mean aero-
dynamic chord to the center of gravity of the airplane,
in.

distance from the nose of the body to the center of
gravity of the airplane, in.

Xmp applied specifically to the fuselage and nacelles,
respectively, in.

distance from the wing aerodynamic center to the center
of gravity of the airplane as a fraction of the exposed
panel mean aerodynamic chord, positive forward, in.

airspeed, ft/sec

volume of the body, cu ft

Vp applied specifically to the fuselage and nacelle,

respectively

airplane angle of attack, deg

downwash angle at the horizontal tail, deg

increment of the downwash angle at the horizontal tail
due to power, deg

sweep of the quarter-chord line, deg
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TABLE 6.2.1-1
PITCHING MOMENTS DUE TO PITCH RATE, Cmq

[Flight center of gravity = 0. 12 Ew]

(a) Contribution of wing, (Cmq)

w(wf)

2
SWe Cwe
(Cmq)“,<wf) =[Kw(p + Kf(w)]("s;x—é;;) (Cmq>we

where

1 X x\2 3,2
Awe [2 Tt 2<é Awe 1317 A /g

C =-0.7(57.8¢c; ) cos A, Ve We L 1

( mq)we -78T.5¢p ) /4 )| TRy + 2 cos Agjq T 2u\Ry_ T8 cosA,,/t 8
Symbol Description Reference Magnitude
o Section lift-curve slope, per deg Table 4,1-1 0,095

o
Awe Aspect ratio of exposed portion of wing Table 3.2-1 6.9
Ac/4 Sweepback of wing quarter-chord line, deg Table 3,2-1 -2.5
__x_ Distance of the center of gravity from the aerodynamic | Table 6, 1.1-1(a) . 124
Cwg center of the exposed wing panels mean aerodynamic
chord as a fraction of Cwe
(Cmq) Per radian for flight center of gravity of 0.12cy, Equation (6.2,1-3)| -0.757

We
me Ratio of lift on wing in presence of body to wing alone Table 4.4-1 1.09
Kf(w) Ratio of wing-lift carryover on body to wing alone Table 4.4-1 .14
SWe Area of exposed wing panels, sq ft Table 3.2-1 148
Sy Reference wing area, sq ft Table 3-1 178
EWe Mean aerodynamic chord of exposed wing panels, in. Table 3,2-1 57.1
Ew Mean aerodynamic chord of complete wing, in. Table 3.2-1 59.5
Summary: {C = -0,743 per rad

RAR\ mq)w(wt) pe

(b} Contributions of fuselage and nacelles, (Cmq>f +(Cmq>
n

((:m) +(Cm) = 2(57.3) (c ) +(CL xc_g x_c—f-‘(_—Ti +2(57.3) (cm +(CL \ :fE X— -
W/t \"Majn malt) Yic, |\Cy ¢ nge In Ty

w w Cw
Magnitude
Symbol Description Reference Fusclage Nacelles
Sw Reference wing area, sq ft Table 3-1 178 178
Cy Mean aerodynamic chord of the wing, in. Table 3,2-1 | 59.5 59.5
(Cm {")B Cma of body about leading edge of wing mean aerodynamic chord, | Table 4.7-1 0.00216 per deg| 0.00147 per deg
te based on potential flow only, referenced to S, = 178 sq ft
(C‘L ) Lift-curve slope of body based on potential flow only; referenced to| Table 4,3-1 .00212 . 00155
a’yg Sy = 178 sq ft, per deg
X,
_—(_g Distance of the center of gravity from the leading edge of the wing | Flight data 0.12 0.12
Cw mean aerodynamic chord as ratio of the mean aerodynamic

chord

Xcpg Distance from nose of body to centroid of body volume, | --memmomeeae =~ 147.7 | =————-
ip
IL) sxdx b e 32,4
———, in.
12vy

Xmp Distance from nose of body to the center of gravity of the air- Figure 3.2-1 [ 100.33 60. 14

plane, in.

Summary: (Cmq)f + (Cmq)n = 0,220 - 0,088 = 0.132 per rad
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TABLE 6.2.1-1 (Concluded)

(c) Contribution of horizontal tail, (Cmq)

hhf)
th
C =-— (C
(Cma)nmey G ( LQ>h(ht)
Symbol Description Reference Magnitude
Sy Reference wing area, sq ft Table 3-1 178
EW Wing mean aerodynamic chord, in. Table 3.2-1 58.5
lh Distance from reference (flight) center of Figure 3.2-2 172.75
gravity to the quarter chord of the tail, in.
q
(C ) Rate of change of tail lift with pitch rate, Table 6.1.1-1(c) | 4.53 b
RUYCH) 3
aCL qao
per rad
C.
w
v
_—h Dynamic -pressure ratio at tail with power on| Table 6.1.1-1(d), | As per table 6.1.1-1(d),
q column 2 column 2

Summary: (Cm ) =
Y (nf)

ah
-13.152|— ] per rad
q

[Se]

(d) Pitching moment due to pitch rate,

C
Mg

Cmg :(Cmq)w(wﬂ +(Cmq)f +<Cmq>n +<Cmq)h(ht)

-0.743 +0.132 - 1i3. 152(

q
-0.611 - 13.152 (—})
qw

]

a

°)

°0

_______ Table 6.1.1-1(d), e
column 2
dp
— Cmg = -0.611 - 13,152 @
[e3 de qvo
by o8 7 T
C [§]
0 0.20 0.44 0 0.20 0.44
-4 1.0 1.0868 | 1.2027 | -13.76 | -14.90 | -16.43
-2 | 1.0 1,1028 ] 1.2108 |-13.76 | -15.12 | -~16.54
0 | 1.0 1.1167 | 1.2216 |-13.76 | -15.30 | -16.68
2 | 1.0] 1,1222 | 1.2324 |-13.76 | -15.37 | -16.82
4 1.0 | 1.1333 | 1.2432 |-13.76 | -15.52 | -16.96
6 | 1.0} 1.1389 | 1.2541 |-13.76 | -15.60 | -17.10
8 | 1.0] 1.1344 | 1.2622 |-13.76 | -15.66 | -17.21
10 | 1.0 1.1417 | 1.2676 |-13.76 | -15.63 | -17.28
12 | 1.0} 1.1361 ] 1.2757 |-13.76 | -15.55 | -17.39
213.8 | 1.0} 1.1278 | 1.2811 |-13.76 | -15.44 | -17.46
bia.1 | ---] 1.1222 | 1.2811 |-=---- -15.37 | -17.46
©14.4 e T 1.2784 | --—on | = -17.42

,b.cgea] angies for T/ =0, 0.20, 0.4 power conditions, respectively.
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TABLE 6.2.2-1

PITCHING MOMENT DUE TO VERTICAL ACCELERATION, Cm(:y
[Flight center of gravity = 0, 12 Syl

where

(a) Contribution of wing, (cm&)

w(wi)

In accordance with discussion in section 6.2,2(a),

(b) Contributions of fuselage and nacelles, (Cm&)f + (le:)
n

Since, in accordance with equation (6.2.2-4),

(Cmé)y i = °

(Cm&)f + (sz'y)n = -[<Cmq>f * (Cmq)n]

then, from table 6.2, 1-1(b)

(Cm&)f +(Cm&)n = -0.132 per rad

{c) Contribution of horizontal tail, (Cm

Since, in accordance with equation (6.2,2-7),

aq, da

(d) Pitching moments due to vertical acceleration, C

m;y)h o (Cmq)h(hn

then, on the basis of the calculated value of (Cmq)h(hf)

Ah

0

3N
(Cm&)h(ht) = -13.152 a— o,

e

ap\ 9€
< £> —Eb are obtained from table 6. 1.2-1(d)

&)h(ht)

meg

Cmo'z:(cm&)w(Wf) +(Cm&)t +(Cm51)n +(Cmd)h(hﬂ

ah N
=0-0.132 - 13.152| —
q ocvy

q ¢
= -0.132 - 13. 152<_—h> h
q

oay,

0

in table 6.2.1-1(c),

______ Table 6.1.2-1(d), Table 6. 1.2-1(d),
column 2 column3 |  TTTTToC
q I3 Cpy. = -0.132
o T ™
_ b
o, dog a - 13.152 @@
’ ’ ’
T TL Te
0 0.20 0, 44 0 0.20 0, 44 0 0,20 0, 44
-4 1.0 [ 1.0868 | 1.2027 [ == | —ecom [ ooz | mmmm | s oo
-2 1.0 1.1028 1.2108 | 0.475 ) 0,785 | 0.915 | -6.38 -11.52 | -14.70
0 1.0 1.1167 1.2216 10,475 | 0.775 | 0.920 | -6.38 -11.51 | -14.91
2 1.0 1.1222 1.2324 475 760 905 | -6.38 -11.35 | -14.80
4 1.0 1.1333 1.2432 0.475 0.730 0. 865 -6.38 -11.01 -14.28
6 1.0 1.1389 1.2541 475 680 810 -6.38 -10.32 -13.49
8 1.0 1444 1.2622 | 0.470 { 0,640 | 0. 740 -6.31 -9.76 -12.42
10 1.0 1.1417 1.2676 450 . 600 670 -6. 05 -9.14 -11.30
12 1.0 1.1361 1.2757 | 0,425} 0.530 | 0.589 -5.72 -8.05 | -10,01
a13.8 1.0 1. 1278 1.2811 405 475 500 -5.46 -7.18 -8.56
b4, -— 1.1222 1.2811 | ———- 0,470 | 0.470 | ~--——- -7.07 -8.05
€14,4 |eem | eoees 1.2784 | - | o 450 | —meom | aomeee -7.70

a’b'cStall angles for Tc’= 0, 0.20, 0.44 power conditions, respectively.
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0 Original calculation
—— — (Agp) reduced 40 percent
power
-4
-8
Cmq. per rad .
c
-12
07
— 0.20
-16 s s
T [
-20
-4 0 4 12 16

Ty, deg s
Figure 6.2.1-1. Variation of calculated pitching moment due to pitch rate,
Cmq, with angle of attack and power. Center of gravity = 0.12c,,.

0

Original calculation

——— (AEh)power reduced 40 percent

OJ - 7
—8 _ // //'/
Cmg. per rad I =
—— 5 -

_12 —-——r--—'fzf 7
0.44~L/

\___/

-16

‘20 |
-4 0 4 oy, deg 8 12 16

Figure 6.2.2-1. Variation of calculated pitching moment due to vertical acceleration,
Cm& , with angle of attack and power. Center of gravity = 0. 12 éw.
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o Flight
Calculated ((Aep)

reduced 40 percent)

power
2
Te 1
o
o0 ©
% oo o o
0
0
-10
Cmg *+ Cmg,
per rad
® Lo 00, T4 =0
-20 S O
o O//
—_ T¢=0.20
-30
-4 0 4 8 12 16

ap, deg

Figure 6.2.3-1. Comparison of calculated Cmq + Cméz with flight-dete rmined

values obtained from transient short-period pulse maneuvers. Center of
gravity = 0. 12 Cy*
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6.3 Short-Period Transient Oscillation Characteristics

During control-fixed longitudinal short-period transient oscillations, the airplane
is presumed to be oscillating at a constant velocity, V. It is thus considered to be
constrained to two degrees of freedom represented by the following small-perturbation
equations:

Lift
Cy . Cw\ _
W(Aap) =mV(Aq - Ad) = <CLaAoz + CLqu Sy + Cr;Aa W) qSy, (6.3-1)
Moment
Cw S\ - -
IyAq = <Cma,Aoz + Cquq 5v +CmgAa 2_\7> Sy (6.3-2)

where, for present purposes, all derivatives and motions are in radians.

Differentiating equation(6.3-1) with respect to time and substituting for AE; and
Aq in equation (6.3-2) provides the following result (after removing negligible
quantities):

o1 méwz K CquLa C-lswéw
AY+ 5 CLa'z‘IY— (cmq+cm&) @ - |Cpy,+ T T Aa=0  (6.3-3)

where
. . . W
m is the mass density of the airplane (E)’ slugs

Iy is the moment of inertia about the Y-axis, slug—ft2

m
pPVSy ’

e 1s the relative aircraft density,

T is a time parameter equal to seconds

m
PSwCy

p 1is the mass density of the air, slugs/cubic foot

V is the airspeed, feet/second

Because equation (6.3-3) is a second-order differential equation of the form

AG +2LwpAd + wy2Aa= 0 (6.3-4)

then undamped natural frequency
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C

dSwCy CmyCL,
wp = Cma+ BT (6.3-5)

and damping ratio

5 2
“@nf) 1 MCyy

The damped natural frequency can be obtained from
wng = wp V1 - £2 (6.3-7)

When the short-period transient oscillatory characteristics are to be expressed
in terms of period of damped oscillations and the time-to-damp-to-one-half amplitude,

p=—2L (6.3-8)
ng
and
0.693
Ty/2 = ton, (6.3-9)

The preceding relations were applied to the calculation of the short-period P and
Ty /2 characteristics of the subject airplane at an altitude of 6000 feet and a nominal

weight of 3380 pounds. The derivatives CLoz’ Cma » and Cm& were based on cal-

culated data in which the power-induced downwash at the horizontal tail, Aey power’

was reduced 40 percent. The calculated P and T, /2 characteristics show good

correlation with flight data in figure 6.3-1. The consistency of the flight data points
reflects the care exercised in applying the technique of reference 38 to the flight time
histories, which involved damping ratios of the order of 0. 7.

Figure 6.3-2 shows a typical flight time history used in the analysis. The figure
also shows comparative calculated time-histories based on flight-determined and cal-
culated derivatives using equations (6.3-1) and (6.3-2) to which CLgeAée and

CmgeAGe, respectively, were added. The Adg input shown in figure 6.3-2 was used

in both calculated time histories. The calculated time histories were obtained from a
computerized solution of the standard linearized equations of motion.

6.3.1 Symbols

a,n,Aan load factor and perturbed value of the load factor,
respectively, g units
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Cy, lift coefficient referenced to the wing area

aCy,
CLo'z = Gon per rad
? 3v
oCy,
CLq = —, per rad
c
Yl
PAY
oC1,
Ciz —— with the elevator tab geared to move with the
R R
elevator and accounted for, per rad
Cm pitching-moment coefficient referenced to the wing area
and mean aerodynamic chord of the wing
oC
mOl: 'agb‘ s per rad
8Cp,
Cms = , per rad
aCy
2V
8Cy,
Cm, = ——, per rad
1 5w
2V
Cm
Cmg 55 with the elevator tab geared to move with the
e e
elevator and accounted for, per rad
Cy mean aerodynamic chord of the wing, ft
g gravitational acceleration, ft/ sec?
Iy mass moment of inertia of the airplane about the Y-body
axis (pitch axis), slug-ft2
. W
m airplane mass, E , slugs
P period of the short-period transient oscillations, sec
q pitch rate, rad/sec
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oy

q,Aq

a,Aq

< < <
o)

=

H-646

free-stream dynamic pressure, 1b/sq ft

pitch rate and perturbed value of pitch rate, respectively,
rad/sec unless indicated otherwise

pitch acceleration and perturbed value of pitch acceleration,
respectively, rad/ sec? unless indicated otherwise

wing area, sq ft
thrust coefficient

time for the short-period transient oscillation to damp to
half amplitude, sec

time, sec

airspeed, ft/sec
calibrated airspeed, knots
airplane weight, 1b

airplane angle of attack relative to the X-body axis, rad
unless indicated otherwise

perturbed value of «y,, rad

perturbed value of the time rate of change of ay,, rad/sec

perturbed value of the acceleration of «y,, rad/ se02

elevator deflection and perturbed value of elevator deflec-
tion, respectively, rad unless indicated otherwise

increment of downwash at the horizontal tail due to
power, deg

damping ratio of the short-period transient oscillation

m
relative airplane density,” o -
elative airplane densi y,pSWCW
mass density of the air, slugs/cu ft

time parameter, , Sec

_m

pVSy,

undamped natural frequency of the short-period transient
oscillation, rad/sec

damped natural frequency
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Figure 6.3-2. Comparison of calc * .l and fiizht “tcrmined time histories of airplane
response to pulse-type input. Center of gravity = 0. 12EW.
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6.4 Windup-Turn Characteristics

In considering the calculation of the windup-turn characteristics (expressed as the
variation of elevator displacement and stick force as a function of load factor), the air-
plane is normally assumed to be maneuvering at constant weight, center of gravity,
altitude, and velocity. In addition, the maneuver is considered to be performed in
steps rather than as a steadily tightening turn, thereby eliminating pitching acceleration,
q, and vertical acceleration, &, from consideration. As a result of these constraints,
the windup turn is represented by the following two equations when the maneuver is
initiated from trim level flight:

Loy Gh 5.\ “h(%
Cr = CLa(ab - OZO) + CLq ov t CL5e66<q_> + CLétab( tab)o gv; é_ (6.4-1)
e o0

_ dCy -5 E[h 5 lh Sy dh
Cm = Omo + Cmy(@ = @) + Cmg 37 +Cmj Pe| = |- Cre,, Ctan)o 7~ 5.\

e a. w\d
(6.4-2)
where
apW
CL= = (6.4-3)
o W
and, from reference 43,
-8 (a - L -
q—V< aﬂ) (6.4-4)
Crz and Cmg are control-effectiveness terms including the effect of the tab
e e

geared to the elevator as determined in section 4. 13, based on wing area
CLétab (6tab>o is the lift due to the trim setting of the tab when 0, = 0°, based
on horizontal-tail area, S, obtained from section 4. 13

ly, isthe distance from the center of gravity to the quarter-chord point of the tail

mean aerodynamic chord, obtained from figure 3.2-2

6.4.1 Variation of oy, and Getrim With Load Factor

To obtain the variation of atpjy, and Getrim with load factor, a,, equa-

tions (6.4-1) and (6.4-2) are transposed to the following format:
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qCy, ap
CL-CLq 3V - (ACLtab>o =CL,@p - @) + CL5663<61_> (6.4.1-1)

[se]

0y (%
-~ Cmg 57 - (Acmtab)o = Cmg + Cma@b - %) + Cm§ De = (6.4.1-2)

The right-hand side of equations (6.4.1-1) and (6.4.1-2) are the static-lift and pitching-
moment equations, respectively, with trim tab at zero setting when ée =0°, repre-
sented by the lift curves of figure 5.1.3-1 and the pitching-moment curves of fig-
ures 5.2-3 and 5.2-4.

The left-hand side of equations (6.4.1-1) and (6.4.1-2) can be considered as the
equivalent net static lift and pitching moments to be applied to the C; versus « and
Cy, versus Cp, plots (figs. 5.1.3-1and 5.2-4), as shown in the following sketch, to

obtain @iy and Oeipiyj- The Oe trim obtained from the point of intersection of the

left-hand quantities (of eqgs. (6.4.1-1) and (6.4.1-2)) on the C,, versus CL plot

is used to obtain a@tpjy on the CL versus ay plot.

be 6
+

[0

CL

ﬂl

Sy 6etrim
CL-C1, =7 - (&C —— —— e i — -
q 2V Ltab
o
/ o o /
- 777

/
$

90w
Cmg v -(AC

-+

€trim

mtab) o

In applying this procedure, the curves on the C  versus Cyp, plot are oriented to be

representative of the center-of-gravity condition being analyzed. Also, when the
power condition being analyzed is between two plotted power conditions, the o¢rim
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and Ge trim 2Te obtained for the two bracketing power conditions and interpolated for

the desired power condition.

There still remains the problem of determining the equivalent net static lift and
pitching moment (the left-hand side of eqs. (6.4.1-1) and (6.4.1-2)), Considering that
the altitude and velocity of the windup turn would be known, and atriy, and éetrim
are to be determined for selected load factors, ap, it remains to determine the thrust

coefficient and the dynamic derivatives, CLq and Cmq, which are functions of Ot rim

and T%. The dynamic-pressure ratio of the horizontal tail is also required to be used

in the increments of 1ift and pitching moments due to the trim setting of the tab,

(ACLtab) and (Acmtab> + The determination of these quantities involves an iteration
o )

procedure to arrive at trim conditions. The procedure is best explained by tracing
its application in table 6.4-1 to the subject airplane as follows:

(@) The calculations to be performed are for altitude, velocity, weight, and load-
factor conditions of actual flight data for the purpose of comparing the degree of cor-
relation between calculated and flight characteristics. In the absence of flight data,
the velocity, weight, and altitude would be considered to be constant.

(b) Table 6.4.1-1(a) lists pertinent known and required parameters,

(c) Intable 6.4.1-1(b) columns 1 to 4 list the stipulated conditions for the analysis.
Columns 5 and 7 list the corresponding calculated pitch rates and lift coefficients in
accordance with equations (6.4~4) and (6.4-3), respectively.

(d) Using Cy, determined in column 7, obtain the first estimate of total T’c from

figure 5.3-5 for a drag coefficient of zero.

(e) Using Cjy, and total Tg from columns 7 and 8, and considering C,, to be
equal to zero, obtain the first approximation of Qtyim 2nd éetrim from fig-

ures 5.1.3-1and 5,2-4, Figure 5.2-4 must be oriented to the center of gravity being
considered,

(f) Using total Té and 4piy, from columns 8 and 9, obtain the first estimate of

CLq, Cmq, and ?A from figures 6.1.1-1, 6.2.1-1, and 5.1,2-5, respectively.

o]

(g8) The results of the first approximations are now used to obtain equivalent net
static lift and pitching moments (columns 14 and 16, respectively) which are now used
to obtain the first iterated values of total T%s Otrims Getrim’ CLq,

=

» in columns 15 and columns 17 to 21.

le]]

0

(h) The iteration procedure is repeated, as indicated in table 6.4. 1-1(b), until
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satisfactory convergence is achieved. Two iterations will normally be sufficient.

The predicted variations of total Té, Otrim> and aetrim’ obtained from pre-
ceding calculations based on calculated characteristics, are compared with flight data
in figure 6.4.2-1. Also shown in the figure are the predicted variations, based on
wind-tunnel data, obtained by using the foregoing procedure.

6.4.2 Variation of Hinge Moments and Stick Forces With Load Factor
The equation for stick forces was derived in section 4.14.1. For the subject air-

plane the stick forces are represented by

Fstick = 40 Chy, () 9,6 (4.14.1-20)

The hinge moment of the horizontal tail referenced to the tail area, 5, and a

dynamic-pressure ratio of 1.0 were shown, in section 4. 14.1, to be represented by

_~—  (hinge - X¢/4)h ,
Chy gy = CLng z +(ACm)s (4.14.1-3)

where

C—Lh(f) is the net lift coefficient of the tail in the presence of the body as a function
of aps 0g, and Oiyp

(ACI/n) Biab is the pitching moment about the quarter-chord point of the tail mean
aerodynamic chord due to tab deflection

For the subject airplane where the tab was geared to the elevator in the ratio of

0
étab = 1.5 and was also used as a trim tab, the above equation (4. 14.1-3), with

e
dynamic-pressure ratio included, can be modified to

=

= (*hinge ~ ¥¢/4)p, , <6tab>
Chy ey {[(CLh(t‘)) Gtap) 4=0 + CLGtab(Gtab)o] B + Cmsiap|\ 5 b¢ + (Btan) } (6.4.2-1)

iel}

where

(étab)o is the trim setting of the tab when 0g = 0°

<5tab

5 ) is the tab-elevator gearing ratio

e
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(xhinge - Xz /4)h is the distance between the quarter chord of the horizontal-tail

mean aerodynamic chord and the hinge line, obtained from table 3.2-2 or
table 4.14.1-2(a)

Cp 1is the horizontal-tail mean aerodynamic chord, obtained from table 3.2-1

q
<——h-> is the dynamic-pressure ratio at the horizontal tail, obtained from fig-

4,
ure 5.1.2-5

CL(St b is the lift effectiveness of the tab, based on horizontal-tail area, S,
a

obtained from equation (4.13.1-2) or table 4. 13. 1-1(c)

CI’nét b is the pitching-moment effectiveness of the tab about the quarter chord of
a

the tail mean aerodynamic chord, based on tail area, obtained from table 4.14.1-3,
column 14, as an average for Otap = 6°, -7.5°, -15°

r (Acrfn)étab

C
m(Stab tab

(6.4.2-2)

(CLh (t))(étab)(,:o is the net lift coefficient of the horizontal tail in the presence of

the body as a function of aps Og, and Otap With the trim setting of the tab equal to
0 when Ge = 0°, referenced to tail area, Sy, and dynamic-pressure ratio of 1. 0,

obtained from figure 4. 14. 1-1 for tab-elevator ratio of 1.5

The angle of attack of the horizontal tail, required to determine ( C_Lh (f))

) =0’
is obtained from ( tab)o

Oh = Ctyim ~ €h + (Aah)q (6.4.2-3)

where

Qtpim 18 the airplane angle of attack in the turn for the load factor, a,, considered,
obtained from table 6.4.1-1(b)

€y, 1s the downwash at the horizontal tail, obtained from figure 5.1.2-5 as a

function of oy, andtotal T}

(Aah)q is the increment of angle of attack at the tail due to pitching rate, q,

obtained from
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aly

(Aap), =57.3 5~ (6.4.2-4)

where

ly is the distance from the center of gravity to the quarter chord of the tail mean

aerodynamic chord obtained from figure 3.2-2

The procedure for obtaining the predicted variation of hinge moment and stick force
as a function of load factor in a windup turn was applied to the subject airplane. The
summary calculations are presented in table 6.4.2-1. The predicted hinge moments
and stick forces are compared with flight data in figure 6.4.2-1. Also shown in the
figure are the predicted variations based on wind-tunnel data.

6.4.3 Symbols

an load factor, g units

Chh @ hinge-moment coefficient of the horizontal tail with fuselage
effects on the tail included, referenced to the area and mean
aerodynamic chord of the tail

Cy, lift coefficient
(AC Ltab)o increment of airplane lift coefficient due to the trism setting of
_no h '\ /dh
the tab when &, = 0°, equal to CLﬁtab(Gtab) O<§v_v>(:— R

referenced to the wing area 0

C—Lh(t) net lift coefficient of the tail due to ap, O, and gy, with

fuselage effects included, referenced to the tail area
(CLh (f)>(5tab)o=0 net lift coefficient, cLh ()’ with trim setting of the tab equal to

o

zero when Oe =0

CLa airplane lift-curve slope, referenced to the wing area, per deg
oC1,
CL —— , referenced to the wing area, per rad
: 1y
PAY
aCy,
CLSe elevator effectiveness, 55;— , with the elevator tab geared to

move with the elevator, referenced to the wing area, dynamic-
pressure ratio equal to 1.0, per deg
oCr,
CLs tab tab effectiveness, m , with the dynamic-pressure ratio equal

to 1.0, referenced to the horizontal-tail area, per deg
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pitching-moment coefficient

airplane pitching-moment coefficient at zero 1ift with the elevator
and tab at zero setting, referenced to the area and mean aero-
dynamic chord of the wing

increment of pitching-moment coefficient about the quarter-chord
point of the tail mean aerodynamic chord due to the tab
deflection, referenced to the area and the mean aerodynamic
chord of the horizontal tail

increment of the airplane pitching-moment coefficient due to the
trim setting of the tab when 0e = 0°, referenced to the area

and mean aerodynamic chord of the wing

oC
airplane static pitch-stability parameter, W, referenced to
the area and mean aerodynamic chord of the wing, per deg
Cm
airplane pitch-damping parameter, » referenced to the
qCyy
v
area and mean aerodynamic chord of the wing, per rad
aC
airplane pitch-control effectiveness, B with the elevator

e
tab geared to move with the elevator, referenced to the area
and mean aerodynamic chord of the wing, per deg

pitching-moment effectiveness of the tab about the quarter-chord
point of the tail mean aerodynamic chord, referenced to the
area and mean aerodynamic chord of the horizontal tail, per
deg

tail mean aerodynamic chord, in.

wing mean aerodynamic chord, ft

stick force, 1b

acceleration of gravity, fi:/sec2

pressure altitude, ft

distance from the center of gravity to the quarter chord of the
tail mean aerodynamic chord, ft

pitching rate, rad/sec
pitching acceleration, rad/sec 2

dynamic pressure at the horizontal tail, 1b/sq ft
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q free-stream dynamic pressure, 1b/sq ft

0
Shs Sw area of the horizontal tail and wing, respectively, sq ft
T% thrust coefficient
t time, sec
\Y airspeed, ft/sec
W airplane weight, 1b
(xhinge - x5/4)h distance, on the tail mean aerodynamic chord, from the quarter-
chord point to the hinge line, in.
oy airplane angle of attack relative to the X-body axis, deg
oy, angle of attack of the horizontal tail (with 6, = 0°), deg
(Aah)q increment of «} due to the pitching rate, deg
a, airplane angle of attack at zero lift (with d¢ = 0°), deg
Y rim ap at constant load factor, ap, in the turn, deg
oup
¢ =5
Ge elevator deflection, deg
6etrim elevator position for ao¢pim, deg
0tab tab deflection, deg
(Gtab)o tab setting when 6, = 0°, deg
€, downwash angle at the horizontal tail, deg
(Aep) increment of ¢, dueto power, deg
power

Flight Research Center,
National Aeronautics and Space Administration,
Edwards, Calif., July 30, 1971.
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TABLE 6.4, 1-1

WINDUP-TURN VARIATION OF argpipy AND B¢, .

(a) Pertinent parameters

WITH LOAD FACTOR

Symbol Description Reference Magnitude
—————————— Airplane center of gravity Flight data 0.12¢,,
hp Pressure altitude, ft Flight data 6000
Vv True airspeed, ft/sec Flight data Flight data
q Free-stream dynamic-pressure ratio, 1b/sq ft Flight data Flight data
20
w Airplane weight, 1b Flight data Flight data
an Load factor, g units Flight data Flight data
T’C Airplane thrust coefficient, function of Figure 5.3-5 See
ACyy "Description"
CL-Cry g7 - BCLtap),
W Reference wing area, sq ft Table 3.2-1 178
_w Wing mean aerodynamic chord, ft Table 3,2-1 4.96
oCL
L Lift effectiveness of tab, F based on horizontal-| Table 4,13.1-1(c) 0.0279 per deg
tab tab
tail area, Sy = 32,5 sq ft
(étab)o Trim setting of tab when 5, = 0°, deg Flight data 2.0
Iy Distance from the center of gravity to the quarter Figure 3.2-2 14,40
chord of the tail mean aerodynamic chord, ft
_—h Dynamic-pressure ratio at horizontal tail Figure 5.1.2-5 (T4, atrim)
qJO
@acL,.) | ¢ ©Otan) Sh(_lh) f dto s, Equations (6.4-1) and | 0 0102(qh>
L L tab) , [ — }, referenced to S, quations (6.4-1) an . —
tab’o Otaly °Sw\q,, (6.4.1-1) a.
G
(ACm,. ) Airplane pitching-moment increment due to Equations (6.4-1) and -. 0296 h
tab’o h (6.4.1-1) a,
Otap)y = ~(ACLtap) , —
¢
w
a W apWw
Cy, = Equation (6.4-3) -
q Sy 178qG
oCr, ’
CL —— , per rad Figure 6.1.1-1t f(()/trim, T(.)
4 o L
2V
aCy,
C —= , per rad Figure 6.2.1-1 fletpims 1h)
mg 29w rim ©
2V
q %(an - 51;) , rad/sec Equation (6,4-4) £(V, a,)
®tpim? Obtained from Cp, versus oy, plot (fig. 5,1.3-1) | -—-cooceccccoee | oo
Be, . and Cp, versus Crp, plot (fig. 5.2-4) rotated to
trim flight center of gravity using equivalent net
o 1s N 9Cw .
static lift <CL - LLq v (ACIAtab)())On the lift
|Cy
curve and (—Cquv— - (ACmtal))O> on the C,,
versus Cp plot, as per sketch in section 6.4.1
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TABLE 6.4.2-1

VARIATION OF HINGE MOMENTS AND STICK FORCES WITH LOAD FACTOR IN WINDUP TURN

(a) Pertinent parameters

chord, ft

Symbol Description Reference Magnitude
---------- Airplane center of gravity Flight data 0.12¢y,
hp Pressure altitude, ft Flight data 6000
a, Load factor, g units Selected flight data, table 6.4. 1-1(b),
\'4 Airspeed, ft/sec columns 1, 2, and 3
c';m Free-stream dynamic pressure, ft/sec
q Pitch rate, rad/sec Column 5
T% Airplane thrust coefficient Column 28
Qtrim Airplane angle of attack in turn, deg Column 25 _
trim Elevator angle in turn, deg Column 26 Table 6.4.1-1(b)
@ Dynamic-pressure ratio at tail Column 29
qﬂ)
Sp Horizontal-tail area, sq ft Table 3.2-1 32.5
¢ Horizontal-tail mean aerodynamic chord, in, Table 3.2-1 32.45
(Gtab)o Trim setting of tab when 8¢ =0°, deg Flight data 2.0
5
—%a—b— Tab-elevator gearing ratio Section 3 1.5
e
(xhinge - x5/4)h Distance between hinge line and tail gquarter chord, in, Table 4.14.1-2(a) {1.17
lh Distance from the center of gravity to the tail quarter Table 6.4.1-1(a) [14.40

alp
Otrim - €h + 57.3 <—, deg

oy Equation (6.4.2-3)|Variable
€ Downwash at horizontal tail, deg Figure 5.1.2-5  [f(a4pims T%)
( Lh(f)) Net lift coefficient of horizontal tail only in presence of body | Figure 4.14.1-1 f(op, Og)
Crap), =0 as function of ay, 6., and 6 :< tab)é =1.50_, trim
hr Ye» tab _B_e e e’
tab setting = 0, referenced to S, =32.5sq ft
8Cy,
CLOtab Lift effectiveness of tab, m » referenced to Table 6.4.1-1(a) [0.0279 per deg
Sp = 32.5 sq ft
C’%G Pitching effectiveness of tab about quarter chord of tail Table 4.14.1-3, |For Té = 0:
tab ACY, column 14 cr = ~0. 00908
mean aerodynamic chord, (BCmI5ta, , per deg Mdiab
tab average value for
Btap = 6.0° to -7.5°
Table 5.4-1, For T/ =0.20;
column 14 ’

C =-~0,0104
Mtab

average value for

O4ap = 6.0° to -7.5

Summary: From equation (6.4.2-1) and above parameters,

A p
Chh(f) —3[(CLh(D) Bear) <0 +0. 0558] 0.0361 + Cmétab(l_sée +2) ;

0
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Figure 6.4.2-1. Comparison of calculated hinge-moment and stick-force characteristics
in a windup turn with those obtained from wind-tunnel and flight data as a function of
load factor. Altitude = 6000 ft; center of gravity = 0. 12 Cyws V =220 ft/sec.
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